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Information Sciences Series 


Information is the essential ingredient in decision making. The 
need for improved information systems in recent years has been made 
critical by the steady growth in size and complexity of organizations 
and data. 

This series is designed to include books that are concerned with 
various aspects of communicating, utilizing, and storing digital and 
graphic information. It will embrace a broad spectrum of topics, such 
as information system theory and design, man-machine relationships, 
language data processing, artificial intelligence, mechanization of 
library processes, non-numerical applications of digital computers, 
storage and retrieval, automatic publishing, command and control, 
information display, and so on. 

Information science may someday be a profession in its own right. 
The aim of this series is to bring together the interdisciplinary core 
of knowledge that is apt to form its foundation. Through this con¬ 
solidation, it is expected that the series will grow to become the focal 
point for professional education in this field. 
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Preface 


This book attempts to describe selected aspects of the process by 
which computer-based information systems are developed. These as¬ 
pects of the development process tend to be neglected in the pub¬ 
lished literature, although they are critical for successful system 
performance. Many books have been written about computer tech¬ 
nology, computer programming, systems engineering, systems design, 
and systems analysis but few have been written about the human 
factor in the conception, design, production, installation, operations, 
and evolution of systems. The focus of this book, then, as distinct 
from others of the genre, is on the human factor and the interde¬ 
pendence of this human factor with other elements in the system 
development process. Systems have gone awry in the past and they 
will flounder again in the future. The computer hardware may be 
off-the-shelf and the programs may be impeccably debugged, but the 
critical element, the human factor, will remain for some years to come 
the source of less-than-desirable system performance. In this book it is 
contended also that the human factor is a critical variable at all stages 
of the development process, from the initial notion that an information 
system may be the answer to a problem to the handover of the system 
to the user. 

The book has been written to meet a need often expressed by the 
buyers, administrators, and users of information systems. Too often 
they have been confused, if not overwhelmed, by the complexities of 
the systems they have bought,, administered, or used. In particular, 
they have not always understood their own role in the development 
process. The systems engineers and computer programmers occasion¬ 
ally confess that they might be able to design better hardware, better 
systems, or better computer programs if only they understood the 
human factor more than they do. This book attempts to satisfy these 
varied needs both by its review of the development process and by 
its focus on the human factor in that process. 
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In order to describe the information system development process 
in a meaningful way the chapters in the book are presented in a 
sequence that reflects a model of the process from the initial deter¬ 
mination of the system user's goals and objectives to the handover of 
the physical components of the system to the user. In view of the 
focus in this book on the human factor, however, the design of hard¬ 
ware is not considered as a separate topic. One chapter is devoted to 
computer programming. Technical and managerial problems commonly 
encountered during the course of development efforts are reviewed. 

In a field as new as computer-based information processing there 
is no consensus as to the appropriate way to develop an information 
system, nor is there widespread agreement on the nature and content 
of a model or pattern of the development process. Furthermore, there 
is no commonly accepted terminology with which to describe the 
information system development process. Concepts such as “systems,” 
information systems,” “software,” “personnel subsystem,” “system 
training,” and so on are subject to misunderstanding and controversy. 
Inevitably, therefore, there will be disagreement with the positions 
taken in this book and with its particular terminology. We offer no 
assurance that the several contributors to this book agree with one 
another on all issues or that the careful reader will not find some 
inconsistencies in the use of technical jargon in different chapters. We 
take the position that this is inevitable at this time; it reflects the 
dynamic nature of the technology with which we are dealing. Debate 
on these subjects and the publication of alternative approaches and 
terminology will, it is hoped, contribute to progress in the field. 

The book is written by personnel of the System Development 
Corporation who have worked as pioneers in the development of the 
first generation of military, large-scale, computerized information 
systems. The individual chapters are based either on first-hand ex¬ 
perience with such systems or on corporation documents and reports 
written by first-hand participants which describe their design and 
production. These systems include the Semi-Automatic Ground Envi¬ 
ronment (SAGE) System, the Strategic Air Command Control System 
(SACCS), the North American Air Defense Combat Operations Center 
(NORAD COC), and the Department of Defense Damage Assessment 
Center. Other corporate experience reflected in this book includes the 
development of the Back-Up Interceptor Control (BUIC) System, The 
NORAD Space Detection and Tracking System (SPADATS), the 
Navy Space Surveillance System (SPASUR), and the Air Force Satel¬ 
lite Control System. 



Preface xi 

In addition the contents of this book reflect the experience and 
knowledge acquired by personnel of the System Development Cor¬ 
poration in such areas as medicine, education, law enforcement, the 
administration of justice, air traffic control, and civil defense. 

The review of the information system development process and 
the model of that process contained herein have also drawn heavily on 
the published literature that deals with information system develop¬ 
ment in the industrial sphere. 

Many specialists who represent different disciplines cooperate in 
the development of the typical, large-scale, computer-based informa¬ 
tion system. It is not surprising, therefore, that a book about the system 
development process, such as this one, should require the efforts of 
several authors. It is appropriate, then, for me to express my* apprecia¬ 
tion to the other writers who contributed chapters to the book: Jack 
Jaffe, John Connelly, Lee Friedman, and Harold Sackman. Without 
their patience, dedication, and hard work, this book would never have 
seen the light of day. Their contributions have provided the book with 
a range and depth that would have been otherwise impossible. 

It would be difficult for me to express my appreciation to all my 
colleagues and associates at the System Development Corporation 
during the last decade who in ways large and small contributed to 
the preparation of this book. I am indebted particularly to W. C. Biel 
and J. R. Champion. 

The System Development Corporation generously freed me from 
my other duties so that the book could be written and provided the 
secretarial assistance necessary to prepare the manuscript for pub¬ 
lication. 

The opinions of the writers of this book are their own and should 
not be interpreted as representing in any way a corporate point of 
view. 

Perry E. Rosove 

Santa Monica , California 
June 1967 
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Chapter One 


Introduction 

P. E . Rosove 


1.1 THE INSTITUTIONAL CRISIS 

Many contemporary organizations and institutions are in a state 
of crisis. This book is concerned with the means whereby these orga¬ 
nizations and institutions are attempting to resolve the difficulties 
which beset them. In their efforts to survive and adapt in a world of 
rapid and incessant change, these enterprises are turning increasingly 
to the use of the new "information technology” exemplified by, but not 
limited to, the electronic digital computer. Unfortunately the appli¬ 
cation of a new, dynamic technology as a means to overcome crises 
generates its own unique problems. These problems include creating 
an efficient process for the development of systems employing the 
new technology, and dealing with the effects of the new development 
process on existing management orientations and organization. This 
book deals with both types of problems. 

In the second half of the twentieth century we are witnessing an 
extraordinary growth in the size and complexity of governmental, 
military, and business organizations. Whether we look at public insti¬ 
tutions, military commands, or business corporations, we see an in¬ 
creasing division of labor and more intensive task specialization, a 
growth in the number of employees, personnel, or clients serviced, an 
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increasing diversification of operational functions, a proliferation of 
organizational components, and a growth in the geographical scope 
of operations. A contemporary enterprise may be characterized as a 
vast maze of interconnected and interdependent elements, all, pre¬ 
sumably, organized and operating to achieve a common objective or 
related objectives, whether this goal be producing a product, defend¬ 
ing the United States against air attack, or serving the needs of 
the public. 

As governmental, military, and business enterprises grow in size 
and complexity, and as they attempt to adapt to rapidly changing 
environments or changing threats in their environments—missiles, 
competitors, or the population explosion—the need of government ad¬ 
ministrators, military commanders, and business managers to be able to 
receive, process, and use large volumes of information rapidly becomes 
increasingly critical to the successful operation of the enterprise. The 
sheer number of data which must be utilized in the typical institution 
of the contemporary period is in itself overwhelming. One has only 
to think of the burgeoning population data handled by the Bureau 
of the Census, or the weapons and materials inventories dealt with in 
the military and business realms. Furthermore, the division of labor, 
technical specialization, and departmentalization characteristic of con¬ 
temporary large-scale institutions call for a degree of coordination 
and, therefore, an exchange of information among interdependent 
operational units never before equaled in human history. In addition, 
events and operations within interrelated organizational units occur so 
rapidly that the unaided human mind is no longer able to keep abreast 
of the course of events with a speed sufficient to comprehend and 
control them. 

There is abundant evidence that existing methods and procedures 
for handling and using information in contemporary large-scale enter¬ 
prises are failing to keep up with the needs of public administrators, 
business managers, and military commanders. As a result of this situ¬ 
ation, there has emerged in recent years the specialized study and 
development of “systems” for the transmission, processing, and utili¬ 
zation of information. 


1.2 THE ROLE OF INFORMATION 

To conduct some rationally conceived endeavor, means and ends 
must be logically related. Information constitutes an essential link 
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between means and ends. Information is needed about the environ- 
ment of the enterprise and about the condition of the enterprise itself. 
This information must be obtained somehow and transmitted to a 
central location, usually the headquarters of the leader of the enter¬ 
prise, and to other levels of the operation. At these various locations 
the information is studied, analyzed, summarized, organized, and 
stored for future reference or displayed for immediate use. On the basis 
of this information processing and a consideration of other relevant 
factors, such as the institutional goals, the leader of the enterprise 
formulates his plans and makes his decisions. Directives and orders 
are then transmitted to the component units and personnel involved 
to administer, direct, coordinate, and control their activities so that 
the stated ends can be accomplished. At each lower level of the enter¬ 
prise, information is also used for similar types of activities relevant 
to that level. The handling and use of information in an enterprise is 
thus analogous to the functioning of the nervous system of an orga¬ 
nism. It is not the organism; it is the mechanism which coordinates 
and controls the components so that the organism, as a whole, can 
survive in and adapt to its environment. 

1.3 WHAT IS INFORMATION? 

This book is about information as distinct from data. A datum is 
a fact in isolation. Information is an aggregate of facts so organized 
or a datum so utilized as to be knowledge or intelligence. Information 
is meaningful data, whereas data, as such, have no intrinsic meaning 
or significance. 

Information is the concept relating data which are otherwise 
meaningless to some specified human purpose or objective. From this 
point of view, "data processing” is a set of activities which transforms 
data into information. This distinction between data and information 
emphasizes what needs to be stressed. It focuses attention upon the 
uses we intend to make of data, rather than upon data-processing tools 
as such. A radar operator in a system of air defense who is tracking 
an unidentified aircraft regards radar returns from clouds as noise, not 
information; but to a meteorologist attempting to forecast weather, 
radar returns from clouds are not noise—they are the information he 
needs to achieve his objectives. 

The different uses of data within a system and the form in which 
they are displayed also illustrate the distinction between data and 
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information. The same data in a system are used in a variety of ways. 
The processing of the data after they are received or at some point in 
time after they have been stored in the systems files or memory 
changes these data into a variety of forms useful to different people. 
They are displayed at different positions in the system where they are 
used to fulfill a variety of functions. As an example, data may be 
reduced and summarized before display for a military commander as 
information relevant in deciding whether to move aircraft from one 
base to another as a result of a weather condition; these same data 
may be organized in a separate file in a computer’s memory where 
they will be used by long-range planners for statistical analyses to 
optimize aircraft assignments to bases. It is this process of organizing 
data for specific uses which transforms them into information. The 
importance of displays in the design of systems is dependent upon the 
presentation of information with regard to format, location, and timing 
so that they are optimally useful to particular system personnel. For 
these reasons the design of appropriate display formats for system 
users is an important feature of system development. 


1.4 DEFINITION OF INFORMATION SYSTEM 


An information system is the formal or rationally planned means 
whereby managers receive and transmit information. Hence it is more 
than an automatic data-processing system. It may include automatic 
data processing as one aspect of the information-handling apparatus 
assisting management, but it may also include oral briefings. Every 
large man-made enterprise depends upon and has an information 
system of some kind. It is essential to differentiate between an infor¬ 
mation system as such and the particular technology which, in a given 
time and place, is utilized as one feature of the system. This is impor¬ 
tant because there is a tendency to classify types of systems by tech¬ 
nological characteristics rather than by the characteristics of informa- 
tion systems. 

A word needs to be said about the personnel who use the system 
In a large-scale organization there is a hierarchy of personnel who 
make decisions, conduct operations, and develop plans of various 
kinds. An information system, therefore, must not be conceived merely 
as a tool of management at the highest level of the organizational 
hierarchy. If we think of a typical large-scale organization as composed 
o top managers, middle managers, supervisors or foremen, and oper- 
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ators, or, if we define their various roles functionally as policy planners, 
operations planners, operations controllers, machine operators, clerics, 
etc., then a properly designed system will serve the needs of all these 
persons for information. It follows from this concept that the develop¬ 
ment of an information system should be focused, not upon technology, 
but upon the informational needs of the system users. The foundation 
of information system development is the analysis of the need for 
information at all levels and for all functions in the enterprise. This 
analysis must precede commitment to a particular type of equipment. 

In the years since the electronic digital computer was first applied 
it has been put to use in over 600 different ways. 1 One of the major 
difficulties in attempting to define what is meant in this book by an 
information system is the state of terminology and classification of 
computer-based systems in current use. Applications of computers are 
usually classified along functional lines such as “scientific,” “commer¬ 
cial,” and “military command and control systems.” Some classification 
schemes differentiate “real-time” from “non-real-time” systems or “on¬ 
line” from “off-line” systems. Much of this usage of terminology and 
classification seems to be the result of an historical process in addition 
to technical design issues. For example, the first electronic computers 
were developed to carry out scientific computations, while nonscientific 
applications followed at a later period. Similarly, the development of 
large-scale, “real-time” control systems appeared in the military area, 
before they emerged in business. 2 

To avoid the confusions inherent in a terminology derived in large 
measure from the history of computer applications, we shall include 
under the rubric of information systems all the varied uses of com¬ 
puters referred to in the previous paragraph insofar as such uses are 
found in particular systems. Thus a system may include the use of a 
computer complex for “off-line” scientific research, the handling of 
payroll information, or “real-time” production control. By the term 
“information system” we shall subsume both business and military 
applications since the fundamental task of management is the same 
in both fields. Business and military managers alike must receive in¬ 
formation about their organization and its daily operations; both must 
control these operations; and both must conduct short-range and long- 
range planning. R. J. Rhine, who has participated as a manager in 
the development of both military and nonmilitary information systems, 
makes this point very clearly: 3 

“Military command and control systems are often larger and more 
expensive than the typical automated management system; neverthe- 
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less the functions they serve are in fact management functions. And 
the basic properties of these systems, shorn of all frills, details, and 
complexities, are identical to those found in management systems. . . . 

“What has been learned the hard way about the development of 
complex command and control systems can be applied to the develop¬ 
ment of management systems for decision making. And as a matter 
of fact, the command and control technology for which the military 
establishment can take a lion’s share of the credit, was developed to 
support certain general functions which are at the very foundation of 
management theory.” 

We should also note that management experts assert that the principles 
of management in business are applicable to the military realm. 4 

Our major point in this chapter, then, is that integrated informa¬ 
tion systems, regardless of their particular functions, have more in 
common than is usually believed. The development and management 
of such systems will be made more efficient to the extent that we can 
isolate and clarify the nature of these common features. The second 
point to be made here is that information systems should be classified 
by their degree of integration, that is, the extent to which they are 
total systems. This is related to the variety of functions that any 
particular system may be required to perform. As managers in industry 
gained experience with computerized systems, their purposes tended 
to shift from the use of computers in a limited area, such as payroll 
preparation or inventory control, to broader applications related to 
profit making at a comp any-wide level. As the purposes of manage¬ 
ment changed, the system boundaries changed (more functions—pro¬ 
duction scheduling, marketing analyses, sales forecasts, etc.—were 
automated) with the result that systems became subsystems of a still 
larger system. The dimensions of change were (1) laterally to incor¬ 
porate different functions at the same organizational level, and (2) 
vertically to incorporate different levels of the organizational hierarchy. 


Lateral Integration 

Large-scale organizations in business, government, and military 
spheres have been composed traditionally of relatively independent 
and functionally differentiated areas such as personnel, accounting, 
production, and research. These functionally differentiated areas have 
been linked together by formal and informal information networks. 
However, the integration of compartmentalized functions, which are 
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usually assigned to subunits of the organization such as departments, 
divisions, or branches, has always been a problem. The phenomenon 
of identification with and loyalty to a department rather than to the 
organization as a whole has been discussed in the management litera¬ 
ture at considerable length. The inadequacies of the formal mode of 
information transmission have also received much attention. A large 
proportion of the energy and skill of management has been devoted 
to ensuring the smooth flow of information laterally across depart¬ 
mental lines. As J. W. Forrester points out, the education of managers 
in industry has followed the same lines as this organizational com- 
partmentalization; that is, it has been fragmented. He writes, "Manu¬ 
facturing, finance, distribution, organization, advertising, and research 
have too often been viewed as separate skills and not as part of a 
unified system/’ 5 This educational specialization of the manager is then 
followed by practical experience which perpetuates the same influence. 
But a compartmentalized and fragmented management technique 
which was adequate for the nineteenth century and the first half of 
the twentieth cannot cope with the problems of the present day. 

As business, governmental, and military organizations increase 
in size and complexity, familiarity with the operations of parts of the 
organization by top managers no longer ensures successful and efficient 
over-all functioning. The managers tasks are complicated by the fact 
that he must concern himself with a large variety of variables which 
affect his organization in nonlinear fashion. As a result of these factors, 
Forrester concludes that "in management, as in engineering, we can 
expect that the interconnections and interactions between the compo¬ 
nents of the system will often be more important than the separate 
components themselves/’ 6 

The evolution of many business and industrial applications of 
digital computers from isolated functions such as payroll and account¬ 
ing to plant-wide and company-wide computer-based systems is now 
history. Figure 1.1 suggests this lateral shift in perspective from point 
A, which represents the unintegrated perspective, to point B , which 
represents lateral integration at the plant or company level. 

Vertical Integration 

The linkages which make up an information system in a business, 
in the military sphere, or in government may occur laterally, as de¬ 
scribed in the previous section, or vertically. Vertical integration means 
the linking of different levels of the organizational hierarchy from the 
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B 



production or operational “line” at the lowest level to the highest 
managerial level. In general, three levels can be distinguished: (1) 
production, servicing, or operational; (2) control; and (3) long-range 
p anning. Note that these levels reflect distinctive functions associated 
with the various organizational levels. Figure 1.2 illustrates the vertical 
perspective in a management information system. 7 The figure shows 
the functions on the left and the organization on the right. 

The differentiation of the three levels of a management system 
as shown m Figure 1.2 indicates that an integrated system may include 
o h real-time and non-real-time operations. Management control of 


Long-range planning 


Daily operations 
control 


Production or 
operations 


Home office or 
Headquarters 


Plant office 
or headquarters 


Production plant 
or 

operational base 


Figure 1.2 Vertical integration of a management system. 
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daily operations and the control of production are on-line, real-time 
functions, as these terms are usually defined. Long-range planning, on 
the other hand, is not carried out in real time or on-line. 

In the development of large-scale computer-based systems for the 
military services, much has been made of the distinction between 
command systems and control systems. However, an information sys¬ 
tem may be composed of both command and control functions. The 
information system which is used by the North American Air Defense 
Command (NORAD), for example, is composed of two integrated 
elements—SAGE and the NORAD Combat Operations Center (425L). 
SAGE is essentially the control element, whereas COC is a command 
center. 

The progressive integration of computer-based systems in the 
lateral and vertical dimensions has developed to the point where inte¬ 
gration is occurring not only plant- or organization-wide, but also on 
a multiplant and an industry-wide basis. These latter forms of integra¬ 
tion are no respecters of national boundaries. The long-range trend 
toward integration in which computerized information systems are 
playing an important technological role is well expressed by R. A. 
Brady: 8 

“The inner logic of the newer technology (automation) sets cer¬ 
tain broad limits on how it may be most efficiently managed and 
directed. Through its application, processes are being linked to pro¬ 
cesses, plants to plants, firms to firms, and even industries to industries 
in such a way, and under such ordering disciplines of integration and 
synchronization, that the relating plans and management procedures 
must keep in step on pain of crippling breakdowns, any one of which 
may threaten to ramify endlessly throughout the system. 5 " 

For our purposes, we can distinguish five levels of integration as 
follows: 

level 1 . Functional level—integration of a. single function, for exam¬ 
ple, payroll. 

level 2. Plant or department level—integration of several functions, 
for example, payroll, finance, sales, marketing, and produc¬ 
tion control. 

level 3. Company or organization level—integration of several 
plants, departments, offices, and geographical regions; the 
military command. 

level 4. Intercompany or interorganizational level—integration of 
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several affiliated or unaffiliated but functionally interdepen- 
dent companies; integration of several military commands. 
level 5. Industrial level—integration of several unaffiliated compa¬ 
nies in a given business field, such as defense industry or 
banking; NATO illustrates this level in the military sphere. 

United Air Lines provides us with an example of integration at 
the company level—level 3. (See Figure 1.3.) In this company’s plan- 



Input-output 

stations 


Figure 1.3 Integration of a typical information system. 


mng, inputs originating in reservations offices, overhaul shops, store¬ 
rooms, ight dispatch offices, etc., will flow through data control cen¬ 
ters mto a central computer, which will be linked, on the one hand 
to a corporate laboratory for model experimentation and, on the other 
hand, to a staff group responsible for control of regular, daily opera- 
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tions. At the top of the system hierarchy is management, to be linked 
y ia a communications network to the central computer, the corporate 
laboratory, and the control staff. 9 

When we look at the historical development and evolution of 
information systems, particularly in the business realm, it becomes 
evident that classification schemes based on such criteria as ^scien¬ 
tific,” “commercial,” “real-time,” and “off-line” are too narrow for our 
purpose and too specific to particular technical design issues. In the 
latter part of the 1960’s, the typical information system at levels 2, 3, 
and 4 is neither “scientific” nor “commercial,” neither “real-time” nor 
“non-real-time.” The typical information system which is organization- 
or corporate-wide encompasses some combination of these features. 
Similarly, the military command and control system may use its com¬ 
puters for scientific computations, inventory control, long-range plan¬ 
ning, gaming, training, or deriving displays for status reports and 
command decision making. Thus, as integrated systems incorporate 
both real-time and non-real-time” aspects, the use of “realtime” 
as a criterion for classifying information systems loses its value. For 
the purposes of this book, therefore, we shall define an information 
system as an integrated , multiple-purpose , geographically dispersed , 
computer-based configuration of people , procedures , and equipment 
designed to satisfy the informational needs of a user. Our concern 
throughout this book is with information systems at levels 2, 3, and 4 
as specified above. 


1.5 THE SYSTEM ORIENTATION 


Systems Engineering and Operations Research 

H. H. Goode and R. E. Machol 10 describe the emergence of a 
systems orientation in the field of engineering. They point out that 
early efforts to develop large-scale equipment systems, such as the 
telephone system, applied methods and an approach which had worked 
well in the design of small-scale systems. This approach, however, was 
not successful since the components of the large-scale systems did not 
work when they were joined together. Out of these early failures there 
emerged new concepts and new methods, and the name “system engi¬ 
neering’ was given to the field. The type of man required is the 
engineering scientist or scientific generalist, and the method is the in¬ 
terdisciplinary team approach. “We are led to the concept of the 
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system-design team ...” Goode and Machol write. “The technique 
has been variously called the systems approach or the team develop¬ 
ment method.” 11 1 


According to A. D. Hall, the first formal attempt to teach systems 
engineering “probably” occurred in 1950 at the Massachusetts Institute 
of Technology. 12 To Hall, the "evolutionary forces” which resulted in 
the development of systems engineering as a field in the 1950’s were 
increasing system complexity and the growth of modem technology, 
which broadens the range of possibilities and alternatives. Hall defines 
what he means by the “systems point of view” when he discusses the 
ideal characteristics of the systems engineer as distinct from traditional 
concepts of the engineer as a type. The systems point of view means 
that the systems engineer is not concerned primarily with the devices 
that make up a system, but with the concept of the system as a whole 
its internal relations and its behavior in the given environment.” 13 

Whereas some specialists in operations research have emphasized 
the task of analysis as the distinguishing feature of this field, other 
speciahsts have stressed the “systems approach” as its central feature. 

i • urchman has gone so far as to assert that operations research 
should equal “systems science.” 14 


w re , Search emer S ed as a separate field of activity during 

Vorld War II The application of operations research techniques in 
industry took hold in the United States during the decade of the 
950 s. A standard textbook on the subject attributes the rapid growth 
of operations research to the “increased differentiation and segmenta¬ 
tion of the management function. . . .”« As a consequence of the 
increasing division of labor in industry “a new class of managerial 
problems began to appear . . . executive-type problems.” The frag¬ 
mentation of large-scale industrial organizations into departments re- 
su ed m the emergence of departmental objectives which differed 
rom the objectives of the organization as a whole. Thus operations 
research is defined as an effort to apply scientific method to managerial 

nr^ emS K br °A ght ab< ? Ut hy the increasin § complexity of industrial 
organization. A central orientation to the solution of such problems is 

the systems approach, since the industrial organization is regarded 
s an interconnected complex of functionally related components. The 

svstem S ” 13 ° r§anlZatl0n “ COnCeived as “ a social or man-machine 


As m the case of systems engineering, operations research utilizes 
the team approach in the search for the solution to managerial nrob 
lems m industry. The problems under investigation are new, and no 
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single existing science possesses all the techniques necessary to resolve 
them. Furthermore, since the problems investigated are “system” prob¬ 
lems, many factors are involved in their creation, and no one science 
is capable of dealing effectively with every one of these causative 
factors. Thus, in an organization composed of people as well as 
machines, a psychologist should be a member of the operations re¬ 
search team in addition to an engineer. A typical team might consist 
of one man who is familiar with the operations of the organization 
under study, a physical scientist, an engineer, a mathematician or 
statistician, a logician or specialist in scientific methodology, and a 
behavioral scientist. 

“Integrated” and “Total” Systems in Business 

The application of computer technology in the business sphere 
during the 1955-1964 decade shifted rapidly toward a “total systems” 
orientation. 17 But the relationship between the trend toward the devel¬ 
opment of “total systems” and “integrated data-processing systems” in 
business and the theoretical work in systems theory and cybernetics 
is not clear at this point in time. Operations research and systems 
engineering had an impact on business, of course, but relatively little 
direct influence on information systems development. Although the 
system concept existed as early as the 1940's, the development of 
integrated information systems in business appears to have been the 
result of a trial and error process. The historical accounts of various 
industries which have made extensive applications of computers sug¬ 
gest that the traditional profit motive and competitive pressures, rather 
than any abstract concept or theory, were the compelling forces behind 
the evolution of integrated systems. The extent to which various 
companies approached their problems with an integrated orientation 
varied, depending upon such diverse factors as the size of the com¬ 
pany, the type of industry, the degree of decentralization, and the 
extent of integration of the productive process. Thus the Atwood 
Vacuum Machine Company, a relatively small organization, began its 
approach to computer applications with an integrated or systems view- 
point, whereas the Standard Oil Company of New Jersey proceeded 
to introduce computer technology on a piecemeal basis. 18 

In most industrial applications the computer was utilized, at least 
to begin with, in a direct and simple way. By automating the payroll 
operation, for example, clerical staffs were reduced in size, and costs 
were thereby lowered. Similar savings were achieved by automating 
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accounting and inventory control operations. But as management 
gained experience with the use of computers in routine computations 
and clerical functions, the utility of the computer for solving more 
general problems became apparent. The managers of some companies 
began to ask themselves whether the computer could handle every¬ 
thing from customer order to product shipment. The computer could 
handle complex computations and control the processing of chemicals, 
petroleum, cement, and steel, but could it assist managers in the con- 
trol of the entire company operation, including the planning of pro¬ 
duction from sales forecasts? 


The Monsanto Chemical Company, for example, initially applied 
computers to accounting problems. As an “afterthought” the computer 
was also used to solve mathematical problems. It then became evident 
to company management that, although accounting records were used 
primarily for financial purposes, they were also an excellent source of 
marketing information, better than any other source available. Out of 
such experiences there gradually emerged the notion that a “central 
computer system” could serve the needs for detailed and summary 
records of several departments simultaneously. Thus, in this case, it 
was not by design that information system integration at the plant level 
became an operational reality. The Monsanto case also illustrates how 
t e first relatively simple computer applications gradually evolved in 
the direction of taking over more sophisticated decision making at the 
lower-middle management level. Once the computer had been pro¬ 
grammed to calculate freight rates, it was ‘but a small step from there 
to the point that the computer figures the rates for alternate ways of 
shipping and selects the lowest cost carrier. . . ,”i» S imil arly i n the 
function of inventory control, the computer keeps track of inventory 
levels and decides when it is necessary to reorder stock which falls 
below a given threshold. 

In many instances it was not the intent of a company which pur¬ 
chased a computer to undertake a complete overhaul of its operations. 
But the very nature of computers, in conjunction with the profit motive 
orced company after company to integrate functions which had for- 
merly been independent. It was simply a question of the most effective 
utilization of computer technology. Thus the Martin-Marietta Corpo¬ 
ration began its computer applications with the basic objective of 
in § reater de P* about the operations of its 

and BaltinT ^ § eo § ra P{ uca % dispersed plants in Denver, Orlando, 
and Baltimore. Centralized control was mandatory to this corporation 
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because of the interrelated nature of its productive operations. The 
installation of computers in three different locations, however, could 
not be made effective without first standardizing procedures at each 
location. An inventory system for all plants in the company could not 
work until all units used a common code for stock items. In this way 
computer technology determined the emergence of an integrated 
information system at the company level in spite of the absence of 
an a priori total systems orientation. 20 

The International Shoe Company, by contrast, began its computer 
applications as a result of an organizational crisis precipitated by basic 
changes in the shoe industry. The company was experiencing increas¬ 
ing inventories of finished goods, higher costs, and rapidly changing 
shoe styles. Each department and operating division of the company 
had been attempting to solve these problems independently. There 
was little coordination, with the result that merchandizing departments 
could not share information with procurement departments since esti¬ 
mates were made in different ways and in different time spans. The 
need for standardization on a company-wide level was therefore recog¬ 
nized by management at the outset. The company faced the fact that 
it could no longer operate efficiently with each of nineteen selling divi¬ 
sions functioning as a separate entity. 21 As a company spokesman put 
it, the company began its reorganization with the idea of “true inte¬ 
grated data processing. Consequently, we ruled out any single appli¬ 
cation, such as payroll or accounts receivable. We decided that the 
computer could best be used as an instrument of communication and 
co-ordination. . . .” 22 It was felt that the nature of computer opera¬ 
tions was such that the company would profit most from applications 
which showed the impact of one transaction in a particular area upon 
transactions in all other areas. The computer would be used to link 
together sales and inventories; it would relate sales estimates with 
estimates for raw materials and labor requirements; and the sales data 
would be used for determining production schedules. 

Notable technological improvements between 1955 and 1960 made 
it possible to apply computer technology to more sophisticated man¬ 
agement problems. These technological developments included in¬ 
creases in the speed of internal computer operations and in storage 
capacities. Even more important from a management point of view 
was the development of ferrite magnetic core storage, which made it 
possible to go directly to addresses in the computers memory (random 
access) instead of using the older method of searching the length of 
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a magnetic tape for a particular address. This feature also makes it 
possible to create business, as well as military, computer applications 
which operate in “real time,” that is, the results of computer processing 
are displayed for managers as they happen so that they can maintain 
control over operations. Other technological developments which con¬ 
tributed to sophisticated applications were improvements to the input 
and output devices which linked the human members of the system 
with the computer. However, it is evident from the emergence of 
actual integrated computerized systems in industry that organizational 
and conceptual traditions had to be overcome before the technical 
promise of computerized information-processing systems could be 
realized. 

The history of the early applications of electronic information¬ 
processing equipment in industry has some interesting implications 
for the relationship between basic concepts and a given technology. 
It has been pointed out that, in its inherent characteristics, the elec¬ 
tronic computer is completely and unquestionably integrative. The 
techniques of electronic equipment impose inherent notions of how 
operations should be conducted—and these notions only gradually 
become the operating concepts of the people who use the equipment. 
One writer puts it this way : 23 

The multiplicities and speeds of electronic techniques are so 
great that they can perform great numbers of tasks on great numbers 
of inputs involving great numbers of varying factors to provide great 
numbers of outputs with so near a simultaneity that, from the human 
standpoint of evaluation, we can call them simultaneous. The former 
segregations of information by barriers of time and space have been 
removed, the prime requisite for integration.” 

The writer concludes that contemporary nonintegrated approaches to 
applications of information technology are purely temporary. As famil- 
lanty with the capabilities and potentialities of the technology of 
high-speed digital computers increases, the nature of the equipment 
will force an integrated system concept of management control” 
in business applications . 24 

At the present time, the systemic orientation is gaining as a philo¬ 
sophic concept—as a world-view or a way of looking at things in 
general, as indicated in the various fields we have reviewed. For those 
who work in the information system field, however, the systems point 
of view has not yet prevailed in an operational, day-by-day sense. 


The Information System Development Process 17 

1.6 THE INFORMATION SYSTEM DEVELOPMENT PROCESS 

By system development for information systems we mean the 
creation of a new or a replacement system which is designed to accom¬ 
plish the objectives or mission of a particular user. This definition of 
system development incorporates system design as merely one aspect 
of development. System development is concerned with the entire 
history of a particular information system, including the study and 
analysis of its manual or semimanual predecessor; the initial concep¬ 
tion of the replacement system; the analysis of existing user objectives 
and the creation, in consultation with the user, of new objectives; the 
definition of the new system’s operational requirements; the design 
of the system; the specification of its physical components; and the 
production of these physical components. System development includes 
provision for the human components of the system, that is, personnel 
and organizational design. It includes the creation of training pro¬ 
grams and capabilities for system testing and system evaluation. And, 
given the concept of system evolution, system development must also 
include over-all, long-range planning for the evolutionary replacement 
of each system configuration by subsequent ones. 

Phases of System Development 

In the course of its development every large-scale information 
system must pass through a sequence of five stages in its life history. 
What shall we call the five phases? The criteria which should be used 
in the selection of terms for these phases include (1) descriptive suit¬ 
ability for the primary process or function which occurs within the 
phase; (2) simplicity and clarity of denotation; and (3) widespread 
usage. In meeting the first two criteria we do not want to disregard 
terms which are enjoying wide acceptance as, for example, "require¬ 
ments.” This term, although lacking the denotation of "production,” 
is so commonly used with reference to the first phase of system devel¬ 
opment that it seems appropriate to retain it. We propose, then, to 
name the five phases of development as follows: 

Phase I — Requirements 
Phase II — Design 
Phase III — Production 
Phase IV — Installation 
Phase V — Operations 
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Figure 1.4 shows the temporal sequence of the phases of system 
development. The feedback arrows indicate that the development his¬ 
tory is a closed-loop cycle. This reflects the process of system evolution. 
Note also that the arrows between the phases indicate that knowledge 
acquired and decisions made in later phases are fed back to earlier 
phases. The feedback loops reflect the iterative problem-solving pro¬ 
cess. The overlapping of the phases in the figure illustrates concurrent 
development activities. 

-— Time - —. .>. 



Figure 1.4 The sequence of development phases. 

The use of the term “phase” in the context of system development 
should be qualified. Only at a high level of abstraction can we assert 
that there are five distinguishable phases of development and that 
they represent a logical and temporal sequence. In some cases, the 
primary process within a phase which gives that phase its name, such 
as requirements or design, is also an activity or function which is 
performed in other phases as well. The system requirements, for 
example, must be determined before the initial design activity, but 
the determination of requirements does not terminate at any specific 
phase. Throughout the course of the development of a system, old 
requirements are constantly undergoing refinement while more de¬ 
tailed requirements are being generated. When the system first be¬ 
comes operational, actual experience with it may give rise to new 
requirements. Changes in the system’s environment or in technology 
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may also result in the creation of new requirements. Similarly, system 
design, in addition to serving as a name for a logical and temporal 
phase which follows the requirements phase, is also a function which 
is carried out repetitively at different levels of the system development 
process. 


Parallel Development Processes 

Several processes in .the development of large-scale systems nor¬ 
mally occur simultaneously. Initial determination of system require¬ 
ments and design activities are focused upon the system as a totality. 
Then the major breakout of the system development effort occurs 
with the splitting off, at the subsystem level, of the “hardware” and 
“software.” 

There are few words in any language that do not have varying 
connotations to different users. In the case of technical jargons, there 
is an even greater problem in obtaining consensus on the meaning of 
terms. The term “software” is no exception. At one extreme “software” 
has been used to refer exclusively to the utility programs which com¬ 
puter manufacturers provide for the user of one of their machines. 
At the opposite extreme, the term has been used to designate every¬ 
thing which is not hardware, including, for example, the reports and 
data which a producer of equipment generates during his production 
activity. According to this usage, the alpha-numeric symbols displayed 
on a console, or the output of an automatic printer, could also be 
labeled software. 

We do not conclude from these various meanings of “software” 
that it has no usefulness anymore than we would discard the term 
“hardware” because it fails to differentiate between different kinds 
of equipment. In general, “software” is valuable as a rubric for focus¬ 
ing attention, as we must in this book, on those aspects of information 
systems which are not hardware. We need some such term as a short¬ 
hand device to establish balance—as a counterpoise for those who 
tend to think about information systems in terms of gadgets, black 
boxes, and machines. 

It is granted, of course, that, for the purpose of contracting, each 
item of software needs to be identified so that appropriate management 
accounting and controls can function. However, the requirements of 
management oriented to the acquisition of hardware should not be 
allowed to obscure the fact that there are justifications for the use of 
a general term. 
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The problem is to clarify why a general designation like "soft¬ 
ware 5 " is important. A term is needed which brings out the interde¬ 
pendent nature of the major critical components of an information 
system—user objectives, system requirements, design documentation, 
computer programs, personnel, and operational procedures. It is a 
particular configuration of these interdependent elements which trans¬ 
forms the same computer or computer complex into a custom-made 
system which will serve the needs of a particular user. From this point 
of view, the hardware (specific computers and peripheral devices) is 
a constant, and it is the software which is the variable. But most 
important is the fact that an effective information system depends 
upon the integration by system designers of the computer programs, 
the personnel, and the operational procedures. Whereas machines can 
be designed as independent elements on the basis of deterministic 
principles and will meet their operational specifications when linked 
together into a system, such is not the case with nondeterministic 
information systems. Ideally, therefore, the computer programs, the 
personnel subsystem, and the operational procedures should be de¬ 
signed as an integrated unit, just as they must function in the opera¬ 
tional environment. 

For practical reasons, in a large-scale development effort, the 
software developer must fragment the task and assign various pieces, 
such as the computer program design, to specialists. This is precisely 
why the development of an information system is so difficult, and why 
the end results are so frequently disappointing. Following existing 
work practices (span of control, specialization, delegation of authority, 
etc.), we fragment a task which by its nature does not lend itself easily 
to this treatment. 

In this book we shall use the term "software 55 as it has been widely 
employed within the System Development Corporation over the past 
several years. Software items are produced at all stages of the devel¬ 
opment process; they include the conceptual definitions and re¬ 
quirements documents prepared during the initial stages of system 
development, as well as the innumerable reports, data, and card decks 
produced during the final stages of the development effort. The term 
refers to the reports, products, and data resulting from the activities 
of system designers, computer program designers, and programmers. 
Software includes the procedures manuals, operator handbooks, and 
training program materials produced by technical writers, human 
engineers, psychologists, and human factors personnel. This definition 
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will probably satisfy very few readers, but it will suffice, for the pur¬ 
poses of this book, as a basis for communication. 

As we have noted, once the subsystem level is reached, develop¬ 
mental processes continue in parallel. Frequently, hardware and soft¬ 
ware development are the responsibilities of different contractors. 
Within each of the major subsystem divisions, additional areas of 
specialized activity are broken out at the component level, and within 
each of these component areas parallel developmental processes are 
carried out. The functions of requirements determination and design 
are repeated at each level and for each line of development. In the 
case of the software components, for example, while the requirements 
for the computer programs are being determined, they are also being 
defined for training, operational procedures, operator handbooks, and 
personnel manning and organization. When this requirement phase is 
terminated, the next phase, design, is conducted for each component 
area. While these development processes are being accomplished in 
the software subsystem, the same processes are being carried out, at 
the same time, in the hardware subsystem. 

Throughout the component development process, since each of the 
components must eventually operate as an interdependent element of 
a system, it is necessary to plan and coordinate activities across the 
parallel lines of development. The responsibility of management, at 
the subsystem and component levels, is to ensure that such planning 
and coordination does, in fact, take place. After the components have 
been built as integrated entities, it is management’s responsibility to 
guarantee that the subsystems are also integrated and, finally, that the 
total system operates as a single entity. Planning for and coordinating 
these manifold concurrent activities is one of the most difficult prob¬ 
lems management faces. 

Reintegration of Parallel Developmental Processes 

The transition from the production to the installation phase is 
characterized by the process of integration and testing to ensure that 
each component meets the requirements that have been specified for 
it, that the components operate according to their requirements when 
they are linked together as subsystems, and that, finally, the entire 
system functions according to the requirements for it. It is during the 
installation phase that the system equipment, the computer programs, 
and the operations personnel are brought together for the first time to 
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be “shaken down” and evaluated to determine whether the system does 
what it was designed to do. As soon as the entire system has been 
tested against the system requirements and has been accepted by the 
system user, the operations phase begins. It should be emphasized that 
the initial operations phase is not necessarily an end point but rather 
may be merely the termination of the first development cycle of the 
planned evolution of the system. In such cases, the initial operational 
system performs the function of the prototype—it is an experimental 
system upon the basis of which modifications will be made. During 
this initial phase of operations change proposals can be expected to be 
numerous. They are fed back to all the preceding phases. Initial 
operations may indicate that better integration of hardware and soft¬ 
ware is essential dining the production phase, that a longer period of 
personnel orientation is needed during the installation phase, etc. 

The organization of this book follows the distinctions made here 
among development phases, the parallel development processes, and 
the reintegration of the processes. Thus Chapter 3 deals with the 
system requirements phase; Chapter 4 reviews the system design 
phase; and Chapters 5, 6, 7, and 8 cover the parallel development 
activities of computer program production, personnel and organiza¬ 
tional design, design of procedures, and design of the training program, 
respectively. Chapter 9 on the installation phase and Chapter 10 on 
system testing and evaluation are essentially concerned with the re¬ 
integration process. 


1.7 SUMMARY 

Many contemporary institutions are in a state of crisis and are 
turning to information system technology to solve their problems. In 
this chapter we have pointed out the role of information, as distinct 
from data, in meeting organizational objectives; we have defined 
information and attempted to define “information system.” We have 
shown that efforts to classify computer-based systems have failed to 
keep up with the pace of change. Today’s “integrated” information 
system may ^contain “scientific,” “commercial,” “command,” “control,” 
real-time, non-real-time,” “on-line,” and “off-line” elements. As in¬ 
formation systems in business, government, and the mili tary spheres 
have progressively integrated their automated elements in both the 
lateral and vertical dimensions, it has become increasingly irrelevant 
to classify an information system as “real-time” in terms of the attri- 
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butes of one of its components, such as a control process. The integra¬ 
tion of multiple-purpose information-processing elements into larger 
systems on company, intercompany, and industrial levels has become 
commonplace. There is, therefore, no simple definition of any informa¬ 
tion system. We have used the United Air Lines integrated information 
system plan to illustrate what we mean in this book by an information 
system. But it is obvious, from the many other examples cited in this 
chapter, that no simple definition will do justice to the complexities 
of the subject. Basically, an information system of the type considered 
in this book is a multiple-purpose, geographically dispersed, computer- 
based configuration of people, equipment, and procedures designed to 
meet the informational needs of a user. 

We briefly discussed system orientation as it has emerged in sys¬ 
tems engineering and operations research. The growth of an “inte¬ 
grated” or “total systems” approach to information systems in business 
was reviewed, but it was noted that system orientation did not play a 
key role in the early evolution of business systems. 

A brief overview of the information system development process 
was presented. This subject was discussed in terms of the phases of 
system development, the breakout of parallel development processes, 
and the reintegration of these parallel processes. After distinguishing 
the “hardware” and “software” subsystem components, a working 
definition of “software” was presented. With the exception of the next 
chapter, the organization of the book follows, in a rough fashion, the 
sequence of development phases—requirements, design, production, 
installation, and operations—differentiated in this chapter. Chapter 2 
deals with the typical management problems encountered in the de¬ 
velopment of a large-scale, computer-based information system. 
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Chapter Two 


Management Problems in the 
Development Process 

P. E. Rosove 


2.1 INTRODUCTION 

The Purpose of the Chapter 

The purpose of this chapter is to describe the more salient man¬ 
agement problems associated with the development of information 
systems. Many of these problems are derived from three closely inter¬ 
related sets of conditions: (1) the widespread lack of familiarity of 
managers and administrators with the development process for infor¬ 
mation systems; (2) the use of an irrelevant model of hardware system 
development for the management of the information system develop¬ 
ment process; and (3) the incompatibility between existing manage¬ 
ment organization and administrative procedures and the unique 
nature of the information system development process. 

In recent years there has been increasing concern at the highest 
governmental and industrial levels with system management problems 
as distinct from scientific and technological problems. This concern 
with management is reflected in such events as the National Advanced- 
Technology Management Conference held in Seattle, Washington, on 
September 4-7, 1962. The major concern of the conference is stated in 
the published proceedings: 1 
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“Many have suggested that innovations in planning, org anisin g, 
and controlling have lagged. A cultural lag exists between scientific 
and technological achievements and our abilities to organize and 
manage the human and physical resources necessary to utilize these 
advancements effectively. We have not been able to invent new social 
organizations necessary to keep up with scientific and technological 
progress.” 

Much evidence suggests that, although there are many problems 
associated with the technical task of designing and producing large- 
scale information systems, the overriding difficulties in the develop¬ 
ment of such systems are the problems associated with the management 
of the development process. John Diebold, writing about the applica¬ 
tions of computers in industry, makes a similar observation: 2 “It is 
ironic that this magic new resource is passed up by management, not 
because of the limitations of the technology—for information tech¬ 
nology has already far outstripped our apparent ability to apply it— 
but because of our organization structure itself.” Too frequently the 
responsibility for information system development is assigned to the 
office of the “assistant controller,” an office, as Diebold puts it, “buried 
too deep in one leg of the business.” 3 

The position taken in this chapter, a position derived indepen¬ 
dently for computer applications in industry by John Diebold, Gilbert 
Burck, and many others, is that the revolution in information systems 
means management will never be the same again.” This applies with 
equal force to the management of operations and the management of 
the information system development process. In this chapter our 
concern is limited to the latter. 

Organization of the Chapter 

Our procedure will be, first, to list in Section 2.2 the basic 
activities in the system development process which must be accom¬ 
plished by someone. (See Table 2.1.) Although the activities are the 
same m each case of development, there are no hard and fast rules 
pertaining to the individual, agency, or organization which should 
perform each or several of these activities. Second, in Section 2.3 we 
shall indicate that many contemporary management problems are 
consequences of lack of familiarity at this level with information sys¬ 
tems—their technology and processes of development. Third, we shall 
systematically compare in Section 2.4 the basic differences between the 
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relatively new computer-based information systems and the more 
traditional weapons and/or equipment systems. This comparison will 
serve to highlight the problems which result from using the traditional 
hardware-acquisition management structure and administrative pro¬ 
cedures for the design and procurement of a very different type of 
system. 


2.2 THE BASIC SYSTEM DEVELOPMENT ACTIVITIES 

The basic system development activities which must be carried 
out in the creation of typical information systems are listed in Table 
2.1. The activities are shown in the left-hand column of the table, 
with the name usually given to the individual, agency, or organization 
having responsibility for each activity shown in the right-hand column. 

Table 2.1 

System Development Activities 


Activities 


Organization 


1. Establishing the system's objectives 

2. Defining the system requirements 

3. Procuring the system 

4. Technical management of the 
development effort 

5. System design 

6. Designing and producing the hardware 

7. Designing and producing the software* 

8. Designing and producing the facilities 


1. The user 

2. The system designer, 
the system engineer 

3. The procurement 
agency 

4. The technical 
manager 

5. The system designer, 
the system engineer 

6. The hardware 
developer 

7. The software 
developer 

8. The facilities 
developer 


* The term “software” is defined in Chapter 1 of this book. 

In the development of any specific system, the manner in which 
responsibility for these various activities is assigned will show con¬ 
siderable variation. A major management responsibility which the non¬ 
military user must normally discharge involves deciding who will carry 
out the tasks. The management problem is simplified if all the neces- 
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sary activities are carried out in-house, that is, by the user himself, or 
by a small number of external organizations closely supervised by in- 
house agencies. The problem of management control is compounded 
to the extent that the number of external organizations grows. In this 
latter situation, the problems of control and coordination increase 
geometrically. In the case of industrial systems it is common to find 
the activities distributed among a very few organizations. Typically, 
the technical stafF of an industrial user performs the tasks of establish¬ 
ing the system’s objectives, system procurement, system design, tech¬ 
nical management, and facilities and software development with the 
aid of consultants from management counseling firms and the hardware 
developer. In military system development, by contrast, each of the 
activities listed in Table 2.1 may be the formal responsibility of a 
different external agency or organization. 

To ensure understanding in the following sections, the terms 
which appear in the right-hand column of Table 2.1 opposite the 
activities to which they are related in the information system develop¬ 
ment process are briefly defined in the following paragraphs. 

"User” refers, as the term implies, to the organization or institution 
which will make operational use of the new information system. We 
would like to make a distinction here between the users of the system 
and the system operators. By users we mean the persons whose needs 
for information are served by the system. An operator, by contrast, is 
a component of the information system. He merely transforms or trans¬ 
mits the information so that it can be used by others. 

The "procurement agency” is the organization or institution that is 
responsible for acquiring a system for a user. In the United States Air 
Force, for example, the Electronic Systems Division of the Air Force 
Systems Command acquired the 465L SAC Control System for the 
Strategic Air Command, and in this case SAC is the user. The procure¬ 
ment organization or agency is responsible for such items as the 
statement of work, contract monitoring, contractual changes, and the 
funding of the new system. 

The term technical manager” refers to the organization that is 
responsible for the technical management of the system development 
effort. In the case of military systems, a special project management 
office is usually created for this responsibility. Such organizations as 
The MITRE Corporation and Aerospace Corporation conduct technical 
management for many military systems. 

The distinction between the procurement agency and the technical 
manager is derived from the fact that, whereas the former supplies 



Management Unfamiliarity with Information Systems 29 

the funds for the new system, it may not have the capability to provide 
technical guidance for the development effort. Hence, a separate 
organization may be necessary to perform the technical management 
task. 

The technical manager is distinguished from the "system engineer” 
and the "system designer” since the activities of system engineering 
and system design may be performed by the technical manager and 
also by personnel in the hardware and software developers’ organiza¬ 
tions. The distinction between system engineers and designers and 
other types of engineers and designers is that the former are respon¬ 
sible for the engineering and design of the system conceived as a total 
operating entity. H. H. Goode and R. E. Machol 4 distinguish the system 
engineer by emphasizing the fact that he is a "generalist,” not a special¬ 
ist. The system engineer is concerned with large-scale, complex systems 
made up of many different kinds of components. It is the function of 
the engineer as a generalist to see that all the components contribute 
to the optimal performance of the system as a whole, whereas sub¬ 
system engineers and designers are concerned with optimizing sub¬ 
systems or components. 

The term "developer” refers to the organization or agency that is 
responsible for system and/or subsystem design and for production or 
manufacture of particular subsystems. We shall differentiate between 
two types of subsystem developers—the hardware and the software 
developer. 

2.3 MANAGEMENT UNFAMILIARITY WITH INFORMATION 
SYSTEMS 

The alienation of the user from the design, production, and main¬ 
tenance of the artifacts of everyday use which has taken place in the 
area of mass production of basic goods has also occurred with respect 
to information systems. Before the advent of the electronic computer, 
the top management of a large-scale enterprise designed and built its 
own system to keep itself informed of the status of its operations so 
that appropriate decisions could be made as needed. Normally, such 
information systems began simply but grew to keep pace with the 
enterprise. This direct and sole involvement of the user is becoming 
passe for information systems. Complex and national or world-wide 
operations call for sophisticated information systems which make the 
most of an equally sophisticated technology. Today the user of an 
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information system must go to the specialist to develop a system for 
him.* 

What has been disconcerting to the users of the first generation of 
information systems is their cost, the length of time which has been 
required, in most instances, to design and build the systems, and the 
fact that they must continue to rely upon external development orga¬ 
nizations (when these have been used) not only during the system 
design and production phases but also during the operations phase. 5 

An information system is not designed to specifications that are 
geared to unchanging physical conditions. It is intimately dependent 
upon user goals and objectives and reflects a specific set of environ¬ 
mental and user requirements. An information system is dependent, 
therefore, on the clarity and precision with which the users goals and 
objectives are stated. Furthermore, an information system is peculiarly 
susceptible to change—change in its environment and in its users 
requirements. Thus, during the era of the Cold War, administrators of 
military command and control systems have been faced with a difficult 
dilemma. Changes in national policies, military strategies, tactical 
doctrines, weapons systems, military organization, and the allocation of 
military missions among the services have been frequent and profound 
in nature. Under such conditions, the goals and objectives of a par¬ 
ticular information system user qannot be stated readily with clarity 
and precision; and system requirements undergo repeated changes 
during the course of the creation of specific information systems. 
Similar problems have been described for industries acquiring com¬ 
puter-based information systems. 6 The unfortunate combination of the 
users lack of technical knowledge, the difficulty of obtaining clearly 
stated user goals and objectives, and the rapidly changing environment 
have all served to thwart preconceived and mistaken notions that 
(1) information systems could be designed and produced on rigid, 
Predetermined schedules despite frequently changing system require¬ 
ments, and (2) the user would be able to maintain and adapt his in- 
ormation system without the help of the developer after the system 
attained operational status. 

It is understandable that users and administrators, lacking under¬ 
standing of information system technology and the development 


is book goes to press, so-called “general purpose” systems using natural 
English terms are beginning to appear. However, these new “data management” 
systems are still limited to the manipulation of large data bases—they are not 
large-scale systems as defined in Chapter 1. 
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process, have utilized a familiar but irrelevant model—a hardware 
model—in their efforts to plan for and to control the design and pro¬ 
duction of information systems. 

2.4 PROBLEMS IN THE USE OF A HARDWARE MODEL FOR 

SOFTWARE DEVELOPMENT 

When new technologies appear on the scene, as they do with 
increasingly disconcerting frequency, it is to be expected that existing 
management organizations will acquire and apply these new technolo¬ 
gies. In some situations, if the new technology is radically different from 
any previous one, the existing management organization will prove to 
be unsuited to the application of the new technology. This is, in fact, 
what has happened with respect to the management of the first genera¬ 
tion of large-scale information systems. The management organization 
which has been applied to the design and acquisition of the first gen¬ 
eration of military systems evolved over the years with respect to the 
design and procurement of weapons, primarily aircraft and missiles, 
and other types of hardware systems. Experience in the past decade 
has revealed this management structure and its procedures to be 
inadequate for the task of developing information systems. In the case 
of quasi-public and commercial enterprises which have sought to 
develop computer-based systems, the management structure to oversee 
and direct the task either did not exist or, as in the military establish¬ 
ment, experienced considerable difficulty in adapting existing orga¬ 
nizational structure to the requirements of the task. 7 

Although the management organization for the development of 
information systems in industry and government is very different from 
that in the military, traditional experience with the acquisition of 
hardware systems influences and pervades both areas. To bring out as 
forcefully as possible how this influence occurs and the management 
problems derived thereby for the development of information systems, 
the rest of this chapter is based on a comparison of the basic char¬ 
acteristics of weapons systems with those of information systems. This, 
of course, represents the extreme case since the development of 
weapons systems by the military occurs under conditions of unusual 
uncertainty, by contrast with nonmilitary hardware systems, and in the 
context of a highly formalized managerial structure and process. 8 
However, in many subtle ways contemporary nonmilitary management 
organization, principles, and concepts, derived as they are from ex- 



Table 2.2 

Basic Differences between Weapons Systems and Information Systems 
Weapons Systems Information Systems 


1. Weapons systems are not nor¬ 
mally limited to a single user 
(the same missile can be used by 
more than one service and more 
than one nation). 

2. Many-of-a-kind. Normally a 
weapon system is mass-produced 
after the production of a proto¬ 
type model. 

3. Model changes. The basic 
weapon evolves through a series 
of incremental modifications as 
technology improves, but the 
final model could not be con¬ 
ceived when the program began. 
Each model is a complete re¬ 
placement of the previous model. 

4. Hardware* state of the art is 
critical. The hard sciences, such 
as physics, chemistry, cryogenics, 
are relevant. Man plays a non¬ 
existent or minor role in system 
performance. 

5. High cost/effectiveness ratio. Cost 
is high because of rapid ob¬ 
solescence and utilization of 
untried technologies. (The bud¬ 
get in FY 1963 for the Polaris 
System alone was $2 billion. And 
this is only one element of the 
Strategic Retaliatory Forces.) 

6. Independent capability. The 
weapon system is self-sufficient 
and self-contained. Integration 
requirements, if any, may be 
limited to a ground support sys¬ 
tem. 


1. An information system is cus¬ 
tom-made to fit the needs of a 
single user, such as a military 
commander and his staff or man¬ 
agement in industry. 

2. One-of-a-kind. Only one informa¬ 
tion system is built to meet the 
needs of the user. A full-scale 
prototype would be equivalent to 
the system per se. 

3. Planned evolution. The system 
evolves through a planned series 
of stages or phases each of 
which includes the addition of 
new functions which were con¬ 
ceived from the inception of the 
plan. The final system incorpo¬ 
rates all earlier phases; it does 
not replace them as is the case 
with weapon models. 

4. Hardware state of the art is much 
less critical. The “soft” sciences, 
such as psychology, human fac¬ 
tors, human relations, manage¬ 
ment science, are relevant and 
critical. Man is a major com¬ 
ponent of the system and affects 
system performance. 

5. Low cost/effectiveness ratio. Cost 
is low since the system utilizes 
better known hardware and will 
assist the user indefinitely. Its 
life-span is equivalent to the 
users, since it is designed to 
change as the operational re¬ 
quirements change. 

6. Functional and technical inte¬ 
gration with other systems (in¬ 
terface) is a major aspect of 
operations. The system is not 
self-sufficient or self-contained 
but is interdependent with other 
systems. 


In weapons systems, software, as in the case of the guidance computer programs 
in a missile, supports the effective functioning of hardware; in information sys¬ 
tems, hardware supports the effective functioning of human beings and computer 
programs. 


32 
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perience with the production of hardware, have unfortunate conse¬ 
quences similar in nature to those found in the military realm. The 
comparison drawn in this chapter between weapons systems and 
information systems, therefore, should be useful in indicating typical 
managerial problems which pervade the nonmilitary as well as the 
military area. 

In Table 2.2 we present a listing of the basic differences between 
weapons systems and information systems. 9 It should be borne in mind 
that this list is highly simplified for the sake of the following explica¬ 
tion. We can deal here only with the more obvious differences. In 
point of fact, there are many additional differences in such areas as 
system testing, quality control, and maintenance, the cumulative effect 
of which has important implications for the management of the system 
development effort. It would require another book, however, to explore 
fully the ramifications of these implications. 

Bearing in mind the basic differences between weapons systems 
and information systems as shown in Table 2.2, we can begin to con¬ 
sider the consequences of applying a management organization and 
principles geared to the development of weapons systems to the de¬ 
velopment of information systems. The identifying numbers of the 
following sections correspond to the numbers in the table. 

1. The Information System Is Custom-Made to Fit the User 

The same weapon or hardware system can be used equally effec¬ 
tively by a variety of users. A strategic missile can be employed by 
different services within the same country or by different countries. 
The same statement is true of automobiles or ships. Such is not the 
case with information systems. An information system is tailor-made 
to fit the needs, objectives, and requirements of a unique user. Each 
military command and each industrial enterprise needs information of 
a special kind. It is true that in the industrial realm one can speak of 
classes of computer applications such as payroll accounting, inventory 
control, production control, or airlines reservations, or of applications 
in the fields of banking, insurance, transportation, etc. But an examina¬ 
tion of the details of these applications in similar areas would still show 
basic differences—for example, differences in computer programs, in 
the format and content of displays and reports, in the construction of 
the data base, in the relationships among system components, and in 
the use of human beings as elements of the system. 

Since each information system is custom-made to meet the special 
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needs of a single user, the developer must study the operations of the 
current system, assuming there is one, in order to clarify the user’s 
problems, to determine his needs and objectives, and to establish 
preliminary system requirements. The difficulty in such a study is 
obtaining complete and accurate information on all relevant areas of 
system operations. Equal in importance to the study of the users 
current system is the study and analysis of the systems future require¬ 
ments. ~ 


One of the most important problems facing the software developer 
in analyses of operations and requirements studies is essentially this: 
who is the official spokesman for the users? Depending upon whom 
the investigator queries about system operations, he may obtain dif¬ 
ferent interpretations about what the system does, what is wrong with 
it, and what it ought to do in the future. Each of these interpretations 
may be valid from the point of view of the individual informant and also 
inconsistent with one or more of the other viewpoints. This can place 
the developer in an extremely awkward and difficult position if there is 
no authority to resolve the issue. The nature of this problem can be 
brought out by noting that the Commander-in-Chief of the Strategic 
Air Command is one of the prime users of the 465L SAC Control 
System. Needless to say, the commander of SAC is an extremely busy 
individual. He may not be available, although he should be, to discuss 
operational details with development personnel. Presidents of corpora¬ 
tions are also very busy people. If an effective information-processing 
system is to be designed, however, the software developer must obtain 
ffiom such high-ranking individuals or their designated representatives 
their requirements for information, both current and future, since they 
are best qualified to say what these needs are. If this is not done the 
developer obtains a set of requirements from unqualified subordinates 
w o necessarily provide their interpretation of what they think the 
commander or the president wants. 10 

What has frequently happened in the past as a result of such 

mmsmad ^ ^ deVel ° per wiH desi S n the ^tem in terms of state- 
tTfind mformant i s i at an available echelon of command only 
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something else m mind. It is essential, therefore, to resolve this prob- 
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personnel m the organizational hierarchy, and (3) guarantees that 
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the information given by the spokesman to the developer is authorita¬ 
tive. 

The designation of an authoritative spokesman by the user will 
help, but it will not resolve the issue. The necessity will still remain for 
the frequent and regular briefing of the commander or the company 
president on the status of the developing system’s capabilities. It is his 
responsibility to ensure that the system, when it is completed, will 
actually meet the needs and objectives of the ultimate user. 

It is not enough, in other words, merely to establish an in-house 
project office or appoint an external technical manager and to assume 
that such a project office or manager can satisfy the needs of the de¬ 
veloper for information in the absence of direct contact with the ulti¬ 
mate user of the new system, which is normally the top rung of man¬ 
agement in both military and nonmilitary systems. When such an 
authoritative voice is not established, what may happen, for example, 
is that displays will be designed on the basis of requirements as defined 
by personnel who will not be the users of these displays. When the 
ultimate users eventually see the display plans, they may reject them 
as not meeting their information requirements as they visualize them, 
with the result that a major overhaul of the design effort is necessary. 
Such situations account for many of the cost overruns, schedule slip¬ 
pages, and cases of management disillusionment encountered in infor¬ 
mation systems development. 

The problem of identifying an authoritative spokesman is likely 
to be more difficult to accomplish in governmental institutions than in 
the military establishment. In the development of an integrated in¬ 
formation-processing system for state law enforcement agencies, for 
example, the diffusion of authority may be a much greater obstacle to 
orderly and efficient progress and the acquisition of operational in¬ 
formation than is the case with highly centralized military organiza¬ 
tions. Similarly, a decentralized industrial organization in which de¬ 
partment managers have equal authority may pose a special problem in 
the identification of a single authoritative spokesman representing the 
ultimate system users. 11 

Where the user is responsible for such functions as system pro¬ 
curement and technical management, the problem of identifying a 
single authoritative voice still exists but can be minimized; in situa¬ 
tions where the user, the procurement agency, and the technical 
manager are all separate organizations, the difficulty of specifying one 
authoritative spokesman for the new system is compounded several 
times over. It is apparent, for example, that a technical manager cannot 
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understand the user's requirements for information as clearly as the 
user himself. Nevertheless, frequently in military system development 
more than one organization may stand between the user and the soft¬ 
ware developer. In a system such as the NORAD Combat Operations 
Center (425L), for example, the 425L System Program Office of the 
Electronic Systems Division is the program manager, The MITRE 
Corporation is the technical manager, and NORAD is the user. It is 
quite possible for each of these organizations to have different inter¬ 
pretations of the users needs. The software developer in such a situa¬ 
tion is caught in a requirement cross fire. Whatever he does he will be 
unable to meet some of the demands levied against him. The energies 
of the developer are then dissipated in attempting to obtain a set of 
requirements which are acceptable to all the organizations involved. 

As a result of the fact that many different individuals, agencies, 
and organizations have to approve a decision, even a minor one, before 
it can be implemented by the developer, excessive and unnecessary 
time is lost before a decision is officially approved. Meanwhile the 
developer, in order to meet his scheduled commitments, has proceeded 
in a direction that is subsequently reversed, or he may simply wait and 
do nothing. In either case the end result is cost overruns and schedule 
slippages. 

2. Many-of-a-Kind/One-of-a-Kind 

Many basic differences in weapons and software systems which 
have a profound impact on management stem from the fact that 
weapons systems, with some notable exceptions, are usually produced 
in large numbers from a prototype model. Information systems are 
one-of-a-kind, that is, only one operational system is ever developed 
from the design. The information system is not a mass-produced 
article. In regard to contemporary weapons systems, it is true that 
with increasing technological sophistication, with the advent of satel¬ 
lites and space vehicles, and even with more conventional weapons 
systems such as nuclear submarines and bombers, fewer items are 
being produced from a common design than heretofore. This may be 
attributed to the increasing cost of such systems and the fact that 
each vehicle is a carrier of much more destructive firepower. But the 
fundamental difference we are discussing here between weapons sys¬ 
tems and information systems remains—current management organi- 
zation and concepts are geared for the most part to a tradition of 
mass production, not the production of one-of-a-ldnd items. 

A major consequence of mass production of an item in contrast 
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to the production of a single item is the fact that a complete prototype 
of a weapons system can be built before full-scale mass production at 
a fraction of the total cost of the project. The purpose of building a 
prototype, of course, is to test the design, to ensure that the perfor¬ 
mance specifications have been met, and to check out new techno¬ 
logical concepts and new materials. Modifications to the prototype 
can be made at a fraction of the total project cost in the event that it 
fails to live up to engineering expectations, since the bulk of the funds 
needed in weapons system acquisition are earmarked for production. 
Once the prototype model succeeds in meeting all user requirements, 
the design is frozen and production is started. By contrast, the creation 
of a complete prototype for an information system would be equiva¬ 
lent to producing the operational system per se; hence the cost of 
prototype construction is prohibitive. 

In the development of large-scale information systems, two alter¬ 
native procedures to the construction of prototypes are usually fol¬ 
lowed. One approach is the construction of a test facility in which 
the basic concepts of the new information system are tried out for 
feasibility. This test facility is completely separated from the opera¬ 
tional system and is never used as part of it. A second approach is 
to create an initial operational capability which is small in scope 
compared to the final system but is designed in modular fashion so 
that additional and more sophisticated capabilities can be added to 
the original foundation. 

The creation of a test facility before the construction of the in¬ 
formation system itself is illustrated by the SAGE system of air defense. 
A working model of SAGE, called the Cape Cod System, was built in 
1953 through the combined efforts of the Lincoln Laboratory of the 
Massachusetts Institute of Technology and the Air Force s Cambridge 
Research Center. The Cape Cod System was composed of several 
radars in and around Boston which transmitted data to the Whirlwind 
I Computer at the Massachusetts Institute of Technology. This system 
proved the feasibility of automating radar surveillance operations. 
The Cape Cod System with a new computer, the AN/FSQ-7, which 
was specifically designed for the job of air defense, evolved into what 
became known as the Experimental SAGE Sector. Although the 
Experimental SAGE Sector was hardly a model of the entire SAGE 
system, it did provide a test-bed for the development of basic features 
of SAGE automation, operations, and training. 

The use of a test-bed approach, as in the case of SAGE, however, 
is not as satisfactory as the construction of a prototype weapon which 
represents the complete system. At best, a test-bed information system 
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can only represent a truncated version of the operational system. The 
proof of this lies in the fact that large-scale development efforts were 
still needed to create a working SAGE system after its feasibility was 
demonstrated in the Cape Cod test-bed. 

Because of the untried and untested nature of the automation of 
radar operations utilizing a digital computer, funds were provided to 
create the Cape Cod System and, later, the Experimental SAGE 
Sector. But management may miss the point that such an experimental 
test-bed or an equivalent alternative is an essential ingredient of the 
development of any large-scale information system during the con¬ 
temporary stage of computer technology. It was not a unique require¬ 
ment for SAGE. 

Information systems may vary considerably in the degree to which 
they utilize well-established computer-programming concepts in asso¬ 
ciation with off-the-shelf computer equipment. For a system using 
off-the-shelf technology and equipment there may be no requirement 
for research activities, for an experimental prototype system such as 
the Cape Cod System, for simulation facilities, or for “exploratory” 
and advanced development as these terms are used in hardware 
acquisition. On the other hand, many of the first-generation computer- 
based information systems developed for the military and for com¬ 
mercial uses did require the creation of new computer-programming 
concepts for extremely complex information-processing functions which 
had not been automated previously. 12 For the next generation of 
information systems it can also be expected that at least some propor- 
tion of them will require the creation of new computer-programming 
concepts and a continuing pressure to advance the software state of 
the art. Thus appropriate managerial and funding arrangements must 
be made to provide for those aspects of information systems which 
are exploratory in character. To accomplish this goal the mental set 
imposed by experience with hardware acquisition must be broken. 

The many-of-a-kind/one-of-a-kind dichotomy holds many other 
dangers for management if the basic differences are not kept in the 
foreground. The circumvention or elimination of these dangers fre¬ 
quently involves spending relatively large sums of money, as in the 
case of the test models for SAGE already discussed. For military 
information systems the issue of survivability is especially crucial. 
An information system, such as a command and control system, is the 
nerve center of the command’s operations. When the information sys¬ 
tem is disrupted, the command is in jeopardy as an operating entity. 
Such is not the case with weapons systems. Both SAGE and SAC can 
ose many weapons without ceasing to exist as command entities. But 
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they would cease to exist if their information systems built around 
digital computers were destroyed. Thus, the issue of survivability, of 
continuous around-the-clock operations regardless of conditions in the 
environment, is of crucial importance to the management responsible 
for the development of these types of systems. How much time, man¬ 
power, and money should go into the design and construction of 
hardened sites? How much should go into the design and production 
of redundant communication lines, computers, consoles, input/output 
devices? How much should go into the design and production of an 
alternative or backup system to take over in the event that the primary 
system is destroyed? An interminable series of critical questions of this 
type derives from the fact that the information system is the nerve 
center of the command, and it may be the only nerve center the 
command has. 

These issues are not only relevant to military command and con¬ 
trol systems, as one might at first suppose. Many types of nonmilitary 
systems that have already been built, are in the process of being built, 
or may be built in the near future also include requirements for 
survivability, redundancy, alternate modes of operations, and backup 
capabilities. Examples are air-traffic control systems, space surveillance 
systems, space-vehicle tracking and recovery systems, air-sea rescue 
systems, weather forecasting systems, fire warning and control systems, 
law enforcement systems, etc. 

It follows, from the vulnerable nature of the military information 
system and the special requirements of the other nonmilitary systems 
mentioned, that more time, manpower, and money should be devoted 
to the conceptual phase of such systems and the creation of a test 
facility than is now the case. It is reasonable to expect that, if only 
one system is going to be built, a relatively larger proportion of the 
total development effort should go into the earlier phases of the effort 
than into the later production phases. If we are producing scores of 
nuclear submarines or hundreds of bombers, most of the available 
funds must be allocated to production activities. But if we are creating 
one information system, it is foolhardy to proceed into production 
without allotting adequate resources to determine if the requirements 
are the right ones, if the design is the best one possible, and if the 
design will fulfill the requirements.* 

A different attitude toward system testing is demanded of the 

* Some system designers believe that the sooner one creates an operational system 
the better, on the assumption that an adequate set of requirements cannot be 
obtained in advance of actual operations. It would be impossible to do justice to 
this argument in the space available. 
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manager because of the inherent differences between hardware sys¬ 
tems and information systems. It is true that weapons systems can be 
reduced to obsolescence by technological advances. But as rapid as 
technological change is, no one will claim that it occurs on a daily 
basis. In any case, the physical environment for which the weapons 
system was designed does not change. Thus, it is possible to subject 
the weapons system to rigorous tests under controlled conditions to 
determine its reliability and design validity. Such is not the case for 
information systems. The information system must be tested for the 
full range of operational possibilities in an environment which may be 
undergoing change on a daily basis. The ability of the information 
system to adapt to such changes is, in itself, a test variable. To pro¬ 
vide adequately for such system testing requires, first, understanding 
the need and, second, allotting the necessary resources to do the job. 

The one-of-a-kind information system poses many special prob- 
lems for training which do not exist for many-of-a-kind systems. Train- 
ing must be conducted for the one-of-a-kind system without interfering 
with on-going operations. It is necessary to design a simulation capa¬ 
bility into the operational system in such a way that both operations 
and training can be conducted simultaneously. Since realistic system 
training may require the participation of major elements of the total 
system, training designers are hard pressed to find the computer 
storage capacities to handle both operational and exercise data simul¬ 
taneously. Similarly, data processing and the display of operational 
data and exercise data may have to be performed concurrently. 
Appropriate programming must be designed into the system so that, 
in the event of an emergency, the system can revert from an exercise 
mode to a full-scale operational mode without loss of needed data and 
with minimum delay. 

Finally, we must mention with respect to the many-of-a-kind/one- 
of-a-kind differentiation the managerial headache, shared with the 
developer, of phasing in the new system to assume operational respon¬ 
sibility without interfering with on-going activities. Few operations, 
military or nonmilitary, can afford to close up shop for a period of 
time, however short, in order to make the shift from one system to 
another. Must the user suffer through a period of degraded operational 
capability while the new system is being phased in and the old one 
phased out? In the one-of-a-kind system this is a major managerial 
dilemma. Thus, the phase-over period is a critical one, involving both 
training and operations, which calls for much research, exploratory 
effort, planning, and design in order to ensure a smooth transition. 
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It is the manager’s responsibility to provide the resources and to 
schedule the time needed to carry out this vital aspect of the devel¬ 
opment process. 

3. Model Changes/Planned Evolution 

Another basic difference between hardware systems and informa¬ 
tion systems is to be found in the nature of their change and replace¬ 
ment through time. Weapons systems proceed through what is called 
"model” changes, whereas we can refer to changes in information 
systems as "planned evolution.” In the case of weapons systems, the 
initial weapon, if it changes at all, undergoes a series of incremental 
modifications as technology improves or requirements change, but 
the final model could not be technically implemented when the pro¬ 
gram for the weapon began. Each model is a complete replacement 
of the previous one, although earlier versions may continue to be 
utilized in the weapons inventory. A typical example of model changes 
is provided, in the case of aircraft, by the series of B-52 bombers: 
B-52A, B-52B, B-52C, .... Similarly, for missiles we have the series 
of Atlas A, Atlas B, Atlas C, etc. Each subsequent model incorporates 
improved capabilities of various kinds—range, speed, altitude, relia¬ 
bility, or load capacity. 

By contrast with weapons systems, information systems are evo¬ 
lutionary in that they are designed and implemented in several itera¬ 
tions to perform information-processing functions for a continuing 
enterprise. The information system evolves through a planned series 
of stages or phases each of which includes the addition of new tasks 
and functions which may have been conceived and regarded as feasible 
from the inception of the plan. It is also possible that functions not 
conceived during the original planning may be added at a later date, 
but these should be integrated with the long-range plan. The system 
as it exists at any stage or phase incorporates earlier phases; it does 
not replace them, as is the case with weapons systems, although the 
same functions may be performed by more efficient computer programs 
or better allocations of tasks among men and machines. 

The term "evolution” is appropriate for information systems also 
in that they are adaptive to their environment. An information system 
has the capacity to adapt itself to changing situations and the capacity 
to learn from experience. These capacities are provided by its human 
components, who are themselves adaptable and capable of learning. 
Modifications to the system are made through an on-going dialogue 
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between system users and designers. As they apply the system and 
gain experience with it, the users recommend to the designers im- 
prwements to procedures, computer programs, displays, etc. Eventu¬ 
ally, by means of “heuristic” programming, information systems may 
have a capacity through their computer programs, as distinct from 
their human operators, to improve their performance by an inherent 
adaptive or learning capability. 13 A weapons system is not adaptive 
m this sense. r 

A given model of an aircraft or a missile pushes the hardware 
state of the art to the limit. A given stage or phase of an information 
system does not necessarily reflect a limit of the computer state of 
the art. It may reflect a variety of other factors, such as the desire to 
initiate at least a modest capability as soon as possible, limited fund- 
mg, or the fact that the user’s requirements are not clearly known so 
that the ultimate system cannot be specified in detail immediately. 
Also, m the case of military command and control systems, the rate 
of technological change and of changes in mission requirements sug¬ 
gests that freezing the design as final at any given stage is undesirable. 
Hence a modest beginning is made by using an initial operational 
capability with the understanding that later phases of the system will 
incorporate technological changes and new mission requirements. But 
the final operational capability for the information system is equiva¬ 
lent to that of the entire increment of models for a given weapons 


n igure 2.1 the development process for information systems is 
shown as a number of iterations in which the entire sequence of phases 
is repea ed This is of special interest to management in that several 
p ases of development may be occurring simultaneously; that is, as 
e figure shows, the first development cycle may be in the production 
phase, while the second is in the design phase and the third in the 
j^uirements phaSe ' *? ence we be § in to see why practices derived 
from the acquisition of weapons systems, in which research, develop¬ 
ment, production, deployment, and utilization follow one another in a 
hnear sequence, as shown in Figure 2.1, are not applicable to evolu¬ 
tionary information systems. 11 

This iterative, evolutionary character of development for infor- 
matoon systems relies heavily upon the flow of data among the design 

F *Ta °t ^ deve o P ers w °rking in the various phases of the dif¬ 
ferent development cycles, as shown by the dashed lines in Figure 2 1 

feedWvT C ° U d n °l mean , in g full y ^olve without the provision of 
feedback from, say, the production phase of the first iterative devel- 
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opment cycle to the requirements phase of the second iteration. At 
the same time, unresolved but important problems of design uncovered 
in the second iteration may be passed to the next design phase for 
more careful consideration and possible resolution. One of the most 
common problems of this nature encountered in the development of 
information systems is the failure of the user to provide the software 
developer with adequately detailed requirements for the first iteration. 
A function of the designers during phases subsequent to the initial 
requirements phase is to forward their requests for additional infor- 

WEAP0NS SYSTEMS PHASES 


I Research |Development! Production | Deployment Utilization 


Exploratory Advanced Engineering 
development development development 


INFORMATION SYSTEMS PHASES 

< -Development process-> 

iteration Requirements | Design | Production | Installation | Operations 


Second - : - *. - , .. 0 ^ -,-,- 

iteration Requirements | Design Production | Installation | Operations 


I-f-»- 

Third f—1-f-1-,- 

iteration R e q uire ments | Design | Production | Installatio n 

Figure 2.1 Comparison of the life cycles of weapons and information systems. 

mation on requirements to the user, to indicate why the requirements 
are not adequately documented, and to suggest the areas in which 
they should be amplified or clarified. This information from the user 
must be provided in time to meet the schedules for subsequent 
iterations. 

If we examine the overlapping design and production iterations 
in the evolutionary approach to the development of information sys¬ 
tems, and if we bear in mind the flow of information among the soft¬ 
ware development personnel, we can begin to sense the problems of 
"configuration management." This term pertains to managerial control 
over changes to the system design at all levels of design through final 
production of end items. In the typical development cycle for weapons 
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systems, which proceeds in the traditional linear sequence of phases, 
configuration management is fraught with difficulties. 14 How much 
more confidently, therefore, can we anticipate difficulties for con¬ 
figuration management in the development of information systems via 
the evolutionary process, in which valid suggestions for change may 
arise m a variety of phases in a number of different iterations or design 
cycles? Under such circumstances the maintenance of a common 
system data base (items describing the system) which will be accept¬ 
able to all developers, hardware as well as software, is an extraordi¬ 
narily difficult policing function for management. 

The evolution of information systems raises a number of other 
questions related to recent changes in the approach to systems acqui¬ 
sition by the Department of Defense. The intimate relationship which 
is necessary between the user and the software developer during the 
requirements and design phases in the development of information 
systems raises doubts about the desirability of competitive bidding be¬ 
tween different software developers. A frequent complaint of users 
is that, even when only one developer is involved, they are asked the 
same question about their operations by different personnel from the 
same development organization. Obtaining information about the 
users daily operations as a basis for designing the new system is a 
delicate task even under ideal conditions. It is difficult to imagine the 
chaos if two or more software competitors were simultaneously en¬ 
gaged m obtaining operational information and conducting operations 
analyses. ° r 


The close relationship between the user and the software devel- 
oper does not terminate with the delivery of the initial system opera¬ 
tional capability. In the evolutionary development process this is 
merely another phase of intensified feedback from the user to the 
developer as the former tries out his new system in his daily operations. 

t ^-rr “A® devel °P ment P rocess that the most effective 
test and validation of the system design can be attempted. It is at this 

pomt that the user can best determine whether the system does, in 
act, satisfy his requirements for information-processing and decision- 
asslstance - The results of these operational tests should be fed 
f i* 0 1 *" S0ftware developer as inputs to the next design cycle This 

Jenel aC d “ ters *f on bet , ween the user a »d the software developer is 
repeated after the completion of the second design cycle, and so on. 

(1 hese issues are discussed more fully in Chapter 10 ) 

The weapons acquisition model draws a clear line between the 
sys em design level and the system implementation or production level. 
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The dichotomy between system design and system production is less 
sharp for information systems. This has been stressed in the reports 
sponsored by the Department of Defense, which call for the increased 
participation of the software implementer in the initial system design 
study. 15 But this cannot be accomplished if the task of the software 
developer is fragmented in accordance with the traditional hardware 
acquisition process. The development of information systems should 
be characterized by the application of what we shall refer to here as 
the continuity of personnel principle. 

In the development of weapons and other types of hardware 
systems a sequence of different personnel with a variety of specialized 
skills determine the system requirements, conduct design and analysis, 
carry out the development (exploratory, advanced, and engineering) 
activities as needed, produce the system, and test and evaluate it. The 
nature of hardware is such that this type of linear division of labor is 
effective. It compares favorably to the assembly line of the traditional 
factory. It is questionable whether this same linear division of labor 
can be usefully applied in the case of software development to any¬ 
where near the same degree. Much of the energy of the project man¬ 
ager for the software development effort is devoted to ensuring that 
the requirements as defined by the system designers are actually real¬ 
ized through the process of detailed programming and coding. Ideally, 
therefore, the same personnel should carry out the entire process of 
software development from the determination of preliminary system 
requirements until the acceptance of the operational system by the user. 

The dashed lines in Figure 2.1 are meant to suggest the need for 
interaction among system designers, program designers, and program 
writers and coders. The program designers must be accessible physi¬ 
cally to the program coders in the more detailed design and production 
process. Similarly, the system designers must be accessible to the 
computer program designers. It is difficult enough when the designers 
and programmers are members of the same organization to ensure 
continuity from initial requirements statements, through the design 
process, to detailed programming and final coding. But if the personnel 
who produce the requirements documents, the system designers, and 
the computer programmers are all members of different and, con¬ 
ceivably, competitive organizations, the discrepancies between the 
requirements and the ultimate product will increase rather than 
decrease. 

The value of maintaining personnel continuity throughout a soft¬ 
ware development effort is illustrated by the production of an infor- 
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mation system for the Department of Defense Damage Assessment 

SSricut S? “ i!- very short period of ^ ins P ite o£ man 7 

y g difficulties. This achievement was made possible to a large 
ex ent because the system requirements, the system design, and the 
computer programs were prepared by the same people. As ^ach step 
was completed, the same personnel then undertook the subsequSt 
task. This continuity was reflected in the reorganization of the project 
as it proceeded. Because the same personnel wrote the programs from 
their own operational requirements documents, it was possible to 
maintain quality in the product and, at the same time, avokUhe delays 

detlledW 7 ° CCUr Wh6 r *** pr0 S rammers attem Pt to obtain more 
detailed but necessary information not included in the program re¬ 
quirements documentation. Documents describing computer program 
requirements are not easy to understand, and programmes make fany 
decisions m the course of interpreting them which may seriously affect 
the quality of the programs. If the same people prepare the require- 

m ThTlT te e 6 f 0gramS ’ 411686 P^blems can be circumvented. 

I he continuity of personnel principle for software development 

one de hr ° Ugh ? Ut the deveIo P me nt effort. It is applicable withfn any 
one design-production-installation sequence and also between itera^ 

0 “ °! ^ Se f quence - The conce P t of planned evolution in the devel¬ 
opment of information systems cannot be implemented efficiently 

next.° U t C ° ntinUlty ° f key p6rS0nnel from design iteration to the 


4. Hardware/Software Sciences 

Studies made within the defense establishment of military infer 
mafaon systems-command and control systems-agree that SLuter 
teckiology eX ce eds a* the present time oir ability 1 put togeZ the 
*w 6 e ° Ve s yf ems * Hard ware systems not specifically designed for 

tSzrjgz sateUi r md «-»* an pUTts 

.. , e art m suc b areas as propulsion, guidance miniaturi 

fZ d Zr”Z 0 “- 

systems. ° n ** desi § n of contemporary information 

JSlSS 1 ° f , the COmpUler “ W in 

arge scale .nfonnahon systems to assist fa decision making involves 
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the designer of such systems in a host of so-called “soft” sciences— 
human relations, management science, psychology, social psychology, 
sociology, and applied anthropology. These sciences and others, such 
as human engineering, are necessary in the design of information 
systems since they contribute to the understanding of the behavior of 
human beings as individuals and as members of groups. Valid perfor- 
mance measures for information systems in which human beings and 
group dynamics play vital roles cannot be established if the human 
and group factors are ignored. By contrast, in the design of weapons 
and other types of hardware systems, human beings and groups play 
minor or nonexistent roles. In such systems, therefore, the relevant 
sciences are the more traditional and more advanced “hard” sciences 
such as physics and chemistry. 

The major management problem areas which are the result of 
the less deterministic nature of software and the contemporary soft¬ 
ware state of the art may be listed as follows: 

1. The identification of all software products to be acquired. 

2. The types of specialized skills required to produce software 
items. 

3. The lack of a commonly accepted set of terms to identify soft¬ 
ware items. 

4. The problem of distinguishing between “research,” “develop¬ 
ment,” and “production” in the software development process. 

5. The difficulty of establishing appropriate relationships and 
sequencing software items among themselves and with hardware items 
so that an integrated system can be built. 

Each of these problem areas is discussed in some detail in the 
following sections. 

Identifying Software Products. A computer-based information 
system is a very different kind of system from a weapons system, a 
communication system, or a transportation system. Consequently the 
components of these different types of systems are also different. In 
the acquisition of the first generation of military command and control 
systems by the Air Force, it has been apparent that those responsible 
did not always know how to identify what was being acquired, nor 
could they always determine whether the products being acquired 
were what had been asked for by the users and specified in the con¬ 
tracts. 16 Furthermore, if the products to be acquired cannot be identi¬ 
fied adequately, it becomes a difficult matter to estimate needed funds 
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and schedules and to decide with any degree of efficiency who should 
be responsible for designing and producing the items. Thus, lack of 
clarity with respect to the identification of the product to be acquired 
leads directly to a number of managerial difficulties. 

It was pointed out in Chapter 1 that there is no generally accepted 
definition of software in the electronic information-processing field. 
If differences of opinion exist as to what software is, there are bound 
to be different interpretations as to the types of knowledge and related 
specialized skills needed to produce software products. If software is 
conceived by computer equipment manufacturers, for example, as only 
utility computer programs, the primary specialized training required is 
m the area of computer programming; but if the broader usage of soft¬ 
ware is considered, as in the products associated with the “personnel 
subsystem” concept, then other types of specialized personnel are 
needed m the development effort in addition to programmers: human 
actors scientists, training specialists, psychologists, human engineers, 
handbook writers and editors, etc. 17 


specialized Skills in the Production of Software. The typical 
potential user of an information system has been accustomed to buy¬ 
ing hardware. As a result, he is familiar with the types of specialists 
normally involved in the design and production of hardware elements. 
He knows about systems engineers, system analysts, and operations 
research, or at least he has heard that such specialists and fields of 
knowledge make contributions to the development of hardware sys¬ 
tems and he is willing to pay for these skills. But it is not uncommon 
o n not only that the typical user of an information system does 
not know what kinds of sciences play a role in the design and pro¬ 
duction of software, but also that he may have a bias or distinct 
prejudice against what is commonly called the “soft” sciences. Since 
the output of the soft or social sciences is less tangible than the hard 

sciences—it is not a black box—the user tends to be reluctant to 
pay for it. 

The role of experts from the field of group dynamics, a branch 
of social psychology, may serve to illustrate the participation of non- 
ardware scientists in a particular information system development. 
This illustration is taken from the System Training Program (STP) 

Itint tiT C0rp ° r f ° n devel °P ed as a by-produft of investi- 

g mg the inadequate performance of systems with human beings as 

components. 18 One of the so-called STP principles emphasized by 
RAND researchers was the provision of knowledge of results to per- 
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sonnel participating in training exercises. This knowledge of results 
was presented in a "debriefing” immediately following the exercise. 
It was not enough merely to solve the technical problems of recording 
trainee performance, analyzing the results, and summarizing them in 
some meaningful fashion. There were two other very important issues 
which the software developer had to resolve: (1) how could the 
results of the exercises be presented to the trainees, and (2) how 
should a debriefing be conducted to ensure maximum participation 
by all trainees? 

These issues were investigated by the software developer’s staff 
of experts on group dynamics, working closely with psychologists 
familiar with learning theory. Experience with the training program 
had shown that maximum problem-solving activity on the part of 
trainees did not occur if the exercise results were presented in a 
manner which the trainees might interpret as blame fixing. Also, since 
many of the operations in the transmission of data and information 
during the exercises were invisible both to the observers and to the 
trainees, it was evident that full understanding of what had occurred 
during the exercise depended upon creating an atmosphere in the 
debriefing which would encourage personnel to talk freely about the 
actions and decisions they had taken. 

How do you persuade people to talk freely about their mistakes 
in front of their peers and superiors? How do you suggest to military 
officers that maximum participation in a debriefing by all personnel 
can be achieved in a permissive, nonthreatening, non-blame-fixing 
group atmosphere? How do you get individuals to think of their oper¬ 
ational environment with a system perspective? Research on these 
issues was conducted by the group specialists and psychologists; 
manuals on the proper conduct of debriefings were published; and 
training programs for debriefing officers were held. 19 

We can use decision making as another example of an important 
area of concern to the software developer which has many intangible 
features. Somewhere in the preliminary requirements documents the 
developer must present the results of his analysis of the main classes 
of decisions made by the users organization. The developer should 
have on his analysis and design staffs personnel familiar with the 
theory of decision making in its sociological and social psychological, 
as well as mathematical, dimensions. Understanding the types of deci¬ 
sions made at all levels in the enterprise and the classes, formats, and 
content of information needed to support these decisions requires 
intensive study of the daily operations of the enterprise. A basic type 
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of design issue which the developer s staff must resolve pertains to the 
form and content of displays in which information will be provided 
to assist the decision makers. Human engineers and experimental psy¬ 
chologists have important roles to play in determining the type of 
display (wall, printout, individual console, group, etc.) which will be 
most helpful for specific classes of decisions. Ideally, research and 
experimentation on the most effective displays should be completed 
in time to affect the specifications for the display equipment. 

It can be argued that all software activities devoted to decision 
making should be supported by funds labeled “research” or “explora¬ 
tory” and “advanced” development. Very little is known at the present 
time about the nature of decision making by top-level managers and 
military commanders. Frequently, such people cannot explain how 
they make a decision. The cognitive processes which underlie decision 
making are uncharted territory. The relationship between information 
and decision making also is not well understood. Indeed, much of the 
current work in this area treats the decision maker as if he were just 
another machine. But it has been shown that decision making is much 
more than a straightforward cognitive process since it is invariably em¬ 
bedded in some organizational or institutional context. 20 Such impor¬ 
tant facets of everyday decision making in large-scale organizations as 
avoidance of decision making, the postponement of decisions, the 
ai ure to make a decision, and the institutional framework of decision 
making are largely ignored in the typical research in the systems field. 
Yet these types of decision-making phenomena are also factors in the 
performance of man-machine systems. 

Obviously, research activities in such areas as group dynamics 
and the relationship between displays and decision making consume 
scarce resources-personnel, funds, and facilities-and it takes time to 
conduct research, to publish the results, to develop the specifications 
tor displays, and to develop orientation and training programs on the 
conduct of debriefings. The professional nonhardware scientists par¬ 
ticipating m the software development process are well aware that 
ese activities are necessary to maximize system effectiveness, but it 
is up to the managers—the users, procurement agencies, technical 
managers and hardware developers-to understand why these things 
must be done and to provide the necessary resources 

ofsnSi^rT S0ftWa Z Te ™™logy. The distinctive jargons 
[£ f iplmeS ’ “ addition to the lack of a consensus on the 
identification and content of software products, contribute to confusion 
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with respect to software terminology in current use. Another source of 
confusion is the fact that many of the terms used to refer to software 
products are borrowed from the hardware and weapons development 
fields. One can never be sure, therefore, whether a term such as 
“system design specification” means the same thing to different people 
in the software development industry and in the hardware field. What 
is the difference or similarity between a “system requirement,” an 
“operational requirement,” and a “performance requirement”? Some¬ 
times these various terms are deliciously combined as in “system oper¬ 
ational performance requirement.” Then we have terms such as ‘logical 
design,” “internal design,” and “operational design.” In most cases the 
meaning of such a term can be grasped only after careful study of 
the document in which it is embedded. 

The emergence of any new technology is always accompanied by 
an associated jargon specific to the processes, activities, and objects 
of that technology. The software field, no less than any other, has its 
own needs for a unique language. The facts that there is as yet no 
common agreement on the terminology used and that the referents 
of the terms change through time reflect the early stage of informa¬ 
tion system technology. We can look forward to considerable improve¬ 
ment in this situation in the future. Efforts to standardize terminology 
are being pushed within the data-processing industry, in the armed 
services, and also within the Department of Defense. 

The problem of identifying and naming appropriate software 
development products is attacked through systematic and standardized 
documentation. 21 The documentation system serves many purposes. 
The documents are the bases of communication—the means for the 
transmission of vital system information among all the participants in 
the development effort. The documents reflect an agreement between 
the user and the software developer with respect to what will be 
produced; they make possible the coordination and integration of 
software and hardware development activities and products; they 
attempt to ensure continuity of development among the software de¬ 
velopment personnel from the requirements level down through the 
final component output or product; they are used to brief and educate 
new user and developer personnel or other interested parties such as 
procurement agencies, technical managers, other potential users, and 
interfacing organizations; and they also serve to establish design base 
lines for future activities, changes in the design, and subsequent de¬ 
sign iterations. 

A major concern of managers responsible for the development of 
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information systems, therefore, is to provide the resources required to 
establish a documentation system which will serve as an adequate 
guide for the development process. The design, creation, and main¬ 
tenance of an adequate documentation system for information systems 
may seem excessively costly to managers accustomed to the docu¬ 
mentation usually provided for weapons and other types of hardware 
systems. But it must be borne in mind that an information system is 
embodied in a set of documents—the documents are the product and 
are worth every penny they cost, assuming that they are good docu¬ 
ments. 

Distinguishing “Research ” “Development ” and “Production ” 
How can we characterize the investigations and experiments which 
are conducted in the course of information system development on 
such problem areas as group dynamics and the relationship between 
displays and decision making? In traditional weapons acquisition fund¬ 
ing, distinctions are made among “research funds,” “development 
funds,” and “production funds.” Are such investigations “research”? 
If the traditional term “development” is applied to these investigations, 
are they exploratory,” “advanced,” or “engineering” development? 

Although it may be relatively easy to demonstrate that group 
dynamics and decision making are aspects of software development 
which push the state of the art and are, therefore, research or explora- 
tory and advanced development types of activities, some computer 
programming should also be viewed in the same light. Computer pro¬ 
grams constitute a continuum from straightforward, routine programs 
which have been tried out and tested in past applications to attempts 
to write programs for areas of operations which are not only non¬ 
routine but also difficult to describe and define. Long-range planning 
policy planning, and the characteristics of input messages are exam¬ 
ples of such areas. In the planning for a software development effort, 
it essential for managers to differentiate routine programs which 
can be reliably scheduled and costed from nonroutine types which 
since they do push the state of the art, cannot be scheduled and costed 
on a firm basis. These latter types of programs represent the frontiers 
of knowledge m the field of computer programming in the same sense 
that, say, cryogenics is a frontier of knowledge in the hard sciences. 
The software designers who must design solutions to nonroutine types 
o operations are, by the nature of the case, involved in research and 
m exploratory and advanced development. 

When the contractual arrangements are being made for the design 
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an d production of computer programs, it is necessary for distinctions 
to be made between the routine and nonroutine types. Preliminary 
studies must be undertaken early in the development effort to identify 
these areas of operations which may require research and exploration 
if they are to be automated. These areas should be listed in the con¬ 
tracts as such, and appropriate scheduling and funds applied to them. 

To illustrate the place of experimentation in the design of com¬ 
puter programs to accomplish the most effective use of limited storage 
capacity and available equipment, we shall review briefly some of the 
experimentation conducted on the characteristics of input messages 
for the 465L SAC Control System. The reader is requested to decide 
whether the illustration may be labeled research/* “exploratory de¬ 
velopment, advanced development,” “engineering development,” or 
“production.” 

The effectiveness of an information system depends upon the 
quality of the data which enter it. Accuracy and timeliness are two 
important attributes of input data in most systems. It is the responsi¬ 
bility of system designers to ensure that these attributes are accom¬ 
modated in their design. Although experience with the characteristics 
of input messages from other systems and analytical techniques is basic 
in the design of input data, experimentation in the laboratory, which 
simulates to some degree the system operation, is a vital empirical 
technique for developing, testing, and verifying design decisions. 22 
Figure 2.2 is a hypothetical example of a message which describes a 
flight plan in the 465L SAC Control System. Such a message would 
normally be transmitted as an input to a computer by an operator 
who would type it upon an electronic keyboard device. 

There are, of course, many different ways in which such input 
messages can be constructed. In one study conducted in the course 
of the design of 465L, for example, at least twenty different methods 
of composing messages were identified and evaluated. The evaluation 
criteria included (1) relative frequency of errors in typing messages, 
(2) legibility, (3) content comprehensiveness, (4) relevancy of mes¬ 
sage content to tasks, (5) brevity, (6) facility of preparation, and 
(7) facility of learning by keyboard operators. 

Ideally, the constraints imposed on the design of message formats 
should be design criteria of the type just indicated, not the equipment , 
such as the input device and the computer processing the input. We 
should note here the interaction of software and hardware design. 
In an information-processing system the data to be processed are of 
primary importance. Hence, equipment design is dependent upon the 
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design crite ria for input messages. The design of equipment, therefore, 
should follow rather than precede the determination of the character- 
istics of the input messages. 

One clear need in design is to build into the computer a capability 
for input message error detection. When this is done, messages con¬ 
taining errors are rejected by the computer and the originator of the 
message is automatically notified. Basic design questions which must 
be resolved in the message rejection-correction loop include: (1) Will 
the computer continue error checking after an initial error is detected? 
(2) Will it continue error checking after designated types of errors 
are detected? (3) Will the computer check an entire message for all 
possible errors before rejecting it? It is apparent, if the third course 
is not followed, that a single message may be rejected as many times 
as there are errors in it. This could result in excessive delays in message 
transmission. Another type of question the designers must resolve is 
this: should the entire message be returned to the originator when an 
error is found or only the portion containing the error? In the latter 
case the designer must also decide how much of the part of the 
message containing the error should be returned to the originator so 
that the context of the error can be understood. 

We must note here the interdependence of a human factors 
problem with the data-processing problem of determining the message 
format. If a requirement is specified by the designers for the originator 
to retype the entire message when it contains an error, and the message 
is rejected by the computer after each error is found, how many times 
can an operator retype a lengthy message without reaching his frustra¬ 
tion threshold? It is apparent that we are dealing with psychological 
questions as well as issues which pertain to data-processing techniques. 
Experimentation in a laboratory can contribute to the resolution of 
these problems by suggesting possible tradeoffs among the data- 
processing state of the art, the requirements imposed upon messages 
by operational tasks, and the capabilities and limitations of human 
beings. 

If the types of design questions raised in the preceding paragraphs 
are to be resolved, not by guesswork, but by empirical testing and 
verification, the management of the development effort has some 
critical responsibilities. First, the importance and role of experimenta¬ 
tion must be recognized, and, regardless of whether it is labeled re¬ 
search, development, or production, appropriate funds and personnel to 
design and conduct the experiments must be provided. Second, man¬ 
agement must organize the flow of design activity so that the results 
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of experimentation can feed into the design in an orderly and timely 
manner. 

Relations and Sequencing of Hardware and Software Products. In 
contemporary information system development, the hardware and 
software development efforts frequently occur as parallel or concurrent 
streams of activity. The development effort for the production of 
computer programs may also be broken down into concurrent activities 
—utility programs, operational programs, support programs—while a 
further breakdown may be made among the operational programs. It 
should be apparent, therefore, that one of the major problems facing 
the management of an information system development effort is to 
ensure that (1) hardware and software activities and outputs are 
properly related to one another, and (2) within the software develop¬ 
ment effort, the various activities and outputs are also properly related 
to one another. 

At the contemporary stage in the history of information system 
development, it is unlikely that the hardware developer is completely 
familiar with the nature of the software that is also being designed and 
produced concurrently with his hardware. Nor is it likely that the soft¬ 
ware developer is well versed in the development process for hardware. 
Neither party, therefore, may know the needs of the other for informa- 
tion pertaining to the accomplishment of their respective portions of 
the total system. It is the responsibility of management at the highest 
levels to facilitate the exchange of vital information between the hard¬ 
ware and software developers. Current contractual arrangements fre¬ 
quently make this exchange impossible. 

The issue of interest to management, in addition to the problem of 
ensuring satisfactory sequencing of all technical activities, is the 
planning, controlling, and directing of such activities. How can this be 
done if, as we have tried to show, so much of the work of the software 
developer is exploratory or experimental in nature? 

In the previous sections, in our discussion of group dynamics, the 
interrelationship of displays and decision making, and the attributes 
of input data to the computer, we have seen that designers and soft¬ 
ware developers must deal with many intangible factors. They involve 
the software developers in a considerable amount of research. It is 
difficult, if not impossible, therefore, to impose upon this type of work 
arbitrarily conceived schedules and funding, or to establish schedules 
based on the estimated completion dates of items of equipment. 
We have stated that equipment design should ideally be dependent 
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upon the design criteria for input messages; equipment should 
be designed after the characteristics of input messages have been 
determined experimentally. The managerial dilemma is evident. How 
can the sequencing and relationships of experimentation on input 
messages with respect to the design of equipment be determined in 
advance if no one can predict with accuracy how long a period of 
experimentation will be required? There is no simple answer to this 
question. The establishment of experimental facilities—for example, by 
the Air Force Systems Command at the Hanscom Complex in the form 
of the Military Information System Design Laboratory—should make 
it possible to conduct the types of experiments we have referred to in 
the previous pages as activities separate from actual system develop¬ 
ment efforts. The findings in the software state of the art made in these 
facilities will eventually become the common property of the software 
development field. But in the years immediately ahead it is unlikely 
that any number of such experimental facilities will be able to resolve 
all the problems which arise in the course of a typical large-scale de¬ 
velopment effort. Software developers will be forced to continue to 
conduct research activities with inadequate funds provided for such 
purposes, or with production funds, and under the constraints of hard¬ 
ware-oriented schedules. 

5. Cost/Effectiveness Ratio 

In the allocation of scarce resources, critical management deci- 
sions must be made regarding the cost of materials and products 
needed for a given enterprise, military or nonmilitary, and the cost of 
a system for controlling and directing the use of those materials and 
products. Armies in the past, just as those in the present and presum¬ 
ably in the future, have had to allot a limited amount of money for 
either the weapons of war or the means of controlling and using the 
weapons. As the cost of weapons increases exponentially with their 
growing technological complexity and sophistication, each weapon 
considered for the national inventory must be carefully evaluated on 
the basis of the effectiveness purchased for each dollar invested. 
Similarly, an information system must be evaluated in terms of the 
effectiveness bought for a military command by the investment of 
limited funds. As the cost of both hardware systems and information 
systems rises steeply, managerial decisions must be made respecting 
the allotment of limited funds for more and better weapons or for 
more and better information systems. 
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When examined in terms of absolute dollar value, the price of an 
information system may appear high, particularly those costs accruing 
during the preproduction phases of development for which we have 
been arguing. There are two points to be considered here. First, the 
funds required to design and build a first-generation computer-based 
information system are amortized over the years in which successor 
systems are designed and built. The experience, knowledge, and 
software products gained during the construction of the first system 
are passed on to subsequent systems. Second, an information system 
provides the user with a very large amount of effectiveness for the 
money it costs when this effectiveness is measured over the life-span 
of the system. With appropriate modifications, given the planned 
evolutionary approach, the system will last for the life-span of the user. 
Funds allotted for the design and production of weapons systems, by 
contrast, are lost as soon as those weapons systems are fired, as in the 
case of missiles, or become obsolete (in approximately four or five 
years). It is meaningless, therefore, to compare weapons systems with 
information systems in terms of absolute dollars. 

Interestingly enough, in spite of the financial bargain represented 
by the cost of an information system, we live in a nation in which, by 
virtue of tradition and custom, the expenditure of two billion dollars 
for the Polaris System alone in the fiscal year 1963 is not regarded as 
excessive, but all sorts of means are sought to reduce the hundreds of 
millions of dollars to be spent for all military command and control 
systems (this figure includes sensor and intelligence systems), a sum 
which is only a small fraction of the total amount spent on weapons 
systems. Weapons systems are needed as instruments of war as long as 
war is a possibility, but command and control information systems are 
the instruments of both war and peace. All the important decisions 
leading up to the decision to launch missiles in a thermonuclear war 
are the prerogative of command and control personnel who must make 
up their minds, for better or worse, on the b.asis of information from 
various types of computer-based systems. More important than the 
decision to launch a conventional weapon, a 20-megaton weapon, or a 
50-megaton weapon is the decision whether or not to launch any 
weapon at all; and this depends upon the right information getting to 
the right people, in the right format, at the right time. 

As we have noted, this is essentially a problem of the allocation 
of scarce resources. But the problem cannot be resolved efficiently 
unless the highest managerial levels understand the cost/effectiveness 
ratios of weapons systems vis-a-vis information systems. This implies 
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an understanding of the function of information systems in the con¬ 
trolled use and nonuse of weapons as well as the functions of weapons 
as such. There is no more important system in this country than the 
National Military Command System. A presidential decision to go to 
war or not to go to war may depend upon the information which will 
flow through the system. Yet there is hardly a single major weapons 
system in the inventory of the United States which does not cost more 
than the sum allotted for the development of the NMCS. 

The design of effective information systems which serve national or 
industrial purposes calls for efforts in the area of long-range planning 
which at present do not have a well-established place in the operations 
of the United States government or in industry. Future long-range 
planning should include the evaluation of the relative effectiveness 
which a given amount of dollars can purchase in the form of weapons 
systems (a production system in industry) versus command and con¬ 
trol systems (a management control system in industry). It is not 
rational to invest billions of dollars in the acquisition of weapons or 
production systems only to submit them to ineffective command and 
control or management systems. 

6. Independent Operation/Operational Integration 

In a poll of fifty of the top companies in the command and control 
business conducted by the publication Armed Forces Management, 
28% of those questioned agreed that the toughest problem “is and will 
continue to be for many years the integration of totally incompatible, 
unstandardized existing systems. . . .” 2:l This problem of the integration 
of existing—and future—information systems in the military and indus¬ 
trial realms reflects another basic difference between weapons systems 
and information systems. 

The typical weapons system is relatively self-contained and self- 
sufficient. It is this quality of independence of the system from the user 
which makes it possible for the same weapon to be used by various 
services within the same nation as well as by different nations, assum¬ 
ing the existence of an adequate technological base. This point was 
discussed in Section 2.1. By contrast, the information system is not 
self-sufficient or self-contained. This characteristic interdependence 
of information systems is referred to in the technical literature as 
“functional integration” and “technical integration.” “Functional inte¬ 
gration" refers to the operational interdependence of associated sys¬ 
tems. Thus the defensive mission of NORAD is functionally integrated 
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with the deterrent mission of SAC. In industry a "total system” may 
consist of a production control system functionally integrated with 
personnel records, inventory control, and management displays. “Tech¬ 
nical integration” refers, as the term implies, to the compatible linkages 
of data and equipment in the mechanical or electronic sense. The 
technical integration of NORAD and SAC implies that SAC, for ex¬ 
ample, is capable of receiving digital data automatically from the 
NORAD information system and displaying it automatically, without 
human interference, for the SAC Commander-in-Chief. 

In the past, the influence of weapons systems and a traditional 
hardware orientation has tended to emphasize technical integration 
at the expense of functional integration. There are other reasons, too, 
why functional integration is likely to be relatively neglected, such 
as the sensitivities of existing organizations to jurisdictional problems. 
For understandable reasons the decentralized department manager 
resists the trend toward “recentralization” made possible by computer- 
based management systems. 24 In the past few years an important series 
of technical studies of the problems associated with the development 
of information systems has stressed the point that the key problem 
facing the highest levels of management in the defense establishment 
is not merely technical integration, but functional integration as well. 25 

Since these reports were published, there has been increasing 
recognition not only that information systems in general within the 
military and industrial realms are functionally integrated but also that 
in their totality they represent “a hierarchy of systems” culminating in 
the National Military Command System or the “integrated informa- 
tion system providing top-level managerial control in industry. 26 

Many important managerial difficulties stem from the delay in 
understanding that information systems cannot meet their requirements 
without appropriate planning for functional and technical integration, 
n the case of information systems, unlike hardware systems, require¬ 
ments data essential for system design overlap the boundaries of the 
subject system; indeed, it may be a difficult design decision to determine 
precisely where the boundaries of the system are. Since the information 
needed tor one information system, such as the SAC Control System 
flows from other systems external to it as well as from internal sources 
that is, those units officially recognized as SAC units, securing the 
operational information needed to establish system requirements for 
an automated control system involves the developer in contractual and 
jurisdictional problems. The developer has a contract to build a sys- 
em for one user, but some of the information he needs to do the 
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job belongs to another organization with which he does not have a 
contract. As long as missions overflow traditional organizational lines, 
this problem will plague the developer. It will continue to plague him 
until such time as the problem is clearly recognized by the highest 
managerial echelons, and organizational reforms are undertaken to 
align contractual responsibilities with missions and the information 
system required to support these missions. In the meantime, manage- 
ment must devote more attention than it has given heretofore to the 
integrational aspects of system development. The developer is fre¬ 
quently left to resolve jurisdictional arguments as best he can, usually 
at the price of considerable additional cost and schedule slippage. 

The problem of functional integration may not only be found be¬ 
tween different service organizations and different military commands; 
it may also occur within a particular command entity. This is illus- 
trated by the case in which, for a particular command and control 
information system, the intelligence function was being developed 
under a separate contract and as an independent system in spite of the 
fact that it provided almost 50% of the important inputs to the com- 
mand and control system. Yet the software developers were unable to 
obtain information, at certain key stages in the design activity, on the 
characteristics of the intelligence input data to the command and 
control system. This information was jealously guarded by the intelli¬ 
gence directorate within the command entity, and its dissemination to 
the software developers was long delayed. Because of the aloofness of 
the commander from the development activity, it was extremely diffi¬ 
cult to resolve the problem and to convince the intelligence personnel 
of the necessity to provide the data required to build the system. 

Although the examples of these types of jurisdictional dilemmas in 
the writer s experience stem from military information system de¬ 
velopment, the problem also exists in industrial organizations. Evi- 
dence is already accumulating that similar difficulties will plague 
development efforts for urban planning, medical, educational, and law 
enforcement information systems. 

Functional interdependence of information systems affects the 
developer in other ways. In the course of system design, for example, 
the design effort is necessarily constrained by interface considerations. 
At each point of interface, ideal design decisions may have to give 
way to compromises in order to establish the necessary linkage with 
other systems. In such cases the developer may see the need for the 
coordination of design decisions with other agencies and organizations 
outside the immediate jurisdiction of his contract, but neither the user 
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nor these agencies and organizations may recognize the need or be 
willing to devote the time and effort to respond to it. 

Since, under present financial and procurement procedures and 
responsibilities, information systems are procured independently by 
different users and agencies, the boundaries and interfaces of any 
given system are always in a state of flux. This flux is, of course, not 
controllable in any way by the system developer. Thus, changes of all 
kinds in the external environment—changes in the operations of inter¬ 
facing systems, in their equipment, in operational missions, in the 
nature of the threat (in the case of military systems)—may require 
adaptive modifications to the system under development to ensure 
compatibility. Such changes, of course, may require the expenditure 
of additional funds, the assignment of additional man-hours to the 
task, and delays in the production of lead items with a resulting ripple 
effect down the entire development effort. 

A consequence of the functional and technical interdependence 
of information systems in the defense establishment is that configura¬ 
tion management is more difficult than it is in the case of weapons 
systems. A change in the mission of an associated command, the adop- 
tion of a new information system by a related command, the intro¬ 
duction of weapons or other equipment, such as communications 
equipment, with revolutionary capabilities, the adoption of new doc¬ 
trines or strategies at the national level—all of these kinds of changes, 
which occur with great frequency, can require accommodating modi¬ 
fications in the information system under development. Hence the 
design of configuration management is not adequate if it is based on 
the notion—a hardware-oriented notion—that the boundaries of the 
system are traditional service or command boundaries. By the same 
token, the boundary of a department-acquired information system in 
industry may be a fossilized relic of a passing era. 27 


2.5 SUMMARY 

This chapter has described the more salient management problems 
associated with the development of information systems. It was the 
objective of the chapter to show that these management problems are 
derived from three closely related factors: (1) the widespread lack of 
familiarity of managers and administrators with the development 
process for information systems; (2) the use of an irrelevant model 
of hardware system development for the management of the informa- 
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tion system development process; and (3) the incompatibility between 
existing management organization and administrative procedures, and 
the unique nature of the information system development process. 

The basic system development activities which must be accom¬ 
plished in the creation of a typical information system were listed. 
One of the primary responsibilities of management is deciding who 
should perform these activities for a given system development effort. 
All the activities may be performed in-house by the user, or they may 
be distributed between the user and any number of external agencies 
and organizations. The tendency in large-scale development efforts to 
resort to the latter alternative because of inadequate in-house technical 
capability gives rise to many managerial difficulties. These difficulties 
were traced to the three factors noted above. 

The major portion of the chapter was devoted to a review of the 
managerial problems derived from the prevalent use by managers of 
an irrelevant model of weapons system development for the acquisition 
of a very different kind of system—the information system. These con¬ 
sequences were systematically explored by comparing the basic dif¬ 
ferences between weapons systems and information systems. The 
following differences were considered: 



Weapons Systems 


Information Systems 

1 . 

Multiple users 

1 . 

Single users 

2. 

Many-of-a-kind 

2. 

One-of-a-kind 

3. 

Model changes 

3. 

Planned evolutionary change 

4. 

Hardware state of the art is crit¬ 

4. 

Software state of the art is crit¬ 


ical 


ical 

5. 

High cost/effectiveness ratio 

5. 

Low cost/effectiveness ratio 

6. 

Operational independence 

6 . 

Functional integration 


This systematic comparison of weapons system characteristics with 
information systems characteristics brings out the extent to which con¬ 
temporary managers—users, procurement agencies, and technical man¬ 
agers—may be utilizing an irrelevant system model for the acquisition 
of information systems. The review of the differences between weapons 
systems and information systems also serves to highlight the extent 
and seriousness of the incompatibility between existing management 
organization and administrative procedures and the information system 
development process. 

Some of the preconditions for the alleviation of typical managerial 
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difficulties in the design and production of information systems, as this 
chapter has tried to show, are (1) overcoming the prevalent lack of 
familiarity of typical users and administrators with the information 
system development process (this is, of course, the primary objective 
of this book); (2) establishing a model which reflects the general 
characteristics of the information system development process (this, 
also, we are attempting to do in this book); and (3) designing and 
establishing a management structure and administrative procedure 
which will be compatible with the nature of the information system 
development process. This subject, fortunately, lies outside the scope 
of this book. 1 
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Chapter Three 


The System Requirements 
Phase 

P. E. Rosove 


3.1 INTRODUCTION 


The purpose of this chapter is to describe the significant activities, 
alternatives, products, and problems which are characteristic of the 
initial phase of system development—the requirements phase. 

The development of an information system consists of translating 
a users goals and objectives into a design for and, eventually, the 
creation of a physical configuration of facilities, computers, computer 
programs, personnel, communications, and equipment The goals and 
objectives must be transformed into a set of operational requirements 
before design work can begin. In this chapter we are concerned with 
the formulation and establishment of these requirements. 

The activities conducted during this phase attempt to answer the 
following types of questions: Why is the system needed? What is its 
purpose or purposes? What is it expected to do? What problems is it 
supposed to solve? Who are the system users? What are their objec¬ 
tives? What preliminary qualitative and quantitative requirements for 
the system can be inferred from the users’ objectives? A “requirement,” 
in this sense, may be defined as a characteristic which a system or one 
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of its elements should possess if the system is to accomplish a given 
objective. 

Requirements statements, in their totality, at all system levels and 
in all functional areas tell us ichat the system is supposed to do in both 
qualitative and quantitative terms, rather than how it is to do it. It is 
the function of system design, by contrast, to answer the question: 
how? 

The chapter is divided into two logically related sections. Section 
3.2 deals with the variety of ways in which the detection of a need for 
an information system takes place. The initiation of the requirements 
phase for the formal acquisition of a system is described and is related 
to the manner in which the need arises. Section 3.3 then discusses the 
alternative development strategies from among which the user, in con¬ 
sultation with the developer, must choose. 


3.2 INITIATION OF THE REQUIREMENTS PHASE 

The initiation of an information system development effort may 
take many different forms. These various forms should be examined 
since they have significant consequences for the subsequent nature of 
the requirements phase in particular and the development effort in 
general. The problems which give rise to the decision to create an 
information system or to modify an existing system fall, for the most 
part, into three main classes: (1) those arising from an existing sys¬ 
tem's operations; (2) those arising from advancing science and tech¬ 
nology; and (3) those detected in the course of long-range planning 
studies by some sort of planning organization. In the first two types 
of situations, the problems are literally thrust upon the system users; 
in the third case the advanced planning organization actively seeks 
out existing and potential problems. 


Problems Arising from Operations of the Current System 

Operational problems arising in industry serve to illustrate the de¬ 
tection of need for an information system as a replacement for or a 
modification to an existing set of methods and procedures prescribing 
the flow of information (which may or may not be conceived as an 
“integrated* information system). After World War II, industry in the 
United States was characterized by growth and geographical expan¬ 
sion. Organizations such as the Monsanto Chemical Company, Martin- 
Manetta Corporation, International Shoe Company, Standard Oil Com- 
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pany of New Jersey, General Electric, and hundreds of others grew in 
many dimensions: sales volume, assets, employees, number of markets, 
new products, number of plants, raw materials used, number of ser¬ 
vices rendered to customers, and so on. Managerial control problems 
increased m proportion to organizational growth and the attendant com¬ 
plexity of daily operations. It was found, for example, that as the Allis- 
Chalmers Manufacturing Company grew in size and complexity of 
operations, control problems multiplied at the same or an even greater 
rate. 1 The amount and variety of paper work needed to maintain con¬ 
trol increased. This, in turn, required the development of increasingly 
elaborate control procedures and still more "mountains of paper.” The 
generation of the paper reports and accounts was not in itself a techno¬ 
logical problem, but as the sheer volume of paper work increased, the 
manipulation and use of this information became inadequate. 

At General Electric the standard joke was that a factory could not 
make a shipment until the papers involved weighed as much as the 
product.- In the case of the Standard Oil Company of New Jersey, one 
of the largest corporations in the world, composed of over 200 affiliates 
marketing petroleum products in 135 countries and dependencies, the 
parent company functions exclusively as a management organization. 3 
It is primarily concerned with coordinating the operations of its affili- 
ates. The central management organization, therefore, is the hub of a 
vast network of communications over which flows information which 
is used in reaching management decisions. Basic data in the flow of 
information to management are petroleum statistics. Before the use of 
computers, several different departments and affiliates in the corpora- 
tion gathered such statistics with considerable overlapping and dupli¬ 
cation of effort and, therefore, at unnecessary cost to the corporation. 
Similarly, personnel data were gathered and stored by many different 
departments: employee relations, personnel, plans administration, pay¬ 
roll, medical, insurance, and social security. 

The magnitude of the problem faced by Standard Oil, particularly 
the high cost of duplication of records, is brought out by considering 
the control of stock levels and purchase ordering. Maintenance and 
operating supplies included approximately 30,000 items, with an 
additional 5,000 items in a central tool inventory, as well as the pros- 
pect of adding 4,000 items of laboratory supplies for research activities. 

By 1956 not only the giant corporations but also relatively small 
companies, such as the Atwood Vacuum Machine Company, which 
employs about 1,550 people in five plants, found themselves over¬ 
whelmed by paper work. 4 The operations of this automotive internal 
body hardware manufacturing company involved 2,000 finished parts 


70 The System Requirements Phase 

a nd assemblies, processed from 10,000 different parts made from 500 
types of raw materials. By comparison to the Standard Oil Company 
of New Jersey, the Atwood Company is not large, but the problems 
associated with keeping records of such numbers of items and materials 
are large scale by any standards. 

Thus, for both small and large companies, increasing organiza¬ 
tional growth and complexity of operations inevitably had a profound 
impact on management. The direct results were inaccurate reports on 
operations, costly time lags in the dissemination of information, rising 
costs of maintaining paper work, crucial gaps in the reporting and 
summarizing of information, and excessively high costs associated with 
the stretch-out of the production cycle from recording the customer’s 
order to delivery of the finished product. 

Creation of a “New” System. The scope and nature of an informa¬ 
tion problem which the management of an enterprise is compelled to 
face may be of such dimensions that a system defined as “new” is 
recognized to be essential. But it is by no means a simple matter to 
clanfy what is meant by a new system. The case of the International 
bhoe Company may serve to illustrate the dilemma. 8 Information¬ 
processing elements of a manual and semiautomatic nature existed in 
t is company, but they had not been designed or created as a system; 
the various components which provided for the flow of information had 
been developed independently and at different times to meet a number 
ot uncoordinated needs. These components were finally replaced by a 
system which was designed as a “totality” to meet all the information 
needs of management. The general manager, who was in charge of the 
introduction of a computerized system, regarded the computerization 
of information processing as one aspect of over-all reorganization of 
toe company. 6 In this system development effort, the new element in 
toe situation was a viewpoint in which information processing was 
conceived as one element of an integrated system—the integration of 
toe organization and the information network. 

It is necessary, then, to take note of at least three logical possibili¬ 
ties when a new system is under consideration. There may be (1) no 
existing relevant information-processing elements of any kind, (2) 
relevant but unintegrated information-processing elements, and (3) an 
obsolete or inadequate information system. Situations in which there 
are no relevant information-processing elements of any kind are rare. 

e most common situation the developer encounters in the contempo¬ 
rary period is one in which an organization possesses, or several 
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organizations dealing with a common problem possess, unintegrated 
information-processing elements. 

We can illustrate a typical contemporary situation by describing 
the need for “an integrated scientific and engineering information sys¬ 
tem” which is receiving increasing attention. 7 National concern has 
been focused upon a new problem—the shortage of scientists and 
engineers. Studies of scientific and engineering manpower have indi¬ 
cated that the difficulties in this area are caused by the currently in¬ 
adequate methods for collecting and processing information about 
scientists and engineers. Plenty of information is available in many 
sources and forms; but “there is a very serious mismatch between the 
information available today and the questions decision makers in this 
area need to have answered if they are to plan for the future intelli¬ 
gently. 8 It is suggested that modern computers could be utilized to 
process the available data on such people. An “integrated system” 
modeled after a large-scale military command control system might 
be a potential solution to the problem. 

This concept of an integrated information system for scientific and 
engineering manpower clearly suggests a “new” system. No such inte- 
grated system now exists. Yet there are many unintegrated “systems” 
which collect, process, and disseminate manpower information about 
scientists and engineers to various users: the federal government, in¬ 
dustry, and universities. 

In this case there is no single entity or system which can be used 
by the system developer as a model or source for the determination of 
system objectives and requirements. The determination of require¬ 
ments can begin, nevertheless, by study of the current users of informa- 
tion about scientists and engineers and the kinds of data needed by 
them. This is essentially what has been done. A requirements analysis 
was undertaken by first determining who were the users of manpower 
information. This was followed by consideration of the kinds of ques- 
tions these various users might want to have answered by an informa¬ 
tion system. Then the investigators went on to inquire about the types 
of information needed to contribute answers to the users" questions. 9 

The initiation of the requirements phase is markedly different 
when there already is an operating information system. Since the sys¬ 
tem exists, the user will normally attempt to solve operational diffi¬ 
culties as they arise, as an in-house technical activity. Usually a 
manufacturing company, such as the International Shoe Company, will 
have a methods and procedures department or some similar organiza¬ 
tional unit with the responsibility for the development of information 
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processing. However, if the problems are such that the user recognizes 
his in-house capabilities to be inadequate for determining what the 
operational difficulties are or how they should be solved, he may call 
m an outside agency to serve as a consultant or to assume full responsi¬ 
bility for resolving the problem. 10 There are two different ways in 
which the user may express his needs to an outside development 
organization. These alternatives have significant consequences for user- 
developer relationships and the nature of the development effort. In 
the first instance the user does not know what his problems are, and in 
the second case he believes that he does know. 


I he Current System Has Unidentified Problems. In this situation 
the user, m effect, says to the developer: “Here is how I am currently 
conducting my operations. However, I am running into difficulties 
which result in inefficiencies, but I do not understand what my prob¬ 
lems are. Will you analyze my operations and tell me what I must do 
to accomplish my goals?” 

i J hlS . t yP e of situ ation has advantages from the point of view of 
the developer. The user s admission that he does not understand the 
nature of his operational problems gives the developer a relatively free 
hand for die creation of an information system concept. It provides 
him with the authority to analyze the difficulties, determine the system 
requirements, and design the solutions. It may even make possible a 
re-exammation of die user’s goals and objectives. This alternative is an 
invitation to the developer to study the user’s current operations in 
whatever detail necessary. It also suggests that the user is psychologi- 
y prepared to rely upon the experience and knowledge of tie 

developer to get the job done. 8 

THer ® ar ® al f° disadvantages in this situation. First, it is likely that 
the user lacks the m-house technical capability to conduct h/own 
system analyses. This may make communication between the user and 
ffie developer unnecessarily difficult. Furthermore, the user may have 
e nai ve notion that by bringing in a specialist from the field ofmfor- 
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and sit back contributing nothing, while the developer concocts a 
panacea for all his ills. He may fail to appreciate the extent to which 
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far as the developer is concerned. The disadvantages are less critical 
than the advantages. The reasons for this will become more evident 
when we consider the consequences of the alternative way of stating 
the issue. 

The Current System Problems Are Identified by the User. The 
developer encounters a very different situation when the user initiates 
a system development effort with this kind of statement: i£ l have a job 
to do, and here is how I am doing it now. However, in conducting this 
operation I have a number of problems , which are as follows . What I 
would like you to do is to solve these problems for me/' This situation 
differs from the previous one in that the user has already conducted 
some preliminary analyses of his operational difficulties. He believes 
that he already understands his problems, and the developer is merely 
being asked to provide the solutions. 

There are several advantages to this situation. First, it is apparent 
that the user has some degree of in-house capability to analyze his own 
operational difficulties. Thus, communication and cooperation between 
the users analysts and the developers can be established at the outset. 
Since user personnel are involved in the determination of requirements 
for the new system, they will be more likely to maintain a continuing 
interest in the activities of the developer and the design and produc¬ 
tion of the new system. This is a great improvement over situations in 
which user personnel remain indifferent to the development process. 
Also, the user is, of course, the expert on his own operations. No out¬ 
sider, whatever his degree of excellence, can bring to the task the same 
range of knowledge about the particular enterprise. 

However, a situation in which user personnel believe they already 
know their problems and ask the developer only for solutions is not an 
unmixed blessing. It is evident that the developer under these condi- 
tions is being saddled with constraints. Although it may be an advan- 
tage to be given the definition of the problems, it is possible that the 
difficulties have not been correctly or completely identified. Personnel 
most closely involved in the operations of an enterprise are sometimes 
least able to look at it in a detached and objective manner. Traditional 
ways of operating tend to be accepted without question. In contrast 
to the previous alternative, the developer is not being invited to study 
the user s information system as a totality but is being arbitrarily con¬ 
fined to the problems specified. This approach to a definition of the 
situation possesses the inherent danger that the objectivity and detach- 
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merit of an outsider will not be used to maximum advantage. The end 
result is that an a priori statement of the problems by the user may 
serve to impede, rather than facilitate, the development effort. 

If the user presents this alternative to the developer, it suggests 
that he may not really understand the nature of information systems. 
An information system, for maximum effectiveness per dollar cost, 
should be an operational and functional totality. Operational problems 
cannot be treated as isolated elements, unrelated to the total informa¬ 
tion flow. It may well be that a study of the total operation of the 
enterprise will reveal that there is an underlying cause of several ap- 
parently isolated operational problems. If the user’s statement of 
the problems is accepted as given, and only solutions for these diffi¬ 
culties are sought, such underlying causes may never be isolated and 
identified. 

„ Since in tIlls case there is a current system, what may be called 
operational solutions’ exist to the user’s requirements, needs, and 
objectives. 11 An operational solution may be defined as a way of em- 
pioymg given resources to accomplish a set of objectives under a given 
set of conditions. Examples of operational solutions from the military 
realm include the Strategic Air Command’s airborne alert posture for 
strategic bombers and rendezvous refueling techniques. These are 
operational methods for meeting the needs of SAC. In other words, 
must the developer accept the airborne alert concept as a user ob¬ 
jective, or may he examine the prior objective for which the airborne 
alert is an operational solution, that is, survivability of the force? 

A . Tbe „ requirements for a given information system may be either 
derived from an analysis of the user’s mission or objectives or deduced 
from existing operational solutions or new operational solutions that 
the user may invoke during the lifetime of the system. In the former 
case the developer would derive very general requirements, which 
theoretically would accommodate every possible operational solution 
at might be created. But the difficulty with requirements defined so 
broadly is that an information system derived from them may be so 
general as to provide little actual assistance to the users. However the 
system must be general enough so that it can accommodate any pos- 
si e operational solution which the user may want. This will not be 
accomplished if the user accepts his operational solutions as fixed and 

• f pr ° blems in advance for the developer. The ideal solution 

is for the developer to concern himself with both general requirements 
deduced from the users mission, goals, and objectives and more 
specific requirements deduced from existing and anticipated oper- 
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ational solutions. But the requirements deduced from the users goals 
should be respected as of higher order . Thus, although general capa¬ 
bility is difficult to create and is not efficient in handling specific tasks, 
the developer would be wise to provide such a capability and, at the 
same time, to satisfy the requirements deduced from the existing and 
anticipated operational solutions. By bearing in mind the requirements 
for a general capability as the system is being designed, the developer 
can incorporate such features at relatively little additional cost to the 
user. 

The most effective information system capability cannot be created 
unless the developer examines not just the problems defined for him 
by the user, but also the entire operation of the enterprise and all the 
requirements for information as deduced from the users needs and 
objectives. 


Problems Arising from Advanced Science and Technology 

Scientific and technological advancements generate information 
at rates of speed which make existing information-processing facilities 
and methods hopelessly inadequate. Tiros I, the weather satellite, for 
example, during its three months of operational life produced over 
22,000 pictures of the earth s cloud cover. As a result, the problem of 
the Weather Bureau shifted from simply obtaining weather informa¬ 
tion to indexing and classifying it. The staggering nature of the prob- 
lem faced by the Weather Bureau is indicated further by the fact that 
its National Weather Record Station receives data from 1,200 stations 
around the world, 600 Air Force and Navy weather sources, 1,000 
ocean-going vessels, and some foreign sources. The station is reported 
to have 400 million weather punch cards and is adding cards at the 
rate of 35 million per year. 12 

A prominent biologist, Bentley Glass, points out that because of 
the exponential increase of scientific knowledge in his field the biology 
textbooks currently used in secondary schools represent knowledge of 
thirty years ago. 1 ** According to his estimates, the number of biological 
serial publications is doubling every fifteen years. There are now 
20,000 journals of interest to biologists, and at least 6,000 of these are 
of 4 major significance." He estimates that the fund of biological knowl¬ 
edge was four times greater in 1930 than in 1900, and sixteen times 
greater in 1960 than in 1900; it will most likely be 100 times greater in 
the year 2000. Glass cites the results of a study conducted in 1959 on 
the reading habits of fifty scientists which showed that they were ex- 
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periencmg a “growing inability to cope with the literature.” He himself 
expresses an increasing sense of despair in the face of the impossible 
task of keeping up with the literature in his field. And if the situation 
of the practicing scientist is grim, the problem of the teacher of biology 
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The exponential rate of increase in knowledge in biology raises 
crucial questions with regard to the publication and dissemination of 
new findings m this field, the storage and retrieval of such informa- 

^ nSmi f ion t0 the younger generation. It has been 
uggested by Glass that, unless steps are taken to deal with these 
problems, modem science “will eventually bury itself under a moun- 
m ot paper. He visualizes some sort of electronic retrieval system 
whereby an investigator can push a button and receive from a com¬ 
puter a digest of all recent or past information on any given subject 
of biological concern. Unless some such system is developed for bi- 
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M M. Dubinin, a Russian scientist, echoes the plea of the Ameri- 
can lologist cited above. 10 He emphasizes other problems related to 
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mission of all data pertaining to investigations under their code num¬ 
ber by regional bureaus upon request to scientists in that region. 

Note that Dubinin has told us in his six statements some of the 
requirements for the new scientific information exchange system. He 
suggests that the system should be able to transmit reports, to trans- 
late reports into various languages, to transmit more detailed data from 
the reports (presumably upon request from the regional reference 
bureaus), and to transmit all data from the reports upon request. 
Dubinin also proposes that the system include “standardized investi¬ 
gation reports and assignment of a code number to each report.” 
These statements do not tell us how the reports will be standardized 
or coded, but they do establish requirements for standardization and 
codes. 

The examples of information-processing problems arising from 
the advance of science and technology illustrate the generation of re¬ 
quirements for new information systems. In these situations there is 
a manual or semiautomatic “system,” but it is inadequate for the task 
at hand. This is illustrated by the problem of the Weather Bureau. In 
the case of the biological and other sciences, there are techniques for 
the dissemination of available information, but these techniques, such 
as the publication of periodicals, do not constitute an information sys¬ 
tem as defined in Chapter 1. 

Since the developer is dealing in these cases with problems 
created by advances in science and technology, the requirements for 
these systems may have no precedents. Thus the developer is in the 
position of being a pioneer; he must create his own development tech¬ 
nology as he creates the system. This was, in fact, the situation of the 
developers in the creation of the SAGE system of air defense and the 
SABRE system for American Airlines seat reservations. 

It is important that the user understand that his own role and 
the task of the developer are different in a pioneering development 
effort as contrasted to a type of system development effort for which 
many precedents, if not libraries of routine computer programs, al¬ 
ready exist. These differences will become evident in the remaining 
portions of this chapter and will be touched upon in other chapters of 
this book. 

A Long-Range Planning Activity 

Whether a user has a current system or merely some unintegrated 
information-processing elements, an ideal method for the generation 
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of system requirements is for an enterprise to have an on-going orga¬ 
nizational unit with the assigned responsibility for long-range system 
planning. The basic function of this unit is to look ahead and antici¬ 
pate, to the extent possible, the need for new or improved information 
system capabilities. Large-scale industrial corporations have such 
units, at least nominally, in their “systems and methods” or “methods 
and procedures” departments. In the military realm, planning staffs of 
various kinds and at different levels within the Department of Defense 
have this look-ahead responsibility. Nonprofit organizations, such as 
the RAND Corporation, also carry out long-range studies of possible 
future systems for a particular service. It is a responsibility of such 
staffs and organizations to generate the requirements for new systems, 
including information systems. 

These various long-range planning units differ markedly in their 
degree of closeness to the user of the potential system. The* HAND 
Corporation personnel are further removed from a military command 
than is the planning staff of that command. And the” long-range 
planners on the staff of the Director of Defense Research and En¬ 
gineering in the Department of Defense are still further removed from 
the possible users of information systems. Units closest to the users 
are in the best position to generate system requirements that will, if 
met, satisfy these users. 


wc 1Adve noted, u xo txxt. uaa wuu Muniiu assume me primary 
responsibility for long-range planning for his own information system 
needs. It is understandable, although not desirable', that for problems 
arising from the advancement of science and technology, there may 
not be any organizations responsible for the look-ahead function. In 
the case of industry, usually, although not always, a group with such a 
function exists. Of course, as John Diebold points out, the \vron«r 
group may have this responsibility.** In the military realm there an* a 
great number of agencies with long-range planning functions. How¬ 
ever, it has frequently happened in the past that a particular military 
command m the process of acquiring an information system has not 
assumed the responsibility for long-range planning. There are many 
reasons for this unfortunate state of affairs. The using command may 
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either by default or design, to the developers or other external agencies. 

The long-range planning unit should establish future operational 
requirements for the enterprise. In industry, for example, this would 
call for study of management policies and aspects of the external en¬ 
vironment, such as changing markets, the activities of competitors, and 
taxation policies of the government, as well as factors in the internal 
environment, such as productive processes and equipment, labor con¬ 
ditions, finances, and organization. Once the operational requirements 
are defined, they must then be analyzed in terms of the feasibility of 
implementing an information system that will accomplish them. The 
determination of feasibility includes the investigation of a variety of 
factors, including cost, schedules, technical state of the art, and avail¬ 
ability of technical and operational personnel. On the basis of their 
studies, the long-range planners may distinguish the requirements 
which should be implemented on a priority basis; they may identify 
the operational functions and tasks which may or may not call for im¬ 
provements via computerization; they may recognize the need for 
reorganization of the enterprise; or they may decide to delay or post¬ 
pone the introduction of an automated information system.* 

The product of long-range planning is a document or series of 
documents which contain the guidance necessary to initiate the de¬ 
velopment effort and to provide the basis for management control over 
the subsequent development activities. If the enterprise does not have 
a long-range planning group, these responsibilities must be assumed 
by the developer or some other external agency. The following list 
suggests the range of activities which should be carried out: 

• Define the problem in as much detail as possible. 

• Determine the objective of management. 

• Establish the boundaries of the system under consideration. 

• Study the relationship of the system to its environment. 

• Study the interaction of the system with other associated systems, 
both existing and contemplated (system interface). 

• Develop a basic concept of the new system. 

• Define in a preliminary sense the new system's functions and 
subsystems. 

• Conduct constraints analyses and a feasibility study. 

• Note that the object of information system planning is not automatically the 
creation of a “total system,” but recognition by top management of the need for 
the planners to study the totality of information system requirements throughout 
the enterprise. 
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• Determine the type of development strategy best suited to the 
particular development activity. 


3.3 DEVELOPMENT STRATEGIES 

At the inception of an information system development effort, 
t ere are a number of possible strategies from which the management 
of the development activity must choose. The two most important ones 
are the following: 

1. Should the entire system be designed at one time as a total 
system, or should it be designed in a series of iterations each one of 
which would result in a more sophisticated and complete operational 
configuration? 

2. Should the new system be designed upon the basis of the old 
system via an inductive approach, or should a completely new system 
be built by using a deductive approach? 


Development Iterations and System Configurations 

The Single Iteration and Configuration. One alternative which 
the system developer may recommend is the creation of a single oper¬ 
ational configuration following a development effort which proceeds 
!^ U j nt - a y r ,° m establishment of initial requirements through 
he design^ and production of the system. This alternative has been 
ca led the one-shot” or “single-shot” approach. It is satisfactory when 
the following conditions exist: 

The requirements for the system are clearly defined and specified 

m sufficient detail so that design work can proceed without un- 
certainties. 

I he Sy f 6m , t0 dev eloped is stable in nature, that is, neither 
e system itself nor its environment, assuming the system is of 
a type that is responsive to its environment, is subject to change. 
Money and time are in short supply. ° 

for thJT information s y stems w iU always have some need 

DanSrtf* ^ He reqmrements for them change. However, it is ap- 

svsTem ffia “T C ° me mUCh d ° Ser t0 Ae c ° n «P‘ of a stable 

I “ oth ers. There is a continuum of potential systems from 

the most stable to the least stable. In contrast to military command 
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and control systems, the objectives and requirements of air traffic 
control systems, medical data-processing systems, law enforcement 
systems, etc., are relatively stable through time, and the vehicles con¬ 
trolled by the system or data flowing through the system are also 
relatively unchanging. The environments with which these systems 
interact are similarly stable in nature. Thus, before the developer is 
able to select a single development iteration and operational configu¬ 
ration as a desirable strategy, he must be able to place his system along 
this spectrum from stable to unstable extremes. 

An Initial and a Complete System Configuration . The simplest 
alternative strategy to that of a single development effort and a single 
configuration of the operational system involves two successive de- 
velopment iterations the output of which is two operational configu¬ 
rations—an initial operational capability and a complete operational 
capability. This approach was frequently used for military information 
systems during the 1955-1964 decade. The conditions which make this 
alternative attractive include: 

• The initial requirements for the system are not clearly defined 
and cannot be specified in detail at the time that development 
work must begin. 

• The system to be developed is unstable in nature, that is, the 
system itself and the environment with which it is meshed are 
subject to change. 

• Money and time are available for an initial, partial development 
effort with assurance that additional funds will be forthcoming 
at a later date. 

Within the context of this dual development-configuration ap¬ 
proach there are a number of additional alternatives. These pertain to 
the range of possible relationships between the initial and the com- 
plete operational systems. The two configurations may be designed as 
relatively independent entities or as closely related entities. The initial 
operational system may be developed without any consideration what¬ 
ever for the ultimate characteristics of the complete operational sys¬ 
tem. This may be the only alternative available to the developer when 
the system being considered is pushing the technological state of the 
art so closely that the final configuration cannot be conceived. It is 
also a reasonable alternative when the rate of system change antici¬ 
pated is unusually high, as in the case of military systems, in which 
user requirements and operational features change frequently. Since 
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the ultimate system requirements and operations cannot be foreseen, 

be j: e «TZ eS ° rt restncted t0 s y stem characteristics which can 
be specified. Other conditions which favor this approach are a need 

feLible 0J ?r> 0n r Wever modest, as soon as technically 

feasible (a situation which is not uncommon in the military realm) 

and an austere budget which will support only a modest initial de 

kckT n d f I" b i° th mmtary and n ° nmiIi ^ environments the 

develn ?* Y an “dependent approach to the 

development of the initial configuration a necessity. 

There are a number of disadvantages to a strategy of development 

for'ief I! 1 im SJ f m Capability is desi § ned wit ^ ut consideration 
for the follow-on configuration. First, if no concept of possible future 

system requirements and operations is created, the initial system con¬ 
figuration may become obsolete before it attains operational status 

chrcter^ro/r 6 7 CePti ° n °l ^ re< 3 uirements and operational 
characteristics of the ultimate configuration, it is unlikely that ade¬ 
quate provision for system flexibility and adaptation can be built into 

maon7lh y th em ' ^ ^ the neC6SSity t0 dter «“» initial configu¬ 

ration with the passage of time to meet changing needs will be an 

excessively costly proposition. 8 

In the event that the developer selects a strategy in which the two 
configurations are to be designed as closely related entities further 
decisions must be made. The alternatives wkn this strategy am 

The final system may be conceived as providing additional and 

%yS„."'° re “P al,,li « es fa fae initial con- 

tal“S!n C ^S“° n be «“■"* - of the 

In the former case the initial system configuration is designed as a 
total entity with design consideration being given to tef reauhe 

fou”„d,“o„ 0 I»Te 0 s a ' Tf li “ "' h<Ch be buiIt "P° n lhis ““ 

.e f " , 1 ” th f. second ntornative, by contrast, the complete oper- 

suSof*e 8 s UK t “ i° nCe , iVed 4rSt ' and *>>'” some significant 
lion of either It files“ Se '“ ted for milia] implementation. The selec- 
velonpr tn f • e , °P tl0ns hinges again on the ability of the de- 

e oper to anticipate the nature of the final system. 7 

configurationT 17 conce'Ti & de ^ elo P rne “ t strate g7 « which the two 
in wLHe in 17 n Ce r “ ^ ”*** entities > ** alternative 
sv ™ 7 configuration is designed as a subset of the final 

-tem is dangerous in that this approach allows relatively littTe root 
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for erroi. Where this strategy is chosen, the developer cannot afford 
to build an initial system utilizing an unreliable interpretation of 
futme needs, bor this reason, given a rapidly changing computer 
technology and an equally rapidly changing work environment, this 
alternative is less desirable. 

The Model Concept in SAGE. The methodological strategy 
selected for the SAGE system of air defense reflects a further elabora¬ 
tion of iterative development and a plural number of operational con¬ 
figurations. In the case of SAGE, rather than limiting the development 
strategy to two configurations, the system is conceived to be constantly 
altering through time as military requirements change. When the 
SAGE system was in the planning and early development stages, it 
was apparent to the designers that the operational environment would 
be consistently unstable in nature. With respect to both the capa¬ 
bilities of potential hostile aircraft arrd other types of attack vehicles, 
and the capabilities of defensive vehicles such as interceptor aircraft 
and missiles, frequent change's could he anticipated. It could also be 
anticipated that the changing characteristics of both military offense 
and defense would be reflected in correspondingly frequent modifica¬ 
tions in operational tactics and procedures. As a result of these con¬ 
siderations, the SAGE system is periodically updated through the 
creation ol new program models/ each successive model encompass- 
ing improved capabilities and reflecting the introduction of new 
weapons systems, both offensive and defensive, and new operational 
concepts and tactics. 

It should be stressed that a program model in SAGE is a set of 
interrelated computer programs which are run in the SAGE computers. 
When a new interceptor or a new missile is introduced into the de¬ 
fense system weapons inventory, the performance parameters of the 
interceptor or missile system must be reflected in the SAGE computer 
programs. Thus, periodically, the computer programs must be revised 
and toleased for operational use as new models. Each model differs 
from the previous one by a variety of major or minor modifications. 

In the SAGE model approach there is no arbitrary limit to the 
number of configurations which may be created and replaced during 
the history of the system. The decision to create a new model, in the 
cast; of SAGE, is made by the North American Air Defense/Air De¬ 
fense Command Headquarters at Colorado Springs, Colorado. The 
factors which go into the decision to acquire a new model include 
such considerations as operational desirability, schedules for the in- 




84 The System Requirements Phase 

traduction of new equipment, funding arrangements, space available 

new m2! ‘ ’ ead ^ f " ,he 'kElopment of a 

Although each SAGE model is a unique operational and logical 
entity, it should be noted that no model is essentially new. Modekare 
produced relatively quickly since each one is an outgrowth of its 

whkkt^d' r h m ° del f li6S heaViIy ° n the eX P erience an d skills 
winch die development and operational personnel have derived from 

modifica e t nt m °? k AIS0 ’ nGW com Puter programs are additions to or 
modifications of existing models. 
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consists of developing computer programs which automate existing 
system functions and operational procedures. The new system in this 
approach is thus merely an extension of its precursor. By contrast, the 
deductive method may be used in which the developer begins his 
effort by an analysis of the new system's requirements and objectives 
as stated by the customer. In this strategy the current system is not 
relied upon as a model for the future system. From the analysis and 
studies of the system requirements and objectives the new operational 
functions and procedures are logically deduced by the developer 
through a design process which proceeds from the most general state¬ 
ments of requirements down through expanding levels of detail until 
the component specifications can be described. Each of these two 
strategies has both advantages and disadvantages. 

The Inductive Strategy. The choice of an inductive strategy offers 
the development management a number of advantages. Since the in¬ 
ductive method of design builds upon the existing system, it greatly 
simplifies the task of the software developer. The functions and pro¬ 
cedures of the existing system are well established and well understood 
by operations personnel. They can, therefore, usually be converted 
with relative ease into a set of software products. This approach does 
not require intensive and time-consuming analyses of the users re¬ 
quirements and operations. Since the new system is simply an auto- 
mated version of the old one, the typical problems of communication, 
coordination, and review and concurrence procedures between the user 
and the developer can be reduced in complexity, if not eliminated 
entirely. The inductive approach simplifies or eliminates a number of 
problems for the operational personnel. Since the automated system 
will be merely a modified version of the system with which they are 
familiar, they will more readily accept and adapt to the operational 
needs of the new system. It will hold relatively few surprises for them. 

It can be anticipated, therefore, that they will manifest little anxiety 
with respect to operating the new system, and hence they will not con¬ 
sciously or subconsciously offer resistance to it. Finally, the absence 
of an abrupt change in functions and operations derived from an in¬ 
ductive strategy means that the requirements for orientation and train¬ 
ing for system personnel will be minimized. The turnover phase in 
which the automated system assumes responsibility for operations 
should be limited in duration and relatively trouble free. 

The inductive approach to development has some serious dis¬ 
advantages which must be carefully evaluated before the decision is 
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m a <J e to travel this road. To begin with, there can be no assurance that 
the existing operational functions and procedures are the most effec- 
tive ones for accomplishing the users requirements and objectives. 
The fact that manual or semiautomatic procedures are effective does 
not, by itself, ensure that the same procedures will function satisfac¬ 
torily in an automated system. The technological sophistication in 
automatic information processing, particularly the capability to per¬ 
form routine types of decision making, may provide the user with 
maximum effectiveness through the utilization of a set of procedures 
which are radically different from the current ones. Indeed, we may 
reasonably inquire why a customer would be willing to invest in a 
costly electronic digital computer and its peripheral equipment merely 
to automate functions and procedures conducted in the past by man , 
ual or semiautomatic techniques. John Diebold has argued convinc¬ 
ingly that a new technology, which includes the computer, should not 
be constrained arbitrarily by the traditional work processes of a past 
era. 17 


It is frequently the case that a user entertains the idea of acquir¬ 
ing a new system because he has a problem—for example, his current 
system supplies him with too much undigested data or with unreliable 
maccurate, or outdated information. In such situations merely automat¬ 
ing the existing system means that a lot of money will be spent to 
make an existing set of problems for management worse than they 
already are. An intensification of these difficulties over time suggests 
that what may be called for is a re-examination of the user s informa¬ 
tion requirements. The accelerating rate of change in the contemporary 
environment, which plagues many industries as well as the military 
suggests the real possibility that automating an existing information 

system will not provide a means for meeting the user’s future require¬ 
ments and objectives. 4 


"T u tne design of the new system is not 

constouned by eating manual and semiautomatic procedures and 
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approach will ensure that the new system will not be a patchwork of 

old and new, but will represent a logically consistent relationship be¬ 
tween requirements and operational functions and procedures P The 



Development Strategies 87 

logical process of deduction also provides for greater consistency 
throughout all aspects of the design. A rigorously deductive approach 
makes it possible to detect any loopholes or gaps in the design. These 
interstices are relatively more difficult to detect in an inductive ap¬ 
proach, which builds upon existing methods of operation. 

The deductive approach to design also has its disadvantages. 
Where this design strategy is followed, the outcome may be a system 
which is radically different from the old one. In such a case, the users 
of the system may resist, if not sabotage, it. They will have to undergo 
a period of adjustment to the new system through programs of orien- 
tation and training. Rather than immediately improving the operations 
of the enterprise, the new system, when it is radically different from 
the old, may result in a period of operational degradation until per¬ 
sonnel become experts at its use. To the extent that the deductive 
approach suggests the need for new operational procedures and, 
perhaps, new system tasks and functions, a high proportion of research 
and exploration into new methods and techniques of information 
processing may be required. This may result in difficulties in estimat¬ 
ing the cost of the new system and also lead to uncertainties in design 
and production scheduling. 

Combined Inductive and Deductive Strategies. There is no justi¬ 
fication for asserting the unqualified primacy of either the inductive 
or the deductive approach. In any given case of system development, 
either one strategy or the other may be obviously preferable, or the 
situation may suggest some possible combination of the two. When 
the needed information system is completely new, as in the case of the 
Air Force Satellite Control System, the developer has no alternative 
but to proceed from a set of system requirements and objectives, uti¬ 
lizing the deductive method. In other situations, such as frequently 
prevail in industry, the financial condition of the company acquiring 
the new system may be such that the developer has no alternative but 
to automate existing payroll or inventory procedures via an inductive 
strategy. But certainly the most common situation is one which falls 
midway between these two extremes. Usually there is a manual or 
semiautomatic prototype system. And, typically, the most sensible 
strategy for development is to take what is useful of the old system 
and to develop new automated operations and procedures where fea¬ 
sible within given cost, scheduling, manpower, and other constraints. 

We cannot leave this subject without mentioning a critical issue 
which the software developer must invariably face when he undertakes 
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a major development task. Should the developer merely accept the 
users definition of his own requirements and give him whatever he asks 
r even if it is simply the automation of current manual operations 
and procedures? Or is it the developers responsibility to design the 
best system of which he is capable even to the point of disregarding 
the users requests? The issue has been a real one in the past decade 
and will continue to be critical for some time into the future. 

his dilemma is an inevitable consequence of a number of factors. 
One, of course is the relative technological naivete of the typical po- 
entral user with respect to information systems. Even more critical is 
e psychological commitment of the user to his existing way of doing 
mgs and his sociological commitment to the status, prestige, and 
uthonty of his official position or group in the organization 8 of the 
enterprise. The developer, by contrast, is not committed to any of 
ese things. Inevitably, the developer approaches the task with a dif¬ 
ferent orientation from that of the user. In addition to his lack of psy¬ 
chological or sociological commitment to the existing operations and 

t; e " t ? riSe ' *"**-'> f°cus S ofL«rJV on 

maximizing the flow and processing of information. He is impatient 

his efforts ^oXST 0 ™’ ° perati0ns which stand in the way of 
inevitable . 18 denvi ng from such contradictory perspectives is 
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puteirs and information systems, additional functions were added, not 
HS \ r .? Sult ° f Ion g' ran ge planning, but merely in increments as the 
capability of the computer to solve managerial problems in other areas 
was gradually recognized. This is the inductive approach to system 
design and the evolution of systems by accident. Perhaps it was in- 
evitable that this should happen, considering the pioneering nature 
° the information-processing field. But evolution by accident is not 
the way to build the most efficient systems. 

Industry has not been alone in the development of systems by a 
process of accidental evolution. In the absence of experience with 
computer-based information systems, and out of consideration for the 
high costs of computers, it is hardly surprising that applications of 
computers to military operations have tended also to be piecemeal in 
nature. 

Evolution by accident has some inherent limitations and disad¬ 
vantages. It is relatively costly since the ultimate integration of com¬ 
puterized elements, as in the case of several associated industrial plants 
with different computers, requires extensive retrofitting of equipment 
and the abandonment of old, incompatible items. Since the codes and 
formats used by different computers vary, integration will mean costly 
reprogramming. The use of a computer in piecemeal fashion is also 
expensive since the full capabilities of the machine are not being uti¬ 
lized. It is inefficient to use a computer to carry out only inventory 
control when, with appropriate programming, the computer could be 
utilized simultaneously to produce reports useful to other managerial 
functions, such as sales forecasting, production scheduling, manage¬ 
ment control, and management planning. 

In the development of both military and nonmilitary information 
systems there is a clear trend in which evolution by accident is being 
replaced by planned evolution. 

A Combined Strategy: Planned Evolution. Planned evolution is 
defined as an approach to system development in which a fully inte¬ 
grated system concept is created with a plan whereby the integrated 
system will be attained in a series of stages through a process of de¬ 
velopment iteration. In this approach, a study is conducted on an or¬ 
ganization-wide or corporate-wide basis to determine which functions 
should be automated. The implementation of the initial stage of the 
system is based upon a selection of certain functions which are as¬ 
signed priority. The first stage of the system, or the “initial operational 
capability,” tends to be regarded as a prototype or experimental model, 
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although it can be used for operations. Through experimentation and 
operational experience, successive stages of the system are designed 
and produced, each stage representing an addition to and an improve- 
ment upon its predecessors. 

If we assume that we are not dealing with a stable system, the 
approach to system development based upon planned evolution has 
numerous advantages over the other alternatives. The initial system 
relies heavily upon the existing system (where there is one) with the 
result that the transition to an automated, computerized system is 
gradual. This, as we have noted, simplifies the orientation and training 
problem and also reduces resistance by the system users to the new 
and untried. Costs are relatively minimal since the existing facilities 
are not simply discarded and the initial operational capability is ac¬ 
complished within a relatively short time with minimal new equipment 
and computer programming. Since the initial system concept is modest, 
off-the-shelf hardware may be used. The contributions of the system 
users to the development are maximized as the system gradually 
evolves. Participation of the users from the start makes possible the 
gradual creation of an in-house capability to conduct both system de¬ 
velopment and its on-going maintenance. Understanding of com¬ 
puterized operations in the early stages facilitates the participation of 
the users in subsequent development activities. Their informational 
requirements can be more carefully defined as experience with the 
system is gained and fed back into the developmental process. In die 
case of military systems, the evolutionary approach provides more time 
to develop “interface” or systems interaction requirements where major 
systems will be functionally interrelated before hardware is frozen. 
Finally, planned evolution makes it possible to accommodate the sys¬ 
tem to changing requirements—changes stemming from within the 
system itself or from the external environment. This is particularly 
critical in the contemporary situation, where revolutionary changes in 
technology occur in cycles of only a few years. 

A complex system, by definition, is composed of a number of 
interacting components. It has been pointed out that in the develop¬ 
ment of guided missiles hardware prototypes must be built in order to 
demonstrate that the requirements have been met. This is necessary 
because the interactions of the missile’s components and the environ¬ 
ment m which it operates are too complex to be analyzed adequately 

°L PaP f er 0rin 3 Iaborat0r y- To an even greater extent, complexity of 
rac mg components is characteristic of information systems. In such 
systems the interaction of the components, which include human 
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beings, is considerably less deterministic than in the case of missiles. 
In effect, planned evolution in the development of information systems 
provides for the production of prototype systems in which the complex 
interactions of components can be tested under operational conditions 
before more expensive commitments have been made. 

Although the concept of planned evolution appears to possess 
obvious advantages over other approaches, it has been by no means 
easy to apply. Planned evolution tends to blur the customary distinc¬ 
tions between research, production, and operations. Traditional organi¬ 
zational and funding arrangements in industry, government, and the 
military have been founded upon such distinctions. These distinctions 
were and are meaningful with respect to the production of hardware 
items such as weapons and equipment, in which the end item under- 
goes relatively minor modifications after it enters full-scale production. 
In planned evolution, where the initial operating system is regarded as 
a test and experimental instrument, it is difficult to say where research 
ends and production begins. 

The implementation of information systems via a process of 
planned evolution implies also that there is an over-all plan for the 
automation of appropriate elements of the given enterprise at selected 
times, and that some group in the enterprise has the responsibility to 
ensure that the plan will be followed. Since the life of the system may 
extend over many years through successive modifications, whereas 
there is a turnover of personnel on the average of every two years, 
adhering to long-range evolutionary plans requires discipline and or¬ 
ganization. In the last analysis, only the top rung of management can 
prevent an evolutionary strategy from degenerating into haphazard 
change. 


3.4 SUMMARY 

The purpose of this chapter has been to describe the significant 
activities, alternatives, and problems which are characteristic of the 
requirements phase in the development of information systems. The 
purpose of the requirements phase is to determine why the system is 
needed, to identify the system users, and to define their information 
needs. 

The chapter reviews the variety of ways in which the detection 
of a need for an information system takes place. An information system 
development activity may derive from problems in the operations of 
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the current system, from problems brought about by advanced science 
and technology, or as a result of a long-range planning activity. Within 
these different contexts, the consequences for the developer were ex¬ 
plored, depending upon how the problem of the user is initially de¬ 
fined, that is, whether the system to be built has no prototype, whether 
or not the current system has unidentified problems, or whether the 
current system’s problems are identified by the user. 

Alternative development strategies from which the user, in consul¬ 
tation with the developer, must choose were explored. These alterna¬ 
tives include the number of development iterations, the relationship 
of the existing system to its replacement (the inductive strategy versus 
the deductive strategy), system evolution by accident, and the strategy 
of planned evolution. The advantages and disadvantages of each of 
these alternatives were reviewed. 

No one strategy is presented as universally preferable. In general, 
given the prevalence of change, we have shown a bias for a deductive 
strategy and planned evolution with the planners focusing upon the 
operations of the enterprise as a whole. We take the position that, 
whatever strategy is selected, it should not be chosen unilaterally by 
either the user or the developer. 
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should attempt to apply it to a new design project. This is as it should 
be, particularly in light of what S. Beer (Ref. 34, p. 73) has said about 
systems: 

“What after all is order, or something systematic? I suppose it is a 
pattern, and a pattern has no objective existence anyway. A pattern is 
a pattern because someone declares a concatenation of items to be 
meaningful or cohesive. The onus for detecting systems, and for de¬ 
ciding how to describe them , is very much on ourselves. I do not think 
we can adequately regard a system as a fact of nature, truths about 
which can be gradually revealed by patient analytical research. A via¬ 
ble system is something we detect and understand when it is mapped 
into our brains, and I suppose the inevitable result is that our brains 
themselves actually impose a structure on reality.” 


Organization of Chapter 

This chapter will describe system design by breaking it down 
into a number of more or less discrete processes, logically related 
to one another in that the set of design data from one process 
becomes a prerequisite for the start or successful completion of 
another. These relationships are shown in Figure 4.1 as a flow 
diagram of the over-all system design process. The major portion 
of this chapter will discuss, in turn, each design process, shown 
as numbered blocks in the diagram. 

Each arrow represents the transmission of certain classes of data 
about the system being designed or about the design process itself. 
These data are transmitted from one process to the next. They must 
have specific origins, destinations, and content. The design data that 
are created in one design process and then transmitted to another de- 
sign process must be in such a form that they can be accepted without 
any ambiguity or uncertainty about their meaning. 

Perhaps it might be well to state two of the things that this design 
representation is not. For one, it is not a complete representation of the 
design process; there is more to design than appears here. For another, 
it is not a complete time sequencing of the design processes. However, 
one may consider the representation to be roughly time-ordered, the 
processes starting earliest being at the top and continuing down to the 
bottom of the figure, where the processes represented are the end of 
some describable phase of the design effort. The numbering of the 
blocks also indicates a rough order. There are some processes that 
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The primary flow of data through the various design processes is 
indicated by the bold solid lines and arrows. The bold dotted lines 
show the primary feedback loops. Many other loops probably exist, 
formally and informally. 

The horizontal brackets at the bottom of the figure are intended 
to show which design processes are concerned primarily with the tech- 
nical aspects of the system being designed and which are concerned 
primarily with the management of the design process. It should be 
noted that there is a difference between the design process itself and 
the larger "system” of which that process is but a part. In a sense one 
can say that there is a "system-design system.” It consists not only of 
the management of the design processes and the technical work itself, 
but also of the entire environment within which the design effort 
proceeds. 

The process blocks in the diagram are numbered for the sake of 
referencing; in Section 4.3 each topic will refer to one of the blocks. 
The ascending order of numbers is intended to represent the rough 
sequence in which these processes should be initiated in the design 
process. (The time dimension is also established vertically, as men¬ 
tioned before, but the numbers of the rectangles help to resolve the 
position of processes represented on the same horizontal.) Unnum¬ 
bered process blocks shown by broken lines are not discussed in this 
chapter. 


4.2 A REVIEW OF SYSTEM DESIGN 

Further Definition of an Information System 

Before discussing the various discrete system design processes, it 
may be helpful to look more closely at what an information system is. 
By briefly pursuing a more precise definition the reader will be better 
able to assess the relevance of the material in this chapter. 

The means whereby managers receive and transmit information 
are aggregates of people and equipment that 

• are linked at least in part by two-way communications; 

• are necessarily interdependent in operation; 

• in operation are under the control of an organization of people 
whose actions are prescribed to some extent; 

• characteristically receive, transform, and transmit data which are 
instrumental in accomplishing the purpose of the managers. 
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on a map. Then, other things being equal, the dispatcher has to obtain 
trom those data the information as to which taxi or taxis are spatially 
or temporally closest to the waiting passenger(s). Next he has to con- 
Mder either some explicit criteria for taxi selection or make some 
implicit judgment in order to assign taxi(s) to passenger(s). 

One of the major objectives of the owner of the system is to make 
money. He may want to do this by increasing the efficiency of the 
service. Or he may want to make money by expanding the service so 
as to accommodate more passengers, a measure which, while not neces¬ 
sarily improving efficiency, may increase the dollar volume of the 
enterprise. Each one of these subobjectives provides a frame of refer¬ 
ence for the system designer that will determine the data transforma¬ 
tion needed by the dispatcher to assign cabs on a rational rather than 
on a random basis. Some criteria, derived from one or more of the 
various objectives of die system owner, may lead the dispatcher to 
assign cabs so as to minimize passenger waiting time. Some may lead 
him to reduce the total mileage of the fleet spent on pickup. Other 
criteria may lead him to doubling-up on passengers. Implementation 
ot each of these courses of action would be dependent not only upon 
the receipt of certain classes of data by the system but also upon their 
arithmetic and cartographic manipulation so as to make them more 
meaningful to the dispatcher. The data and the criteria for their em¬ 
ployment assume their meaning in terms of their relevance to the 
accomplishment of the stated system objectives. 

• i. ThlS , 1S , n , 0t t0 sa y that aI1 data ^ criteria need enter the system 
with established relevance and meaning. Some data may really be 
ambiguous, but because of circumstances surrounding their origination 
they are processed further in order to determine their possible rele- 
vance. For instance, the dispatcher may receive a report from one of 
the drivers concerning an accident on a major traffic artery. While this 
is not a completely meaningless datum, neither is it immediately rele¬ 
vant. The dispatcher must either passively wait for other reports to 
associate with the first one, or actively seek additional data, such as 
whether one of his cabs was involved or how long traffic w iH be 
tied up. 

At this point the reader may wonder whether this is a good illus¬ 
tration. The report of a traffic accident seems like such an obviously 
meaningful datum for the system. The point is that the first time, or 
first few times, an event of this type was reported its relevance was not 
clear, and yet it was apparently of such a nature as to warrant its 
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retention by the system. If the system designer was experienced 
enough to anticipate the occurrence and utility of such reports, the 
system would have been designed to make specific provisions for them. 
However, such data are always arising in a system, and indeed the 
occurrence of ambiguous or new data is one of the major reasons for 
the employment of responsible and skilled people as operators and 
users of information systems. 

Hopefully two points of ambiguity about the initial definition of 
an information system should have become clearer with a critical ex¬ 
amination of the example. 

First, the central element of the definition would seem to be the 
interdependence of parts in operation in fulfillment of the objectives 
of the system. As stated before, although cabs can continue to operate 
without two-way communications, there would then be no information 
system. A senior United States Air Force general was reported to have 
said that without his telephone the only thing he commanded was his 
desk. 


Second, some thought about the role of people in relationship to 
the operation of the system reveals that there are two types. One role, 
exemplified by the taxicab dispatcher, is that of an operator. This is a’ 
person who, on a routine and workaday basis, is an integral part of the 
operation of the system. By our earlier criterion, if all of the system 
operators were absent, there would no longer be a working information 
system. In their job of reporting their positions and other status data 
into the dispatcher, the drivers are therefore operators. This definition 
of the role of people as operators within the system comes closest to 
the common concept of a man-machine system. 

The other role is typified by the system owner or manager. In this 
case the person is not an operator of the system but somebody who 
uses the total system or a substantial part of it to help him accomplish 
some stated objectives outside the capability of the system to accom¬ 
plish by itself. In other terms, the person who fills such a role uses the 
system as an instrument, whereas the operators are themselves instru¬ 
ments of the system of which they are a part. But the owner or man¬ 
ager on occasion does interact directly with the system. He gives data 
to it m the form of plans, strategies, criteria, and the like. He also may 
take data from the system in the form of performance records to be 
used for evaluation. The system designer and the system owner must 
Jceep these two roles conceptually clear because the data and mech- 

t ° su PP ort one role dually are not applicable to the 
ther. The taxicab system owner usually does not care about the loca- 



A Review of System Design 101 

tion of his cabs from moment to moment, nor does he use most of the 
other data that the system transmits to the dispatcher. In addition to 
the profit and loss tally sheet, the owner might want data about the 
percentage of time that cabs are out for their repair or about peak 
passenger call times. Although one person may, at different times or 
in rapid sequence, fill the roles of both owner and operator, the two 
sets of needs are quite different and are determined by the nature of 
the roles rather than by the coincidence of physical identity. 

The major portion of this chapter is intended to show how the 
various requirements of an information system and the mechanisms 
that are the parts of the system can be deduced and specified in a 
fashion that will help the users to achieve their objectives. In the 
preceding definition of an information system, what we have done is 
to specify some of the general mechanisms and actions that are always 
required by a proper design, namely, communications, data transfor¬ 
mations, organizational control, and interdependent parts and actions. 
Furthermore, by becoming aware of the two roles (user and operator) 
which people may assume in their interactions with other parts of the 
system, the system designer can begin to sort data and action require¬ 
ments according to their application (in reaching user objectives) as 
well as the mechanisms by which data are handled and the routes or 
channels which they travel. 

An Approach to Design: the Mapping of System Tasks 

The "mapping" of a system that Beer (Ref. 34) talks about is 
accomplished by creating a sequence of means-end relationships which 
link the more abstract objectives of the system user to successively 
more concrete and specific goals. This takes place by discrete steps (the 
number of steps may not be the same for all parts of the system). 
During the development of this sequence of means-end relationships, 
statements begin to sound like descriptions of discrete 
tasks performed by the system elements; an example for the taxi 
system might be plotting on a map the location of waiting passengers 
in order to determine which two can be picked up by the same cab 
without its deviating from a straight line. 

A task is composed of a set of actions performed by people (phys¬ 
ically or intellectually) and/or by machines in order to reach specified 
objectives. To control a fleet of taxi cabs is an objective (a means for 
making money), but to plot the location of waiting passengers on a 
map is a task that is a step or series of discrete actions in the accom- 
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identify and define the various design processes that contribute to the 
progress of system mapping and to the further explication of require¬ 
ments and system actions. 


4.3 THE DESIGN PROCESS 


Block 1. Feasibility Study or Preliminary System Proposal 

This is the first numbered block in Figure 4.1 and is the first ex¬ 
plicit part of the entire design process. There are other ways of starting 
the system design process, some better and some poorer. A document 
that requests the initiation of a study makes a very good start. How- 
ever, such a document should state the area under consideration and 
hmit it in time, space, function, and structure. Alternatively, it should 
indicate in what areas no limits are contemplated. Frequently what is 
called for by this document is a feasibility study from which the system 
user can extract enough factual information to enable him to decide 
whether or not to continue with further design. 

There is a myth connected with feasibility studies. This myth has 
very attractive features, for example, that one can specify through a 
feasibility study (1) a set of alternative design concepts; (2) the ap¬ 
proximate length of time required to develop each concept; (3) the 
cost of executing each concept; and (4) the amount of system growth 
each concept would allow. Although believers in this myth admit that 
an almost complete set of alternative designs would have to be pro¬ 
duced in order to yield the four specifications above, they reckon with¬ 
out the harsh world of reality that rarely, if ever, allows them more 
than a fraction of the amount of time and/or resources required for 
fulfillment. 

What then should a feasibility study be? It should be a set of gen¬ 
eral statements that in effect present the opinion of the investigator 
about whether anything useful can be accomplished by further work. 
A good study document can be expected to point to the system under 
consideration and indicate the incremental utility of the next few steps 
toward a more definitive statement. It can indicate the general types 
of services the user expects to obtain from his system: for instance, 
whether he wants scientific computation, inventory control, large data 
storage, rapid access to information, sophisticated displays, or various 
combinations of these and other possible services. Such preliminary 
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statements will do much to indicate the future course and cost of a 
system. 

The situation in which there is no such feasibility document at all 
to start a major design project hopefully is rare. The reader might 
pon er for a moment the results of starting a design project without 
presenting statements of purpose, limitations, and interfaces relating 
subsystems to the system as a whole. 

The results of a feasibility study provide the first statement of 
technical and managerial guidance to be used in making plans for 
subsequent design work. Where a previous feasibility study does not 
exist (produced and hoarded perhaps by a different agency), the de¬ 
sign process is started by a preliminary system proposal. Either the 
proposal presents approximately the same content as the feasibility 
study and assumes that the accomplishment of a design is feasible, or 
it must lead to the undertaking of such a feasibility study. Without 
one or the other further design work cannot proceed rationally. 


Block 2. Format of the Design Document 

Usually the results of the design effort are presented to the user 
m the form of a document containing prose, block diagrams, tables, 
mathematical equations, and other modes of presentation. The format 

of this document must be specified in advance for the following 
reasons. 6 
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tion needed to select an appropriate format are the uses to which the 
design is to be put. For instance, if the design is only preliminary, as a 
feasibility study would be, a rather simple narrative form may be ade¬ 
quate. If the design is to be used as a basis for specifying equipment 
characteristics, it has to be adequately partitioned so that statements 
relating to a particular piece of equipment can be associated with one 
another. Furthei more, the statements that contain the specifications 
must be couched in terms familiar to the equipment designer. If the 
design is going to an architect, it might be presented in the form of a 
floox plan and elevation or a set of numerical requirements, for ex¬ 
ample, to house a certain number of people, with a certain square 
footage per person, a specified number of operating areas, and so on. 
If the design will be used by a personnel manager, it must state the 
skill levels and specialties of the people needed to man the system. 

The two things that all formats should have in common is an 
agreement on vocabulary between the designer and the receiver of the 
design, and the rationale whereby the design was worked out. In all 
cases the designer, before he starts his work, must obtain from his user 
or users a clear statement of the intended application of the design and 
an agreement in regard to the format, a common working vocabulary 
of terms, concepts, measures, or simply standards and conventions. 

I he design format should be specified precisely and agreed upon 
by designer and client* before continuing. A clear format will signifi¬ 
cantly reduce the communication problem at all stages, from obtaining 
design concurrence through implementation to system evaluation. To 
ignore this step is to risk subsequent misunderstandings among users, 
managers, and designers. 

*/feloek 3. Identification of System Elements and Specification of 
Their Attributes 

What are the system elements to be specified? In designing a new 
radio, for instance, reference can he made to a number of books that 
specify standard (dements, such as speaker, tuner, and amplifier. Each 
element is further described by a number of attributes (inherent char¬ 
acteristics). The speaker must reproduce a certain range of “fre¬ 
quencies" and output each frequency at a certain sound level. The 
specification of elements and their attributes lies at the heart of any 
design process and is perhaps the logical starting point for it. 

Attributes are the essential dimensions used to describe the system 
elements so that, if the attributes were missing, the elements would 
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not accomplish their functions. When the system elements and their 
attributes are described early in the design phase, the designer and 
the user have a concrete base from which they can determine whether 
the services desired from the system are going to be provided. 

.^The elements or subsystems of an information-processing system 
that are listed below are convenient for analysis; other people may 
name elements differently, but a particular system concept will not 
change substantially as a result of nomenclature. The system elements 
are as follows: 

• Data. 

• Personnel. 

• Display. 

• Equipment (that is, input, output, transmission, logical and arith¬ 
metic processing, and storage). 

• Learning. 

• Retrieval. 

• Programming. 

Each element listed possesses a set of attributes that also have to 
be described still more concretely. Listed below and discussed briefly 
are the attributes of each of the seven system elements just mentioned. 
Although the list may not be complete, it is, hopefully, adequate as a 
“starter set.” 

Data Element. In a very real sense a system user’s need for in¬ 
formation can be satisfied only by acquiring and transforming data. 
Providing the information is the essential function of an information 
system. After the acquisition and transformation of data by the system, 
the data are further transformed into information by the user when he 
exercises judgment and formulates actions that will help to accomplish 
his objectives. 

Actually, an information system may encompass several parts, 
people, or machines, each of which acquires and transforms data. Some 
of these parts function in series and some in parallel. Whatever way 
they function, and no matter how simple or complex the system may 
be, data ultimately are always transformed into information about one 
or more of the following states: 

• The environment with which the system and its users are con¬ 
cerned. 

• The resources that the user controls. 

• The information-processing system itself. 
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9 Commands to the system. 

• Commands to the user’s resources.* 

The attributes of the data elements are as follows. 

relevance. There must be a rationale which makes explicit the 
relationship between each class of data and the system task that re¬ 
quires it. 

nomenclature. The names of the classes of data, the units used, 
and the modifiers or qualifiers must all be expressed in a language 
common to the users and designers of the system. There must be no 
ambiguity in terms. 

grain. Attention must be paid also to the degree of fineness of 
the data, that is, the denotation of the most specific case in each class 
and each higher level of aggregation. For example, if the class of data 
is weapons, one must specify whether this has to be subdivided into 
manned aircraft and missiles and these in turn broken down into their 
constituent types, B-52G and so on. In complex systems, different sys¬ 
tem parts may require different levels of aggregation. 

sources. For each class of data the place from which it originates 
must be specified. Some data, as previously mentioned, result from the 
cognitive process of the system users; in such a case a person or organi¬ 
zation must be designated as the source. 

destinations. All data must be characterized in a system by desti¬ 
nations: the potential users may be either men or machines. Most often 
data will have a number of destinations in the form of intermediate 
processing points or stations. 

logical relationship. Some data in the system may be causally 
related to other data, some may be covariant, and some may be inde¬ 
pendent. This state of affairs frequently is seen in data generated by 
physical events, the status of an aircraft, for instance. The datum that 
an aircraft is capable of taking off is derived from a whole pyramid of 
other data reflecting such things as the state of the weather, the condi¬ 
tion of the runway, the flight characteristics and physical readiness of 


* For analytic purposes the distinction between data and instructions must be 
constantly borne in mind. The data are what the user eventually transforms into 
information. Instructions are messages to the system or to user resources that 
initiate or terminate actions in specified ways. This is the same distinction that is 
applied to computer data, which must always be either data or instructions. 
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the aircraft itself, and a ready pilot. These relationships must be speci¬ 
fied so that when the data are processed the proper sets can be estab¬ 
lished. This is extremely important in computer programming, where 
failure to associate proper items can require extensive reprogramming. 

processing. Data entering an information system may 

• be examined logically (e.g., sorted or examined for validity); 

• be entered into a mathematical calculation (e.g., summed or used 

as a value in an equation); 

• pass through the system essentially unchanged. 

It must be determined whether each class of data will be either 
saved or destroyed, or whether a capability will have to be built into 
the system to give a person these two options. Each class of data in the 
system will require one or more of the three types of processing. Per¬ 
haps the largest part of the system design job is specifying the* data- 
processing requirements. 

The last statement would be true if we took into consideration 
only the processing of data required by the system user in pursuit of 
his objectives. When we add the processing of instructions (for ex¬ 
ample, retrieving data from intermediate storage, without which they 
could not be processed), the job becomes large indeed. 

Processing, then, basically involves the mathematical and /or logi- 
cal statement of how each class of data will be transformed and used 
hy the next part of the system. In an automated information system, 
the final processing of some sets of data takes place within a piece of 
equipment and is never apprehended directly by a person. Tim final 
processing for other data produces displays, a part of an information 
system which will be discussed shortly. 

There are other attributes of data, such as their form and timeli- 
ness, but these are really more closely related to the attributes of dis¬ 
plays. It is necessary to remember the existence of the interaction 
between data form and timeliness, on the one hand, and displays and 
communications, on the other; just such interactions require attention 
m the system elements integration effort. Data form and timeliness 
partially determine display equipment characteristics and comnmnica- 
tions load. The reverse is also true. 

Personnel Element. Various concepts of a personnel subsystem 
are prevalent today. Generally they include the attributes of the peo¬ 
ple who will operate a particular system. 

In an information system people not only use the outputs of the 
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system but also are components of the system. It is helpful to distin¬ 
guish again between these two cases. In one situation people monitor 
and use information produced by the system but do not serve as an 
information input source (except very indirectly through policy and 
procedures) for the rest of the internal system. In the other situation 
people not only monitor and use the information but do inject instruc¬ 
tions into the system in the form of computer requests; these are in¬ 
structions to which the system must respond. The latter case still 
requires the precise specification of the attributes of the people and 
their actions that is customary in the former. There is a shift of em¬ 
phasis, however, from equipment operation to data organization and 
retrieval. This is characteristic of information systems that require 
more complex man-machine interactions. These interactions are more 
flexibly structured than in the situation where men are more passive 
receivers of data from noncomputing machines that have a relatively 
limited repertoire of response. In both cases, however, the following 
are attributes of the personnel subsystem. 

distribution of responsibility. Primarily included in this attribute 
is the determination of the various “seats” of decision-making pre¬ 
rogatives. This means the specification of the location, skill, and 
number of people or groups of people who have the responsibility and 
authority for taking all of the various types of actions available to the 
system users. The authority, the responsibility , and the knowledge 
should reside in the same place. Furthermore, there must be recogni¬ 
tion of the fact that too high a degree of specification and formaliza¬ 
tion will decrease the ability of the system users to structure and 
restructure their organizations and actions to meet changing conditions. 
This attribute is closely related to the specific characteristics of the 
physical communication network, the latter being in part derived from 
the former. Organizational communication channels include not only 
who talks to whom but also how the hierarchical and lateral power 
relationships are structured. It includes who gives orders to whom, 
who can make requests of whom, and who passes information to 
whom. 

operating procedures. The human actions (as well as equipment 
and computer program actions) and the methods for accomplishing 
them are an inherent part of any information system. The human 
actions are as follows: monitor, compare, assess, predict, decide, com¬ 
mand, inform, request, and comply. These are the things people do in 
information systems. The particular applications of these actions, plus 
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the ways in which they are accomplished, form the operating pro¬ 
cedures. They range from the specification of the format of any com¬ 
munication to the operation of equipment. They also include rules, 
regulations, situation descriptions, and criteria that guide people in 
taking actions. Operating procedures play such a major role in infor¬ 
mation systems that Chapter 7 is devoted to them. 

extra-organizational actions. The personnel in a system have 
two other types of activities in which to engage besides those directly 
connected with the operation of the system. They have to deal with 
people and agencies external to the particular system with which they 
are involved, sometimes on tasks not closely related to system tasks. 
They also need to be concerned with the maintenance of the human 
organization; this is particularly true of supervisors. By knowing of 
these extra-organizational activities, the system designer should be 
able to keep from overloading the human operator. Too frequently the 
designer assumes that the only thing people have to do is to operate 
the system. 

Display Element Although each part of an information system 
has an output, the term “display,” as used here, refers to any presenta¬ 
tion of data to people by means of equipment. Displays form the 
major interface between the user and his system. Because displays are 
considered to be both data and equipment, they must possess the same 
attributes that both of these elements possess. In addition, displays 
possess the following attributes. 

degree of aggregation. An aggregation is defined as a collection 
of like things. In an information system, the meaning is extended to 
include collections of data items at the same level of specificity. For 
instance, in presenting the results of a population census, a tabular 
display could show just total population (one cell), population by 
state (fifty cells), or population by congressional district (over 437 
cells). This attribute is the one that partly reflects the distinction be¬ 
tween command systems and control systems. As we said earlier in the 
chapter, the level of summarization and specificity of the displayed in¬ 
formation is dependent in part upon the nature of the system. A com¬ 
mand system for higher echelons generally requires more summary 
and less specific data than a control system; an executive or com¬ 
mander finds it difficult to deal with a large number of discrete events 
and items. The data have to be aggregated or summarized in some 
way even though the final aggregation or summary may in itself be 
considered a single item in another whole set of related items. 
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coding. This attribute of displays is well known to the human 
engineer. He is concerned with the particular form into which the data 
are placed to present a signal to a human being. When the visual 
modality is used, data are frequently coded in graphic or pictorial form 
(maps). The other end of the dimension is coding which essentially 
is straight English narrative. Tabular formats probably are somewhere 
between the two extremes. 

A great deal has been written about coding. In information sys¬ 
tems, however, no great body of knowledge about it has been built 
up. System users and designers alike feel that for the performance of 
certain tasks particular data formats are more suitable than others. On 
first examination it would seem obvious that more information can be 
obtained from data coded in one form than in another, but it is very 
hard to demonstrate this except by using a specific example. For in¬ 
stance, in presenting data about the geographical relationships be¬ 
tween two cities, we immediately think of using a political map. If we 
are interested in the terrain between the two cities, however, we might 
prefer a topographic map. On the other hand, if the datum needed is 
the distance between the two cities, a simple numerical format would 
be more appropriate and potentially more accurate. The presentation 
of distances between a set of cities could be accomplished by a simple 
numerical table. Suppose, however, that some data are needed in re¬ 
gard to the relationship among three or more cities. We might wish 
to know whether, in following a great circle route from city A to city 
B, we would pass through city C. This bit of information is very easily 
obtained from a globe or from an appropriate two-dimensional pro¬ 
jection. It can also be obtained through mathematical formulations but 
probably less efficiently unless the data are going to be fed back into 
a machine computation. 

Another example that occurs frequently in information systems is 
furnished by the need for predicting the status of aggregated events 
such as inventory items. In some cases it is traditional to present the 
information in the form of a frequency polygon or smoothed line 
graph. The latter makes it relatively easy for the user to infer from an 
extrapolation of the curve what the status will be at some future time. 
This item of information can likewise be presented quite readily in 
numerical form derived from an appropriate mathematical equation. 
If the information needed is the rate of growth or decay, a smoothed 
line graph gives an immediate indication, particularly in the case of a 
complex growth such as negative or positive acceleration. If, however, 
the function is a straight line, one might obtain a more precise indica- 
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tion of the rate by presenting the slope of the line in numerical form. 

The examples just presented point out the need for very close 
examination of the information and decision-making requirements of 
the system user. This is important not only from the point of view of 
the people coding the data for most effective decision making, but 
also from that of the designers of computer programs and display 
equipment, the characteristics of which will be partly determined by 
the display requirements. 

Let us go back for a moment to the statement, made earlier in the 
chapter, that command systems usually require more summarized data 
than do control systems. This statement should not be interpreted to 
mean that there is a need for highly coded data. In fact, while execu¬ 
tives and commanders usually deal with highly aggregated data, there 
need be neither a high degree of coding nor preliminary interpretation 
or filtering by other agencies, human or otherwise. As a matter of fact, 
observational evidence indicates that in many problem situations 
decision makers should have access to essentially unfiltered, although 
perhaps aggregated, data.* Insofar as possible these data enable 
decision makers to draw their own mental picture of the state of their 
resources and environment. The so-called “big picture” is too fre¬ 
quently interpreted by the system designer to mean that the executive 
should be supplied with highly coded and/or highly summarized data. 
From these the decision maker well may find it difficult to infer the 
nature of the objective state because it has been filtered in such a 
fashion as to reflect the thoughts of other people through whom the 
data have passed, these thoughts now forming an indistinguishable 
part of the data. 

timeliness. This is a major attribute of many elements of a sys¬ 
tem. Timeliness may be set by the nature of the events in the physical 
world which occur or reoccur at certain times and have certain dura¬ 
tions. For instance, if event A takes ten minutes to occur and cycles 
continuously, data about event A more than ten minutes old are not 
timely, although they may be useful as history. 

Another major consideration, along with timeliness, concerns the 
degree or kind of significant change. Event A may occur or reoccur 
every ten minutes but may not result in a change of status, or it may 
result in a change that is insignificant in terms of some criterion. Some 


* Aggregating data entails a certain amount of error which can be considered 
filtering. Rounding errors are one example. 
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thought will reveal the import of this subject in determining the fre¬ 
quency with which facts about the occurrence of events should be 
reported into the system and the criteria whereby cues for their re¬ 
porting are established. “Reporting by exception,” for instance, reduces 
the number of reports; reports are generated only when a criterion 
range of values is exceeded, or at infrequent periods to ensure the 
recipient that the reporting apparatus is still working. 

The other aspect of timeliness has to do with the needs of the 
user rather than the nature of real world events. Information needs 
must be analyzed in terms of the times at which the decision maker 
wants the data, the time he can afford to wait for them if they are not 
already present, and the cues whereby the needs for timely data are 
recognized. 

initiation or access. After we have specified the system task re¬ 
quirements, the data, the methods for inputting data to the system, 
and the processing of data, we generally tend to forget that the data 
will not just automatically be displayed. A mechanism must be pro¬ 
vided for triggering the action of a part of a system to produce dis¬ 
plays. The mechanism may be an executive computer program that 
governs the preparation of data for display and contains a set of in¬ 
structions which enable it to recognize the appropriate moment to 
begin the production. This may be an internal clock, if the display 
initiation is completely predictable and cyclic, or it may be the recog¬ 
nition of a cueing event. 

Another initiation mechanism may be a human operator, who 
then must be provided with a communication channel for cueing the 
display-producing part of the system. In a computer-based information 
system the generic term for this mechanism is a display request device, 
which may be structurally identical to various system input devices. 

transduction. We have borrowed an engineering term here to 
indicate that transduction is an interface between user needs and 
hardware requirements. The specification of this attribute is done in 
the naming of the type of mechanism (lantern slide, cathode ray tube, 
computer line printer, etc.) for converting data contained in a form 
not recognizable by human beings into one which is. This specification 
is dependent not only upon the nature of the rest of the structural 
system but also upon the types of formats needed. For instance, it is 
very difficult to produce line graphs on a printer. Usually, however, 
there is a wide choice of alternative transduction mechanisms. The 
selection is frequently made on the basis of economic and structural 
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engineering factors, such as the degree of optical resolution required, 
the number of people who have to view the display simultaneously, 
or the update speed. 

correctness. This is another highly important attribute from the 
point of view of the decision maker, whose performance is degraded 
by the presence of incomplete or incorrect data that are not known 
to be faulty. Simulation research has shown that major decrements in 
decision-making effectiveness are due to uncertainty. Uncertainty can 
mean not being sure of the true nature of the objective situation. It 
can also mean not knowing the completeness and correctness of the 
data with which one has to deal. The system designer should be sure 
to provide mechanisms which indicate whether there are significant 
variations in either of these two attributes of displayed data. 

Equipment Elements. The equipment element is composed of 
engineered units, the physical devices through which all data flow. 
When we are dealing with hardware design, it is convenient to regard 
the element as two major units, the computer unit and the communi¬ 
cation unit. The digital computer is perhaps the more complex and, 
in a very real sense, is a complete system itself, one which inputs, 
stores, processes, outputs, and transmits data. However, we will not 
discuss the attributes of a computer as an item of equipment since we 
expediently claim that the information system customarily would em¬ 
ploy a general-purpose one which can do almost any kind of logical 
and arithmetic processing typical of the class.* 

For the analysis in this chapter we will consider only the commu¬ 
nication unit. This unit includes all the hardware for sensing, input- 
ting, outputting, and actually transmitting data through the system as 
a whole. The attributes of the equipment elements are as follows. 

adequate stimulus. An adequate stimulus will cause an event to 
be sensed or an impulse to be initiated and propagated. The hardware 
has to be capable of detecting the events of interest to the system. 

stimulus production. Although this attribute may be part of the 
previous one, special consideration should be given to whether the 
adequate stimulus is provided by a human being or by an automatic 
device such as a radar. 


* 0n * mi § ht want t0 remember, though, that computers do vary significantly in 
regard to such attributes as speed of basic operations, size of central memory, and 
parallel input, output, and/or computation processing. 
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data form and transduction agent. In this case we are inter¬ 
ested in the carrier of the data. It is a series of electrical pulses varying 
in frequency, amplitude, or other physical form. We are also interested 
in the mechanisms whereby its form is converted and reconverted 
throughout the physical system from origination to destination. Dis¬ 
plays are a subset of specific transducers. So also are input devices by 
which the system users introduce data into the system. 

capacities. Here must be specified the rate or rates, under vary¬ 
ing environmental conditions, with which data can be transmitted; 
capacities are expressed in units of data per unit time. Not only are 
they expressed for various environmental conditions but also for peak 
and steady situations and for both individual equipment units and 
a gg re g ates °£ like units. Capacities are also characterized in terms of 
duration of either peak or steady performances without degradation, 
and in terms of reaction time from stimulus onset to system response. 

compatibility. This attribute must be considered in an engineer¬ 
ing and human engineering sense and also in terms particularly appli¬ 
cable to information systems.* 

reliability. This is a standard attribute of equipment specified in 
most engineering plans. Reliability is a measure of the extent to which 
a piece of equipment or a system will respond to the same set of inputs 
in the same manner over a number of occurrences of these inputs. 
Reliability of data is a particular problem for information systems be¬ 
cause of the number and complexity of transformations to which they 
are subjected. 

adaptability. This attribute is poorly defined at present but deals 
with such things as increasing capacity by additions of more of the 
same components or the insertion of new components without seriously 
interrupting the system operations and without performing a major 
redesign of any substantial part of the system. 

discrimination. What is the minimum signal/noise ratio both 
from a signal transmission point of view and from a human engineer¬ 
ing point of view? 


* In an information system compatibility can be defined as being able to accept 
the inputs from, and give outputs to, other components at a rate adequate to 
prevent queues or loss of data. When the output rate of one unit is much faster 
than the rate at which the next unit can accept the data, buffering is required to 
keep the data from being lost. 
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faithfulness. This is the specification of the ability and char¬ 
acteristics of equipment components, particularly sensing and receiv¬ 
ing elements, which enable them to minimize (1) the acceptance of 
something as a signal when indeed it is not a signal, (2) the rejection 
of something as not being a signal when in fact it is a signal. 

geographical distribution and numbeh. These attributes are 
shown by an actual map or schematic drawing of the arrangement of 
the major equipment units. 

Learning Element This item is included as an element in order 
to stimulate some thought about the need to design into the system 
provisions for adaptation in response to experience and new user re¬ 
quirements. Perhaps to call this a system element is not in accordance 
with the criteria established earlier for such a designation, but cer¬ 
tainly various parts of a system can be made to function in such a way 
as to promote learning. Therefore, this discussion will be limited to a 
general definition of parts rather than an enumeration of attributes. 
A learning element can consist of any one or all of the following three 
parts. 

operational evaluation and recording. It is desirable, if not al¬ 
most inevitable, that the users of a system themselves evaluate its 
operations. They do this sometimes formally, sometimes informally. 
Their purpose may be to determine how much they can rely on the 
system or to institute changes in the system to increase its effectiveness. 

When we say that operational evaluation is conducted informally, 
we mean that it is conducted essentially without the aid of the system 
itself. The other alternative is to utilize the system to help to conduct 
the evaluation as well as to act in its usual operational capacity, as it 
would do in any case. For example, one of the minimum things a sys- 
tem could do to help in its own evaluation would be to record the 
occurrence of its own internal events. 

If the system is going to be used in evaluation, the designer must 
consider the tasks associated with recording and evaluation on the 
same level as any other system task and must design the mechanisms 
for their accomplishment. These include, in computer-based informa- 
tion systems, additional data storage requirements, procedures for con¬ 
ducting both operational and evaluation programs during the same 
period, the selection of tasks to be observed in action, and eventually 
the determination of evaluative criteria. 

training. Most of the statements that have been made for oper- 
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ational evaluation apply also to training. In addition, provisions must 
be made early in the design process for the inclusion of equipment 
and procedures for processing simulation data and for the observation 
of system exercises by human beings as well as recording programs. 

system adaptation. If the system is to be modified as a result of 
knowledge gained through training and operational evaluation, attri¬ 
butes have to be built into the system which will enable it to be 
changed. This holds true particularly of computer programs, personnel 
organization, and equipment capacities. 

Retrieval Element. Retrieval is a critical element of an informa¬ 
tion system, one that is responsible for organizing and obtaining access 
to sets of data (specified earlier in the design phases) from large and 
complex files contained in computer storage. Ordinarily the retrieval 
element would be considered just another part of the programming 
element. * 

Unfortunately, because space is limited, we cannot discuss re¬ 
trieval here at any length, nor is it clear what all the attributes of this 
element are. Nevertheless, common sense dictates that at least the 
following attributes would have to be specified: 

• A syntax for man-machine communication. 

• An indexing scheme so that a human operator can readily perceive 
the structure and contents of the system data (or data base). 

• All of the attributes of the display element and of the input and 
output parts of the hardware element. 

Programming Element. Chapter 5 deals with the design of com¬ 
puter programs. All that is needed here is a reminder that there are 
various types of computer programs to be considered in system design: 
data manipulation programs (that is, aggregating reports of events), 
input and output programs, utility programs (for example, preparing 
tapes, punching cards), executive programs—that is, programs which 
control other programs, and, finally, retrieval programs as distinct from 
fixed output programs. 


* However, it is designated as an entity here in order to emphasize an importance 
derived from the following considerations. First, a retrieval element can be distin¬ 
guished from the relatively simple computer output process by the complexity of 
its interactions with a human operator. Second, it can be composed of a discrete 
set of programs, a unique language for man-machine communication and even 
special-purpose hardware, for example, to mediate requests from the human opera¬ 
tor to the program system. 
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This section on system elements and their attributes has been 
long because the importance of the topic warrants emphasis. Good 
system design requires explicit definition of each element and the 
identification of its attributes not only in order to determine whether 
the proposed design will be functional but also to provide a concrete 
and univocal basis for more precise, subsequent specification. 

It may be that all of the attributes listed here are not relevant to 
a particular system or that still others have been omitted inadvertently. 
Even so, the major point will not be lost, hopefully, that the system 
designer is responsible for their complete explication. Rationally he 
cannot otherwise proceed with his design. Of course, unfortunately in 
some instances the designer does proceed with the attributes of the 
various elements only implied, a course that leads the user to various 
misunderstandings about system capabilities. 

In any event, after the attributes are identified, explicitly or im¬ 
plicitly, the designer can then go on to specify the characteristics and 
values of the mechanisms (in the general sense) that are going to ac¬ 
complish the functions of each element. As shown in Figure 4.1, these 
specific mechanisms and values of each element, block 6, are also de¬ 
termined by inputs from block 5, the unique requirements to process 
the data in satisfaction of the system task requirements. However, we 
must first discuss how the system task requirements are derived from 
the general requirements of the user. 

Block 4. User Requirements 

The design of information systems starts with the specification of 
the user s requirements and continues with an explanation of how the 
proposed system will meet them. Since this is initially a question of 
management’s interpretation, this process is shown to stem directly 
from the management process.* Management must study the user’s 
initial perception of the system and attempt to forecast the objectives 
that the system can help to accomplish when it becomes operational. 
The reason that this process stems directly from the management 
process block is that only management has access to the relevant data; 
once these data have furnished guides and limits to the technical de- 


* It is difficult to define here the level of management that should be involved; 
the level will vary partly as a function of the magnitude of the project. Manage¬ 
ment will have to be involved, however, because such personnel will present and 
interpret the design to the user. 
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sign effort, only management can obtain the user’s concurrence in the 
statements of boundaries and limits. Otherwise, as many of us have 
painfully discovered, the various costs of the end product will exceed 
the resources of the user. 

Statements about the general objectives of the user should be 
phrased so that the designer can infer the kinds of tasks the system 
must perform in order to accomplish these objectives. Sometimes, of 
course, the tasks to be performed are defined as the objectives. This 
should not be permitted. Objectives are goals, and tasks are ways of 
reaching goals. Another way of expressing the same idea is to say that 
objectives are specified by asking “why” and tasks by asking “how.” 
Information systems can have only three general objectives: * 

• To communicate. 

• To process data. 

• To control environment and resources. 

It may help if we consider that the last objective implies both of 
the preceding ones. Thus, a control objective implies the need for data 
processing and communication. Perhaps this sequential relationship is 
derived on the basis that when the last objective is chosen the others 
become means to the end. 

Frequently some user objectives are so specific that they become 
a direct part of the system task requirements. Actually, then, these are 
not objectives in our use of the term; but it is well to remember that, 
if the user states that one “objective” is to use only a Burroughs adding 
machine for any data processing, this is a design constraint and had 
better show up in the specifications. If the designer forgets to include 
it, he looks foolish for having constrained the design without apparent 
reason. Although such constraints help to limit the design, they must 
not be mistaken for objectives. 

The users resources in terms of time, money, and adaptability 
will also constrain the design. Adaptability is considered in the sense 
of the degree of radical departures from current systems that the user 
will allow in the development of novel concepts and the procurement 
of new items. However, constraints can be very helpful to the designer 
since they provide limits against which to evaluate the acceptability 
of the design. 

• Pursuing the “why” of a system ultimately leads to teleology. Since the focus in 
this book is on design of information systems and not on philosophy, let us stop at 
the present level. 
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One can also consider as a part of the user s resources willingness 
and ability to furnish data about his plans and operations as well as 
operationally experienced personnel to aid in the design effort. These 
become important factors because of the designers needs to under¬ 
stand the user’s operational objectives both in and of themselves and 
within the larger context of the user’s general procedures and phi¬ 
losophy. 

If the design process is to be iterative, the statement of the user’s 
requirements, that is, objectives and resources, becomes a primary 
input to the decision on design continuation, which is described in 
block 10. It may well be that the preliminary iteration of the design 
indicates the need for a more extensive system than was originally 
considered. If the user’s resources cannot support such enlargement, 
then the next design iteration will have to reduce system scope or 
sophistication. Or it may be that the increment in utility that the sys¬ 
tem would contribute to the user is proportionally small in comparison 
to the resources allocated. In any event, these problems had best be 
brought to light before implementation is begun. 

Block 5. System Task Requirements 

In determining the system task requirements the system designer 
must ask and answer the following questions: 

• What are the tasks? 

• Why is each task performed? (Means—end; higher-order means 
—higher-order end.) 

• Where is each task performed, and where are the resources which 
are manipulated? 

• By whom or what is each task performed? 

• With what is each task performed? (Data, computational routines, 
formulas, etc.) 

• When is each task performed, that is, under what conditions, at 
what times? In short, what happens to initiate, continue, termi- 
nate, or reiterate the task performance? 

• How is each task performed? (This is a fitting together of the 
previous material.) 

Systems are designed rationally when these seven questions are 
answered. The first four questions must be emphasized at the earlier 
stages of determining the task requirements. Each system task must 
be related to the supra-ordinate task. In short, the relationship between 
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lower-order tasks and the higher-order ones from which they are de¬ 
rived must be made explicit . Many times this is not at all easy to do 
because of logical complexities, vagueness of statements, or implica¬ 
tions potentially undesirable from either the designers or the user’s 
point of view. 

There is also a need for trying to establish conceptually broad 
statements of system tasks so as to make the job of subsequent analysis 
easier and comparable across systems or across related work efforts 
within the same system. A set of such tasks is enumerated below; hope¬ 
fully, they represent general categories. An information system will 
usually be required to accomplish a number of these tasks. A system 
may contain any combination thereof. It is one of the earlier and major 
jobs of the designer to select the appropriate set from this list for the 
particular system under consideration. 

• Planning to obtain resources. 

• Planning use of resources. 

• Assessing the environment. 

• Assessing one’s own resources. 

• Manipulating or moving one’s own resources. 

• Assessing system status. 

• Changing system status. 

• Interfacing with other systems. 

• Surviving (protecting the system’s capability to accomplish its 
mission). 

The series of tasks just enumerated is the one by which the user’s 
objectives are accomplished. However, there will be differences in the 
performance of these tasks, depending upon whether the user desires 
to emphasize command or control objectives with his system. Com¬ 
mand objectives are those in which the user is concerned mainly with 
planning for and maintaining his administrative and organizational 
mechanisms in good working order in a slowly changing environment. 
He is equally concerned with the relatively long-range capability of 
his resources, whether they are combat aircraft or supermarkets. Con¬ 
trol objectives have more the connotation of directing relatively 
discrete, short-term movements of resources in a rapidly changing en¬ 
vironment in order to implement command objectives. 

Although the nine general tasks just enumerated apply equally 
to the satisfaction of both control and command objectives, the dis¬ 
tinction can help the designer to determine what kinds of data the 
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user needs to meet each type. A comparison of the data needs for 
command and control objectives is given below. 



Command Objectives 

Control Objectives 

1. 

Aggregated and summarized 

1. Discrete and specific data. 


data. 


2. 

Speculative data (e.g., hypoth¬ 

2. Factual data. 


esis and trial solutions). 


3. 

Long-range predictions. 

3. Short-term extrapolations. 

4. 

Direct communication with other 

4. Direct access to a data-processing 

_ 

people. 

element. 


In summary then, the general distinction between the two types 
is that control objectives usually require a shorter system response 
time than do command objectives. The trouble with this distinction is 
not only that the boundary becomes hazy, but also that some so-called 
command objectives require short response times. Conversely, many 
so-called control objectives require look-ahead features which seem 
to satisfy command objectives. The distinction can be useful for initial 
matching of system capabilities with requirements, but persons inter¬ 
ested in information systems should be very careful not to be snared 
by distinctions which mask the common nature of such objectives and 
which, if persisted in, can lead them to ignore a solution to a novel 
system problem simply because the solution mode is not characteristic 
of the particular system objective. 

Nevertheless, a great many problems in system analysis and de¬ 
sign have been caused by the failure to distinguish between these two 
types of system objectives. For a system user concerned with the task 
of planning to obtain resources, few data are more useless to him than 
the current status of each item of his total resources. He needs basic 
data about what the environment may be at a time which is far enough 
away for him to put into effect a plan for implementing changes in 
his resources. 

The user objectives, then, help to provide a framework within 
which both the general and the specific nature of the system task re¬ 
quirements can be enumerated. Once the designer selects the appro¬ 
priate set of tasks, he can derive from them successively more concrete 
subtasks. He continues to analyze these subtasks until he arrives at 
some level of description from which he can infer the nature of the 
mechanisms needed for the implementation of the tasks. 
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A set of diagrams such as those illustrated in Figures 4.2 and 4.3 
should emerge from this analysis of system tasks. These figures present 
a simplified example of the analysis of a deterrent weapons informa¬ 
tion system. Figure 4.2 shows the most general level of analysis. It 
identifies the major tasks and their inputs and outputs. Each connect¬ 
ing line represents the flow of data to or from a task, culminating in 
the issuance of orders to the deterrent weapons force in the field. 

Each numbered block represents a data-processing activity (in 



Key 

□ = System task 
( ) = External inputs 

I \ = Resources 

Figure 4.2 Analysis of a deterrent weapons control system (fictitious example). 
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the general sense of the term) which may be quite complex and in¬ 
volve both computers and people. Roughly the same set of activities 
occurs in each block as follows: formulation of the processing prob- 
lem, data collection, data interpretation, data manipulation, formu- 



□ = System task 
( ) = External inputs 


,'! Ur ! p f* 3 An r exam P le o£ subtask specification: expanded view of the system 
task. Planning for operations ” from block 4 of Figure 4.2. 7 
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lation of decision alternatives or restructuring of the original problem, 
decision making or problem solution, data output* 

Each block also represents a subtask that may require the use of 
the facilities of the entire system or of only a very small part of the 
system. The diagrams do not show the temporal order of task perfor¬ 
mance. This may be developed by a “high traffic” analysis as described 
by H. H. Goode and R. E. Machol (Ref. 37, pp. 308-312). It would 
be difficult to show time reference with the subject matter chosen for 
the illustration because the processing activities seem to be complexly 
interrelated in terms of recurring feedback. 

This process of system task analysis is almost a type of “boot¬ 
strap” operation. There is evidence, however, in favor of the point that 
different groups of people working on the analysis of the same task 
and possessing comparable background information produce similar 
designs. The particular arrangement of the blocks in the diagram, the 
particular sequences, and the particular labels may differ. The essence 
of the similarity is contained in the specification of the data and their 
processing to accomplish the task objectives. This is encouraging and 
leads one to believe that such analytic diagramming may be as much 
a legitimate process in system analysis as are those processes whose 
rules are somewhat more formally defined, such as mathematical 
modeling. 

At the risk of being repetitious, it should be pointed out that there 
are major advantages in employing this technique of task analysis. 
First, the results of the process, namely, the flow diagrams, furnish a 
substantial basis for unambiguous communication among the people 
involved in the design effort. Second, this method allows for the dis¬ 
covery of task relationships that might otherwise remain undetected. 
Only those who have tried flow diagramming can appreciate the fact 
that it is hard to close logical gaps. Finally, if such a technique is use¬ 
ful in practice, it takes us closer to the goal of being able to teach 
others to use it, which of course is one of the aims of this book. 

One of the problems with the rational design process, as so far 
described, is that it tends to make the system look impersonal, as if it 
might well operate without the intervention of people. However, in 
successively more concrete levels of analysis, one sees that at various 
places human judgment would have to intervene to perform the func¬ 
tion of data interpretation. Something similar to this process was de¬ 
scribed by M. S. Meeker, R. J. Rogers, and G. H. Shure (Ref. 15) and 
employed by them in their analysis of a set of military command staff 
tasks. Essentially they analyzed and diagrammed a task, indicating the 
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decision points, the decision rules, and other data which enabled them 
to emerge from each decision point with a yes or no answer. 'Where 
the data so mapped, including regulations, were not adequate for de¬ 
termining the decision a priori, they indicated a need for a human 
decision process. Much more can be said about analysis of the decision 
processes by means of the block diagrams that define the system tasks, 
and about allocation of the decision prerogative to a person or com¬ 
puter. It is sufficient here to point out that all the human processing 
tasks, such as monitoring, comparing, and assessing, eventually lead to 
decision making. The locus of decision making should be set primarily 
by user requirements rather than by some academic scheme for com¬ 
paring and contrasting the strengths and weaknesses of men and 
computers. 

From the analysis of user objectives and system tasks, we emerge 
with a set of general data requirements and definitions of subtasks of 
the type indicated in Figures 4.2 and 4.3. These diagrams are fictitious. 
They show how the task of planning for the use of deterrent weapons 
is analyzed into subtasks, each with its necessary data types. These 
data essentially fall into two classes: those generated within a task 
and those coming into the task from another task or external agency. 
Figure 4.3 shows system subtasks, still at a fairly general level. In 
many instances the analysis of system tasks would have to proceed 
through several more levels before there was enough detail to be able 
to show all the specific data requirements for task performance. It is 
not possible to predict how many levels of analysis will be required 
for each task or for a system as a whole. Furthermore, not all tasks 
within the same system require the same number of analytic levels. 

Let us assume, just for purposes of illustration, that Figure 4.3 
represents a final level of analysis; this final level has been reached by 
answering the questions discussed under “Block 5. System Task Re¬ 
quirements,” particularly the first four questions on page 120 of this 
chapter. The rational design process will then proceed by using the 
data so obtained to answer the questions indicated as decision hexa¬ 
gons in Figure 4.4. These questions essentially are the same as those 
just used to develop task requirements. However, the emphasis here 


f on e looks carefully at the decision hexagons in Figure 4.4 and then at the 
attributes of the system elements, a high degree of similarity is perceived. Indeed 
it is up to the system designer himself to select a set of attributes so that they can 
be incorporated mto questions such as those in Figure 4.4. 



Figure 4.4 An example of system task analysis. 
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is on the last three questions on page 120. Each task is analyzed sepa¬ 
rately, and the answers are compiled within the numbered rectangles 
as shown in Figure 4.4. 

Once a system task is analyzed in this way, the designer knows 
what data the system will have to obtain and process for that task. 
The required data flow can then be incorporated into the design docu¬ 
ment as follows: 

1. By representing the data flow for each system task within the 
design format previously agreed upon by the user and the designer. 
This is analogous to “single-thread analysis” as defined by Goode and 
Machol (Ref. 37, pp. 305-308). Each datum input to or created by the 
system is traced through the system until it exits or is destroyed or 
replaced. All intermediate processing and storage are shown and 
described. 

2. By representing the data flow for all system tasks and building 
a composite. This is analogous to the first step in Goode and Machol s 
“high traffic analysis.” This is discussed below under ‘Block 6. System 
Element Requirements.” 

Figure 4.5 shows how the data flow resulting from the task analy¬ 
sis may be incorporated into a structured design document. Part of a 
system design document actually could be in the format illustrated. 
Each block in the diagram that contains a number in the lower right 
comer represents a system element, according to the key provided. 

The number of circles or ovals shows the blocks in the task analy¬ 
sis (of Figure 4.4) from which the data for this mapping are obtained. 
As a result of the task analysis, each block in the diagram would con¬ 
tain a complete specification of the relevant attributes of that element. 

Block 6. System Element Requirements 

After all tasks are analyzed, using the single-thread procedure 
just discussed, the sum of the data within an element represents the 
total which that element is required to handle. The element must now 
be constructed so that it can perform its characteristic actions in the 
way called for by all the tasks. The element has to perform a certain 
number of its actions within given time and error limits. Also, the ele- 


* It should be noted that the learning and retrieval elements are not included. At 
this point in the analysis we are interested only in the operational data flow. 
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ment is required to know’ when it should start and stop operating 
and when it needs maintenance. Actually, mechanisms and procedures 
are required for activating the elements to accomplish the system 
tasKs. 
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Figure 4.5 Representation of data flow for a system task. 

The specification of actual enabling mechanisms (equipment, com¬ 
puter programs, procedures) should not be stated until all the require¬ 
ments for every element have been obtained and subjected to further 
analyses, including high traffic analysis. 
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Block 7. Integration of System Elements 

The requirements for system elements initially are stated in fulfill¬ 
ment of the set of ideal requirements that emerges from the analysis 
of system tasks. In the design process these ideal requirements are 
usually generated relatively independently of one another. They are 
also generated before very much work has been done on integrating 
them. This is probably as it should be, since it is more convenient to 
start from a situation with few interactions. However, it must be recog¬ 
nized that this interactionless state can only exist as a convenient as¬ 
sumption during the task analysis process. As soon as the designer 
attempts to integrate such independently derived requirements, he 
starts around the iterative loop indicated by the feedback from block 8 
to block 5 in Figure 4.1. 

A good example of the need for an integration process is furnished 
in the case of specifying the requirements for a display system in a 
military command post. In this example the following system elements 
have to be integrated: display, data, personnel, and architecture. 

Display. The number of display interfaces or display devices; the 
size (and other attributes) of the display data. 

Data. The number of data to be displayed simultaneously. 

Personnel. The number of people requiring access to a set of dis¬ 
plays at the same time or over a period of time. 

Architecture. The size and configuration of the physical area avail¬ 
able; space requirements for passageways and equipment. 

All of these elements must be specified. All of them are inter¬ 
related. All of them have to be integrated in such a fashion that the 
designer can make tradeoffs, knowing the ramifications of each trade. 
For instance, if he wishes to decrease the number of display devices 
without reducing the number of personnel requiring a fixed amount of 
simultaneous data, he then has to provide a display device for mass 
viewing and a room of a certain size and shape. 

The extensiveness of the design integration effort is partly a func¬ 
tion of the choice of design methodology. A reiterative method makes 
more provision for this analytic feedback effort. But even where a one- 
shot method is adopted, a considerable amount of time must be alio- 
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cated for this process. Obviously, here is an effort which is a major 
consumer of time. Identification of it, as such, is a must for the ade¬ 
quate performance of the design project management. 

Early examination and understanding of the more interactive 
attributes of the various system elements will help to prevent last- 
minute integration problems. Also, when these types of problems are 
recognized early, the design project management can take them into 
account. This can be done by partitioning the design effort in such a 
fashion as not to make different groups of people responsible for highly 
interactive system elements. One would not, for instance, partition off 
a display project from a data retrieval project. 


Block 8. Writing the Design Document 


The design is an actual product, a document or set of documents, 
that is transferred from contractor to subcontractor and from designer 
to user. Such a document furnishes a legal basis for determining 
whether or not the contractual commitments of the designer have been 
fulfilled; it contains the official statement of what the system is going 
to be. System implementation should not proceed without such a 
document.* 


The job of writing the design document consists mainly of orga¬ 
ns information generated during the work described in blocks 6 
and 7, System Element Requirements” and “Integration of System 
Elements, and putting it into the format agreed upon earlier in the 
esign process. The writing process itself, however, is in the area of 
management activities because management tasks, including presenta- 
ion to the users, require complete understanding of the design. This 
understanding is obtained best when management actually writes tbe 
esign document together with the senior technical designers. If the 
managers and the designers were the same people, this partition would 
not exist. Hopefully this is the case in relatively small design efforts, 
here are two other reasons for having a separate writing activity. 

’ rt, 616 th6 j 6 are several ^signers on a project, there is a need to 
make their productions stylistically compatible. This is not as super- 
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ficial a problem as it might appear at first glance. Frequently, different 
forms of presentation obscure different design premises. These must be 
detected and reconciled, and experience has indicated that only a 
centralized and technically oriented management review of the design 
document is adequate for the job. Second, in a large or complex design 
effort, it is seemingly impossible to obtain a coherent design without a 
deliberate effort to integrate the previous design products, even those 
that, unfortunately, may not be documented. 

This whole process of writing the design document requires much 
more careful description than can be given here. One of the things that 
is very difficult is checking for errors of omission; generally, it is rela¬ 
tively easy to find errors of commission. For example, there are three 
things which are frequently omitted from the design specification: the 
use of design parameters where possible instead of single values, the 
provision for system adaptation and learning, and prior commitments. 
The designer must be aware that sometimes commitments are made 
very early in the design process. They may originate as statements in 
the feasibility study or preliminary system proposal rather than being 
developed through the usual analytic process. These early commit¬ 
ments must be repeated in the later design document so that they are 
not lost. 

The design document must be such that the user can retrace the 
rational derivation of each element. In the case of hardware modules, 
a schematic diagram is usually called for. But even schematics may not 
be adequate to explain the choice of a particular logic circuit, or other 
attributes analogous to circuit logic. The users of system design specifi¬ 
cations have an even greater need to trace the rational process because 
the technology, such as it is, is unfamiliar. Hence the designer is sub¬ 
jected to penetrating questions on the economic justification for the 
system and its sociocultural implications for the users’ organization. 
This last point is worth elaboration. 

Information systems are not like weapon systems and signal-pro- 
cessing systems. They have many implications for the structure and 
activities of the user s human organization. There almost certainly will 
be a reshuffling of job responsibilities, organizational communication 
patterns, and decision prerogatives. This is one reason why an exami- 
nation of the user s resources must include a review of his willingness 
and ability to adapt to changes. And certainly it means that he should 
carefully scrutinize the proposed design from this sociocultural point 
of view. 
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A small but typical problem of this nature which frequently con¬ 
fronts the designer of command and control systems arises from trying 
to determine who should operate a device for entering requests for 
information into a computer-based system. If the operation of the input 
device requires a relatively high degree of technical proficiency, such 
as would be needed if punched cards, computer programs, and ma¬ 
chine language were involved, the tendency is to have the designer 
specify a position for a specially trained and qualified operator; at the 
same tune this man probably would not be the user of the infonnation 
which he would be instrumental in requesting. The designer is reluc¬ 
tant to specify, and the user to accept, a proposal to train command or 
executive personnel in the operation of the device. On the other hand 
work space may be limited so that the designer is reluctant to have any 
additional personnel present who are not absolutely required for the 
operation of the system. If the designer were to remove die device from 
t e premises in which the operations would normally occur, he would 
have to supply an additional communication link between the informa¬ 
tion user and the equipment operator. In fact, even if the two were 
physically adjacent to one another, there would still be an extra com¬ 
munication link; the originator of the request would have to make his 
needs known to the machine operator. Each additional communication 
hnk increases to some uncertain extent the probability of error 
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mi } A a Gnd ° f f n iteration of the design process, an analysis of the 
total design may be attempted to determine whether the system as 

specified can perform all the tasks assigned to it. This analysis ^can take 
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cise, in a controlled fashion, a large information system. Exercising it 
should also include methods for observing and measuring its perfor¬ 
mance. There are unique problems with military command and con¬ 
trol systems which may be designed to operate primarily under the 
high-stress conditions of contemporary environments. These can only 
be simulated through the preparation of a vast complex of synthetic 
inputs. However, field testing can be accomplished, provided, of 
course, that the system is capable of being modified as a consequence; 
that is, certain features of the system will have to have adaptability 
designed into them (learning element). Chapter 10 is devoted to test¬ 
ing and evaluation. 

Block 10. Recommendation on Design Continuation 

If management has elected to employ a formal, reiterative design 
methodology, it will be faced repeatedly with the decision of whether 
or not it is feasible to continue the design effort. If management is 
charged with producing a design without regard to such factors as 
economics, system effectiveness, and incremental effectiveness per unit 
cost, it need not be confronted with this decision. On the other hand, 
it is most likely that there are such constraints and that management 
will have to decide, together with the user, whether the effort should 
be continued. 

In the real world of system design and development efforts, there 
is small likelihood that a decision to discontinue would be made. This 
does occur with weapons systems but very rarely with information 
systems. One of the reasons that design work is not discontinued is 
that, by the time the question is raised, such a tremendous economic 
investment has already been made by both the user and the designing 
agency that neither is willing to waste the effort already expended. A 
possible result is that the designing agency attempts to make its prod¬ 
uct appear either better or more advanced than it is. Another alterna¬ 
tive is to describe the design in such a way that the listener or reader 
cannot infer the real capabilities and limitations of the system. Some 
of this maneuvering, it is hoped, can be avoided by employing a ra¬ 
tional design process. Referring to Figure 4.1, we see that, if there is 
going to be another design iteration, the design should be referred 
back to the starting point for evaluation by the user. The next reit¬ 
eration starts with the users feedback to project management. If there 
is no more reiteration, then the design is forwarded for implementation 
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(system construction), installation, checkout, operation, evaluation, 
and modification. An information system is always dy nami c 

4.4 SUMMARY 

This chapter has tried to show how the design process can be de¬ 
scribed in such a way as to promote clearer communication about 
what should be done and about what is or is not being done in any 
specific case. Experience has shown that misunderstandings frequently 
develop between user and designer, and almost as often they are not 
resolved to the satisfaction of either. It is hoped (perhaps in vain) 
that schematizing the design process will increase the chances of com¬ 
munication and at the same time allow others responsible for design 
work to benefit from past conceptual mistakes. 

In order to describe the design process, the disorder of over¬ 
simplification has been risked by showing a temporal sequence of 
discrete design steps. In fact, it would probably be unusual for a par- 
ticular system design project to follow the steps shown in Figure 4.1. 
It would be similarly unlikely for the design steps to be discrete. More 
probably several steps would be taken either concurrently or with 
partial overlapping. 

Concurrency is a tempting concept, one that is invoked in order 
to save design and development time and to bring a new system into 
being sooner. While polemics against uncritical use of concurrency 
serve little purpose, one must nevertheless try to hold up a proper ex¬ 
ample (the present scheme perhaps) and not be seduced by the ad¬ 
ministrative magic that pulls a two-year product out of a one-year hat. 

As it is, this chapter has glossed over a number of difficulties and 
omitted entirely discussions of others. Among the former, the outstand¬ 
ing one is the analysis (literally the decomposition) of system tasks 
into their constituent subtasks and finally into all their data and 
processing requirements. Among the undiscussed topics, perhaps the 
most important are system learning, and information retrieval. Dis¬ 
cussions on the latter can be found in the proceedings of almost any 
professional data-processing organization. Unfortunately the same 
statement cannot be made in regard to the mechanisms for system 
earning and adaptation. All that can be done here is to call attention 
to the need, and to emphasize it by stating that information systems 
never have enough capacity and are always changing, so that the 
mechanisms for accommodation had better be available. Too often 
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these problems pass by default to the system operator, who may lack 
the ingenuity to solve them. 
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Design and Production of 
Computer Programs 

/. ]. Connelly 


5.1 INTRODUCTION 


It is the purpose of this chapter to describe the production process 
tor a set of computer programs in an information system development 
context. There are some basic or generalized phases in this process- 
tor example, design, coding, and testing—which are applicable to 
virtually any large-scale programming project. 1 However, since each 
large-scale programming project is unique, in order to present a more 
meaningful and detailed description we will discuss the specific 
process which was actually used in the production of a program 
system namely, the Strategic Air Command 465L Planning Subsystem. 
This chapter will give potential users of an information system an 
insight into how such a system is produced, together with some under- 
sanding of the problems and complexities involved. The Planning 
Subsystem is one of the two operational components that make up the 
4b5L System. The other component is the Control Subsystem. As their 
names imply, these subsystems perform planning and control func¬ 
tions, respectively, for the Strategic Air Command. Each of these 
subsystems is a large integrated program system. The Planning Sub- 
138 


i 




Introduction 139 

system is comprised of approximately 100 programs, 320,000 machine 
instructions, and a data base of over 30,000,000 words. The Planning 
Subsystem and the Control Subsystem are called subsystems only 
because they are components of the total 465L System. 

This chapter outlines the general flow of the program production 
process used for the 465L Planning Subsystem. The five main phases 
are applicable to virtually any large-scale programming project. In¬ 
deed, these five phases specify the way in which the process would 
appear to be naturally organized. 

First, there is the translation of the requirements documents- into 
programming terminology. Here, the programmers study the require- 
ments, identify and resolve any inconsistencies, and arrange the 
requirements so that they are logically grouped from a programming 
point of view. This is a necessary first step where the project is large, 
and especially when the requirements have been written by people 
other than the programmers. Of course, in a small project, where the 
programmers themselves have written the requirements, the translation 
phase would assume less importance. 

-/Second, there is the design phase, in which the detailed design 
of the programs is worked out and clearly specified. This phase would 
appear to be always necessary, except perhaps in the smallest of 
systems. Even then a design phase of some sort is necessary if there is 
to be any formal written record of how the programs were organized. 

(In relatively small systems, the design phase might be combined with 
the translation phase.) In the system described in this chapter, the 
program was organized in terms of “jobs,”* “tasks,”* and “programs.”* 
This design breakdown was deemed necessary because of the special 
requirements of the 465L Planning Subsystem. Of course, other 
projects would not necessarily want to use this design breakdown. 
However, apart from this feature, the chapter presents the over-all 
sequence of events by which a large system may be designed. 9 

Third, there is the coding phase. Here, the actual coding is done, 
usually (in a large system) in a “higher-order” language, which is then 
translated into machine code by a utility program. 

Fourth, there is the verification phase, during which the program 
is tested for the accuracy of the coding and for adherence to both the 
design specifications and the original requirements. This chapter points 
out the great necessity for adequate testing. In a large system, this 
can be achieved only by having a specific, detailed testing plan. With¬ 
out such a plan, programmers are likely to oververify some areas and to 
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r a tr\°L herS - J his / ha P ter outIine s the use of decision point 
the test plIn Ch ^ ^ adapted f ° r use with other systems as part of 

Finally, there is the release phase. This consists of the “packaging” 

eftherth ? gS ’ tap6S ’ d0cuments = a » d livery of them to 
svrt * customer or to another group that is to perform over-all 
system testing of the programs prepared by different groups. This 
hapter pomts out the importance of this phase and suggests^hat it 
equalfy with the other phases, must be carefully plannedald specified 
dvance. A suggested set of contents for this phase is presented. 


5.2 THE COMPUTER PROGRAM PRODUCTION PROCESS 


Definition of the Process 

In ° rder t0 mana § e effectively the production process of a large- 
cale computer program subsystem, one must first have a clear defini 
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T U$ed m P roducin g the 465 L Planning Subsystem The 
total production process, needless to say, requires a managers atten¬ 
tion to a great many functions, for example, processing and controlling 
system changes, effective utilization of manpower resources and effe C S 
tive electronic accounting machine (EAM) and electro^ data pro 
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indicating the areas of human interaction with the program; specific 
operational program requirements. 

The Phases of the Production Process. The production process, as 
defined in this chapter, is divided into five basic phases—translation, 
design, coding, verification, and internal release (see Figure 5.1). 
Each of these phases is essentially a building block; the outputs of 
one phase are the inputs to the next. Interim documents serve as 
bench marks to signal the completion of each phase. These documents 
serve four functions: (a) to ensure that programmers perform each 
step in a rigorous fashion; (b) to enable technical supervisors to 
inspect intermediate steps so as to ensure a high-quality product; ( c ) 
to enable the managers to judge more accurately where the develop¬ 
ment of the subsystem stands in relation to where it should be, and 
consequently to assess better future manpower needs and delivery 
dates; (d) to minimize the impact of manpower turnover, since most 
of the development is recorded in documentation. 

Translation Phase 

The translation phase has three purposes: (1) to give programmers 
a clear understanding of the content of the design requirements; (2) to 
identify and resolve inconsistencies in the design requirements; (3) to 
regroup the functions stated in the design requirements so that they are 
logically grouped from a programming point of view. 

Translation of the design requirements is by no means easy 
when thousands of pages of requirements and seventy or more pro¬ 
grammers are involved. Experience has shown that there is a diversity 
in understanding design requirements because programmers emphasize 
different things in their reading, and because there is frequently a 
varying degree of detail in different design requirements. 

One of the main problems involved in translating the requirements 
statements is the lack of a clear, precise, unambiguous, and compre¬ 
hensive glossary in which all terms are defined. The result is that the 
same term may be used in different ways from one set of requirements 
to another, or even within a single requirement. For instance, in one 
place the word command may be used to signify a specific Command 
as used in Air Force terminology, whereas in another place it may be 
employed in a very general sense. As a result the programmer is left in 
doubt as to what the requirement actually is. 

Another basic problem is the frequent lack of completeness in 
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Figure 5,1 Production process overview. 
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stating requirements. For instance, when speaking of “distance,” the 
requirement may fail to state the type of projection (e.g., Mercator 
or Conformal) to be used in the program’s calculation, or the units of 
measurement (e.g., land miles or nautical miles), or the degree of 
precision (e.g., to the nearest nautical mile). Another problem is the 
prose style of requirement writers. Some writers may be too wordy, 
thus giving rise to ambiguity, while others may be too terse. Achieving 
a correct balance and clarity of language is difficult, especially when 
requirement writers have been given no training in this aspect of the 
work. 

The net result of the above problems is that, in reading the 
requirements, each programmer is likely to make a somewhat different 
interpretation of them. This gives rise to difficulties in two distinct 
waysi (1) the programmer may be interpreting a requirement dif¬ 
ferently from what the writer intended, so that the program will not 
fulfill the requirement correctly; (2) interface between the programs 
may be affected when, for instance, one programmer uses a Mercator 
projection for a certain calculation, whereas another uses a Conformal 
projection for a calculation that produces an input to the first cal¬ 
culation. 

Many of the problems discussed above are inherent in the writing 
of the requirements, and we shall not attempt to offer solutions here. 
An important problem in the translation of the requirements, however, 
is the fact that the programmers themselves often apply little or no 
method to their interpretation. Naturally, this compounds the problems. 
Uniformity in the translation by programmers is very important, and 
we have attempted to achieve this by (1) procedurizing the transla¬ 
tion phase into steps with definite objectives at the end of each step, 
and (2) establishing two documentation points to signify the midpoint 
and the end of the translation phase. 

The translation phase is comprised of both analysis , that is, the 
breaking down of a whole into its component parts to ascertain their 
nature, and synthesis , the combining of parts to form a whole. 

Analysis consists of three steps which satisfy the first two purposes 
of the translation phase—to obtain a clear understanding of the design 
requirements and to identify and resolve their inconsistencies: (1) 
segmentation of design requirements into functional areas;* (2) identi¬ 
fication of design requirement subfunctions;* (3) performance of 
detailed analysis of each design requirement subfunction. Synthesis 
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consists of two steps, which satisfy the third purpose of the translation 
phase to regroup the functions stated in the design requirements so 
that they are logically related from a programming point of view: 
(4) the synthesis of logical tasks 0 from design requirement subfunc¬ 
tions; and (5) the synthesis of logical jobs 0 from logical tasks, and 
the documentation of the preliminary program subsystem specifica¬ 
tion. We shall discuss each of these five steps in detail, beginning 
with step 1. & s 


Step 1. Segmentation of Design Requirements Into Functional 
Areas. As stated above, the inputs to the translation phase for the 
Planning Subsystem are the design requirements and system integra¬ 
tion documents. The first step, then, involves the analysis of these 
documents in order to define logical subdivisions of the subsystem, 
tach subdivision consists of all, or parts of, one or more design require- 
ment and is called a “functional area.” The basic criterion employed 
m defining these logical subdivisions is functional interdependency. 
For example, in the 465L Planning Subsystem, the flight plan analysis 
functional area consists of all or parts of the requirements for flight 
simulation, airborne alert, mating, and routing. The functions defined 
m these requirements are all involved in the development of flight 
plans. The intent of this subdivision of the subsystem into functional 
areas is to distribute the work load logically among the organizational 

subsystem° mPnSinS ^ gr ° UP ° f P r0 § rammers who are to produce the 

A gross estimate of the scope, that is, the number of programming 
instructions, of each functional area is made, and then one or more of 
hese areas is assigned to each section in the group (a section has 
about ten to fifteen programmers; a group may have two to five sec- 


Step 2. Identification of Design Requirement Subfunctions. The 

fn^taTT’/ 1 !! 5 1 0 kter andyZe P ° rti0nS ° f a desi § n requirement 

area in oX tn hr^ in thdr P articular functional 

o obtain a total overview. They then participate in 

d^S SS T j“ bdiVide fnrther eaCh ° f desi P> "Aments Each 
division of a design requirement is identified as a design requirement 
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area mto manageabie parts (subfunctions) so that they can be dis¬ 
tributed to programmers for subsequent detailed analysis. Questions 
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and/or inconsistencies identified during the preliminary readings are 
coordinated with the design requirement author. 

The design requirement subfunctions are then assigned to pro¬ 
grammers for detailed analysis. The assignments are made as a func- 
tion of the programmer s experience and ability and the complexity and 
size of the subfunction. Generally, each programmer is assigned one or 
two subfunctions. 

Step 3. Performance of Detailed Analysis of Each Design Require - 
ment Subfunction. The programmers then begin detailed analysis of 
their assigned subfunctions. Each such analysis consists of a careful 
reading of the pertinent operational program requirements portion of 
the design requirement document, to obtain a clearer understanding of 
the processing therein described and to identify the data required for 
the performance of the subfunction. Each piece of data is defined in 
terms of its nature—that is, fixed or variable, form, range, and func- 
tional grouping. For example, aircraft total fuel capacity might be 
defined as fixed, integer, 50,000 to 300,000, and a function of aircraft 
type and model. 

In performing this detailed analysis, each programmer is respon¬ 
sible for coordinating with the design requirement author to validate 
the analysis. New subfunctions are sometimes created by consolidating, 
redefining, or splitting up old ones. New assignments of subfunctions 
are made when necessary. 

A form of documentation helps to ensure that the analysis is per¬ 
formed correctly. It signifies completion of analysis, the first part of 
the translation phase. This form of documentation, the functional flow 
chart, * is essentially a graphic presentation of the prose statement of 
requirements. Programmers are required to produce functional flow 
charts for each subfunction. These charts portray the subfunction 
processing without explicitly relating it to machine processing. This 
explicit relationship is made in the design phase. Each chart is re¬ 
viewed by the technical supervisor for accuracy and uniformity. The 
corrected chart is then reproduced, and copies are given to each pro¬ 
grammer working on the functional area to enable him to review it as 
it relates to his own subfunction(s). 

Step 4. The Synthesis of Logical Tasks from Design Requirement 
Subfunctions. Synthesis begins with a grouping together and identifica¬ 
tion of subfunctions as logical tasks. A logical task consists of one or 
more subfunctions which collectively accomplish a specific SAC func- 
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tion An example of a logical task is the flight simulation task Sub¬ 
functions comprising a given logical task might very well have 

cr!Sr y b 1 een P a fl rts l of Afferent design requirements. For example, the 
se mode of flight, a flight simulation design requirement sub¬ 
function, and the segmentation of sortie routes, a routing design 
requirement subfunction, both comprise part of the same logical task— 
ight simulation. In this step, calculations common throughout the 
subfunctions, such as sine and cosine calculations, are identified for 
subsequent handling as subsystem routines. 

A concurrent activity is the identification of logical groupings of 
the data required for performance of a given logical task. The data 

• t ne< ? th r 6 P revious ste P for each subfunction are collected 

into sets by their factional groupings; for example, all data which are 
a function of aircraft type and model are collected into a single set. 

Dn l 1 ? fj ke S rf eS n °! L ° giCal J ° bs from L °S ical Tasks > and the 

All lo^ l fT a h f Pr f iminan J Program Subsystem Specification. 
A1 logical tasks developed within the subsystem are then analyzed and 

!3lS K J A l0giCal J '° b iS C ° m P° sed o£ one or ™*e 

logical tasks which must operate together to fulfill a class of related 
user input messages. 

The basic criterion for establishing logical jobs then is man- 
machine interaction (The human action requirements portion of the 

STZ emen ^“’ ^ ^ S ^ m **8^ documents 
W eal Ik ?r g 1$ man - macbine interaction.) An example of a 

loSal i- V S he mpU a P rocessor lo gi cal ta sk and the flight simulation 
logical task mentioned previously. For example, the input processor 
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reasonable t ^ T in P at 'P rocessm g function and that it would be 
reasonable to centralize and generalize this function. 
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hed tor die logical tasks are now merged to form data sets for the 

entire subsystem. To illustrate, let us assume that two functional areas 

locations and^ 001 "^ ^ ?*** The &st needs the units’ 
locations and types of aircraft; the second, the units’ locations and 

™l»«abtes. At this time, the common d,t, requirement would be 

ecogmzed, and one data set for units would be established, consisting 

of locations, types of aircraft, and vulnerabilities g 

The results of the translation phase are documented in the “pre- 
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liminary program subsystem specification.” This document identifies 
the logical tasks and jobs, the data sets, and the input and output 
requirements of the subsystem. It also contains prose and graphic 
descriptions of the manner in which the various logical tasks and jobs 
relate. Publication of this document signals the completion of the 
translation phase. 

Design Phase 

Introduction. The design phase, though simple to define, is per¬ 
haps the most complex and significant phase of programming. Its 
purpose is to structure actual jobs,* tasks,* and programs* that com¬ 
prise the subsystem in order to produce the most efficient and least 
costly subsystem possible. 

The orderly and generally accepted approach to program system 
design is to work from the general to the specific. In our subsystem, 
this means first designing jobs, then tasks, then programs. The problem, 
however, is that, in actual practice, programmers tend to concentrate 
effort on the design of the most specific components, that is, programs, 
since these are the easiest to grasp and also seem to affect most directly 
the progress of subsystem development, As a result the design of jobs 
and tasks may be left for last and thus be hurried and, consequently, 
inefficient. Experience has demonstrated that inefficient job and task 
design results in redundant efforts in design, coding, and verification, 
extensive rework in coding and verification, and attendant low pro¬ 
grammer morale. A solution to this problem is to procedurize the 
design phase and to establish interim bench marks ensuring that each 
step of the process is performed adequately. 

Methodology of Design (see Figure 5.2). Inputs to the design 
phase, in addition to the outputs from the translation phase, that is, the 
preliminary program subsystem specification and functional flow 
charts, include the system integration document and design require¬ 
ments that were also inputs to the translation phase. 

The following steps comprise the design phase: (1) job design, 
(2) preliminary task design, (3) detailed task design, (4) preliminary 
program design, (5) quality review and production of preliminary task 
and program design specifications, (6) detailed data analysis, and 
(7) detailed program design. 

* See Glossary. 
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Figure 5.2 Methodology of design. 

S te P J- Job Design. Given the logical jobs produced in the trans¬ 
lation phase and documented in the preliminary program subsystem 
specification, the function of job design is to determine whether the 
ogicai jobs can be actual jobs. In the translation phase, machine con- 
stramts were not explicitly considered since they would have been an 
adchtional factor of complexity at that initial phase. It was decided 

far ,’ f t, h ! , S f ke , °/ ma f mum efficiency, the consideration of these 
factors should be left to the design phase. 

The primary machine constraint considered in job design is the 

a!T f ° r T °‘ au f *"**•’ ,hat * L. 12 
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permitted during the operation of a job, the required storage oon- 

guration cannot exceed that which is available. For example if a 
auxiliary storage configuration can exceed ten tapes. 
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The first thing, then, that must be done for each logical job is to 
determine the required auxiliary storage configuration. The data sets 
defined in the preliminary program subsystem specification are re¬ 
analyzed for pertinency to the given job. The maximum size of each 
pertinent data set, for example, the maximum number of missile units, 
is used to determine the amount of auxiliary storage required for that 
data set. The data sets are organized into tape files, drum files, and 
disc data units. The tape files are grouped so as to form logical tapes. 

If the desired auxiliary storage does not exceed that which is 
available, the logical job can be an actual job. If it does exceed, an 
attempt is made to change the desired auxiliary storage by reallocating 
files and thereby forcing a fit. If this attempt fails, the logical job is 
either redefined or split into two or more logical jobs and the process 
of job design starts over again. Since the criterion for establishing 
jobs was man-machine interaction, whenever new jobs are created they 
must be coordinated with the design requirements authors to ensure 
feasibility from the point of view of the user. 

The completion of job design is marked by the production of 
job flows which identify the gross auxiliary storage configuration 
required for each job. 

Step 2. Preliminary Task Design. The function of preliminary task 
design is to design actual tasks from the logical tasks developed in the 
translation phase. The primary programming constraint is available 
core memory space, to be distinguished from available auxiliary 
storage, that is, tapes, disc, drums, which was the constraint in step 1. 

A preliminary analysis of the job flow for the actual job and of the 
associated logical task definitions is performed to determine which of 
the data now defined on tape, disc, and drum are required for the 
operation of a given task. The maximum size of the required data in 
core is then determined. This maximum size can differ from the size 
of files since not all the data contained in the files are necessarily re¬ 
quired at the same time in core for calculations. For example, a file 
might contain data defining all missile units, but the logical task 
would require, at any given time, only the data defining one unit. 

The total required amount of core is then computed by adding 
the amount of core required for the data to an estimated amount 
required for the instructions which will accomplish the data functions. 
If this total required amount does not exceed the amount of core 
available, the logical task can become an actual task. Otherwise, re¬ 
analysis must be made to reduce the number of data and/or of instruc- 
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tions required in core for the task. Factors considered include the 
ask type, that is whether it is linear, iterative, or a combination of 
these types, and the complexity and size of each function of the task. 

If this reanalysis indicates that the task or data can be redesigned 
o fit into core the logical task can become an actual task. Otherwise, 
the logical task must be split into two or more logical tasks and the 
process of task design starts again. Next, task designers assess all 
changes that have been made to the data files. This leads to integration 
of data and/or redefinition of tasks. 

The completion of preliminary task design is marked by the pro¬ 
duction of the gross task data requirements, in terms of both gross core 
storage locations and data transfers. b 

Step 3. Detailed task design. Given actual tasks and gross data 
requirements, the functions of this step are to associate the computer 
Wions necessary to accomplish the given task functions and to 
traction the task into programs. 

Computer functions such as reading, writing, sorting, and search- 
g are associated, wherever necessary, with the operational functions 

lw!r V n thetan f ati ° n P^se. This complete set of functions is 
illustrated in an initial task flow. 
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program will be sufficient to perform the processing required to satisfy 
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split into logical entities, a single program should suffice. In that case 7 

esign proceeds with a determination of the data flow and the prepara- 
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Once the concept has been determined, the design proceeds with 
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control program, the “Executive”* in the 465L System. The programs 
will consist of subsets of the functions performed by the task. 

Task designers in each functional area identify common functions 
—and, therefore, programs—and ensure that there is a consistent data 
base. Throughout the design phase, programmers whose sole responsi¬ 
bility is to ensure a consistent and efficient data base are working with 
representatives of each functional area toward that end. 

The completion of the detailed task design is signaled by the pro¬ 
duction of the preliminary task input/output flow charts and identifica¬ 
tion of each program. 

Step 4. Preliminary Program Design. The functions of this step are 
to produce preliminary program design flows from the functional flow 
charts and added computer functions and to structure the tables* 
containing the data to be processed. The more important constraints 
are imposed by the types of table structures and tagging conventions 
which must be adhered to. (Tagging conventions are the means 
whereby tables are identified by the use of a specified number of 
letters and digits, e.g., ABC0.) Close coordination is mandatory since 
many programs process the same data. This coordination must take 
place between the programmers working on the Planning Subsystem, 
and also between these programmers and those working on the Utility 
and Support Subsystem. 

Completion of this step is indicated by the production of prelimi¬ 
nary program design flows and preliminary table structures. 

Step 5. Quality Review and Design Specification Production. The 
preliminary design of all programs and tables and the detailed design 
of all tasks are reviewed at a series of quality review meetings which 
are attended by representatives from all functional areas. The purpose 
of these meetings is threefold: (1) to eliminate future redundant pro¬ 
gramming efforts; (2) to determine whether computer functions are 
being accomplished at the most opportune points; (3) to ensure that 
the quality of the product is high. Upon completion of these meetings, 
the programs, tasks, and jobs are revised as necessary and are docu¬ 
mented in accordance with detailed document format guidance. The 
preliminary program design specifications include, for each program, 
a statement of the program’s responsibility, a description of its en¬ 
vironment, and a program design flow. The preliminary task design 
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specification includes a description of the tasks responsibility, its 
environment, its outputs, core storage locations, auxiliary storage loca¬ 
tions, and, in detail, its input/output flow. The detailed job flows are 
prepared for later inclusion in the final program subsystem specifica- 


„ j Ste P 6 ' Detmled Data Analysis. The functions of this step are to 
fax data definitions and to record the data in the dictionary known as 
the Compoor* in the 465L System. Each item in each table is co- 
ordmated and fully defined. Data specification request forms are 
failed out for each item,’ table, and file. Data are legality checked 
(to ensure that values fall between prespecified lower and upper 
limits), and modifications made where necessary. The data are then 
placed onto the Compool tape, and listings are produced. 

Fromthis point in the production process, the data base is fairly 
static, and changes are made in a more formal way, that is, by co¬ 
ordinating and submitting written change requests or data specification 
request forms. r 

• St f 7 \ Detailed Fr °gram Design. The last step in the design phase 
is the development of detailed program flows. This process involves a 
further defimtmn of each box of the preliminary program design flows. 
Logical statements are produced which are at such a level that they 
can be translated one-for-one into JOVIAL’ statements. While de- 
ve oping his flows the programmer uses the data specifications pro¬ 
duced m step 6 above. When the flow is completed, the technical 
supervisor reviews it for accuracy and consistency, and changes are 
made as necessary. 6 


Coding Phase 

tofolTfine^r 115056 / f ^ ^ ^ t0 tranSlate P r °g rams her «- 

flows inm Tpi “f t™,! ° f d f ig ? S P ecifications and detailed program 
i higher :° rder stat “ S , and to 

statements ^ 06 inStrUCtions from these higher-order language 

that manv muW T* ^ Ex P erience has shown 

that many problems arise because of the size and complexity of the 

program subsystem and because of inexperienced programmers. Some 
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of these problems are production of inefficient code and consequent 
lengthening of the verification phase, and improper utilization of 
electronic accounting machine and electronic data processing machine 
facilities. A way of minimizing these problems is to procedurize the 
coding phase. 

Methodology of Coding (see Figure 5.3). In general, the inputs 
to this phase are the detailed program flow charts, the program design 
specifications, and the complete data definitions. 



Figure 5.3 Methodology of coding. 


Coding starts with the translation of the logical statements, con¬ 
tained on the detailed program flow diagrams, into equivalent JOVIAL 
statements. These higher-order language statements are punched onto 
cards. The decks of cards are then submitted for compilation, and 
errors are corrected until an error-free binary deck is obtained. 

Adherence to coding conventions and procedures, frequent review 
of the product hy the technical supervisor , and the fact that much of 
the work usually done in the coding phase has already been accom¬ 
plished as the last part of the design phase are sufficient to ensure 
optimum progress. 

Verification Phase 

Purpose . The purpose of this phase is to purge the program sub¬ 
system of errors. The goal of verification i’s to produce an error-free 
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subsystem It should be noted, however, that this is a goal which is 
never totally realized. In striving toward this end, the producer of a 
large computer program subsystem coirects all the errors that he 
detects as a result of running a set of preplanned test cases. The 
realities of life prevent him from verifying the literally millions of 
possible paths through the subsystem. (See Chapter 10 for a detailed 
iscussion of system test philosophy, objectives, and procedures.) 

Problems in Verification and Their Solution. Historically, in this 
phase, production efforts bog down and schedules slip. Many reasons 
are presented, by both programmers and managers, to rationalize the 
occurrence of this problem. Examples are the complexity and size of 
the program subsystem and the inexperience of the programmers in¬ 
volved. These reasons are valid, as far as they go. Perhaps a more 

mih C ^T e P r ° blem iS Ae abs6nCe 0f a defined verification 

methodology and the consequent inability of management to assess 
progress accurately and thereby to control production. If there is no 
organized approach programmers tend to oververify some areas and 
negiect others A solution is a system approach to verification, one in 
which levels of verification are introduced and for which, within each 
level, a well-defined procedure is established. The keys to establishing 
v e procedures are the designation of a specific goal for each level of 
venfication and the identification of interim products in the verification 

allow?, 6 intenm products provide for managerial inspection and 
allow the programmer to direct his work toward the stated goal. 

Methodology of Verification (see Figure 5.4). The svstem an 
proach to verification relates directly to the manner in wS the 
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tasks, then programs. They documented these in task and program 
design specifications. The “functions which-are to be tested” are S 
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task verification matrices, and program verification matrices. 

e approach, then, is to verify against each of the three levels 
of specifications. At these three levels, essentially the same sS of to 

rr^h b rv e f e ( d agatost ^ - "«££ % 
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specifications. The manipulation of data in core is verified. 

y utilizing the task verification matrices, tasks are then verified 
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Figure 5.4 Methodology of verification. 


against task design specifications. Core-to-input/output device and 
input/output device-to-core data transfers and program intercom¬ 
munication are verified. 

Finally, by utilizing the system performance requirements, the 
program subsystem is verified against the design requirements. This is 
equivalent to Air Force Category I testing. 2 It is performed following 
the internal release phase and is therefore not covered in this chapter. 

program verification. The specific goal of program verification 
is to verify each branch of each program decision point. Satisfaction 
of this goal ensures the code’s compatibility with the detailed program 
flow and verifies that the logic specified in the design phase is actually 
coded into the program. The inputs to program verification include the 
detailed program flow, program design specifications, data specifica- 
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tions, subsystem verification model, and, of course, the TOVIAL 
program deck. J 

There are two basic steps in program verification, the preparation 
ot a plan and the actual verification on the computer. 

Preparation of a Plan. The first step of the procedure is the prepa¬ 
ration of a verification plan, which consists of three elements: (1) a 
ecision point matrix, (2) test lists, (3) inputs and expected outputs. 
The decision point matrix (see Figure 5.5) is a device for pre¬ 
senting the program decision points in tabular form. Every decision 
point on the detailed program flow is labeled. If there is a correspond- 
ing symbolic region label in the code, the same label will appear on 

/JL e '§'’ AA05); otherwise a unique label will appear (e.g. 
A04). The decision point labels are listed vertically on the mate, 
hen, for each decision point, each branch is listed horizontally. 

ext, determination is made as to which branches of which 
decision points are to be activated in the first test. These decisions and 
these branches are indicated on a test fist. The same form and method 
of presentation are used for both the decision point matrix and the test 
<7 „ , heade , r “formation on the form allows one to specify the 

type of use along with associated information, such as test number 
and test weight (see below for explanation of test weight). Next, the 
number of branches not yet activated is determined, and additional 
tests and test lists are prepared. The fact that “paths” or combinations 
of branches have cumulative effects is recognized, and as many paths 
as time permits are incorporated into the test lists. 

, ° rder t0 prepare these test lists effectively, a great deal of desk 
j I s per °™ e d on the program’s logic. Errors found here can 
g eatiy minimize the time required for the actual verification on the 
computer. 

the branr} 1 COmpIeti ft n : 0f *1^ IiStS) the ijl P uts necessar y to activate 
Ae branches specified in the test lists are generated and recorded 

tio/moir 53 ? . theSe in ?, UtS are taken fr ° m Ae subs 7 stem verifica- 
the sXi ’ WhlCh “ 2 C ° Uection of representative data describing 

ami a£c?fo m In * e PWn g Sub ^tem it contains 1 

! a Kr k f T’ lf ample tar § et s y stem = the characteristics and 
common has° T ^ ° f ** Verification “°del data ensures a 

IkveSficaln" ^ ^ eXpWd * the disc ™ * 

The expected outputs are then manually computed and recorded 
The verification plan is reviewed for completeness and accuracy by the 
technical supervisor, and revisions are made as needed. 7 7 
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A test weight is attached to each of the tests as a function of its 
size and complexity. The application of test weights facilitates a 
detailed schedule for verification. For example, if three tests are 
planned, the first weighted at 50, the second at 30, and the third at 20, 
and if the program is to be tested in ten weeks, then, in order for the 
schedule to be maintained, the first test should be completed after 
five weeks, the second after eight, and the third after ten. This detailed 
schedule permits the manager to assess more closely tin 1 progress of 
program verification. 

Verification on the Computer. The second step in program verifi¬ 
cation is the actual verification of the program. Each test is run on the 
computer, and expected outputs are compared with actual ones. 
Variances are noted, and then causes are searched out and corrected. 
The program is considered to be verified when all expected outputs 
and actual outputs agree. 


TASK verification. The specific goal of task verification is to 
ensure that each program interaction and each input/Output operation 
functions properly. The inputs to task verification include the verified 

j , P r0gram decks ’ task desi § n specifications, data specifications, 
and the subsystem verification model. 

In task verification, as in program verification, there' are two basic 
steps: preparation of a plan and actual verification on the machine. 


Preparation of a Plan. The first step is the creation of a verifica¬ 
tion plan. As stated above, a specific goal of task verification is to 
ensure that each input/output operation functions properly. This is 
accomplished by ensuring that each sequence parameter is "activated, 
equence parameters are higher-order language statements which 
cause programs to be operated and input/output operations to be 
performed (see Figure 5.6). These statements, which are the media 
in which tasks are coded, are prepared from a sequence parameter 

whihh hist l raphlCaIly ?T\ ayS each °P eration a»cl the order in 

used as the 6 a “ om P llshed - Thls sequence parameter matrix is 
used as the task verification matrix. 

WhiCh S T ence P arameters are to be acti- 
In the St pi arec0n c str u ucted from the task verification matrix. 

tion evolved bL anmng Subsystem 3 n6W COnce P t of task verifica - 
tion evolved because many tasks contained a large number of nro- 

Kastble mfcr 0U 7 er ;f C f ° n ° f F ° gra ^ Was immd ** to 
tion^f a nortirvn nf?l COm P onent verification, is the verifica¬ 
tion of a portion of a task at a time. For example, assume that a task 
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Figure 5.6 Sequence parameter matrix. The first column in this diagram is simply 
the step number. The second column contains the operation tag; the tags in the 
last column (Exit) refer to this second column. The third column contains the 
operation to be performed; for instance, OPER indicates that the program listed 
in the fourth column is to be operated. The fourth column contains the identifica¬ 
tion of the entity we are concerned with; for instance, PROG1 indicates program 
1. The fifth column indicates the next step to which to go after this step is com¬ 
pleted; for instance, in the first two lines, program 1 has two possible exit points. 
The sixth column contains the tag of the next step to which to go, depending on 
the exit point listed in the fifth column. 

consists of programs A, R, C, D, and E. One component, then, might 
consist of programs A and B, another of programs C and D, a third 
of C, D, and E, and the largest of A, B, C, D, and E. When tasks are 
verified in this fashion, the task verification matrix developed for 
verifying components smaller than the total task is based on subsets of 
the sequence parameters which make up the total task. 

Upon completion of the test lists, the inputs needed to activate 
the specified sequence parameters and operate the tests are devised 
and recorded. The subsystem verification model data previously em¬ 
ployed in program verification are again used. Their usage in both 
program and task verification minimizes the need for manually 
calculating expected outputs during task verification, since the outputs 
calculated during program verification can be used. 

Any expected outputs which have not been computed during 
program verification are now computed. All expected outputs are 
recorded. 

The task verification plan is now complete. It is reviewed for ac¬ 
curacy and completeness by the technical supervisor, and changes are 
made as needed. As in program verification, test weights are applied 
to enable the manager to assess progress more closely. 

Verification on the Computer. The second step in task verification 
is actual verification on the computer. This key step in the production 
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process requires many functions to be performed. In the first function, 
utilizing the JOVIAL program decks, every program is recompiled with 
the same version of the Compool (data dictionary). This step is very 
important since the Compool changes fairly often, and all programs 
must reflect the same data definitions. The results of the compilations 
are binary program decks. The second function is the completion of the 
coding of task parameters. There are two kinds of task parameters, the 
sequence parameters previously mentioned and input/output param¬ 
eters, which completely define the input/output operations that the 
task performs. The task parameters are coded, and symbolic decks and 
listings are produced. These are then submitted for assembly, which 
results in a task parameter binary deck and listing. At this time the 
input/output assignment cards are prepared. The system control pro¬ 
gram, the Executive, when initiating a task, first checks the mounted 
tapes against the assignments specified on these cards. The third 
function is the generation or updating of the system master tape with 
the binary task parameter and program decks. The fourth function is 
the generation of data environment. In devising the verification plan 
the inputs were simply recorded on paper. The function of this step is 
to generate these same data on tape or disc. The fifth function is the 
actual operation of the task for the purpose of determining whether 
the initial environment was correctly established by the Executive. The 
initial environment consists of all programs and data which are to be 
in core when the task begins to operate. 

The last step is the complete operation of each test of the task on 
the computer. As in program verification, the expected outputs are 
compared with the actual computer outputs. Causes of variances are 
determined, changes are made, and the task is rerun until the actual 
outputs match the expected outputs. When all actual and expected 
outputs agree, the task is considered to be verified. 


Internal Release Phase 

This Pj ase consists of the “packaging” of the card decks, 
hsbngs, topes and documents that comprise the Planning Subsystem 

te i?° f f com P° nents to the group that will perform 
Si 6n I ire Plaimin g Subsystem as an integrated whole and 

^ nS . a \ 0I ? user s com puter (s). Equally important is the docu- 

mentation, including program specifications and computer, operator 
and other user handbooks. These documents perform several functions: 
UJ they give a general overview of the subsystem; (2) they present 
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to operators and programmers the specific methods for actually run¬ 
ning the system on the computer; (3) they present the specific 
methods by which the users will actually operate the system; (4) they 
specify, via flow diagrams, coding specifications, etc., how the system 
was produced and thus indicate how it can be corrected, maintained, 
and modified for future needs. Without documents that are complete, 
accurate, and clear, users would not know what to do with the decks, 
listings, and tapes. 

Problems in Internal Release and Their Solution, Perhaps the 
main problem is that, all too often, the internal release phase is not 
regarded in its true light, that is, the technical persons who produce 
a good program subsystem feel that they have then done their job and 
that it is not important to ensure that the components are released in 
an orderly, organized manner. All of the previous phases may have 
been done extremely well, resulting in a high-quality subsystem. But 
if little attention is given to the manner in which decks and tapes are 
assembled, sequenced, and turned over, a poor first impression may be 
created on development personnel conducting Category II testing, 3 
and subsequently on the users. These impressions can persist so that 
the subsystem is regarded as being of poorer quality than is really the 
case. Our solution has been to procedurize this phase, thus ensuring 
that all necessary steps are followed without exception. 

Methodology of Internal Release (see Figure 5.7). This phase 
consists of producing card decks and tapes, and writing the necessary 
documentation. Some of the documents will already have been written 
in previous phases of the production process and need only be updated 
at the release phase. Other documents, the contents of which depend 
on the results of the final phases of verification, are considered part of 
the release package; however, they will not be completed until several 
weeks after the internal release phase. 

The release package consists of card decks, tapes, and documenta¬ 
tion. All card decks are accurately identified. They are assigned version 
numbers which will be updated each time a deck modification is made. 
The card decks included in the release package are as follows: 

Symbolic JOVIAL program decks. 

Binary program decks. 

Symbolic task parameter decks. 

Binary task parameter decks. 

Only one tape is a part of the release package. It is the system 
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Figure 5.7 Internal release methodology. 
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An over-all index and guide to final documentation, 
rmal program subsystem specification. 

Data organization documentation. 

Task design specifications. 
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Program design and coding specifications. 

Computer operator manuals. 

It should be noted, of course, that the group which has produced the 
subsystem does not divest itself of responsibility after internal release 
is completed. This group continues with on-going maintenance respon¬ 
sibilities for a specific period. 

Maintenance consists of many functions. As noted previously in 
this chapter, a large-scale program system is so complex that it can 
never be considered fully checked out. One of the most important 
aspects of maintenance, therefore, is an on-going search for design and 
programming errors in the system and correction of these errors. Of 
course, operational use of the system will also uncover errors which 
must be corrected. Another aspect of maintenance consists of constant 
changes which must be made to various parts of the programs, espe¬ 
cially those having to do with input/output functions, in order to 
adjust to varying equipment configurations as items are repaired, 
modified, or replaced by newer models. Perhaps the most important 
aspect of maintenance stems from changing user requirements. It has 
been said that any system produced today, whether it be a purely 
hardware or a software system, is obsolete even before it is completed. 
Therefore, to keep the system reasonably up to date with user needs, 
periodic modifications are necessary. With a program system, these 
can be made in a piecemeal” way, changing parts of programs a little 
at a time to meet a new or altered requirement. Instead, these modi¬ 
fications can be made in sweeping model changes, where large parts of 
the program system are modified to meet a whole group of new or 
changed requirements. In either case the costs can be quite high 
because of the great complexity of the program system. 


5.3 TIME PHASING 

In this chapter, the actual management methods and controls used 
to produce the 465L Planning Subsystem have been documented. A 
question that will inevitably arise is, how much time should this pro¬ 
duction process take, and, given an estimate of the size of the program 
system to be produced, how many programmers are needed? 

Experience indicates that the total production process for the 
initial development of a large-scale computer program system should 
take a minimum of twelve months. By “initial” is meant the first time 
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that the system is produced. If the same system is later updated, ex¬ 
panded, or otherwise revised, the time required would probably be 
less than twelve months. This assumes adequate manpower, computer 
time, and so forth. The relative weight to be placed on each phase is 
as follows. Of course, there will necessarily be some overlapping of 
the phases. 


Translation phase 1 month 

Design phase 3 months 

Coding phase 1 month 

Verification phase 6 months 

Internal release phase 1 month 

Furthermore, experience indicates that a useful working figure 
is to assume that production will be at the rate of 12 machine instruc¬ 
tions per man per day, assuming average level of programming experi¬ 
ence, or 240 machine instructions per month, assuming 20 working 
days per month. These figures take into account vacations and holidays 
during the year. It should be made clear that this production rate 
covers the entire period from the start of translation to the conclusion 
of internal release. 

Of course, the figure of 12 machine instructions per man per day 
will inevitably be increased as the production process becomes better 
defined and as the programming state of the art advances. Also, it may 
become possible to reduce the twelve month time span. 

Assume that a manager is to produce a computer program system, 
which it is estimated will contain 72,000 instructions (this estimate 
must be based upon extensive data-processing experience). Using the 
rate of 12 machine instructions per man per day, we arrive at a needed 
manpower figure of 25 programmers for 12 months. By means of the 
time phasing chart above, the manager can develop detailed work 
plans and thus keep close check on whether the schedule is being 
adhered to. ° 


5.4 SUMMARY AND CONCLUSION 


The role of this chapter is twofold: 

1. To emphasize that, as computer program systems become 
larger and more complex, it is imperative that managers have a care¬ 
fully conceived, workable plan for the production process. 
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2. To make available our experiences in managing the production 
of a 320,000-instruction computer program system. 

The raison d'etre for computer program systems is that they per¬ 
form intricate calculations far more rapidly and accurately than 
human beings can do. A computer program system operates in an 
orderly fashion, at lightning speed. 

But in order to produce a good program system, managers must 
themselves utilize a system of production, or what has been termed in 
this chapter a "production process.” We might say that managers need 
a "system for the system” which will help them to produce the best 
computer program system possible in minimal time and with the lowest 
costs. 

This chapter has delineated such a system, consisting of five 
primary phases: translation, design, coding, verification, and release. 
No claims are made that these five phases constitute the ""perfect” 
management system for producing a large-scale computer program 
system. No doubt, with the passage of time and the achievement of 
further experience, better ""systems for the system” will be evolved. 


5.5 GLOSSARY 

465L System. The 465L System is the Strategic Air Command Control 
System. It is a large-scale, computer-based program system that is 
being designed and programmed by the System Development Corpora¬ 
tion, in cooperation with other organizations, for use by the Strategic 
Air Command. 

Compool. Communications tag pool. This is a collection of information re¬ 
lating all item tags, table tags, constants, and parameters to absolute 
storage locations in core memory or to auxiliary storage. A Compool 
may take the form of a magnetic tape, a deck of punched cards, or a 
printout. 

Executive. This is a set of support programs which was especially designed 
to control the operation of the Planning and Control subsystems which 
comprise the 465L System. The Executive controls input/output opera¬ 
tions, sequencing of programs, and so forth. 

Functional Area. This consists of each major subdivision of the Planning 
Subsystem, as derived from the design requirements. The basic criterion 
employed in defining logical subdivisions is the functional interde¬ 
pendency of individual functions. (Refer to ""Translation Phase,” step 
L) 

Functional Flow Chart. This is a form of documentation which helps ensure 
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that the analysis (“Translation Phase,” steps 1, 2, and 3) is performed 
correctly. It signifies completion of analysis and is essentially a graphic 
presentation of the prose statement of requirements. Programmers are 
required to produce functional flow charts for each design require- 
. ment subfunction. (Refer to “Translation Phase,” step 3.) 

Jovial. This is the higher-level programming language that has been de¬ 
veloped at the System Development Corporation and is being used 
in the 465L System. 6 

Logical Task, Logical Job. Logical task is the same as the “task” defined 
below. It is the task in a preliminary stage of development. The 
primary distinction is that machine constraints have not yet been 
considered. Similarly, a logical job is a “job” as defined below. It is the 
job m a preliminary stage of development, for which machine con- 
straints have not yet been considered. 

Design Requirements. These documents constitute the information base for 
the computer program production process. They are the primary inputs 
(along with the system integration documents) to the translation phase. 
Design requirements contain the following sections: general state¬ 
ment and description of the requirements; logical designs, including 
assumptions m both prose and diagram form; specific requirements 
indicating the areas of human interaction with the machine; specific 
operational program requirements. 

Design Requirement Subfunction. A subfunction is a further breakdown of 
a functional area. 


unctionai Area. The purpose of breaking down functional areas into sub- 
unctions is to distribute the workload to programmers on an equitable 
basis. (Refer to Translation Phase,” Step 2.) 

Preliminary Program Subsystem Specification. This document incorporates 
the results of the translation phase. It identifies the logical tasks and 
jobs, the data sets, and the input and output requirements of the sub¬ 
system It also contains prose and graphic descriptions of the manner 
m which the various logical tasks and jobs relate. Publication of this 
document signals the completion of the translation phase. (Refer to 

Translation Phase, step 5.) r 

Program, Task, Job. The definition of a program is equivalent to or the 
T h r Ch ^ standard ^oughout the programming profession. 
1S A f S f im, COmp c Uter P r °S rams and associated data environment 
designed to fulfill specific requirements stated in a part of or in one or 
more esign requirements. Each set (i.e., each task) is discrete in that 
i as a unique identification and a definite beginning and end, and 

SuwT/ e atlV ? y c md ] ependently ° f ° ther Sets - A i° b ( for *e Planning 

of te r 15 ? I s a Set of tasks (this “ set ” ma y be comprised 

« or more tasks) that will perform the functions called for by a 

communication request.” (A “communication request” is the means 
by which the 465L Planning Subsystem is utilized by SAC personnel. 
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They input to the computer, via cards or a keyboard, “communication 
requests” for specific functions that are to be performed by the Planning 
Subsystem. The job fulfills these requests.) 

System Integration Document. This document is produced before the start 
of the production process as defined in this paper and is thus one of 
the inputs to the translation phase. It presents what are called “com¬ 
munication procedures in the 465L Planning Subsystem. These com¬ 
munication procedures include the message formats by which SAC 
planners request various aspects of the Planning Subsystem to operate, 
together with the formats of display and hardcopy outputs produced 
in response to the input requests. The document specifies, for each 
input request, operational code, permissible entries, format, range of 
entries or unique values of entries, system response to entries. For 
outputs, it specifies the format and range of values, together with a 
sample of the output. 

Table, Item. A table is a definite allocation of core memory or auxiliary 
storage registers for the storage of specified information. An item con¬ 
sists of one or more bits in a table which are set aside for the storage 
of specified information. 
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Chapter Six 


Personnel and Organizational 
Design 

P. E. Rosove 


6.1 INTRODU CTION 

The transformation of a manual information-processing system into 
an automated system built around the digital computer and its periph¬ 
eral equipment implies a change in the technological base of the enter¬ 
prise. Such a change has implications for the human aspects of the 
enterprise that are closely linked to the technological base—the skills 
and knowledge of personnel, the content of jobs at all levels, and the 
organizational characteristics of the enterprise. 1 

The design of an appropriate organizational structure and the 
selection and acquisition of the necessary personnel must be recognized 
as long lead-time items in system development. The increasing com¬ 
plexity and sophistication of contemporary technology inevitably 
results m a lengthening of the time required to select and train per- 
sonnel. This is particularly true for a new field such as information 
systems. The development, operations, and maintenance of information 
systems demand new types of personnel with unique skills and quali- 
ficatioiis computer programmers, systems analysts, human factors 
scientists, and mathematicians. The typical manual precursor system 
in both military and nonmilitary enterprises may require very few 
personnel or none with such backgrounds and training 7 

168 
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Personnel and organizational design addresses itself to the task of 
creating a personnel and an organizational model which is "com¬ 
patible with the automated elements of the new system. The organi¬ 
zational structure and the utilization of human resources are viewed 
as variables which affect system performance in the same sense that 
system hardware and computer programs affect it. 2 Different selections 
of personnel and a different organizational arrangement in association 
with the new computer complex will result in different levels of system 
performance. The personnel and organizational designer’s task, there¬ 
fore, is to create an organization which will maximize system per¬ 
formance. 

For the sake of clarity, it is desirable to define what is meant here 
by organization and to make explicit the relationship of this concept 
to the term "personnel.” "Organization” is defined as a hierarchical 
structure of positions and groups each of which is assigned specific 
tasks and responsibilities. Relationships, authority, and the flow of 
information which link the positions and groups into a patterned 
structure are formally defined in written rules, procedures, and regula¬ 
tions. Positions are manned by human beings. Personnel and organiza- 
tional design, then, is concerned with (1) the characteristics of the 
personnel manning the positions; (2) the characteristics of the posi¬ 
tions; (3) the arrangement of the positions to form functionally related 
units and groups; and (4) the arrangement of units and groups so as to 
meet most effectively the operational objectives of the system. Orga¬ 
nizational design must determine the lateral and vertical relationships 
of all positions and units. Also, it is concerned with the relationships 
linking all positions and units to the physical facilities, system hard¬ 
ware, and computer operations. 

As a result of the introduction of automated information pro¬ 
cessing, new jobs may be created and existing ones altered or elimi¬ 
nated. New tasks, duties, and responsibilities may be added to existing 
jobs, while old tasks, duties, and responsibilities may be abolished. 
Tasks, duties, and responsibilities may be shifted from one job or 
position to another with or without modification. The use of a com¬ 
puter to carry out routine types of decision making may alter the 
existing chain of command. The flow of information into and out of 
the computer and its auxiliary devices may change the flow of infor¬ 
mation both laterally and vertically throughout the old organization. 
The extent of change in the organization may be such that not only 
will jobs be transformed but departmental lines may also require 
modification. Thus, the formulation of an organizational structure that 
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will be compatible with an information system built around the elec- 

wT C ° mpUter is a ke y ste P in development process. 

With respect to the personnel of the new system, the developer 
must resolve these types of questions: ^ 

functions taSkS mUSt ^ perf ° rmed to carr 7 out new system 

What behavioral problems are associated with the conduct of the 
new tasks? 

• What kinds of skills, intelligence, and knowledge must the system 
personnel possess if they are to perform the tasks efficiently? 

hat kinds of people possess the required skills, intelligence, and 
knowledge or could acquire them with the least effort if necessary? 

. Wiat is he impact of a computer-based technology upon the job 
classification system in use in the enterprise? 

’ 1° w hat extent will the content of existing jobs be changed by 

. WW ff DeW ’ computer - based information system? 

kddersf ° f ^ SySt6m Up ° n existin § career 

Insofar as the organizational characteristics of the new system are 
corned, die developer i s faced with th. following typeTof“ a “ 

How shaH tasks be grouped into jobs or positions? 
or cLws? bmati0n ° f P ° Slti0ns sha11 com prise work units, groups, 

What is the most efficient spatial and temporal arrangement of 
work units for the conduct of system functions? § 

' fem W affect ^ “r ^ ° f f computer-based information sys- 
Ze? Doe t CentraIl2 f ^/decentralization ratio in the enter- 
. w-n iv r necessanly imply “recentralization”? 

S a^the e ieve1 r ° Utine ^ ° f decisions eliminate 

jods at the level of middle management? 

at effect will the automation of information processing have 
upon the chain of command in the enterprise? ^ 

Md ,ine ~ 

d i «“Lt ,i S.T U | 0, “ be asked “ d resoIved Sy *ke system 
eloper. The developer carniot aecept the anting perinnnel S y slem 
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or organization o£ the enterprise as fixed; he must examine it in the 
light of a new technological base. 

In the study of the operations of the user’s current system which 
the developer conducts during the initial stage of his effort, an analysis 
of the organization and personnel manning is also undertaken. This 
study is an input to the determination of organizational requirements, 
organizational design, and the production of products relative to the 
new organizational structure and personnel manning. The organiza¬ 
tional study should result in the acquisition of the following types of 
information: 

• The organizational doctrine and philosophy of the enterprise, if 
any (for example, there may be a preference for decentralized 
decision making under normal conditions). 

• The organization charts, including definitions of tasks and respon¬ 
sibilities for all identified positions and units. 

• A description of the chain of command, including the assignment 
of responsibility for decision making. 

• A description of the communication network—the flow of infor¬ 
mation upward, downward, and laterally through the organiza¬ 
tional structure. 

• The personnel doctrine or philosophy (for example, job rotation 
as a means of developing personnel skills, or promotion from 
within). 

• Manning assignments, that is, the types and numbers of personnel 
assigned to identified positions in the organization. 

• A description of the interfaces between the organization under 
development and associated organizations. 

It is important for the system developer to clarify at the outset the 
users philosophy and attitude toward his current organization. This 
attitude may range from a belief that his traditional organization is 
sacrosanct to, at the opposite end of the spectrum, a conviction that 
his organization is obsolete and requires a major overhaul. Obviously 
the developer will be faced with entirely different problems in these 
two extreme cases. The developer should educate the user, if neces¬ 
sary, to accept the idea that the automation of information processing 
may require extensive changes in his current organization. No one 
can say in advance, of course, to what extent organizational change 
may be required. 

The developer can also anticipate that the user may undergo some 
degree of organizational change while the system development effort 
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is under way. Procedures, therefore, must be established from the 
inception of the development effort whereby the user can keep the 
developer informed of such changes. 

As we have seen, cost analyses are conducted at various stages in 
the development process. Organizational considerations must also play 
an important part as variables in such studies. In the most obvious 
case, if an automated information system is replacing a manual system, 
a large reduction in the number of personnel in specific skill categories 
may be achieved. If no reductions in the number of employees are 
planned, there may still be extensive changes in the types of personnel 
to be utilized. A reduction or a rise in the level of skill required for 
many job categories may have an impact on the cost of operating the 
system. It is evident, then, that the relationship between cost and 
system effectiveness is dependent, in part at least, upon organizational 
factors. In a broader sense, organizational change may have profound 
cost implications. Relatively few research data are available on the 
extent to which system performance is degraded or improved by major 
organizational changes. 3 Nevertheless, anyone who has had a close 
association with a large organization knows what reorganizations can 
do, oyer the short term at least, to morale, attitudes, and performance. 
Developers should bear in mind that organizational changes will have 
an impact upon performance and that this is an area in which extreme 
caution must be exercised. 

Throughout the process of organizational design, then, tradeoffs 
must be made among cost, organizational requirements, and system 
effectiveness. During the early stages of system development, cost 
analysis and feasibility studies deal with a variety of alternative physi¬ 
cal configurations. Throughout these studies, organizational alterna¬ 
tives should be compared also as one aspect of the over-all system 
configuration. As the organizational design evolves, such comparative 
studies can acquire a greater degree of precision and quantification. 


6.2 


PERSONNEL AND ORGANIZATIONAL 
PROCESS 


DEVELOPMENT 


tion folIn d l° I l me i Pr0C ff f ° r P ersonnel utilization and organiza¬ 
tion follows the logical problem-solving cycle described in Chapter 4 

ach step in the logical flow begins with a definition of requirements, 
e requirements statements are then subjected to analyses from 
w ich a set of more detailed requirements is derived. Through this 
i erative process the most efficient utilization of the user’s human 
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resources and the most effective organizational arrangement are de¬ 
fined. However, in order to present a logical picture of the personnel 
and organizational development, we shall describe the process, as we 
have done in previous chapters, as if it were a linear sequence of 
events and activities. Figure 6.1 is a schematic representation of the 


Preliminary 
Personnel and 
Organizational 
Requirements 
and Design 


Detailed 
Personnel and 
Organizational 
Analysis 
and Design 


Products of 
Personnel and 
Organizational 
Design 



Figure 6.1 The personnel and organizational development process. ^Indicates 
user review and concurrence. 
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process. The figure shows, in flow diagram form, the inputs, the 
sequence of activities, and the final products. The subsequent narrative 
in this chapter follows the boxes indicated on the flow diagram. The 
reader should bear in mind that the development flow does not pro¬ 
ceed in a straight line from box to box but cycles back from later to 
earlier boxes as more detailed analyses make it possible to specify 
requirements more precisely. This cycling process is suggested by the 
dashed hnes. After each iteration, coordination must be accomplished 
with respect to the development of facilities, hardware, communica¬ 
tions, and computer programs. Design decisions made in these areas 
affect personnel and organizational factors. Similarly, design decisions 
made in the personnel and organizational areas should affect the de¬ 
sign of facilities, hardware, communications, and computer programs. 


Preliminary Personnel and Organizational Requirements 

Preliminary analysis of the user’s needs, objectives, and problems 
results in the publication of a system requirements document. The 
specification of preliminary requirements should include statements 
pertaining to personnel and organization. The requirements document 
will normally describe in gross terms the organization necessary to 
operate and maintain the system. These organizational requirements 
will also include estimates of the personnel needed to man the new 
system. Many organizational requirements are also implicit in the 
operational and the physical configuration concepts of the system. 

f ?° nCeptS describe the major components of the 

system and the geographic dispersal of equipment, facilities, and oper¬ 
ational units. They suggest, if they do not specifically define She 
interactions, relationships, and flow of information among the system 

a^medicT- ?'*** “ “ “ of a gross conceptual model for 

sho^t < 0 ° system ' Note tIml **“ %»<>. “ t» 

showing the types of major components of the system and the flow of 

“ § m ’ l ind l CateS the relat “ P s of the components 
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functions considered necessary to accomplish the user’s objectives. 
Although these functional analyses stem from the user’s current orga¬ 
nization, in addition to his objectives, their focus is upon functions, 
not upon the organization as such. The functional analysis on the 
basis of which the gross functional model is created is concerned also 
with the flow of information required to accomplish the user’s objec¬ 
tives. Given such data, it is possible for the developer to begin to 
establish organizational requirements—those which will be carried 
over from the user’s current organization, as well as new ones. 

As the development process continues into more detailed design 
work, analyses are carried out to determine the allocation of functions 
to the equipment, computer programs, and personnel. These analyses 
are described in Chapter 4. Once the human action and the organiza¬ 
tional requirements are specified, it becomes possible to begin to 
isolate task performance requirements. The following pages describe 
how these requirements are determined and the subsequent develop¬ 
ment flow leading to detailed personnel and organizational require¬ 
ments and end items. 


Detailed Personnel and Organizational Design 

Task Performance Analysis. The functional flow diagrams pre¬ 
pared in the course of earlier design work play an important part in 
the determination of task performance requirements. These flow dia¬ 
grams show the sequences of tasks and the content of each task, at a 
gross level, which must be carried out if the subfunctions and functions 
are to be accomplished to meet the user’s objectives. The diagrams, it 
will be recalled, show for each task the inputs, the decision points, 
the computations and processing, and the outputs going to subsequent 
tasks. These flow diagrams are the key inputs to the work of task 

performance analysis. The nature of this analytic work is described 
below. 

task description. A “task" is defined by R. B. Miller as “a group 
o activities that often occur in temporal proximity (but not necessarily 
so; with the same displays and controls, and that have a common 
purpose. A task description may range in degree of specificity from 
a statement such as ‘monitors the status of (military) forces” to “loads 
appropriate magnetic tapes onto assigned tape drives.” Task descrip¬ 
tions may emerge at any stage in the development of a system. How¬ 
ever, the mam source of data for the creation of detailed task 
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descriptions is the functional flow diagrams. Each task description 
specifies what must be done by system personnel if a given function 
and/or subfunction is to be accomplished. A list of task descriptions, 
therefore, represents a set of human requirements. The task descrip¬ 
tions are the link in the development process between the functional 
system requirements, on the one hand, and the human performance 
requirements, human engineering requirements, organizational re¬ 
quirements, and training requirements, on the other hand. The func¬ 
tion of the task description is to make clear in as much detail as 
possible the relationships between personnel and (1) computer pro¬ 
grams, (2) equipment, (3) communications networks, (4) facility 
work layouts, and (5) other personnel. 

Task description statements normally begin with action verbs such 
as “loads,” “transmits,” “supervises,” "reads.” Some examples of task 
description statements in information systems are as follows: 

• “Monitors weather status at airbases.” 

• “Loads appropriate magnetic tapes onto assigned tape drives.” 

• “Reads in control cards.” 

• “Transmits real-time commands on punched data cards.” 

Since the task description specifies human performance require¬ 
ments, these data also constitute the performance criteria which serve 
in the testing and evaluation of system personnel. The human per¬ 
formance requirements are, therefore, basic inputs to the development 
of the personnel test and evaluation plan. However, the more detailed 
performance parameters which are essential for personnel testing and 
evaluation are the products of task analysis. 

TASK ANALYSIS: IDENTIFICATION OF HUMAN BEQUDREMENTS. The task 

descriptions specify the kinds of tasks which system personnel must 
perform. These requirements are then subjected to analyses—task 
analyses—to determine how they can be met and to establish the 
human performance parameters for each task. For each task descrip¬ 
tion there should be an accompanying task analysis. Task analyses 
consist of the systematic study of the human behavior patterns and 
qualities needed to accomplish each task. The degree of task difficulty 
must be estimated, taking all operational conditions into consideration. 
Estimates of task difficulty must be related to pertinent personnel 
requirements, such as educational background, experience, skill level, 
and physical traits. Each task is analyzed to determine performance 
parameters, such as the time in which the task must be accomplished, 




178 Personnel and Organizational Design 

accuracy and reliability tolerances, and security requirements. In its 
turn, then, task analysis generates a more detailed set of requirements 
those which system personnel will have to possess in order to carry 
out the specified tasks. " 

The distinction between task description and task analysis and 
the kind of information generated by task analysis may be brought 
ou by considering the plotter’s task in the manual system of air de¬ 
fense The task description of the plotter’s duties would include this 
sort of statement: “Plots the tracks of aircraft with their assigned track 
numbers on the plotting board in grease pencil from information sup¬ 
plied by radar surveillance operators via telephone.” Task analysis 
examines the human problems associated with performing the de¬ 
scribed task. The case of the manual air defense system plotter is of 
special interest since it involves an unusual physical requirement 
Analysis of the task showed that since the plotter would have to write 
on a transparent board from a position behind the board, while other 
system personnel (radar operators, aircraft identification personnel 
and intercept controllers) viewed the plots from positions in front of 

th f P 1 . otter would be required to print letters and numbers 
backwards. Analysis of the plotting task revealed, therefore that 
performance of the task would require the physical dextorit; and 

T* 6 ba 1 ?r ardS ’ and * a,S ° i,,dicat( ' d that'learn- 
g write backwards would be a training requirement for plotters. 

A$ “ ™P le of , the of problem of special interest to the 

stimulus 1 Whltk C ? / SCUSS briefl y the need to investigate the task 

bvTlaX i° f mpUt mitiateS the task? A task ^ Vitiated 
by a variety of stimuh-voice communications, a light going on a wall 

t^L a ofTtimuli e ha ltS d°ff a mathen ; atical imputation. Each of thJse 
types of stimuli has different implications for human requirements 

located hi ^darkened r^^ ^ ^ * • «^ 

of the human h * T”’ th “ haS irn P licati °ns for the characteristics 

to reLX th! 3 ° Tt ^ ** ** “ the ability 

ness When auditorv X ° f i the C °, de ’ P erce P tiveness , and attentive- 

ferent fmm * 1 , ’ £ im pucation for human qualities are entirely dif- 
Spt* “ f 'T * “T 0 ” "«> the initiation of atsk 

SoL tasks are iniMatTby Sk T ?*” 6 T Si S ht ’ or Hgment. 
or -noise* as in th. < T ‘ Wh,ch m by obstacles 

of static on a "at ™ ^ « 

apparent that for these rations kinds of tasks IbetL^Ie int 













Personnel and Organizational Development Process 179 

ating stimuli has important implications for the characteristics of the 
human beings who must respond to them. Determining the relation¬ 
ship between the initiating stimuli and these human qualities is a 
significant part of the work of the task analyst. 

Many different types of analyses may be conducted to determine 
the kinds of human characteristics needed to perform the essential 
system tasks. “Event-sequence,” “time-line,” “contingency,” “task criti¬ 
cality,” and “link” analyses are some of the types which may be carried 
out. Since these types of analyses are described in the technical litera- 
ture, no attempt will be made here to review them. 5 It suffices for our 
purposes to say that the developer must decide which among these 
various techniques or others are the most appropriate for the analysis 
of his particular design problems. 

The data derived from task descriptions and task analyses may 
result in a decision that a given task is beyond human capabilities. 
If this conclusion is reached by the designers, alternative methods for 
accomplishing the task must be studied. For example, tasks which 
require extreme performance speeds, unusual degrees of accuracy or 
reliability, or extensive mathematical calculations typically would be 
assigned to the computer rather than to personnel. In cases where 
tasks are assigned to personnel or some combination of personnel and 
equipment or computer programs, task description and task analysis 
data become inputs to personnel and organizational design, the design 
of training at both the individual and the system level, the design of 
operating procedures, the design of operator handbooks, the design 
of operator performance test and evaluation, and those hardware de¬ 
sign aspects referred to as “human engineering.” 

Identify Special Personnel Requirements. The designer must be 
particularly concerned with personnel requirements which are unusu¬ 
ally critical for successful operation of the new system or which impose 
unusual hardships or skill requirements upon personnel. In the most 
obvious case, a user who has had no requirements in the past for 
computer programmers and hence no experienced programmers on his 
staff imposes a severe burden upon the skills of his available personnel 
when he acquires a computer-based information system. 

This problem is illustrated by the Backup Interceptor Control 
(BUIC) System, 416M, for the SAGE system of air defense. A new 
factor was introduced into the design of BUIC by the requirements 
for completely Air Force manning at each operational site, as distinct 
from partly military-partly civilian contractor personnel, which had 







180 Personnel and Organizational Design 

prevailed in SAGE. This requirement was called for with respect to 
equipment maintenance personnel for computers, consoles, and input/ 
output equipment; computer programming personnel; and personnel 
to prepare, conduct, and analyze simulated system exercises run on 
the computers. Acquiring appropriately trained personnel became a 
critical factor for the military. The developer must clarify the impli¬ 
cations of such a major shift for the user. 

In the fulfillment of a contract for the development of personnel 
requirements, the developer may establish special requirements in 
addition to the routine variety as a device to call the users attention 
to potential problems in this area. If funds are limited, as they were 
m the case of the BUIC system, development activities may be limited 
only to study of the special personnel requirements. 

Two problems about identifying special personnel requirements 
should be mentioned. First, it is necessary to identify such require¬ 
ments as early in the development process as possible so that subse¬ 
quent decisions can be made with respect to funding and allotting 
responsibility for their detailed development. This can become a com¬ 
plex issue seriously affecting ultimate system performance since special 
personnel requirements may not become clearly evident until relatively 
late in the development process-too late for adequate design. Second 
if, as a result of an austerity budget, the contract for the development 
activity restricts the contractor to a concern for special personnel 
requirements only,^ the user, with the developer’s assistance, should 
filf It T a i° f SpeCid ” covera g e with great care and be prepared 
personnel ^ ° pment gap between Ae ^cial and the nonspecial 

design ^ as ^’ ^ this point in the development process, 
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alTthetat w ^ * ** identification and description of 

ducted tn iT mU ? te accomplished - Task analysis has been con- 
, 6 e ™ me tyP es of human characteristics required to 

<n^fi 0U V taSkS ' However > the tasks have not yet been assigned to 

a wafthat r qf^ nert pr ° blem is to g^P tasks fn such 
to the ot t ° me P ° SSible t0 aSSign these Sr°npa to positions 

TvlbleT ^ ^ ob i ectives are to conserve 

available manpower and to make maximum use of existing knowledge 
experience, and training. g Knowledge, 

/ 1 ) a V te ? 15 US6 r d “ the 0f tasks - These include 

( ) common objective or function; (2) the temporal sequence in 






Personnel and Organizational Development Process 181 

which tasks must be performed; (3) use of the same equipment; (4) 
the physical location of the tasks; (5) communications media required 
to perform the tasks; (6) common human capacities and capabilities; 
(7) the level of task difficulty; (8) the accuracy and reliability 
required; (9) the nature of the tasks, that is, routine/nonroutine, fre¬ 
quent/ infrequent, critical/noncritical, classified/nonclassified (in mili¬ 
tary systems); (10) the time required to perform the tasks; and (11) 
the grouping of tasks in the user’s current organization. 

Depending upon the characteristics of the particular system in¬ 
volved, any one or any number of these criteria may determine a 
specific task grouping. Normally, a task grouping will be based upon 
several closely related criteria. The surveillance tasks in the SAGE 
system, for example, are grouped with reference to a specific piece of 
equipment in a particular location; the accomplishment of the surveil¬ 
lance tasks follows a highly routinized and repetitive sequence of 
events, actions, and decisions; and the surveillance tasks require a 
limited and consistent level of human ability. 

A good example of the grouping of tasks around the criteria of 
accuracy, reliability, and criticality is provided by the design of a 
centralized keypunch facility in the augmentation data-processing 
system of the USAF Satellite Test Center. The Air Force Space Systems 
Division is responsible for the command and control of orbiting satel¬ 
lites. This activity is performed by a world-wide network of tracking 
stations which are linked to a central, computer-controlled complex— 
the Satellite Test Annex at Sunnyvale, California. As the satellites pass 
over the earth, radar and telemetry data are transmitted from the 
tracking stations to the Annex, where they are digested by a number 
of computer programs; in turn, the Annex transmits to the satellites 
via the tracking stations new instructions relevant to the operations 
of the satellites in space. The consequences to the mission of a satellite 
of the introduction of errors through a keypunch input device are very 
serious. Such missions are, of course, extremely costly operations. The 
input of a single error via a keypunch can stop a computer during the 
flight of a satellite or place erroneous parameters into the command 
instructions. Downtime on a computer during the course of a mission 
while the operators attempt to track down the error can jeopardize the 
mission objective, while the introduction of incorrect parameters in a 
command instruction to the satellite can result in the transmission back 
to earth of irrelevant or erroneous data or no data at all. 

The solution to this problem in the course of design activities 
was to group all keypunching tasks and to attempt to prevent data 
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errors from entering the system by placing all keypunching operations 
in one central location under the supervision of a highly qualified 
person. This solution also called for the associated design of unique 
quality control procedures. ^ 

Position Definition. Position definition is the act of matching 
human characteristics and qualities to a specific group of tasks. A 
position” is composed of a grouping or cluster of related tasks which 
are assigned to one man in the system on the basis of his defined 
human qualities. 

developer designs positions in the new system with a number 
of basic assumptions or objectives: to take maximum advantage of the 
users existing personnel and personnel classification schemes; to min- 
muze the need for additional training requirements; to minimize the 
need for new and more diflScult skills, knowledge, and experience; and 
to minimize disruption to the user’s organization and daily operations. 
In order to accomplish these objectives, development activities for 
new military information systems rely heavily, as in the case of Air 
F ° rc ® systems, on the existing Air Force Specialty Code (AFSC) 
which identifies standard job classifications. To the degree possible 
the developer attempts to match new positions with available Air Force 
specialties. In the case of nonmilitary systems, the developer should 
rely on the user’s personnel classification scheme. 

The grouping of tasks into positions is based upon data derived 
rom several different sources. One major source, as we have described 
it above, flows logically from the system requirements, functional 
analysis, allocations of tasks, and task performance analyses. However 
other sources constrain the determination of positions. One source of 
constraint is the user’s existing organization, personnel policies, per¬ 
sonnel classification system, career fields, career ladders, and available 
human resources. Other major constraints are the hardware, commu¬ 
nications, and facilities. Since the development efforts in these areas 
are earned out in parallel with the software development effort, many 
ardware and facility design decisions have been made before the 
point in the software development flow at which the determination 
of positions can be made. These decisions operate as constraints upon 
t 6 !.• 6a S^ ou P in S of taslcs at specific positions on the sole basis of 
,™ C t 1 , 0naI , fl0W ^F^ments. The design of displays, consoles, facili- 
6 .P y si e a a y°ut of operations areas, and communications net- 
wor s, all set limits to the character of positions, the tasks which can 
e grouped into specific positions, and the relationships of positions 
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to one another. For these reasons it is important to reach this point in 
the software development as early as possible—before hardware design 
is frozen. Otherwise a high price may ultimately have to be paid, in 
terms either of less effective system performance or of redesign of 
hardware. 

The design of operator consoles, of wall displays, and of input 
and output devices depends upon the tasks which are to be performed 
by system personnel Logically, therefore, one would expect that soft¬ 
ware design would be a lead item over hardware design. However, 
because of the long lead times required to produce hardware, as well 
as the traditional emphasis on hardware and the lack of full appre¬ 
ciation of the importance of software design, hardware design and 
facilities development are usually lead items over software. Both the 
design of consoles and the constraints imposed upon the alpha-numeric 
and geographic representations in console displays are aspects of hard¬ 
ware design which should be determined after it has been decided 
what tasks an operator at a position must accomplish if the system 
performance objectives are to be met. For example, task analysis may 
suggest that symbolic data should be color-coded, but the equipment 
design may make no provision for color. 

The assignment of tasks to positions involves the weighing and 
evaluating of a number of alternative solutions to the problems of 
grouping a particular set of tasks. There is no completely objective 
technique for making these kinds of design decisions. Usually the 
making of such decisions can be assisted by extrapolation from the 
users current organization. When the SAGE system of air defense 
replaced the manual system, for example, many of the SAGE positions 
were modeled after those in the earlier organization. Similarly, BUIC 
positions in many instances were extrapolated from current SAGE 
positions. 

Table 6.1 is an example of the assignment of tasks to a position, 
that of the weapons director in the BUIC system. In the example 
shown, the tasks are grouped under a more general concept called a 
“duty,” while a number of functionally related duties are listed under 
a still more general concept termed a “responsibility.” The manner in 
which the tasks are grouped and categorized reflects the operational 
nature of the particular enterprise. In this case two functions, “control” 
and coordinate,” are distinguished, and within the control function 
two types of weapon systems are differentiated. The distinction by 
levels of generality between “responsibility,” “duty,” and “task” illus¬ 
trates the different levels of design at which personnel problems may 
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be attaeked. By proceeding to a still greater degree of detail, each 
k can be broken down into its constituent “elements” or “actions.” 
This is precisely what must be done for the design of operating pro¬ 
cedures and the production of procedural handbooks. It is also a 
necessary step m determining the detailed training requirements for 
In this™ reS P° nsible for tasks, such as thf weapons director 


Table 6.1 

— R es P on sibilities ; Duties, and Tasks of BUIC Weapons Directo r• 

L0 mis^ns' 116 taCHCal Perf0nnance 0f manned interceptors on air defense 

1.1 Commit manned aircraft to interception missions in response to 
assignments received from BUIC Senior Director (SD) 

1.11 Select weapons sources 

1.12 Specify departure base 

1.13 Utilize Commitment Assistance Display 

1.14 Select weapon tactics 

1.2 Conduct interceptions using manned aircraft 

1.21 Select communications mode (data link or voice) 

• - Make commitment/recommitmeni actions to Combat Air 
Jratrol or interception missions 

1.23 Take airborne actions 

1.24 Return interceptors to base 

1.3 Monitor manned interceptor missions 

1.31 Make periodic checks of fuel and armament 
!'oo beC r 61Ve and in P ut P iIot reports into computer 
,'J? Perform track monitoring functions to assist program 

■34 Transmit guidance information to voice-controlled inter- 
ceptors 

9 n r /f \ Make manUal ° VerrideS and °P tions when necessary 
' »< B0 “AKC A ,„d B missiles on in- 

2.1 Commit BOMARC missiles to interception missions as assigned 
-.11 Utilize Commitment Assistance Display if necessary 
-*.iz oelect weapons source 

2.2 Monitor BOMARC interceptor missions 

2.21 Monitor weapon tracking status 

2.22 Exercise manual options and program overrides as required 

r;; ; S1St P r °§ ram in mak mg guidance computations 
—4 Insert kill information on successful intercepts 
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Table 6.1 (continued) 

Responsibilities , D uties , and Tasks of BUIC Weapons Director 9 

3.0 Coordinate functions to ensure continuity of responsibility 

3.1 Coordinate with BUIC Senior Director 

3.11 Assume responsibilities for commitments delegated by SD 

3.12 Request weapons commitment in adjacent sector in co¬ 
operating with that sectors SD 

3.2 Coordinate with Air Surveillance Operators 

3.21 Assign responsibility for initiation of airborne manned inter¬ 
ceptors 

3.22 Communicate with Air Surveillance Operator concerning 
lateraltold tracks passed for interception 

3.23 Coordinate with receiving facility concerning tracks lateral- 
told for tracking purposes 

3.3 Coordinate with external agencies 

3.31 Coordinate with Army Air Defense Command Post 
for Air Defense Artillery engagements 

3.32 Request adjacent BUIC facility to handle specific tracks 

3.33 Relay information to Airbase Alert Centers 

3.34 Conduct or arrange for emergency rescue operations in¬ 
volving manned interceptors 

* Source of the table is H. F. Jarrett et al., Status Report of Position Description 
Information for the Backup Interceptor Control (BUIC) System. Santa Monica, 
Calif.: System Development Corporation, TM-1001, January 29, 1963, pp. 9-10. 

The degree of detail in the descriptions of tasks required of the 
developer by a user may be a function of the budget available. Under 
an austere budget, the developer might stop his analyses at the task 
level rather than proceeding further to the element or action level. 
Another alternative, which was chosen in the design of BUIC, was to 
provide detailed analyses beyond the task level only for personnel 
positions recognized to be “special,” as described earlier in this chap- 
ter. These are decisions the users management must, make in con¬ 
sultation with the developer. 

For each position identified, the software designer must specify 
the physical location, the equipment to be operated, the use of dis¬ 
plays and consoles, and the communications with other positions. On 
the basis of this description, it is then possible to conduct detailed 
human engineering design of equipment, communications, work areas, 
and displays. 

The design of positions must be integrated with what is already 
known about equipment characteristics and computer program opera- 
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of operation—peacetime, alert, or wartime. Under different modes of 
operation the number of personnel on duty for any given work period 
will range from skeleton crews when workloads are minimal to aug¬ 
mented forces when workloads are maximal. Each of these conditions 
and associated personnel-manning estimates must be covered in detail 
by the software developer. 

Define Organization Structure. After each individual position in 
the system has been identified and the personnel manning has been 
estimated, the next step in the development process is the grouping 
of functionally related positions into units. The structure of work units 
(crews, shifts, branches, departments) must be designed. Supervisory 
positions must be differentiated from operator positions, and the rela¬ 
tionships, interactions, and lines of authority between them established. 
After the structure of each unit is designed, it is then possible to 
establish the relationships, interactions, and lines of authority and 
communication flow among the various units. The organizational de¬ 
sign which emerges from the flow of development activity—the allo¬ 
cation of functions to personnel, task performance analysis, the design 
of positions, manning estimates—must be thoroughly checked against 
the organizational concepts which are explicitly stated or implicitly 
embedded in the earliest conceptual design activity. If the results of 
detailed organizational design are not compatible with the broadly 
conceived organizational concepts of preliminary design, either the 
original concepts or the detailed design should be modified until the 
two are compatible. This illustrates the cyclical nature of the design 
process which has been stressed so much in this book. 

We have entitled this chapter “Personnel and Organizational 
Design” to focus attention upon organizational design activity, which 
is the developer’s responsibility in addition to the personnel design 
aspects. Our concern in this chapter is not limited to qualitative and 
quantitative personnel requirements information—the “QQPRTs” in 
Air Force procurement and guidance documentation or the so-called 
“personnel subsystem.” Our attention must also be focused upon the 
arrangement of positions in a structural hierarchy which is compatible 
with the hardware subsystem, facilities, communications, and the 
computer program component of the software subsystem. Organiza¬ 
tional design may or may not be merely a question of producing unit 
manning documents and organization charts which are minor varia¬ 
tions of the existing ones. In some cases alterations to the users orga¬ 
nization may be minor, but in other instances, depending upon the 
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or “integrated,” implies extensive organizational change , not merely 
personnel changes with, possibly, some implications for unit or crew 
manning. 

The subject of organizational design is large and complex. It 
cannot be done justice in this book. We shall limit our discussion to 
two illustrations of some of the types of organizational design prob¬ 
lems created by the development of computer-based information 
systems: (1) the manager-staff-line-computer structure, and (2) infor¬ 
mation flow and the chain of command. 

THE MANAGER-STAFF-LINE-COMPUTER STRUCTURE. In the typical 
large-scale enterprise, of both the military and the nonmilitary variety, 
top managers and commanders are assisted in their daily decision- 
making tasks by staff personnel. As the staff is organizationally differ¬ 
entiated from top management, so, too, is the line distinguished from 
the staff. The structure of manager-staff-line relationships has a long 
historical tradition, particularly in the military sphere. It is not clear 
at the present time what the long-range impact of the introduction 
of automated information-processing equipment upon these traditional 
organizational relationships will be. Gilbert Burck, however, has noted 
that one effect of computerization is the increased importance of staff 
functions. 1 The problem which faces the system developer when he 
injects the electronic digital computer into the manager-staff-line orga¬ 
nization is essentially this: how can the computer with its auxiliary 
equipment be inserted into the current organizational structure to 
achieve the objectives and needs of the enterprise with a minimum of 
disruption and with maximum operational effectiveness? 

Other, related questions arise. What relationship shall the auto- 
mated information-processing equipment have to the top manager, the 
staff, and the line? Shall the computer be linked only to the staff, while 
relationships between the staff and the other elements of the organi¬ 
zation remain unchanged? Or shall the computer serve both the staff 
and the line simultaneously, while traditional relationships remain 
with respect to management? Is it desirable that top management have 
a direct link to the computer? 

There are many ways in which the automated information¬ 
processing equipment can be tied into the existing organizational 
structure. Figure 6.3 suggests four alternative possibilities. It is the 
developer’s responsibility to determine in each specific case which of 
these, or other possible alternatives, will be the most effective. The 
measure of effectiveness is the contribution that the alternative makes 
to the stated objectives of the enterprise. 
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Figure 6.3 Alternative organizational possibilities for the manager-staff-line- 
computer structure. ° 

Of course Figure 6.3 is a highly simplified version of the real 
problem. In actual large-scale information systems we are dealing not 
with a computer, but with several different kinds of computers in 
association with a variety of other equipment: displays, consoles, 
input/output devices, and memory or storage units. How to design the 
linkages among all these units as well as those with and among the 
organizational units of the enterprise involves a host of difficult devel- 
opment problems. In Figure 6.3 we have shown the “line” structure 
of the enterprise within a single box; yet in the actual large-scale enter¬ 
prise, of course, the relationships of line departments and divisions to 
one another, as well as to the computer complex, the staff, and top 
management, constitute another set of difficult development problems 
which ideally at least, it should be the function of organizational 
esign to reso ve. This is an area of responsibility for the software 
developer which is still in the pioneering stage and which is not yet 
receiving the attention or research funds it warrants. 
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the relationship between information, authority, and military organi¬ 
zation, M. D. Feld writes: 8 

“Channels of military information thus mirror the chain of com¬ 
mand. . . . To state it simply: the flow of commands is from superior 
to subordinate, the flow of information from subordinate to superior. 
A description of the quantity and the direction of these two items 
normally corresponds to a literal description of the status structure of 
the military organization involved/’ 

One result of the traditional transmission of information along the 
vertical chain of command is that lateral communication is not devel¬ 
oped to a comparable degree. In the typical large-scale organization, 
personnel of equal rank, for example, department heads, “are under 
no formal obligation to communicate with one another.” 9 Automated 
information processing challenges this traditional indifference to lateral 
information flow. The computer in association with contemporary 
communications technology makes the flow of lateral information 
among personnel of equal rank in the organization feasible and eco¬ 
nomic, while technological and operational conditions (missiles and 
space vehicles, the need for coordination, rapid product obsolescence, 
etc.) make it operationally essential. In that very perceptive book, 
Management Organization and the Computer, the collapse of depart¬ 
mental walls before the onslaught of computer technology is cited 
several times as a common experience in a variety of enterprises. 10 

The decision as to whether or not such a collapse of walls will 
occur after the introduction of a computer-based information system 
should be based upon rational considerations of experts in organiza¬ 
tional design in consultation with the user and in terms of the pre¬ 
determined objectives of the enterprise. 

Personnel Test and Evaluation Plan. In addition to personnel 
documents and organization charts, a major .product of personnel and 
organizational design is a personnel test and evaluation plan. This 
eventually becomes one component of the system test and evaluation 
plan. The focus of this component of the system plan is upon the 
personnel and organizational design. We have maintained that the 
personnel and the nature of the organization, in addition to the facili¬ 
ties, hardware, and communications, are determinants of system per¬ 
formance. The purpose of the plan, therefore, is to provide the 
measures and the criteria against which both personnel and organi¬ 
zational effectiveness can be evaluated. 
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In our discussion of task performance analysis we saw that task 
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earlier. Since these requirements deal with personnel aspects which 
are unusually critical for satisfactory system performance, it follows 
that the emphasis for testing and evaluation should also be upon them. 

6.3 LABORATORY SIMULATION FOR ORGANIZATIONAL DESIGN 

In this section we shall review the role of laboratory simulation 
and experimentation for organizational design. Mathematical modeling 
and computer simulation are currently being exploited for organiza¬ 
tional research, but it is primarily laboratory simulation which has 
made contributions to organizational design decisions in the course of 
system development efforts. 

In a previous section of this chapter we noted that organizational 
design represents a pioneering area of software development. As we 
have remarked, this is partly due to failure on the part of users to 
appreciate fully the effect of injecting a computer-based information 
system into a large-scale enterprise. However, a major reason for the 
relatively slow emergence of organizational design as a legitimate area 
of concern to software developers is the high cost of the techniques 
used. This is especially true for the conduct of laboratory simulation. 
It is a costly proposition to plan and construct a laboratory facility, to 
maintain the professional and technical staff necessary to operate it, 
and then to conduct the on-going studies and experiments. It is, there- 
fore, necessary for the developer to justify to the user the need for 
such a facility, but this is obviously difficult to do before the actual 
problems which might be solved by the laboratory can be identified. 

The use of a laboratory facility in which design decisions can be 
generated, tested, and evaluated is an adjunct to the logical or rational 
design process. This is also true of mathematical models and computer 
simulation. No matter how thoroughly and efficiently the rational 
process of design is carried out for a large-scale, computer-based in¬ 
formation system, there inevitably will be errors, inadequacies, and 
gaps in the design effort. The larger and more complex the particular 
system, the more valid this proposition is. It is through the application 
of such techniques as mathematical modeling, computer simulation, 
and laboratory simulation that design concepts arrived at logically from 
statements of system objectives and requirements can be explored, 
analyzed, tested, and verified. These steps are particularly important 
in organizational design. Unlike many other aspects of a typical large- 
scale system, organizational design involves many independent vari- 
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ables which affect organizational performance, and most of these are 
subjective in character. For organizational design the significant param¬ 
eters are many in number, inadequately specified, or even unknown. 
For these reasons the conduct of experiments in a laboratory facility 
is of critical importance in organizational design. 

Although the developer cannot guarantee in advance specific 
results from using a laboratory facility, he can and should ensure the 
user that the cost of such a facility will be more than offset by the more 
efficient system design which will result and by the fact that many 
costly changes will not be necessary because, thanks to laboratory 
testing, the faults in the design will be found relatively early in the 
development process. 

Since the pioneering work in 1951-1954 of the Systems Research 
Laboratory of the RAND Corporation on organizational adaptation 
through the simulation of an air defense direction center, there has 
been growing recognition that organizational problems can be suc¬ 
cessfully studied through laboratory simulation in which the investi¬ 
gator has a high degree of control over the inputs to the system and 
the conditions of observation. 11 The virtues of studying organizations 
m the laboratory are to some degree the same as those of other types 
of laboratory experiments: the complexities of the natural world can 
be reduced; random factors can be excluded; and the effects of isolated 
variables can be studied. But, in addition, this technique makes pos¬ 
sible the study of multiple, interacting variables. The importance of 
laboratory simulation for the study of military organizations should be 
evident: the real military organization need not be disturbed; the cost 
of obtaining essential knowledge can be reduced; and wartime func¬ 
tions and situations can be studied in advance of the real events. 

,. 7 1 § eneral > ^ types of laboratory simulation can be differen¬ 

tiated: functional models and operational models. Functional models 
do not have the scale properties of the real system but they do dupli¬ 
cate lts basic functions. J. Jaffe and M. Berkowitz have pointed out the 
ue of functional models m system design work. 12 M. Zelditch and 
• K. Hopkins have used the term “miniature replica” to refer to this 
type of laboratory simulation and cite the RAND Logistics Laboratory 
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tions. This type of simulation is referred to by Zelditch and Hopkins 
as the 'part replica/’ 14 Some fragment or part of the real organization 
is duplicated in the laboratoiy with the missing parts simulated. This 
was the method used by RAND in the air defense studies referred to 
earlier and is utilized in Project SOBIG to study organizational prob¬ 
lems in business. 

In spite of the obvious differences between small groups simulating 
an organization in a laboratory and the real organization, valid testing 
of design hypotheses can be carried out. This is possible as long as the 
hypotheses being tested refer to properties of organizations which can 
be produced in the laboratory setting. For example, an arrangement of 
nine people into three three-man units is not an exact equivalent of a 
large-scale organization, but it does possess some of the basic prop¬ 
erties of such an organization, such as division of labor, delegation of 
authority, coordination, and interaction. 

To illustrate the role of laboratory simulation in organizational 
design we shall review the utilization of the Simulation Facility 
(SIMFAC) in the design of the Strategic Air Command Control 
System (465L). 15 SIMFAC was designed along the lines of a func¬ 
tional rather than an operational model. It is best described as a 
facility in which functions analogous to those being designed for the 
new system could be simulated at various levels of operational fidelity. 
But the facility was not a physical replica of the new system. There 
was no computer, for example, in the facility. 

The major objectives of SIMFAC were (1) to aid the design 
process by providing a capability for testing alternative design con¬ 
cepts; (2) to determine the adequacy of the design specifications to 
meet system objectives in a simulated environment; and (3) to deter¬ 
mine feasible alternative design features when review by the user 
resulted in a decision to reconsider the original design concept. These 
objectives fall into three distinct stages in the development process: 
preliminary design, postdesign/preproduction, and postproduction/ 
postdesign. The studies conducted in SIMFAC concentrated upon the 
problems associated with the performance of operational tasks such as 
the information requirements of SAC controllers, the system utilization 
procedures, and organizational implications, particularly with reference 
to decision making, information filtering, and task allocation. 

Sthdies in SIMFAC were conducted to determine whether the 
inputs as designed would meet the requirements for information asso¬ 
ciated with specific operational tasks at selected system positions, such 
as duty controller, materiel controller, weather controller, and the 
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battle staff. A variety of system functions was tested, such as monitor¬ 
ing and controlling peacetime force exercises, and monitoring and 
controlling force status. Some typical organizational problems investi¬ 
gated included a study of the adequacy of the control of system inputs 
in terms of sequencing, filtering, and communications links among 
personnel, and the adequacy of the placement of wall displays with 

needs 1106 ^ ^ ^ l0Cati ° ns of °P erators and their information 

One of the virtues of laboratory simulation is that it is heuristic 
important design findings are made in one area during an investiga- 
bon of another area. This occurred in SIMFAC in studies of the legi¬ 
bility of planned wall displays. It was found that the original plans for 
displays contained excessive viewing angles and viewing distances, and 
a pha-numeric characters which were too small. As a result of these 
namgs, design changes were proposed in work space arrangements, 
operational procedures, and organization. Thus, in this case, organiza- 

°na esign ecisions were the by-products of laboratory research 
conducted for other purposes. 

The limitations on the use of laboratory simulation for organiza¬ 
tional design should be understood. Such techniques cannot “prove” 
that one design decision is more valid than another. Since simulation 
models are generalizations of reality in which some properties of the 
actual object are left out, the manipulation of models in the course of 
system development leads to the raising and testing of hypotheses, not 
to proof. Nevertheless, with this limitation, laboratory simulation has 
emonstrated its utility m providing designers with objective methods 
whereby hypotheses (alternative design concepts) can be systemati- 
cally generated and submitted to a variety of tests. 


6.4 SUMMARY 
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tional analysis and design were identified and described. These steps 
included (1) task performance analysis (to determine human require¬ 
ments ); (2) the identification of special personnel requirements; (3) 
the grouping of tasks; (4) the definition of positions; (5) the estimation 
of personnel manning; (6) the definition of the organization structure; 
and ( 7 ) the creation of the personnel test and evaluation plan. 

In the description of the design process for personnel and organi¬ 
zation, the types of analyses conducted by the developer were reviewed 
and illustrated. The relationship of task performance data, derived 
from task descriptions and task analyses, to development activities 
conducted simultaneously with personnel and organizational design 
was indicated. 

The importance of raising questions in the area of organizational 
design, as distinct from personnel design, was stressed. Some attempt 
was made to account for the fact that organizational design efforts 
have tended to be relatively neglected in comparison to personnel 
design work. Finally, the role and significance of laboratory simulation 
for the study and resolution of organizational design problems was 
discussed. 

Throughout the description of the major steps in the process of 
detailed personnel and organizational design an effort was made to 
indicate some of the major problems, attitudinal, managerial, and 
technical, which must be resolved by the user and the developer if an 
effective system is to be produced. 
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Chapter Seven 


Design and Production of 
System Procedures 

L. A . Friedman 


7.1 INTRODUCTION 


Objectives of the Chapter 

Before the marriage between a man and a machine can be effec¬ 
tively consummated, a charter must be produced which will link the 
two in a satisfactory relationship. This charter—a set of system proce¬ 
dures—enables a human being to become thoroughly acquainted with 
his complex, mechanical mate and to achieve proficient mastery of it. 
Without the charter, or with one which contains an incomplete set of 
operating rules, man is ill suited for this marriage. 

To illustrate, there is the great contemporary love-match between 
man and his automobile, a relationship which is not always a happy 
one, possibly because the charter relating the new driver to his vehicle 
is not thorough or exhaustive. The transition period from naive learner 
to experienced driver is hazardous and unpredictable because, among 
other things, the novice is not supplied with a complete set of proce¬ 
dures to guide his behavior for all driving tasks and situations. Usually 
the procedures he receives are supplied in a piecemeal fashion and do 
not cover all contingencies. In addition, the average driver must prac- 
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of the various sources of information upon the basis of which system 
procedures can be designed. 

Section 7.3 contains a discussion of the interdependence of proce¬ 
dures design with other design activities, such as computer program 
design and personnel and organization design, which must be devel¬ 
oped concurrently with the procedures. Included in this section is a 
discussion of the relationship of human engineering to computer pro¬ 
gram design. The final section of the chapter reviews the production of 
system procedures and provides some examples of them for a com¬ 
puter-based system. In addition, there is a short discussion of the task 
of validating system procedures. 

Definition of System Procedures 

The term "procedures” refers to a predetermined sequence of 
actions which should be taken to carry out some task or job, specifying 
what shall be done, how it shall be done, who shall do it and when. 
All organizations develop sets of procedures to assist in the achieve¬ 
ment of tasks assigned to various component units. These procedures 
may be used by personnel to make out reports, control inventories, 
operate equipment, or direct other people. 

With the advent of large-scale, computer-based information sys¬ 
tems whereby various organizational functions (management decision 
making, inventory control, transportation, research, production, sales, 
etc.) interact with one another, there has arisen a requirement for what 
is best described as system procedures. In the context of the large-scale 
computer system, the term “system,” as a modifier to “procedures,” 
refers to the interrelationships of components which receive, generate, 
process, and display information to support organizational goals and 
operations. The term “component” in this context refers to the men, 
machines, and computer programs which comprise the information 
system. Component procedures, then, are specific to the operation of a 
component. 

System procedures describe and prescribe the operating intercon¬ 
nections of each system component, that is, the standardized interrela¬ 
tionships among man-machine-computer program operations, actions, 
and decisions in a time-sequenced flow. Such interrelationships are 
necessary to operate, control, utilize, and prepare an information 
system. These four functions are crucial for the successful operation of 
a computer-based information system. 

System procedures, in order to specify the employment of a com- 
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puter-based system to receive, generate, process, and display informa¬ 
tion, must then describe and prescribe the following functions. 

1. The operation of computers and computer-related equipments, 
whether it is the operation of a computer console, card reader, paper 
tape punch, display or information retrieval device, or console type- 
wnter The procedures for operating computer-related equipment con¬ 
tain the decisions and actions for generating displays and running 
computer programs for each user task. 

2. The control or regulation of information processing, transmis¬ 
sion, generation, and display. The procedures for information control 
contain the decisions and actions which specify how information is to 
be obtained, processed, and displayed for each user task; what com¬ 
puter programs are to be run, in what sequence, to obtain required 
m carnation; how and when data are to be input, in what sequence; 
and how displays are to be retrieved for each user task. Thus, as data 
are input by the user for some purpose, their paths through the com¬ 
puter-based system must be controlled or regulated to ensure that the 
users needs are met. 


3. The utilization of the computer-based system for providing 
information to achieve the tasks and objectives of the user’s organiza 

on. The utilization procedures contain the decisions and actions that 
indicate those data to be input and retrieved which are needed as a 
base for decision making by the user. The procedures specify what 
mformapon is available or which displays are required for making each 
type of decision. The procedures indicate also the various capabilities 

ed^ f T PUt r Wd v y$tem ’ thereb ^ P r0vidin S the user ™th knowl- 
ge of the extent to which he can depend upon the system to process, 
display, or transmit his information requirements 

4. The preparation of data inputs, information output formats and 
displays computer program contents, punched cards formats, tape and 

to S Z°rl ?' The C ° nCe j pt 1 ° £ information s y stem preparation pertains 
to the development and determination of information requirements, 

rnrL ay t C ° ntentS ’ “formation storage requirements and accessibility, 
tasker P r °S ram functions, and equipment utilization for all system 
tasks. The preparation function is concerned therefore with “setting up” 
die computer-based system for operation and use. Another facet of 

diffio,dH re at6d t0 ^ dia S nosis of computer-based software 

difficuities. Thus, if computer programs are not performing as required 

or dispkys are not supplying the necessary information, the prepara- 
toH.procedures will prescribe the diagnostic and maintenance actMties 
necessary for ensuring normal operations. 
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In information system operations, these four functions may be 
assigned to four separate organizations or to four separate posi¬ 
tions within one organization. In some organizations, the three major 
functions—operation, control, and use—may be allocated to a single 
position. This means that the user also controls his own information 
processing (builds his own programs) and operates the computer equip¬ 
ment. In any case, the scope and contents of any set of system proce¬ 
dures are determined by the organizational arrangement or allocation 
of these functions. Whatever allocation decisions are made, system 
procedures must be produced for each function. More will be said 
about this subject in Section 7.4, “The Production of System Proce¬ 
dures.” 

In a complex, semiautomated information system, the system pro¬ 
cedures are a “feedforward-control” mechanism. They assist in the 
attainment of a specific user goal by providing statements of sequenced 
activities which must be followed; they tell what is going to happen 
and the steps which must be taken to ensure that it does happen. In 
other words, operators or users can maintain system stability by fol¬ 
lowing the map laid out in their procedures; they know before they 
start which road to follow to their destination. 

Why System Procedures Are Important to the User 

When the power is turned on, the new information system will not 
operate as smoothly and efficiently as the one it is replacing. The com¬ 
puter-based system should not be expected to perform at maximum 
proficiency on the day when the last piece of hardware and the last 
computer program are checked out and installed, and the human 
beings who are part of the system are assigned to their positions. 

If there is no smooth transition from old to new, one possible 
reason may be that the agent which links the men, machines, and 
computer programs within an institutional environment may not have 
been provided. It is imperative that the people who will interact with 
or use the system be provided with links which can serve to orient and 
educate them before the system is installed and operated, and to guide 
them when it is operational. And it behooves the system designer to 
achieve a smoother and swifter transition, without compromising or 
degrading organizational goals, by providing the links which will 
ensure efficient system operations the day the power is turned on. The 
procedures are these links. 

During the early stages of system design, the potential user re- 
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ceiyes documentation on the design of the various system components 
(hardware and computer programs). The user eventually receives a set 
of instructions with each component. But he has also a need to learn 
how these components will be related as a system, what the require¬ 
ments are for operating the system, and how system utilization fits or 
oes not fit into his current organization and operations. A preliminary 
set of system procedures (before program coding is performed) pro¬ 
vides the potential user with a description of system operations, con¬ 
i' raints, and capabilities, thereby enabling him, if necessary, to feed 
back required modifications to the designers. 

In practice, the development of procedures for the operation of 
components is not new. They have been provided for the operation 

ii-l V6ry pr ° duCt from children ’ s toys to typewriters and aircraft. 
Within computer-based systems each piece of hardware comes nor¬ 
mally with a manufacturer’s instructional handbook, and each com¬ 
puter program or display console is accompanied by a set of simplified 
instructions. Yet the practical value of such component-oriented pro- 
cedures during system operations is questionable. An accumulated 
stack of instructions for equipment and computer programs is no more 
useful for prescribing how to operate and use a system than a set of 
automobile operating instructions prepares an inexperienced driver to 
handle a car on a high-speed freeway. The result is a critical hiatus in 
system operations, a hiatus known as an “open loop.” There is no 
control element to correct deviations. The computer program halts, but 
no rules are available for recovering according to organizational re¬ 
quirements. We need, then, to differentiate carefully between com- 
ponent procedures and system procedures. 

In the system procedures approach, man and machines and com¬ 
puter programs are viewed as being in series, as they would normally 
be expected to operate, with a major emphasis on man as the control 
element. This means that human beings are required to make crucial 
or complex decisions. The human element is vitally important for the 
success of operations in a semiautomatic information system because 
it is the operator who closes the loop. Human control is a necessary 
feature for a semiautomatic information system such as SAGE for 
examp e. n the other hand, little or no human control is necessary for 
an automatic system such as a single-thread, closed-loop system (e g 
a radar tracking system). The differences which determine the degree 
of human versus automated control are as follows. In an ideal single- 
thread system it is possible to state exactly what will happen to every 
input at every stage of its passage through the system. Control over 
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inputs, operations, deviations, and outputs is automatic. However, in 
a semiautomatic system there are time lags which delay information 
output, and numerous other constraints and contingencies which pre¬ 
clude ideal automatic operating conditions. In general, the more 
disturbances which enter the system, the greater the need for external 
control by human beings over these perturbations, and the greater the 
need for system procedures to "program” the human being, enabling 
him to exercise this control (thereby closing the loop). 

From the system users point of view, one of the values of written 
procedures is that they can serve as a document which interprets the 
operating potential of a set of computer programs and displays. Most 
potential information system users do not understand computer pro¬ 
gram jargon, and to submit to them computer program design specifica¬ 
tions without some type of understandable guide will only lead to 
misunderstanding and perhaps rejection of the system. 

System procedures, then, can contribute to a successful operation 
in a variety of ways—they may be used as a means for specifying the 
role of each position and/or function within the framework of the new 
system, as a tool for system orientation, and, most important, as a guide 
for daily operations. 


7.2 INPUTS TO SYSTEM PROCEDURES DEVELOPMENT 

System procedures must be developed in accordance with the 
same design specifications which guide the development of other 
system products, such as computer programs. (See Chapters 4 and 5.) 
System procedures must be developed during all phases of design 
specifications because they are needed to assist in the determination of 
the final operating requirements for each system product. Therefore 
the system procedures designer must maintain an intimate knowledge 
of appropriate design specifications in order to develop procedures 
requirements concurrently. If he accomplishes this, he can then wed 
the hardware and the software effectively into a total operating system. 
It must be emphasized here that each of the components—equipment, 
computer programs, etc.,—represents only a single subsystem. Conse¬ 
quently, the design specifications for each component contribute only 
to the operating requirements and capabilities of the subsystem in¬ 
volved. Thus, computer program requirements divulge data only on 
program logic, program exits, and program error checks. From this 
information it is necessary for the procedures designer to extrapolate 
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the necessary interactions between the computer program and human 
emgs and between the computer programs and equipment. 
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a single source. In the development of a large-scale information system, 
there may be a variety of program requirements documents which 
include varying levels of design detail; for example, earlier documents 
may state only that certain types of data will be output, whereas later 
documents may specify the format and contents of the data which 
are being output. The human interface requirements designer may 
utilize the earlier documents, while the procedures designer may find 
the latter ones useful. In any event, the following is the type of infor¬ 
mation derived from program requirements documents which designers 
need in order to develop procedures: 

1. The program's function, its limitations and capabilities. 

2. The data which are to be input and output by human beings, 
the data input and output by programs, and the formats of these data. 

3. The program operating descriptions, that is, program halts 
which require human actions and decisions; program options and 
limitations; error checks by the program which result in task termina¬ 
tion; the way to start, stop, or recycle programs; the method for 
recovering errors; display contents and their meaning; the conse¬ 
quences to operations if critical steps are not taken. 

4. The computer programs which constitute a system task. 

5. The required sequences for these programs and tasks. 

Equipment Requirements 

The type of information in this design area with which the pro¬ 
cedures designer is concerned involves the operational characteristics 
and capabilities of each piece of equipment vis-i-vis computer pro¬ 
gram requirements and human interface requirements. It is not neces¬ 
sary for the procedures designer to describe for an operator how to 
type on a computer console typewriter, but the procedures should con¬ 
tain the requirements for starting and stopping the computer which is 
controlled by the typewriter (e.g., “type START"). More essential, 
however, is the need of the designer to know the operational capa¬ 
bilities of such equipment. Can the typewriter be used as an input 
device? Should all inputs be made via the typewriter, or can another 
method of input be used? What are the equipment operating charac¬ 
teristics which impose constraints on computer program design and 
human interfaces? Although a single kind of equipment may be used 
in many systems, its function may be altered in each system; conse¬ 
quently, its operation and associated procedures will be modified. 
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Figure 7.1 Example of human interface flow diagrams. 
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The extent of the procedures designer’s task will also vary in 
accordance with the user’s attitudes toward automatic operations The 
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user may require, for example, that control of the system’s operations 
always be retained by human beings. This will call for the design of 
more procedures than would be needed if potential users had more 
confidence in the reliability of automated operations. 


7.3 PROCEDURES DESIGN AND OTHER DESIGN ACTIVITIES 

The procedures designers perform an important function during 
the preliminary or early stages of system design, namely, as sources of 
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information and guidance for other designers, such as computer pro¬ 
gram designers, and for the potential system user. Similarly other 
system designers provide information for the development of system 
procedures. It is most important to emphasize the need for concurrent 
product design and the contributions different types of designers make 
to each other s work. The most significant areas for which procedures 
designers perform contributory functions are computer program design 
training program design, and personnel and organization design. 


computer Program Design 
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To ensure that the new system will operate in accordance with 
system missions and goals, it is necessary that procedures designers 
work with computer program designers. The documented procedures, 
particularly during the early phases of design work, serve as a source 
of feedback to computer program designers on the eflSciency and 
applicability of computer program operations in relation to over-all 
system operations. The feedback can be provided during the develop- 
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sions, and operations can be assigned more effectively to a computer 
program and which to human beings so as to ensure in the end a 
smooth, efficient, and troublefree operation. 

Procedures designers must always perform some human engineer¬ 
ing analysis of computer programs simply because it is difficult to 
develop efficient and usable procedures for poorly designed programs. 
In too many instances, procedures have been used as a stopgap for 
overcoming some computer program deficiency. The result is usually an 
added work load for human operators. What follows are some general¬ 
ized, but not exhaustive, human engineering design factors which can 
be used to assess the efficiency of computer program operations during 
the early stages of design. Consideration of these factors should con¬ 
tribute to the development of practical and efficient system procedures. 
We will review the rationale underlying each of these factors and 
present several examples of what may happen (or has happened) if 
human engineering requirements are ignored. The first part of the 
discussion deals with the general human engineering factors: stan¬ 
dardization, automation, control, and tradeoffs. After this there is a 
discussion of their application to computer program operating require¬ 
ments: data processing, decision making, actions, inputs and outputs. 

Standardization. Groups of computer programs which are de¬ 
signed to accomplish a particular system function, such as reporting a 
specific type of deviation or generating production plans, should have 
standardized input media and standardized output formats. Too often 
input formats and the operations for generating these inputs are de¬ 
signed differently for data-processing tasks within a system function. 
Such a situation will cause the system users to shunt back and forth 
from one set of operations to another during the performance of the 
same task. If outputs (alarms, plans, schedules, or status messages) 
for a single task are to be recorded on printers, wall displays, type¬ 
writers, punched cards, and magnetic tapes, the system users will have 
to depend upon detailed procedures in order to discover when and 
where they can expect to find various items of information for the 
same task. 

Automation. It is wiser in most cases to automate operations which 
the computer programs can perform faster and more efficiently than 
a human being. This will simplify and minimize the contents and de¬ 
tails of the system procedures and lower the chances for human errors. 
If certain simple and tedious tasks are allocated to human operators, 
the probability of errors will rise. For example, it is easier for a com- 
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puter program to sequence a large deck of punched cards (or at least 
to check the sequence) than it is to require the operator to perform 
this task. The larger the deck of input cards and the more complex the 
data being input, the higher the rate of human errors which can be 
expected. Too often, the system procedures are required to prescribe 
the sequence. From a human engineering point of view, this is 

only a stopgap measure for coping with a computer program inade¬ 
quacy. 

Control. Computer program control over data processing means 
that simple program control decisions have been allocated to the pro¬ 
gram subsystem rather than to human controllers. If the decision 
parameters can be determined, they should be allocated to the computer 
program. Thus, the program subsystem will have control over computer 
programs, over data processing, and over data display. In this way 
only the critical decisions will be delegated to human controllers. 
Human operators and controllers can very easily make the mistake of 
cycling the wrong sequence of programs, of inputting the wrong 
information, or of requesting the wrong display. The computer pro¬ 
grams should be designed so that they can generate all the information 
necessary for control decision making rather than designing them to 
wait tor human beings to interrogate the programs repeatedly. When 
system users stipulate a specific situation or problem, computer pro¬ 
grams should automatically control other programs which will process 
and output all the necessary information to assist the users in making 
decisions. This will minimize interactions between system users and 
computer programs. 


1 radeoffs. Computer program and procedures designers will have 

o assess the advantages and disadvantages of program processing and 

human processing for the purpose of deciding the most efficacious 

method of computer program operation. Processing recommendations 

made from a human engineering perspective may require additional 

programmed instructions and the use of more core storage in the 

computer. However, such recommendations may result in a more effi- 
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tions with a computer program in terms of the system’s operational 
requirements and the capabilities of the human beings who will utilize, 
control, prepare, and operate the computer programs. There are at 
least five major computer programming elements which have human 
engineering implications and from which design requirements can be 
derived: (1) data processing, (2) program decisions, (3) program 
actions, (4) program inputs, and (5) program outputs. 

data processing. Calculation, Data Reduction, Sampling, etc . 
There are not many computations or manipulations of data that a com¬ 
puter program cannot do faster and more reliably than a human being. 
Calculations which might take a person days or weeks can be accom¬ 
plished by a computer in fractions of a second. Programs can process 
data via complex mathematical equations, algorithms, sampling and 
averaging techniques, etc., and provide exhaustive lists of information 
in any form faster than human beings can read or utilize them. If tests 
of program validity have demonstrated program logic, the probability 
of processing errors are a hundredfold less than if a man performed 
the task himself. If a man were assigned complex mathematical tasks, 
the job of developing system procedures for them would be as complex 
as designing the computer program itself and many times more difficult 
for an operator to follow. 

Error Checks. There are three major types of computer error 
checks on human inputs. The first type deals with a program recover¬ 
able error, which the program itself corrects. The second type of error 
involved is program nonrecoverable but human recoverable; the pro¬ 
gram notifies the user that the data which were input are not accept¬ 
able. In this case the computer program allows the user to correct the 
error. The third type involves human-initiated, nonrecoverable errors, 
in which persons input incorrect but comprehensible data which are 
within the limits of program acceptance criteria. The program in this 
case will process the incorrect inputs, but the results will be invalid. 
A fourth type of error check, to be discussed later under program 
decisions, refers to data deviation indications, that is, built-in logic 
which indicates when input data deviate from a criterion. 

The program recoverable error check is an ideal design feature. If 
enough determinable criteria and standards are designed into the pro¬ 
gram, human input errors can be minimized since the program will 
check and correct them. This, of course, is costly in terms of program 
running time and use of core space in the computer. The tradeoff here 
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woiild be the utilization of the program recoverable error logic for 
critical operational processes. In essence, the greater the number of 
program recoverable error checks which are provided, the fewer and 
simpler the system procedures which will be necessary to prescribe 
error recovery techniques. 

The nonrecoverable errors can be troublesome. When each such 
error occurs, the program will probably halt to allow for user inter¬ 
vention. This halt, including correction time, wastes valuable computer 
time. Again, the criticality of the operation must be evaluated to ascer- 
tain if it would not be best to allocate this error check to a recoverable 
error category. In some systems, one or two such nonrecoverable errors 
may not hinder smooth operations. But picture a system in which a 
dozen punched data cards are required to be input for a particular 
task, and the computer program makes ten error checks on each card. 
Cumbersome system procedures would then have to be written for 
correcting each error on each card. Indeed, in the event of a bad day, 
users may be doing nothing else but running back and forth checking 
their procedures and correcting cards. 

The procedures designer could suggest several solutions to the 
program designer, for example, to allow the program to cycle through, 
reject the errors, list them as they occur, and then allow for corrections 
at the end of processing. Where errors are considered trivial—those 
which have little or no adverse effect on operations or which can 
easily be interpreted by users—no reinitiation of the job is necessary. 
If the frequency of error checks is small but the significance of the 
errors is large, the program should be interrupted or should auto¬ 
matically halt to allow for corrective action. In these cases, system 
procedures will have to be developed only when users will interact 
with the program. Certain nonrecoverable errors can be easily rede¬ 
signed to become recoverable errors. In this case the procedures 
designer will have to develop procedures to specify recovery. For 
example, if the program will accept only fifty punched data cards, it 
can be designed to drop any excess cards which it perceives. Of course, 
he procedures will have to specify the program limitations so that the 
user will not exceed them, but at least program halts and error mes¬ 
sages are minimized. In this situation the program can be designed to 
include built-in criteria for rejecting excess data, and human beings 
can be informed via procedures that the important data cards should 
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is clone by program designers to minimize the number of instructions in 
a program. The computer program outputs information on the error 
to allow for human correction. The major problem here is that, if the 
error occurred in one instance, it will and can happen again/If the 
potential eirors are critical for system operations, the program should 
be modified to reject and correct them. 

The human-initiated, nonrecoverable error is the most difficult to 
discern and the most perplexing for program design. In most cases the 
enor check has to be included in the system procedures in an attempt 
to prevent the user from making the mistake. But, again, if he makes it 
once, he may make it again. Unfortunately, computer program error 
checks do not take into account all potential human errors, nor should 
they. Yet system procedures are used as a stopgap in an attempt to 
prevent certain critical errors which human beings can and do initiate. 
Here the procedures specify the caveat, but this never ensures that the 
error will not occur. For example, a procedure might say, “Do not read 
in punched card number 75 at time X if columns 11 and 12 have a BT 
entry. RT entries are to be made at time X and BT entries are to be 
made at time Y. Thus R1 at time Y or BT at time X will wipe (erase) 
all data off the recording tape on tape unit 3." And lo! The data are 
wiped off the tape at least once a day. Program designs of this type 
lead to compromises of system objectives. To solve this problem, a 
tiadeofi must occur, and a program error check should be provided to 
prevent such errors. Computer program designers tend to rely on the 
system procedures to provide the necessary error checks. 

decision/ ACxroNS. Two major types of control decisions are in¬ 
volved in a data-processing system. The first type consists of the 
operating decisions necessary to ensure the operating continuity of 
computer programs and associated computer equipment. Operating 
decisions determine which computer programs are to be operated, in 
what sequence, and whether data being input or output are valid. The 
second type consists of the system control decisions necessary to ensure 
that organizational goals are attained. System control decisions in this 
context relate to the decisions which are based on information derived 
from the data system. 

Operating decisions in most cases should be left to the computer 
programs and not to human controllers via complex control procedures. 
If, for example, some data fail to meet a program requirement, the 
computer program should have the capability and the logic to decide 
on the next course of action. If a computer program can be designed 
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to ascertain deviations, it is conceivable that the logic for their correc- 
tion can also be included. If a computer program performs a single 
processing function, the program start can be allocated to a human 
being, allowing this controller a choice of either operating or not 
operating the program. If the computer program has a single processing 
function but is operated in most cases with a sequence of other pro¬ 
grams (it interfaces at both ends with other programs), it is desirable 
to have the preceding computer programs call the subsequent ones. 
Under these circumstances programmed instructions should define the 
situations under which subsequent programs are to be called. This, 
in effect, will minimize human interfaces and potential human errors 
increase computer program automation, and decrease operating time. 
If system procedures are developed for the nonautomated sequencing 
of programs, the procedures will have to include all the information on 
tee nition of the situation and the decisions and actions necessary 
to call each program. These procedures can be avoided by automating 
program start activities whenever possible. 

System control decisions are allocated to those positions among 
the system users which have the responsibility to ensure that organiza¬ 
tional objectives are attained and that standards are maintained. The 
role of the computer programs is to provide the necessary information 
on system status, deviations, and problem solutions. The human en¬ 
gineering^requirements for computer programs with this function must 
ensure that information retrieval and display (on wall displays or 
printed on display consoles) are timely and automatic to allow con- 
ro ers to make their decisions. Display format and contents must be 
understandable (standardized, for example) to noncomputer pro- 
grammers. Many constraints to real-time (immediate) information 

™^ a I Cai ! ^ minimized b y automating program operating decisions 
o that the data requests of controllers can be serviced as needed. 

• f PUT ® AND om ™- Two of the more important program operat- 
g characteristics which require concentrated human interactions^* 
he programs are data inputs and outputs. In this discussion we are 

i h i he t pes ’ formats ’ and contents ° f such in P uts and 

outputs (rather than the actions or decisions which produce the inputs 
procedure^ W ^ ^ ^ Stmcture and conten ts of the system 

d Jr: °! ^ ba f ° desi § n re q uir ements should be the stan- 

dizafaon of data input formats and contents for system tasks. The 
nee or entenng data into an information system can be fulfilled via 
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several avenues, namely, punched cards, paper tapes, magnetic tapes, 
typewriter, discs, drums, etc. The input vehicle chosen should be based 
on operational requirements, whether there is a need to make real-time 
decisions or to update stored data periodically. Not only should opera- 
tional requirements be considered, but also the information system 
users capabilities. If the operating requirement for a computer pro- 
gram specifies that data entry will be made via two or more of the 
methods noted above, we can expect that individual work loads will 
be expanded, training requirements will increase, and error rates will 
be intensified. Information users will have to prepare several types of 
inputs with different formats for the same task, and operators will be 
required to move from one input device to the next for a relatively 
simple task. Similar data being input should be in the same format. 
Although this may seem to be self-evident, there have been instances 
where one program required inputs of distance in feet and the very 
next program specified inputs in meters. This inconsistency is easier 
to understand when we recall that the program design task is normally 
fractioned into a number of subtasks as described in Chapter 5. 

Outputs. The content, format, and timing of data being output 
(or retrieved) are some of the most significant man-computer program 
elements in system design. They are significant because, without 
correct information presented in a usable and understandable format 
and output at a certain time, system goals will be compromised. In 
addition, if there is inadequate information feedback on the results of 
human interactions with the computer programs, or if there is no 
feedback on the correctness or appropriateness of an input task, data- 
processing control will be lost. Procedures designers can make human 
engineering recommendations on the following aspects: (1) the timeli¬ 
ness of the output: is it presented in time to be of any use, or must 
procedures be developed to ensure that data can be obtained when 
needed? (2) the amount of information: does the output contain 
enough information on which to make a decision or perform an action, 
or will the procedures have to specify additional outputs? (3) the 
format of the information: is the content of the output understandable 
to the user, or will procedures have to be written to explain the format 
and contents? 

Data listings, system status messages, and informational outputs 
associated with operational requirements are extremely important to 
the system users in that such information is used to make control 
decisions, to report system status to management, etc. If the content 
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and format of the listings, status reports, and other outputs are not 
understandable or are not available to the users at the time needed, 
the data can lose their major function. The outputs may not be under¬ 
standable either because they do not contain enough information or 
because they are presented in a language incomprehensible to the 
user (in one case, names of geographic locations were output in pro¬ 
gramming language, in octal, rather than in intelligible mnemonics 
such as NYC for New York City). If the system user is not a program¬ 
mer, the data are almost useless until they are translated, usually via 
the procedures. J 


Personnel and Organizational Design Requirements 


The amount of preliminary task analysis work (analysis of tasks 
mto decisions, actions, information required, etc.) which is accom¬ 
plished before the commencement of procedures design and organiza- 
tion design determines the degree of interface between these two latter 
design areas. If there is only a minimal task analysis effort, resulting in 
a small amount of task information, designers of organizational struc¬ 
tures will become more dependent on the preliminary system proce¬ 
dures as a data base. If satisfactory task analyses are produced, the 
degree of interface is reduced. The scope of the interface will remain 
the same m either case. Between personnel and organizational design 
and procedures design there are at least three areas of interface: position 
definition, work team assignments, and manning estimates 


Position Definition. The personnel and organizational designer 
provides for the procedures designer data on the spans of control, 
responsibility, and authority for each position and each organizational 
unit. Without this information, it would indeed be difficult to allocate 
procedures to organizational positions or units. With such data, the 
procedures designer can view the levels of responsibility, authority, 
an raining required for each position specified in the personnel 
umn^rr T^ nd then / IIocate Procedures or sets of procedures ap- 
whTh fl' A S - F ? T S dGSigner muSt develo P a set of criteria 
I," S all T ti0n ' Thu$ ’ f0r exam P Ie ’ he wou ld not 

deSonM 8 CntiC Pr ° gram C ° ntrol 0r P r0 § ram Preparation 

to a computer operator, especially one who has had only on- 

puter programming " "° *” ° f ^ 

signer 11 ^’ the /^d^ designer provides to the personnel de- 

tafk descriZ 611 ^° nS ^ “ dGtailS ° f P os lti or > duties. Since 

p ons and analyses do not always provide adequately de- 
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tailed data on the priority or sequence of task actions and decisions, it 
behooves procedures designers to provide this information to the 
personnel and organizational designers. Information exchanges such 
as these depend on the degree to which personnel and organizational 
designers wish to develop duty statements and on how detailed the 
task analyses were. 

Work Teams. Personnel and organizational designers provide 
general information on work team requirements (positions working 
together to accomplish a job) and position interface specifications. In 
turn, procedures designers provide feedback to personnel and organiza¬ 
tional designers which may modify these interactions and consequently 
change organizational alignments. For example, a computer-related 
position may be required to transmit certain data outputs via pneu- 
matic tubes to a user. The data user may need these outputs to make 
a real-time evaluation of them. During procedures design, because of 
operational requirements, the peculiarities of the program system, and 
the configuration of work areas, it may be necessary to create a perma¬ 
nent user position (to be manned by someone who understands in¬ 
formation-processing techniques) to monitor computer outputs during 
the operation of computer programs which are related to this area of 
responsibility. This new requirement may thus affect the structure of 
computer area work teams, their concomitant duty statements, their 
manning interaction requirements, and their training requirements. 

Manning Estimates. The data bases for estimating the number of 
positions required and the number of persons needed to fill these posi¬ 
tions for a specified duty period are derived from several sources. Along 
with such analyses as work-load studies and traffic analyses, system 
procedures provide information on the number of positions needed. 
For example, if a position is found to be required to perform a large 
number of simultaneous procedures or sequences of actions, an addi¬ 
tional position may be called for. In another case, the number of pro¬ 
cedures that a single position is required to perform within a specified 
time period may suggest the need for additional personnel. Thus, by 
studying the number and complexity of the procedures for a system 
task or computer function within the times allotted, an estimate can 
be made by the designers of the number of people required to perform 
the task. 

System Training Requirements 

Since the system procedures can be written in such a way as to 
provide a detailed description of the system as well as of the methods 
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for performing individual tasks, the procedures can be useful as part 

needed meth0dOlOSy ^ determinin § the de g ree o{ system training 

1. The procedures provide the means by which the training de¬ 
signer can locate specifications of operational requirements for system 
functions (old and new), system tasks, and position tasks. 

2. They can offer another set of training performance standards. 

3. They can be used to determine task criticality levels via dis- 
cernment of critical procedures. 

4. They can provide information on data system positions which 
may require special or unique training. 

, 5 „ T J le >' can aid the Gaining designer to ascertain the complexity 
? r 1 cu ty o a system task so that levels of effort for learning may 
be developed. ® 7 

6. They can help the training designer to ascertain the similarities 
of new tasks to tasks in the system being replaced so that training 
requirements can be identified. ° 


7.4 THE PRODUCTION OF SYSTEM PROCEDURES 

The scope and contents of system procedures depend upon infor¬ 
mation obtained from potential customers. The purposes for which 
e procedures will be used inform the procedures designer of the level 
of detail required. The user’s organizational units supported by the 
data system or responsible for operating it inform him of the scope of 
procedures. The characteristics of operating units, or the way in which 
the organization interfaces with the information system, inform him 
of the content of procedures. 


Purposes of Procedures 

r are ^ ree ma j or types of purposes for which procedures may 

sed. In any given case of information system development the 
procedures may serve any one or all of these purposes: 

all nraJ° desCTi P ti ™ for *e purpose of orienting 

all organizational personnel who must interface with the computer 
based information system. r 

2. To provide material for the dual purposes of training com- 
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puter-related personnel and for serving as a detailed reference docu¬ 
ment. 

3. To provide instructions for the dual purposes of supporting 
system operations, control, use, and preparation and for serving as a 
summary reference document. 

In case 1 procedures will be spelled out in broad terms. For the 
purpose of orientation it is not necessary to detail specific actions and 
decisions, but it is important to cover general information flow, input 
and output requirements, and system processes. These procedures will 
aid in defining a user’s place in the information system and will de¬ 
scribe system capabilities in a general way. 

In case 2 the procedural materials must be relatively detailed, 
thereby providing to students the amount of information which will 
enable them to transfer from classroom training to on-the-job opera¬ 
tions with a minimum of retraining and supervision. If not enough 
information is provided, training objectives as well as operating 
requirements will be compromised. 

In case 3 the procedures should contain the required amount of 
information both for supporting daily operations and for supplying 
summary reference materials. If too much information is provided, 
procedures users will have to grope through large quantities of non- 
essential (for the moment) information to find the required action or 
decision; if an insufficient amount is provided, they will have to hunt 
for the required actions and decisions from other sources. 

The following sections will describe some of the major require¬ 
ments for determining the scope and contents of system procedures. 
Figure 7.2 illustrates graphically the contrasting scope of the three 
levels of procedures production noted above. The system overview 
level supplies procedural statements describing, in a general way, the 
various tasks that must be accomplished for a particular goal. At the 
system task level, procedures are detailed for each of the tasks within 
the system overview, for all organizations and personnel concerned 
with that task. At the position level, procedures are written for every 
position which has a responsibility for accomplishing part of that task. 

The Scope of Procedures 

System Overview Procedures. The scope of any set of system over¬ 
view procedures is based upon the range of responsibilities and op¬ 
erating requirements of any organizational unit which interfaces with 
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Figure 7.2 Scope and level of procedures compared. 


the computer-based information system. Since, by definition, such 
organizational units either are supported by the computer system or 
operate that system they must include in their over-all operations one 
or more of the four functions defined in the first section of this chapter 
w-hich consbtute the computer system, namely, operation, control, 
u 1 ization, and preparation. The areas of responsibility demanded by 
these four functions become the foundation for determining the scope 
of the system overview procedures. Figure 7.3 illustrates this scope. 
The flow diagram indicates the general responsibilities for “users” as 

well as for computer operators and controllers within the specified 

computer complexes. ’ * 

ni f 0r ex * m P Ie > to determine scope we need to ascertain what the 
! ' °? eS °fuser organizations are and whether these organiza- 

ons interface with each other via the computer-based system. The 

of Tone 0 w ^interface 0ccurs wiU contribute to the definition 

P • e need then to ascertain how user tasks are allocated, 
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Figure 7.3 Central computer sequence CC-S1. Prep 1 (Prepare for daily operations). 
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especially those tasks supported by the computer-based system. Thus, 
do the users also operate and control their own computer programs and 
equipment? If the answer to this question is yes, the “user” row in 
Figure 7.3 will be eliminated and subsequently allocated to the other 
rows. 

Are the operation and control responsibilities allocated to a sep¬ 
arate organization (as they are in Figures 7.3 and 7.4)? Assistance in 
determining these areas of responsibility should come from personnel 
and organizational subsystem designers. The responsibility areas are 
transformed into human interface responsibilities and then into pro¬ 
cedures. These system overview procedures involve all the general 
steps necessary to achieve some organizational objective. They are 
therefore in many instances broad in scope, that is, they include what 
all personnel within an organizational unit must do. 

Task and Position Procedures . The system overview procedures 
approach is not satisfactory for supplying all of the required informa¬ 
tion for training purposes or for supporting daily operations, and a 
further refinement may be essential. The broad scope of the system 
overview procedures can then be broken down into system task and/or 
position level procedures. Figure 7.4 illustrates a format which com¬ 
bines system task procedures for the user and position level procedures 
for a computer operator. This figure breaks out in detail the box in 
Figure 7.3 identified as CC-1-2, “Initialize Computer.” 

The scope of system task procedures involves all of the steps for 
accomplishing a particular task defined by the system overview. 
System task procedures inform all users what they must input for each 
task, when they should submit the inputs, and what they should expect 
in terms of information outputs and feedback on the status of their 
inputs. These procedures inform operators of their required interfaces 
with computer control and preparation for each task. Also, they pro¬ 
vide the computer control function with an overview of what all rele¬ 
vant organizations and/or positions should be doing in order to 
generate, process, transfer, and display information. If something goes 
wrong, the controller has a “road map” of all expected operations, 
actions, and decisions at a given time, making it relatively easy to 
pinpoint trouble spots and correct deviations. 

The 6cope of the position level procedures involves only the steps 
for which a particular position is responsible. The basic inputs for the 
development of such procedures are the system task procedures and 
the position definitions from the personnel and organizational design- 
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ers. The level of detail is determined by the extent to which procedures 
can supply information for supporting daily operations. In essence, 
the scope of position level procedures is bounded by the number of 
positions within an organizational unit which must work together to 
accomplish a specific task. 

The Contents of Procedures 

There are some basic ground rules for presenting the procedures 
and for ensuring that their information content is adequate to enable 
them to perform their functions. System procedures should include for 
each system task: 

• The function's responsibilities and goals. 

• The task goals. 

• The computer program's functions and operational requirements 
(what does the program do with the data, what is expected as 
an output, etc.). 

• All system constraints, contingencies, and program limitations and 
options. 

• The cues which initiate task procedures (messages, cards, etc.). 

• The procedures for accomplishing the task and for operating the 
computer programs. 

• Each human action, decision, interaction, data source, display, 
line of communication, and feedback control point in its temporal 
or sequential position. Each alarm or status display expected 
during the running of a computer program must be in its correct 
sequential position. Associated with human interface requirements 
must be the related computer program actions, decisions, pro¬ 
cesses, and equipment operations. 

• All recovery, alternative, and emergency procedures to ensure 
rapid recovery from deviations. 

• Specifications of consequences if critical steps are not followed. 
This determines procedure priorities. 

• Task completion steps. 

The procedure statements should be clear and concise, in detail 
where necessary to explain a complex operation, and in simple form 
where simplicity can save time and facilitate understanding. Examples 
of difficulties which can be encountered if wording is unnecessarily 
complex can be found in a cogent article by Alphonse Chapanis, who 
illustrates how poorly worded procedural statements can lead to 
incorrect operations. 2 
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Examples of System Procedures 

The hypothetical computer-based information system from which 
the examples are drawn in Figures 7.3 and 7.4 supports the daily 
production operations of a world-wide network of manufacturing 
plants. The “users” in this system are management personnel who are 
responsible for planning and regulating the manufacture, distribution, 
inventory, and sales of a specific commodity. 

The users provide data on current and projected sales to a central 
computer organization which uses these data to predict the production 
quota for each branch plant. The central computer organization 
(which operates the computer equipment and displays, controls the 
information flow to all points, and prepares the information require¬ 
ments ) controls the “prediction computer programs” for the purpose 
of determining when a specific product should be manufactured, how 
many of the items should be produced, over what time period pro¬ 
duction should take place, and how the products should be distributed. 
When data processing is completed, this information is transmitted to 
a branch plant so that responsible personnel there can begin (or cease) 
production efforts. In turn, branch personnel transmit information 
back to the central computer organization on current stock, status of 
manufacturing equipment, availability of personnel, transportation, 
etc. This information is compressed into suitable formats for the use 
of management personnel. 

Figure 7.3 illustrates, in flow diagram form, the system procedures 
for readying the system to transmit information to a branch site before 
daily operations. Figure 7.4 illustrates the system procedures for start¬ 
ing (initializing) the central computer system before information 
transmission. 

Figure 7.3 is a flow diagram sequence depicting the general 
information flow and functional interfaces for what is considered to 
be a “job.” (A job is composed of a number of related tasks.) Included 
in the diagram are the general responsibilities, actions, and decisions 
of three system functions. There are no position-related procedures in 
this figure. The top row indicates the actions and decisions prescribed 
for operating and controlling the data system at a central computer 
complex. The second row indicates the data user decisions and actions 
and user interfaces with the computer complex organization. The 
bottom row indicates the decisions and actions required of an inter¬ 
facing branch site-computer complex. 

Within the flow diagram, certain conventions are used to represent 
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Th e major advantage of this type of format is that the information in 
the diagram informs any procedures user of actions and decisions 
which must be made at any given time in the sequence, plus the 
actions and decisions concurrently being made by other personnel or 
organizations (along any ordinate axis). Information in this form 
makes possible better management control over all operations. 

Figure 7.4 is a set of more detailed procedures necessary for 
accomplishing one of the tasks noted in the sequence in Figure 7.3: 

Initialize computer, CC-1-2.” In this sandwich flow diagram, the 
extreme left and right columns include indicators for positions, as well 
as for concurrent program decisions, actions, processes, inputs, and 
outputs. In other words, the system task flow diagram depicts all the 
man-machine-computer program activities which occur at a given time 
(along any ordinate axis). Although the only two positions indicated 
are user and computer operator,” the entire flow diagram (as a 
single entity) is utilized by data control (management) to ensure that 
all steps are completed by all personnel and programs and that the 
task is accomplished. The following narrative is an example of operat¬ 
ing instructions which contain a more detailed explanation where 
necessary of each action or decision block in Figure 7.4. 


SECTION A. TASK DESCRIPTION 

Central Computer Task CC-1-2 
INIT II (Initialize Computer) 


1. Purpose 

The purpose of INIT II is to enter into the central computer program 
the number, date, time of day, and whether or not the program should 
generate a new Prep and/or recording tape. 

2. Equipment Interfaces 

None. 

3. Options 

An option is provided for making a new Prep tape, making a new re- 
cording tape, and later processing of branch data from storage sources at the 
central computer. 

4. Limitations 

An Initialize function (punched) card must be entered before any other 
function card will be accepted by the program (Except TERM and TAPE). 
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Entering the Initialization card (INIT) does not reset the Prep or recording 
tape unit numbers to their initial values. These will be reset to their initial 
values only when the central computer program is loaded from the master 
tape. 

The month, day, year, and AM/PM indicator must correspond with the 
data being processed by the central computer program. Particular attention 
must be paid to this required correspondence if data are being transmitted 
from the branch computer. 

When reinitializing (because of computer halt due to an error) the 
operator must put a double end-of-file (DEOF) on the recording tape and 
reinitialize. In order to write on the same tape, omit the RT option on the 
Initialize card. If the recording tape is to be replaced by a blank tape, then 
the RT option must be included on the Initialize card. In order to write 
a DEOF on the recording tape enter the following instructions in Bank 1, 
location (0000): 7502, 7500, 114X, 7700, where X is the logical unit 
number containing the tape on which the DEOF is to be written. Clear, set 
the Relative Bank to 1, and run. This area of core was specified to inform 
the operator of an area that may be destroyed without any useful data. 

Note; If the core-to-tape dump routine is to be operated before re¬ 
initializing, a DEOF will be written, thus eliminating the need for the 
previous method. 

5. Alternative Task Exits 

If INIT II is executed immediately after INIT I, the INIT II exit 
would normally be to PREP I or PREP II sequence. 

6. Outputs 

Log of the function (on the printer). (See flow diagram CC-1-2 page 
INIT 11-19, for details of task INIT II.) F 5 
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SECTION B. TABULAR OPERATING INSTRUCTIONS 
Central Computer Task CC-1-2 
INIT II (Initialize Computer) 

Tape Drive 1 Master Tape 

2 Prep Tape or Blank 

3 Blank 

4 Recording Tape or Blank 

Normal 
Operator 
Actions 

1. At the beginning of 
a new operation, or 
when the error mes¬ 
sage CC NOT INI¬ 
TIALIZED occurs, 
determine whether 
to input the ini¬ 
tialize function via 
card reader or type¬ 
writer. 


Computer-Program Error 

Actions and Conditions and 

Responses Recoveries 


2. a. If the function 
card is to be 
input by card 
reader, read-in 
the function card, 
and set JS 4. 

b. If the function is 
to be input via 
typewriter, type 
in the initialize 
card format and 
hit the carriage 
return. If a typ¬ 
ing mistake is 
made, type a 
immediately. A 
carriage return 
will be executed 
automatically. 
Retype the func¬ 
tion. (Once a 
manual carriage 


If a card read error 
occurs due to a 
mutilated card or 
to a reader failure, 
the message CARD 
READ ERROR oc¬ 
curs. 


a. If the card is muti¬ 
lated in any way, 
repunch card. Re¬ 
stack card in reader 
and continue. 
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Normal 

Operator 

Actions 

Computer-Program 
Actions and 
Responses 

Error 

Conditions and 
Recoveries 

return is made, 
there is no error 
recovery before 
the program pro¬ 
cesses the in- 
put). 

3. If the CC printer 

3. PNT NOT READY 


is not ready, the 

Turn on printer or 


typewriter outputs 

set the Select Code 


PNT NOT HEADY. 

to 7400. 


Program does not 
halt. 

4. If the initialize 
function is not ac¬ 
cepted, an error 
message is output. 

(Output will always 
appear on the CC 
printer. If input 
was by typewriter, 
output will also 
simultaneously be 
typed out on type¬ 
writer. ) 

a. If the job is 

a. ERR-JOB 


illegal or there 

Repunch or retype 


are too many 

function correctly; 


characters in the 

return to Operator 


field, printer out¬ 

Action 2a. 


puts ERR-JOB. 



Testing the System Procedures 

Unless system procedures are tested after their production, the 
designer and the potential customer will never be certain that the 
procedures as written will provide an efficient prescription for oper¬ 
ating, controlling, or using the information system. Testing is a critical 
step in the procedures development cycle for the following reasons: 
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1. It ensures operational reliability and validity; that is, the user 
is able to obtain the information he needs every time that he follows 
the procedures. 

2. It ensures quality control of procedural contents; that is, the 
statements are clear and understandable so that there is no question 
as to their meaning. 

Operational Reliability and Validity. Before any procedures can 
be put to practical use for operating and controlling the computer- 
based information system, they must be tested in either a simulated 
or an actual operational environment. One of the important reasons 
for this testing is that procedures which are developed from design 
documents are only nominal (that is, they specify what should be). 
Experience shows that what is actually done in an operational environ- 
ment does not always resemble what should be done. Thus, delivering 
untested procedures to a potential user can result in unsatisfactory 
operations. A test must be designed to check the validity of the pre¬ 
scribed system procedures; that is, whether they in fact operate and 
control the computer-based system for which they are written. Can 
the user obtain the information he requires by following the pro¬ 
cedures? 

The checkout and validity testing of procedures documents should 
not be confused in theory and practice with computer program check- 
out testing. The purpose of a program test (before delivery of the 
programs to the user) is to ensure that the program can actually do 
what it was designed to do, that is, to process X inputs to obtain X 
outputs (see Chapter 5). But these tests do not and cannot check the 
associated system procedures because they cannot always take into 
consideration all of the procedures, operational requirements, errors, 
constraints, human factors, and outputs for a specific task. Thus, a 
perfect data listing can be output by the program in a test bed. But 
can the same program print this output in the time required under 
operational conditions? This is the more critical question. 

The amount of procedural testing and the concomitant amount 
of test planning depend on the extent of new or modified computer 
programs. If the system is relatively new, the procedures should 
undergo extensive testing, preferably with potential users as subjects. 
(This could also function as a training course for the users, if neces¬ 
sary.) Plans for procedural testing can become quite elaborate and 
complex. For example, these tests may be designed to be used in con¬ 
junction with other types of human engineering tests, such as those 
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involving lighting adequacy, noise levels, workspace allocations, and 
display utilization, or with personnel subsystem test and evaluation. 

Quality Control of Contents. Quality control of the contents of 
statements is a widely neglected area in the development of pro¬ 
cedures, but some form of quality control is required in order to make 
sure that when a user reads his procedural statements there can be no 
misunderstandings as to their meaning. Unfortunately misunderstand¬ 
ing is not uncommon. From the designers desk, it is sometimes impos¬ 
sible to foresee the users difficulty in understanding procedural state¬ 
ments. 

Chapanis relates an incident in which a statement of procedures 
confused many readers/* The statement, although very concise and 
simple, did not convey the writer's meaning. It was placed on a sign 
between two elevators in a public building to guide elevator users. 
The sign read: 


PLEASE 

WALK UP ONE FLOOR 
WALK DOWN TWO FLOORS 
FOR IMPROVED ELEVATOR 
SERVICE 


The procedures were intended to direct elevator users to walk if they 
wanted to go up one floor or down two floors. But what did they 
actually do? Chapanis relates, “In a small study 1 did on this sign, I 
discovered that most people think along these lines: 'This must be 
one of those fancy new elevators that has something automatic. The 
elevator doesn’t stop at this floor very often. If 1 want to get the ele¬ 
vator I’d better go up one floor or go down two floors.’ And tins, in 
actual fact, is what many people did. When they had trudged either 
up or down, however, they found exactly the same sign at their 
destination.’’ One solution Chapanis suggested read like this: 


TO GO UP ONE FLOOR 
OR 

DOWN TWO FLOORS 
PLEASE WALK 
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Procedures testing must take place before the information system 
is finally turned over to the customer. There is, of course, an adjust¬ 
ment period for all the people who will use the new system. Learning 
to follow the new procedures takes time, but if the product upon 
which the users must depend is unreliable, they will probably not be 
able to operate their new system effectively, and the procedures docu¬ 
ments will be relegated to the wastebasket. 


7.5 SUMMARY 

The major intent of this chapter was to describe the functions, 
design, and production of those procedures which are peculiar to 
computer-based information-processing systems. The underlying intent 
was to argue for the necessity of the development and utilization of 
procedures as an integral part of general system design. The salient 
point developed was that information-processing systems, because of 
the unique and complex requirements they impose upon human beings, 
require different kinds of procedures from those provided in the past 
with the delivery of hardware systems. The system procedures philos- 
°pby provides recognition of the important part played by each system 
component and emphasizes the role each one (man, machine, pro¬ 
gram) plays interdependently with other components. Without ad¬ 
herence to this philosophy, the system will fail to operate at maximum, 
or near maximum, efficiency. In the introduction to this chapter, we 
discussed this point by asserting that system procedures provide a link 
among the men, machine, and computer programs within the system, 
a link which can be used to orient and educate the users before the 
system is installed and operated, and which will guide them when it 
is put into use. 

The second part of the chapter described the development process 
for the system procedures. The task of this section was to inform the 
reader of the importance of the procedures not only as a “cookbook” 
document to guide system operations but also as an integral part of 
system design. In terms of the latter, there were discussions on the 
types of data which procedures designers derive from other system 
design products and, conversely, the types of data needed by other 
design areas (personnel and organization design, training, etc.) which 
are derived from the system procedures. In addition to a review of 
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design requirements for procedures, there was a discussion of how 
human errors associated with computer program operation and control 
degrade information system operations. It was suggested that potential 
human errors can be reduced in number by proper system procedures 
development and by the human engineering of computer programs. 
One of the more important contributions of procedures design is a 
concern for human engineering. This responsibility is applied to the 
design of man-computer program interfaces. 

The final section described the scope and content requirements 
for the production of the system procedures and the development of 
test plans. The major justification for requiring procedures testing is 
that the system procedures can only be considered as nominal (what 
should be) mainly because their data inputs are derived from other 
design documents which are also nominal descriptions. Thus, in order 
to ensure the potential user that he has acquired a valid set of usable 
procedures, all procedures must undergo stringent testing. 

The cost of system procedures development for a computer-based 
information system is offset a hundredfold by the usefulness of the 
procedures to system designers and users. If the potential user does 
not contract for procedures development along with other system 
products, he will eventually increase the cost of system installation 
and operation. He will have to develop his own procedures after the 
system is installed, and system objectives will be compromised as a 
result of this lack of foresight. 
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Chapter Eight 


Design and Production of the 
Training Program 

P. E . Rosove 

8.1 INTRODUCTION 


Purpose of the Chapter 

This chapter is concerned with the development of the training 
program which may be required when an enterprise acquires a “new,” 
large-scale, computer-based information system. The process for the 
creation of the program is described. The assumption made through¬ 
out this chapter is that the replacement system differs radically from 
its manual or semiautomated predecessor. 

The scope of the chapter has been arbitrarily delimited. It is im¬ 
possible to cover in one chapter all the varied aspects of training 
which might be essential to ensure that a newly acquired information 
system will meet efficiently the needs of the user. In any given case, 
training needs may require classroom academics, orientation lectures, 
on-the-job training, group rehearsals of specific operations, and the 
study of handbooks and manuals. We have chosen to confine ourselves 
primarily to a relatively new type of training which is a by-product of 
the computer age—it is training that relies heavily on new techniques 
of computer-based simulation and has as its goal organizational leam- 


235 


236 Design and Production of the Training Program 

ing and organizational adaptation to change. By “organizational” in 
this context we mean entities larger than the face-to-face group. 

The process of development described, and indeed the entire 
orientation of the chapter, are derived from experience with training 
programs developed for military command and control systems. The 
precise manner in which this material can be applied to the training 
of information system users in nonmilitary enterprises cannot be speci¬ 
fied here. However, we shall cite the work of knowledgeable people 
who believe that the relevance of the concepts for nonmilitary enter¬ 
prises can be demonstrated and who are applying them in specific non¬ 
military cases. We believe that with the passage of time, as large-scale 
enterprises take on more and more of the characteristics of adaptive 
organisms, the experience gained in the development of training pro¬ 
grams for military command and control systems will become increas¬ 
ingly relevant and applicable to their nonmilitary counterparts. The 
rapid growth of management games based upon computer simulation 
of the business environment, which owes its origins to developments 
in military games, is a case in point. 

The requirement to design a training capability as one aspect of 
the system design activity is based on the assumption that, when a 
large-scale information system is being established for the first time or 
is replacing a manual predecessor, there will be a need for training. 
The typical user at all organizational levels is not familiar with the 
newer, automated information system technology and the operations 
associated with computerized systems. He will, therefore, normally 
require a period of training in order to acquire such familiarity. Also, 
by definition, an information system is composed of a complex network 
of interrelated and interdependent elements—personnel, computers, 
auxiliary equipment, computer programs, operating procedures, com¬ 
munication networks, and facilities. Before such systems can achieve 
an operational capability, they must undergo a period of “shakedown,” 
in which the interrelated and interdependent elements “learn” how to 
accomplish the objectives of the enterprise smoothly and efficiently. 

In the professional training and learning literature three levels of 
subjects are usually differentiated—the individual, the team or group, 
and the system as a whole. An efficiently designed training program 
for a large-scale computer-based information system should provide 
training at each of these levels. Considerable financial savings can be 
achieved if the training program designers can develop multiple- 
purpose exercises: exercises which can be utilized, as needed, to train 
individuals in basic skills, to train groups to function as smoothly co- 
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ordinated teams, and to train the entire system as an integrated entity. 
We shall discuss the design of training for individuals and teams where 
appropriate, but within the context of a system perspective. In the 
last analysis it is the system designer's job to maximize the perfor¬ 
mance of the system, not merely to provide training for individuals or 
teams. It is perfectly possible to have superbly trained components 
but still fail to maximize system performance. Our primary focus in 
this chapter, therefore, is upon the design of a training program for 
the system as a whole. We shall refer to this type of training as "sys¬ 
tem training.” 

There is, of course, nothing new about the concept of training 
systems involving both men and machines as wholes. The military 
have been doing something of this sort for centuries in their field 
maneuvers, task force exercises, and command post exercises. What 
has varied as a function of time is the size of the total system involved 
in a given exercise, the extent to which all functionally related ele¬ 
ments in the system participate in the exercise, the degree of realism 
in the efforts to simulate hostile actions and the operational environ¬ 
ment, the capability to evaluate or measure the system's performance, 
and the capability to provide all system personnel with adequate and 
timely knowledge of the results of their performance. These capabili¬ 
ties do provide something new—a potentiality for the application of 
scientific method to system design and system evolution. 

In recent years new dimensions have been added to the problem 
of training large-scale man-machine systems as a result of two factors: 
the increasing scope and complexity of such systems, and the intro¬ 
duction of digital computer technology. To highlight some of these 
dimensions and the pregnant scientific findings with respect to them, 
we shall review briefly, by way of introduction to this chapter on train¬ 
ing program design, several of the empirical studies conducted for the 
United States Air Force by the RAND Corporation. 

The Empirical Origins of System Training 

The RAND Corporation was formed in 1948 as a nonprofit orga¬ 
nization to conduct basic research for the United States Air Force. 
In 1950, John Kennedy, a psychologist who was a RAND consultant, 
suggested the need for the study of human factors affecting the per¬ 
formance of man-machine systems. 1 The impetus for such a study 
grew out of the fact that the designers of man-machine systems had to 
resort to a "degradation factor” in their designs since the operational 
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performance of a weapons system differed from its designed capability. 
It was recognized that insights had to be gained into the relationship 
between the human factor and system degradation. To carry out in¬ 
vestigations in this area a Systems Research Laboratory was established 
in May 1951. A basic problem was developing a methodology for 
studying the human factor in a man-machine system environment. 
Several methods were examined: gaming, group dynamics, three-man 
communication networks, model building, and single-variable con- 
toolled experiments. The approach finally selected was that of duplicat¬ 
ing the organization to be studied. A fairly complete physical model 
of an Air Defense Direction Center (ADDC) was constructed. 2 

It was recognized that the machine aspects of a man-machine 
system were determined and fixed by the designer. The human com- 
ponente, on the other hand, were flexible in nature, possessing a capa- 
bility for adaptation and learning as well as varying in motivational 
level. The RAND psychologists were interested in the problem of in¬ 
creasing the performance level of a man-machine system by maximiz¬ 
ing the capabilities of the human factor. Their problem was conceived 
m terms of the psychology of learning. The question to which their 
investigations were directed was this: given a particular system equip¬ 
ment configuration, could the human operators be taught to modify 
their procedures or learn new ones so as to improve system perfor¬ 
mance? By physically duplicating an Air Defense Direction Center 
and by observing its personnel carry out realistic operations, the in¬ 
vestigators assumed that they could expose some of the crucial factors 
in organizational learning. 

To understand the nature of the experiments which were con- 
ducted a brief review of the functions and organizational environment 
o an C is necessary. This description will also provide us with a 
basis tor understanding the examples used throughout this chapter to 
illustrate various aspects of the design of system-oriented training 
programs. 6 


An ADDC is essentially a radar site charged with protecting a 

m™°il ° f th f ? mted St £ tes against enem y air attack - !t maintains 
rvedknce of the air traffic in its area by means of radar. It identifies 

air traffic through the use of flight plans which it receives from the 

th~ trr AUth ° rity (CAA) - If an aircraft ^ not shown on 
T * P lai V ^ be identified b y an interceptor aircraft, 
which, if it should commit a hostile act, would attempt to shoot it 


In 1951, an ADDC was a basic component of the Air Defense 
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Command (ADC), which is responsible for the air defense of the 
United States. At that time ADC was composed of three regional 
forces—the Eastern, the Central, and the Western Air Defense Force. 
Each force was composed of several Air Defense Divisions. These 
divisions, in turn, were composed of several ADDC’s, early warning 
radar sites, a Division Control Center, and interceptor bases, all linked 
via communications networks. The entire system constituted a large- 
scale, man-machine organization. This “manual” system of air defense 
has since been replaced by the semiautomatic ground environment 
system known as SAGE. 

To carry out their study of organization learning, the RAND ex¬ 
perimenters built an ADDC with simulated radar scopes and controlled 
radar inputs. Communications with the CAA, adjacent Direction Cen¬ 
ters in the division, and the Control Center at division headquarters 
were also simulated by the use of scripts. By controlling the simulated 
radar inputs and communications, any number of unknown aircraft 
and a variety of problem situations could be presented to the ADDC 
crews and their reactions could be recorded and studied. Figure 8.1 
shows the basic simulation network as it was later adapted for use in 
the operational environment. 

Four investigations, nicknamed CASEY, COWBOY, COBRA, and 
COGWHEEL, were conducted by the RAND personnel. A group of 
28 college students comprised the CASEY ADDC crew. This group 
proved to be surprisingly effective in conducting air defense exercises 
in which normal variations of air traffic were simulated. Within a few 
days, the students were able to carry out their tasks while amusing 
themselves with other activities. The simulated amount of air traffic 
was doubled and then tripled. The students successfully coped with 
a double load but could not handle a triple load. The Air Force was 
sufficiently impressed with the results to supply Air Force personnel 
for the subsequent experiments. In the COWBOY and COBRA experi¬ 
ments the difficulty of the problems was periodically increased. The 
Air Force crews also successfully handled air defense problems of un¬ 
usual complexity and difficulty. In these experiments air traffic four 
times heavier than normal was successfully handled by the military 
personnel. It should also be noted that the simulation in the COW¬ 
BOY experiment was enlarged to include more elements of the air 
defense system (an adjacent ADDC and the Division Control center). 

COGWHEEL was essentially a field trial in ADC’s 27th Air Divi¬ 
sion of the techniques of system training which had been developed 
in the RAND laboratory. The results of the field test satisfied ADC 
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representatives, and as a result in 1954 that organization submitted a 
request to the United States Air Force to install the program in 152 of 
its radar sites. Another result of COGWHEEL was the finding that 
training could be enhanced by including additional elements of the 
system. The scope of training exercises was then enlarged to include 
all the radar sites in an Air Defense Division. The division-wide exer¬ 
cise was adopted as the standard training unit. 

The basic training principles which emerged from the RAND 
experiments can be summarized as follows: 3 

• Exercise at one time as large a part of the system as possible. 

• Provide a simulated environment which is as realistic as possible. 

• Observe and record selected aspects of system performance. 

• Provide system personnel with knowledge of results. 

• Exercise the system at a frequency which is consistent with high 
learning motivation. 

Since each of these training principles has been elaborated upon in 
the published literature, the subsequent pages of this chapter will 
focus, not upon these principles as such, but upon the development 
process for a training program. The objective of the development 
process is to provide adequately for the realization of each of these 
principles. 

In the SAGE Air Defense System, which replaced the manual sys¬ 
tem, the basic functions of air defense remained unchanged. The 
novelty of the SAGE system lies in the fact that the functions of de¬ 
tection, identification, interception, and destruction are carried out or 
assisted by the use of high-speed digital computers, the IBM AN/ 
FSQ-7. The first SAGE sector became operational in 1958, and the 
system was fully installed by 1962. Figure 8.2 shows SAGE sectors in 
dashed lines and SAGE divisions (later known as NORAD regions) 
in heavily darkened, unbroken lines. The main source of information 
or die system s computers is the inputs from the radar network. On 
t e basis of these and other data, the computers process special pro¬ 
grams which handle air surveillance, identification, weapons assign- 
ment, interception, and tactics. The routine data-processing functions 
which in the manual system were performed by men are handled by 
die computer in SAGE. The system provides more accurate and timely 
displays than were possible in the manual system, thereby allowing 
system personnel more time and opportunity for the human functions 
ot monitoring and decision making. 

The SAGE training program has a variety of purposes. 4 Exercises 
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are used to diagnose operational problems, to test the effectiveness of 
operations, to train the personnel who conduct air defense, to test the 
computer programs for compatibility between the SAGE sectors and 
regions, and to test new computer program features as they are in- 



Figure 8.2 A typical SAGE Direction Center. 
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stalled. The training program includes exercises which vary in their 
level of complexity from single-sector exercises to ones that are quite 
large, both in a geographical sense and in the sense of involving many 
personnel and many echelons of command. The largest exercise, known 
as DESK TOP, is conducted four times a year for the North American 
Air Defense Command (NORAD) (see Figure 8.3). Within the train¬ 



ing program several specialized areas have been selected for specific 
ammg battle and support staff training, disaster control training, 
and electtonic warfare training. In addition to these specialized areas, 

If e777 P r ° gram P r0vides trainin g so-called subsystems, such as 

• j SAG f D . lrec r tl0n Center Weapons Section, which can be exercised 
independently of other elements in the system. 

• ,™ e J 0C f f s y s tem training in SAGE is upon “procedural learn¬ 
ing, particularly m relation to the interactions of personnel, that is, 
teamwork. In this sense, system training is not a new idea. Teamwork 
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training has long been basic in military activities. What is new is the 
technological sophistication of system training and its application to 
large-scale organizations of the command and control type. Army field 
units, Navy task forces, and Air Force flight crews can still be trained 
in teamwork through maneuvers and field exercises, but one cannot 
train command and control and electronic support systems through 
these traditional methods. Command organizations, such as NORAD, 
cannot undertake procedural learning or teamwork training by going 
out on maneuvers. Other traditional methods, such as war gaming and 
command post exercises, do not meet the full range of training needs 
for this type of large-scale organization. System training, by contrast, 
is effective for this purpose. 


Philosophy Underlying System Training 

A consideration of the training which is required to maximize the 
performance of large-scale information systems leads us into relatively 
unchartered and murky waters. While much is known about the train¬ 
ing of individuals and teams, where the team is conceived as a face- 
to-face group, relatively little is known about the problem of training 
and evaluating systems involving hundreds or thousands of individuals 
who interact with one another, not on a personalized, face-to-face 
basis, but impersonally via complex communications networks encom¬ 
passing, for example, a large military command headquarters building 
or vast geographical areas, national or even international in scope. 

In the traditional approach it has been assumed that training was 
accomplished when personnel understood their equipment and mas¬ 
tered a set of procedures (standard interactions with other personnel 
or equipment) as defined in advance by the system engineers or 
analysts. This approach is adequate given a certain set of conditions: 
(1) that the system designer knows all the variables, both internal and 
external, which can affect system performance and (2) that the sys¬ 
tem’s objectives or functions will not change with time. But as systems 
have increased in complexity, involving more variables, and as the rate 
of change has accelerated, such a rigid approach to training has not 
been adequate. 

Another traditional approach to the design of a training program 
is to focus upon the individual or the team. One trains the pilot to fly 
an aircraft or the bomber crew to operate a B-52. It is a simple matter 
to isolate such individuals or teams as likely units for training. But if 
one shifts attention from the fighter pilot to the air defense system of 
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which he is only a single component, or if one looks at the Strategic 
Air Command as a command and control system in which the bomber 
and its crew constitute only a single element, training the system with 
respect to its specific functions constitutes a problem of an entirely 
different order. The focus of our attention shifts from units (structure) 
to functions. What needs to be trained, in this perspective, is not an 
individual or a team but a function—for example, in the case of an 
air defense system, the function of defending a geographical area from 
attack by air-breathing vehicles, or the function of tracking radar re¬ 
turns, or the function of identifying unknown aircraft. Once attention 
is shifted from structure to functions, the size of the component to be 
trained is no longer a primary concern but becomes secondary—a 
matter of whether or not it is technically feasible to provide training 
for a given structural component of the system. 

In Chapter 6, in the discussion of the role of laboratory simulation 
in organizational design, it was pointed out that, no matter how 
thoroughly and efficiently the rational process of design is carried out 
for a large-scale computer-based information system, there inevitably 
will be errors, inadequacies, and gaps in the design effort. As systems 
become increasingly complex, as the basic functions to be performed 
require intricate patterns of man-man and man-machine interaction, it 
becomes more difficult to design in advance the most efficient set of 
procedures relating men to one another, to the system hardware, and 
to die computer programs. Therefore, training based upon a simulation 
technology becomes increasingly the means whereby an adequate set 
of interactional procedures can be developed. 

The fact is that, at the present stage in the evolution of computer- 
based information systems, the most efficient relationship between the 
mmi and the computer is largely a matter of guesswork. It is not based 
sufficiently, or as much as one would like, upon knowledge gleaned 
irom experimental or experiential evidence. What is the most efficient 
pattern of man-computer cooperation in the performance of specific 
tasks? To what extent should this pattern vary, given different types of 
as s. ese are basic questions in the design of man-computer inter¬ 
actions. At the present state of the art it is not practical or desirable to 
eiminate human intervention in the machine processing of informa¬ 
tion. Yet we do not know how to design a system which reflects man- 
computer symbiosis. 5 Until such time as these design issues can be 
resolved, system training may be used in the operational environment 
ror the study of more efficient interaction patterns. 

A number of investigators have described the differences between 
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“established” and “emergent” situations 6 and “programmed” and “un¬ 
programmed” tasks. 7 Under conditions of rapid change, it is the sys¬ 
tem's capability to cope with emergent situations or unprogrammed 
tasks which becomes especially critical for adequate system perfor¬ 
mance. Whereas most of the activities which occur in the daily oper¬ 
ations of a typical organization are of the highly programmed type in 
established situations, provision must be made for unprogrammed 
tasks in emergent situations. Without such provision there can be no 
assurance that system innovation or adaptation to changing conditions 
will take place. Of special concern in this context are military organi¬ 
zations which may have no opportunity to operate under the condition 
for which they were designed, that is, warfare. Negative training, or 
the acquisition and reinforcement of the wrong skills, is a real and 
dangerous possibility in such a situation. A basic technical issue in 
system development, then, is providing the “resources for innovation” 
when the nature of the enterprise calls for them. A system training 
vehicle is such a resource. 

For the reasons discussed in this and the preceding section, the 
concept of system training is applicable to nonmilitary as well as mili¬ 
tary organizations. Throughout this chapter we shall rely heavily upon 
SAGE system training as an illustration of the system development 
process for training. But large-scale management information systems 
in industry and commerce, no less than SAGE, are composed of hun¬ 
dreds or thousands of individuals interacting with one another on an 
impersonalized basis via geographically dispersed national and inter¬ 
national communications networks. System training is also a means in 
such nonmilitary systems to develop adequate interactional procedures. 
Nonmilitary, no less than military, systems must evolve efficient pat¬ 
terns of man-computer interaction. 8 Although industrial and com¬ 
mercial enterprises for the most part do not require special training 
for wartime activities as contrasted to everyday peacetime activities, 
there are information systems in such areas as satellite control, weather 
warning, fire warning and control, public health, and civil defense 
which have a comparable need to train for emergency operations. Also, 
such systems may require exercising to teach personnel how to operate 
under degraded or disaster conditions. As in the case of military orga¬ 
nizations, the full range of experience with potential environmental 
conditions may be provided only via realistically simulated inputs. 
Thus there are valid reasons for attempting to apply the techniques 
and procedures of system training in new computer-based systems for 
commercial management and control and in quasi-public and public 
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systems of various types. Such application is feasible and has already 
been accomplished in the public health and civil defense areas. It 
would be a mistake to assume that system training is applicable only 
to military systems such as SAGE. 11 " y 

System Training as Applied Science 

The full significance of the development of system training since 
the initial experiments by the RAND Corporation has only gradually 
emerged as a result of practical field experience and with improve¬ 
ments m simulation technology. What was first conceived to be simply 
a more sophisticated technique for performing a type of training which 
had been conducted in the past by large-scale organizations has gradu- 
ally become a technology, based upon the electronic digital computer, 
« hlCh ^.^t keS P osslbIe a scientific approach to system evolution. 10 By 
scientific we mean the formulation of design and operational hy¬ 
potheses which are subjected to systematic experimentation under con- 
ro led conditions for testing and revision. Although system training 
began as a means to study empirically organizational learning and or 
ganizational adaptation, it became evident to the personnel intimately 
associated with the design and use of the training medium that they 
were m the process of developing a rather remarkable kind of instru- 
ent The fact that they could design via simulated inputs the specific 
stimuli and degree of stress to which the system responded in a train¬ 
ing environment, and could record through computer technology 

fW n° f Sy T S r reSP T e m minute detail > provided them with some¬ 
thing new. It meant that scientific method could he applied to the 

a^anv^f 11 7° Utl ° n ° f COl f pIex ma n-machine systems. It meant that 

chiup^ 1 TjY ™ e 3 parbcu ar s y stem configuration of men and ma- 

shnulation a d °°T “ a set of desi gn hypoth<>sc>s which, through 

tematie p ^ * U 0matic data recording, could be submitted to sys¬ 
tematic examination, testing, and evaluation 7 

ment^of ^scientific^ Van ri? d l ,: ^ at S ^ S ^ em tndnin * me ets the ideal roquire- 
r “‘f 1S cond " cted in the laboratory. There 

Int to di-^ T y / anable r at WOrk in the operational environ- 
make possible R ^ ^ C0ntr0 ^ wbicb laboratory conditions 

Tn o/Zvid^ J 7 tr r ing 5 a StCp ’ " § iant step ’ ^ th « direc- 

tmn oi providing a degree of scientific method in an area which in the 

b r nd ** reach ° f £ 

COntro1 0f Sin S le variables b not desirable 
the purpose at hand. System training is valuable because it makes 
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possible an evaluation of a particular configuration of men and ma¬ 
chines against a system requirement under conditions in which some 
variables must, in the nature of the case, remain unknown, at least for 
the immediate future. We do not have to know exactly why configu¬ 
ration A or procedure x is superior, with respect to a requirement, to 
configuration B or procedure y. If A and x meet the requirements 
better under a full range of test situations in controlled exercises and 
we can replicate these exercises at will to ensure the validity of the 
results, we have then applied a scientific technique to the problem of 
system design. 

The following sections describe the process whereby a system- 
oriented training program for a large-scale computer-based informa¬ 
tion system may be developed. 


8.2 THE TRAINING PROGRAM DEVELOPMENT PROCESS 

The determination of training program requirements proceeds 
through the iterative design cycle from preliminary gross concepts to 
increasingly detailed specifications. We have already described this 
process for other aspects of the system. As in the previous chapters, 
we shall, to the extent possible, present the training program develop¬ 
ment process as if it were a linear sequence of events. Figure 8.4 is a 
highly simplified schematic representation of the process. It shows in 
flow diagram form the inputs, the sequences of activities, and the final 
outputs or products. The narrative in this chapter follows the boxes 
in the figure. 


Inputs to Training Program Development 

There are three major inputs to the training program development 
effort: (a) the users training plans and concepts, (b) the users guid¬ 
ance on evaluation criteria, and ( c ) the preliminary training require¬ 
ments as specified in the preliminary system design documentation. 

The Users Training Plans and Concepts. The system user will 
normally have training plans and training concepts for the manual or 
semiautomated system which is being replaced. There may also exist 
a user division or department which is responsible for training the 
existing system personnel. In the development of the training program 
for the replacement system, the developer must rely heavily on the 



user 
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the types of training it desires and the scope of the effort it envisages 
in terms of manpower to implement the program and the frequency 
of training. In the development of nonmilitary systems, the user and 
the developer’s training personnel should work together closely to 
ascertain the degree of possible carryover of existing training programs 
and concepts to the new system. In either case, whether the user is a 
military or a nonmilitary organization, the determination of detailed 
training requirements should not begin until the user has provided 
guidance with respect to his own training plans and concepts. 

A short digression is needed at this point to note the common 
problem of resistance to change and, more specifically, the difficulty 
caused by the resentment of the users training personnel to "inter¬ 
ference” from "outsiders.” The introduction of a new automated 
information system implies change. Established enterprises and insti¬ 
tutions have built up in the course of time standard operational proce¬ 
dures, accepted patterns of interaction, and customary ways of doing 
things. Adapting these established customs to a new computer-based 
system does not come easily even to those who clearly recognize the 
need. Resistance to change is especially marked in areas such as train¬ 
ing since the user’s organization may contain a group specifically re¬ 
sponsible for this function. Such a group is naturally resentful and 
suspicious of an outside organization which asserts that it will design 
the training for the new system. It is doubtful that any words here can 
dissipate this typical reaction. However, it is essential that the user 
management understand what is involved in this situation. The follow¬ 
ing pages attempt to explain why the developer’s organization should 
be held responsible for the development of the training program. The 
design of appropriate training must be understood as no less a part of 
the total design activity than, say, the design of an operator console 
or a wall display. But this does not deny the fact, noted in the pre¬ 
vious paragraph, that the developer should rely heavily on the existing 
training and training organization. If this interdependence cannot be 
satisfactorily achieved, the ultimate performance of the new system 
may be degraded. 

User Guidance on Evaluation Criteria . In the typical large-scale 
enterprise there will exist criteria by means of which the performance 
of the enterprise is evaluated. In nonmilitary systems these criteria 
may be production, sales, profit margins, absentee rates for personnel, 
or employee proficiency tests. In military systems they may consist of 
measures of accuracy and reliability in daily status reports, frequency 




252 Design and Production of the Training Program 

of equipment malfunctions, operator proficiency measures, or oper¬ 
ational readiness measures. The measures of performance which the 
user regards as significant should be provided to the developer per¬ 
sonnel responsible for the training program. These measures, which 
reflect the user s objectives for the system, should be incorporated with 
new system evaluation criteria created by the developer. The sources 
of these criteria are the new system requirements, new functions, task 
analyses, the personnel test and evaluation plan, and computer pro¬ 
gram requirements. The user’s guidance data and the developer’s 
evaluation criteria are first integrated and then designed into the 
training program. 

Preliminary Training Program Requirements, The preliminary 
system requirements documents—the system operational concept, the 
system physical configuration, and the functional flow diagrams—will 
contain implications for training requirements. These implications 
should be made explicit as early in the development cycle as possible, 
ideally in the preliminary system requirements documents themselves. 

Since the design and production of training programs is time con¬ 
suming and costly, the earliest feasibility studies should take training 
variables into account. In the weighing of alternative system concepts 
and configurations, the need or lack of need for training can make a 
significant difference in the selection process. In the past, the deter¬ 
mination of training needs, as well as of other aspects of the software 
subsystem, has too often been delayed until the development effort 
was well advanced. 

It cannot be emphasized enough that contemporary computer- 
based information systems are man-machine systems. In the flow of 
operations men and the computer programs are interleaved; they oper¬ 
ate in series. In the sequential flow of computer program operations 
there are points of human intervention. The human beings in the sys- 
tem insert data, request data, take switch actions, evaluate outputs in 
the form of printouts, wall displays, or symbolic data on console dis¬ 
plays, and make decisions based on those outputs. Because of this 
tight interleaving of human and machine performance, the establish- 
ment of requirements for training whereby the performance of the 
human components in the system can be improved is a prime consider- 
ation in the development process. 

To illustrate the nature of preliminary training program require- 
ments we shall quote from a paper by J. T. Rowell and E. R. Streich 
describing the “general” training requirements for the SAGE system: 11 
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“The capability for training functionally complete units within the 
system, and for training the system as a whole. In SAGE there are 
three levels to be trained. The basic unit is the Air Defense Sector with 
its computer-based information-processing Direction Center. The next 
higher organizational level is the division, and the third, and highest 
level, is the entire NORAD complex. Each level would require a sepa¬ 
rate training plan, procedures, and training materials. Training exer¬ 
cises at all three levels would occur on a regular basis; however, 
because of the immense scope of a NORAD exercise, exercises at this 
level would occur less frequently. 

“Training shoidd be an integral part of continuous system oper¬ 
ations. Thus training should be conducted on-site in the operational 
setting, using normal operational equipment and communication chan¬ 
nels insofar as possible; and it should be an on-going program rather 
than being limited to training for initial proficiency, with exercises 
conducted frequently throughout the life of the system. 

“Providing for wartime training alongside peacetime functions. 
During normal day-to-day operations, operator personnel monitor the 
air space over the North American continent. Yet, they must be pre¬ 
pared to act instantaneously in case of enemy air attack. Thus, the 
system must be prepared to function well-nigh perfectly for an event 
which has never occurred and we hope never will. It is this training 
for the rare event’ which presents the requirements for speed, over¬ 
load, and attrition training stresses which are unique to SAGE. 

“The training program should be capable of adaptation to changes 
in the operational system. From the beginning it was apparent that 
SAGE would undergo considerable equipment and configurational 
change. For this reason a built-in flexibility in the training program 
was imperative. This requirement also assumes that for training pur¬ 
poses immense quantities of data about air defense operations would 
be available and constantly updated to provide an information base 
for construction of realistic training inputs of all kinds. 

“The simulation materials shoidd be compatible with computer 
and display equipment. Since the computer is the central information 
processing unit and presents an entire air environment, the major simu¬ 
lation input materials should be capable of being processed by the 
computer and displayed either identically to or very similarly to live 
operational inputs. 

“Development of other associated training input materials and 
equipment. In addition to the basic simulation materials, many addi¬ 
tional inputs such as various types of message scripts, lists, map aids, 
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films, etc., would be required, especially for purposes of simulating 
external agencies. Comprehensive production facilities would be 
required to produce the various training materials and handle the 
highly complex processing of them into integrated series of exercise 
packages.” 

There are important consequences for the eventual performance 
of the system if training considerations are ignored during the system- 
level design and analysis and are first considered at the subsystem 
level of design. In the design of large-scale systems, the hardware and 
software subsystems are usually developed by different contractors. 
But in the operational configuration the hardware and software com¬ 
ponents must function smoothly together if the system is to meet its 
performance requirements. Training objectives and needs must be 
derived from these system requirements. If they are derived by the 
contractors responsible for subsystems, the subsystem training require¬ 
ments could be achieved but without ensuring that the system perfor¬ 
mance requirements would be met. This is not just a question of 
obtaining appropriate coordination among the various subcontractors 
and developers. (In the case of military system development there is 
also the need for contractors to coordinate with the military training 
commands.) It is a matter of studying training requirements from a 
system perspective. If, for practical reasons and in spite of these stric¬ 
tures, the determination of preliminary training requirements is han¬ 
dled separately by a hardware developer and a software developer, 
their output with respect to training should take the form of an offi¬ 
cially integrated system design document. 

Preliminary system analysis should result in the production of a 
preliminary plan for the training and exercising of the system. This 
plan should include the following types of information: the results of 
the preliminary system analysis, which describes the training needs 
of the new system; the functions to be trained; the objectives of train¬ 
ing, the scope of the training required; the nature of the training re¬ 
quired, whether formal classroom training, paper and pencil training, 
on-the-job training, proficiency training, system training; the training 
configurations (definitions of component, subsystem, and system train¬ 
ing units); the training environments, that is, simulated, operational, 
or some combination of both; the phasing or scheduling of different 
types of training or training configurations; the requirements for trainer 
personnel and organization; the requirements for training equipment 
or facilities; and the requirements for computer programs to produce 
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simulated inputs or other training aids and materials or to perform 
data recording, reduction, and analysis. 

The training plan should be integrated with the results of the 
parallel preliminary software design efforts in the areas of computer 
programming, personnel and organization, and operational procedures. 
This integrated preliminary software design document should be re¬ 
viewed by the hardware contractor and by the system user for evalu¬ 
ation and concurrence. General agreement on the initial software 
design requirements should be reached before any further design work 
is attempted. These requirements must be based on the most up to 
date information on the characteristics of the system hardware. Once 
this agreement is obtained, the analysis to determine more detailed 
training requirements can begin. 

Definition of Exercise Configurations 

The term “configuration” refers in this context to a particular 
cluster of facilities, equipment, and operational personnel which is 
selected as the subject of a type or class of training exercise. For the 
designer of training the problem in the definition of exercise configu¬ 
rations is similar to that of the system designers who are responsible 
for defining the system, establishing its boundaries, and identifying 
subsystems and components. The objectives of the training designers, 
however, differ in that they are concerned with a configuration which 
lends itself to training. 

The definition of exercise configurations involves the designer in 
tradeoff studies of various types. The basic variables which must be 
considered in these analyses include the criticality of training needs, 
the cost of building a satisfactory training capability, the technical 
feasibility of the required training vehicle, and the potentiality for 
isolating operational personnel and units for training purposes in the 
necessary environment. A particular training need may be highly 
critical, but the cost of designing and constructing an appropriate 
training vehicle involving the generation of magnetic tapes by a com¬ 
puter for the simulation of system inputs could be prohibitive. Simi¬ 
larly, the technical requirements for the provision of realistic simulation 
of the system’s environment could be beyond the existing state of the 
art although the training need is imperative. The simulation of elec¬ 
tronic countermeasures on early SAGE training magnetic input tapes 
is an example of this type of problem. (This is discussed in some de¬ 
tail in the section “Support Computer Programs, p. 264.) Thus the 
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definition of exercise configurations requires tradeoff analyses and 
design decisions similar in nature and scope to the feasibility studies 
conducted during the advanced stages of system development Also, 
as in the case of the feasibility studies, it is necessary for the developer 
to obtain user review and concurrence with respect to the exercise 
configurations which are chosen. 

Although the focus of system training is upon the system as a 
whole, as in the NORAD-wide exercises referred to earlier, there are 
occasions when it is not desirable or practicable to exercise the entire 
system. Before a system attains its operational capability, for example, 
it is necessary to train individuals and work teams in the mastery of 
basic skills and interactions. This is the function of the Category I and 
II tests in the United States Air Force system development programs. 
After basic skills are attained, these components can then be put to¬ 
gether for training at the system level. Also, after a system has attained 
an operational capability, there arise frequent occasions when training 
should be provided for individuals and for work teams. Even with the 
best planning, individuals master skills at different rates of speed. 
Also, in many enterprises the rate of personnel turnover is such that 
uneven skill mastery is the rule rather than the exception. Another 
source of unevenness in skills is the introduction of new equipment 
or the assignment of new functions to specific personnel or groups. 
These problems make it necessary for the designers of the training 
program to describe the various training configurations, in addition 
to the whole system, which will be required. 

Another source of configurational differentiation for training de¬ 
sign purposes is the geographical distribution of an enterprise. When 
a system encompasses a large geographical area, as in the case of 
NORAD already cited or an industrial corporation, it is frequently 
divided into regions or divisions (see Figure 8.2 for SAGE geographi¬ 
cal divisions). In such cases it is likely that the installation of a new 
computer-based information system will also follow some sequence of 
regions or divisions. These distinctions lend themselves to the design 
of training configurations. 

It is apparent from what we have said up to this point that a given 
training configuration may be selected on the basis of variations in 
skill levels, a new or critical function, an organizational unit which 
operates as a team, some geographical division, or the phasing-in 
schedule of new elements of the system. The designer must select one 
or more of these criteria in the determination of training configu- 
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rations, depending upon the particular circumstances. These potential 
exercise configurations must then be subjected to detailed tradeoff 
analyses as noted above. 

In SAGE system training the basic training unit is the SAGE sec¬ 
tor, composed of a Direction Center and its associated radar sites. In 
addition, training of larger elements of the SAGE system has been 
conducted at the division, multidivision, and the NORAD levels. The 
SAGE training program also provides for the independent training of 
units within the Direction Center. A SAGE Direction Center is com¬ 
posed of four main elements—the manual data room, the air surveil¬ 
lance branch, an identification branch, and the weapons branch. The 
last-named branch became a special focus of interest in a project called 
Weapons Evaluation and Subsystem Training (WEST). The function 
of the weapons team in the SAGE Direction Center is especially critical 
for successful system operations. The team was composed of intercept 
directors, weapons directors, and senior directors. In addition to pro¬ 
viding training for the weapons team as a whole, this SAGE effort was 
also employed in the training of new intercept directors and for cross¬ 
training intercept directors as weapons directors. To provide an exercise 
environment for weapons branch training, it was necessary to simulate 
the manual data room and the air surveillance and identification 
branches. The basic input for training purposes was provided by mag¬ 
netic tape. In addition it was necessary to use human beings as simula¬ 
tors to act out the roles of personnel with whom the weapons team 
normally interacted: an air defense artillery director, an air base officer, 
interceptor pilots, and a tracking officer. Thus, through appropriate 
simulation it was possible to train the weapons branch without inter¬ 
fering with the other personnel and on-going activities in the Direction 
Center. Exercises could be scheduled at times convenient to the per¬ 
sonnel involved, and attention could be focused upon operational diffi¬ 
culties which were of primary concern to the weapons personnel. In 
the event that the weapons branch encountered operational difficulties 
during the course of a sector, division, or other type of exercise, it 
would be possible for the branch to run through the same exercise 
again and again, if necessary, to diagnose the problems and develop 
more successful operational procedures. 

The decision to develop a training capability for the weapons 
branch in SAGE followed tradeoff studies which indicated that the 
functions of this branch were critical for adequate system performance, 
that an exercising capability could be created within an acceptable cost 
factor, that the technical requirements for the exercising vehicle could 
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be met, and, finally, that the personnel concerned could be isolated for 
training in the operational environment without interfering with daily 
operations. 

Functional Analysis and Detailed Training Requirements 

In the initiation of the system development effort, the definition of 
preliminary operational requirements will imply a set of functions. The 
first task of the personnel responsible for defining detailed training re¬ 
quirements is to determine to what extent the set of functions required 
to meet the system’s objectives will differ from the existing functions of 
the enterprise. One might begin by preparing a list of two sets of func¬ 
tions—those currently conducted by the enterprise and those implied 
by the new system requirements. We will assume that adequate train¬ 
ing for those existing functions which will be continued into the new 
system is being provided to personnel by the user. (At a later point it 
will be necessary to ensure the integration of new and old training.) 
For each new function listed, an analysis is undertaken to determine 
the training implications. Since each major system function is com¬ 
posed of a number of subfunctions and these, in turn, are composed of 
tasks, the job of the designer is to examine systematically each sub¬ 
function and task within the new functional area. 

The list of new functions should be broken down further into 
critical and noncritical functions. A more detailed procedure would be 
to list all new functions along a continuum from critical to noncritical. 
Given an austere budget for training, the designer could then eliminate 
the least critical functions from further consideration. Of course, the 
user should be informed of the consequences of such decisions. The 
term critical in this context refers to those functions or tasks which, 
if performed below a specified level, would seriously degrade the sys¬ 
tem s objectives or mission. An example of this type of critical function 
is provided in some contemporary military control systems in which 
relatively survivable components will take over operations from non- 
survivable components in the event of massive nuclear attack upon the 
United States. The survivable components have the function of moni¬ 
toring the operations of the nonsurvivable units and, according to the 
operational concept, will assume responsibility only in the event of 
the destruction of the nonsurvivable units. 

In this case, we are obviously talking about a very critical func¬ 
tion. There are two points to be made here with respect to training 
requirements for such a function. We note not only that it is critical in 
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type but also that (1) the transition from the monitoring mode to the 
operational mode is a very critical phase and the function is not actu¬ 
ally carried out unless there is a major attack on the United States, and 
(2) the experience of the survivable unit with real operations will 
never occur except under conditions of actual attack. Thus, in addition 
to perceiving the importance of training for the function of monitoring 
by survivable units, we can already begin to discern one of the char¬ 
acteristics of the training itself: there is a need to simulate attack 
conditions. The value of such training should be self-evident, but un¬ 
fortunately there is no assurance that the user will view the need for 
training as self-evident. We cannot afford to digress, for lack of space, 
to the sociopsychological problem of negative training, but we will 
have occasion to refer to it briefly in the course of this discussion. The 
fact of the matter is that military system personnel become accustomed 
to the procedures under which they operate and the types of decisions 
that they make every day under normal, peacetime operations. It re¬ 
quires effort and imagination to consider what one would be required 
to do in the event of a national catastrophe such as thermonuclear war. 12 

Position Tasks and Detailed Training Requirements 

In Chapter 6 we described the process of task definition and task 
analysis. We noted that in the course of task analysis specific training 
needs were identified. For example, learning to write backwards was 
identified as a training need for the position of plotter in the manual 
system of air defense. Whereas functional analysis provides general 
training needs, the determination of detailed training requirements is 
accomplished by systematically reviewing the tasks which must be 
performed by each position in the new system. A "systematic” review 
implies a methodology for evaluating or measuring the degree of train¬ 
ing need via some scaling technique. 

Each task for each position in the system may be rated on the basis 
of several criteria such as (1) criticality of malperformance for total 
system performance, (2) complexity/difficulty, (3) regularity or fre¬ 
quency of performance, (4) similarity to tasks in the system being re¬ 
placed, and (5) the users existing training for the task. Each task for 
each position may then be rated, as in the case of the training needs 
analysis for the BUIC system, along a five-point scale in which the 
assignment of a rating of 5 indicates the highest degree of need for 
training and a rating of 1 the lowest degree of need. (See Table 8.1.) 

The procedure in applying the rating scale is as follows. Each task 
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Table 8.1 

A Rating Scale for Training Needs '* 


Value 


Interpretation 

5 

Most important 

Needs at this level are paramount in terms of 
over-all system performance and require 
great emphasis in the design of the training 
program. 

4 

Highly important 

Many opportunities for exercises of tasks 
representing these needs should be pro¬ 
vided. 

3 

Important 

Frequent exercising of tasks representing 
these needs are desirable. 

2 

Less important 

These needs should be represented in the 
training program, but only occasional 
training is necessary. 

1 

Unimportant 

Needs at this level should receive no specific 


recognition in the training program. 

* From D - G - Arnold, Training Needs Analysis of the BUIC System. Santa Monica, 
Calif.: System Development Corporation, TM-783/000/02, December 18, 1962. 

to be performed by each position in the system for which the software 
developer has responsibility (the hardware developer is responsible for 
the training needs analysis of equipment maintenance personnel) is 
assessed in turn for each of the criteria listed above, some selected 
number of them, or other relevant criteria. Depending upon the degree 
of training need estimated for each criterion for each task, the designer 
assigns a number from the rating scale. Thus, if the designer regards a 
given task as extremely critical for total system performance, he assigns 
that task a scale value of 5 for criticality. If he regards another task for 
the same position as not very complex, one of the other criteria se¬ 
lected, but still complex enough to require some occasional training, he 
may assign it a scale value of 2. Finally, the average of the ratings for 
each criterion for each task performed by each position is tabulated. It 
should be noted that the rating of tasks in the system as well as the 
selection of the appropriate criteria to use in any given system design 
effort can be done properly only if the personnel conducting these 
activities are thoroughly familiar with the system’s operations. The 
system design personnel should be familiar enough with operations to 
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make such judgments, but in addition it is desirable, wherever possible, 
to make use of the knowledge of the system’s operational personnel as 
independent judges. After the system designers have made their judg¬ 
ments as to the rating of the training needs for each task of each posi¬ 
tion, questionnaires can be used to obtain independent assessments 
from system personnel acknowledged to be experts on system opera¬ 
tions and from the users experienced training personnel. 

We can use the position of the weapons director in the SAGE 
system as an example of the determination of training needs via task 
analysis and rating. The weapons director commits interceptors and 
missiles against hostile or unknown aircraft and supervises their em¬ 
ployment. Each weapons director directs the activity of a weapons 
team consisting of as many as five intercept directors and their tech¬ 
nicians (assistants). A SAGE Direction Center has four such weapons 
teams. A basic task of the weapons director is the commitment of avail¬ 
able weapons against hostile tracks in the system. More than one wea¬ 
pon (interceptor aircraft, for example) may be committed against one 
hostile track. If we were to assess this task by using the criterion of 
criticality for system performance, we would assign it the rating of 5 
(“most important”). Inadequate performance of this position can affect 
the operations of five intercept directors; inadequate decision making 
can result in the overcommitment of a limited supply of weapons with 
possible disastrous results for the defense of the sector; and the deci¬ 
sion to commit missiles as distinct from aircraft allows no room for 
error. Assessment by other criteria, such as complexity of the task and 
similarity to other tasks in the current system, results in all cases in a 
similar rating of “most important’' or 5. An average rating of 5 for this 
position indicates the need for training the weapons director. 

To identify all the training requirements and to determine the 
techniques for the conduct of training, the designer not only must 
analyze each task with respect to positions as we have noted but also 
must analyze the functional flow diagrams. He must examine the ante¬ 
cedent and parallel work stemming from personnel and organizational 
design which will indicate to him the new positions created, the struc¬ 
ture of new organizational units, the interrelationships of old and new 
organizational units, and the organizational interfaces with other sys¬ 
tems. From the work of the designers responsible for the development 
of the operational procedures he acquires the detailed descriptions of 
the interactions in their proper sequence between the system personnel 
and the hardware and computer programs. All of these inputs are 
studied in conjunction with the available descriptions of the system 
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equipment the displays, consoles, communications, and input/output 
devices. Out of this extensive examination there gradually emerges a 
listing of all the areas within the planned system where operational 
difficulties can be anticipated. These are integrated with the training 
needs derived from the analyses of position tasks. During the course 
of this detailed analysis of training needs, the designer also pulls out 
the information he needs to establish the requirements for simulation 
of a given task, for monitoring the performance of personnel, and for 
recording and reducing the data needed to evaluate individual, group, 
and system performance. This analysis also generates the requirements 
for those personnel who, in addition to the support computer programs, 
will be responsible for simulation and for monitoring, recording, and 
measuring personnel performance. Finally, this analysis generates the 
special equipment needed for the conduct of training operations. Each 
of these follow-on activities is described in the sections on pp. 262-273. 

The use of rating scales for evaluating and measuring the training 
needs of positions in the new system is a subjective method which de¬ 
pends heavily upon the individual designers skill. A subjective ap¬ 
proach of this type is satisfactory enough during the early stages of 
system design, but it should be replaced as soon as possible in the 
development process by a more empirical procedure. In previous chap¬ 
ters we have discussed the role of laboratory simulation of system 
operations in the design process. In Chapter 6 we noted that experi¬ 
mentation with and evaluation of alternative design hypotheses may 
be conducted in a laboratory replica of the new system. In the exam¬ 
ples cited in that chapter the focus of attention was upon organiza¬ 
tional design. We also noted that the functional responsibilities of 
given positions in the system can be studied through these same meth¬ 
ods. By playing out the role of a given position in a laboratory setting 
in which the variety of anticipated inputs under different operational 
conditions can be controlled by the designers, the training needs for 
the position can be derived empirically. In subsequent tests and experi¬ 
ments the initial training needs which are subjectively determined are 
gradually replaced by more empirically based and objectively deter¬ 
mined training needs. It is perfectly possible that the most critical 
training needs may not be discovered until the system is installed in 
the operational environment. 


Training Equipment and Facilities Requirements 

In the previous pages we noted that, as the training requirements 
are established, they will usually include implications for equipment 
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and facilities. As these equipment and facilities requirements are 
stated, they should be compared with the initial equipment and facili¬ 
ties data in the preliminary system requirements documents. If any 
discrepancies are found, the user and the hardware and facilities con¬ 
tractors must be notified. It is the responsibility of the software con¬ 
tractor to provide them with the additional equipment and facilities 
requirements necessary to accomplish the desired training. 

The range of equipment and facilities which may be required for 
an adequate training program can be extensive. Typical examples of 
the types of items which may be required include storage equipment 
and space for training materials and aids (in military systems this may 
call for classified safes and the creation of a security area); office space 
in operations buildings for training personnel (these could be either 
contractor or user personnel); simulator equipment and facilities pro¬ 
viding needed communications such as telephone or teletype; and 
equipment such as the AN/GPS-T2, which, in the Manual Air Defense 
System Training Program described in the introduction of this chapter, 
generated the simulated radar returns on the radarscopes of surveil¬ 
lance personnel. (See Figure 8.1.) 

A classic example of some of the problems associated with meeting 
the equipment requirements for training purposes is provided by the 
effort to include training for electronic counter-countermeasures 
(ECCM) in SAGE. 13 Since SAGE is composed of electronic subsys¬ 
tems such as radar, digital computers, and communications networks, 
it is vulnerable to the electronic countermeasures (ECM) which in all 
likelihood would be employed by an invading force of hostile aircraft. 
SAGE operational personnel must be able to apply all the ECCM tech¬ 
niques available to them to detect and destroy such an enemy force in 
the disruptive ECM environment generated by it. Since SAGE person¬ 
nel can acquire only limited operational experience in combating ECM 
under normal peacetime conditions, it was essential to provide this 
experience as part of the training program. The focus of the training 
effort for ECCM was upon the SAGE radar, not the computers or com¬ 
munications. The basic problem for the training designers was the 
creation of the equipment required to simulate the effects of the gener¬ 
ation of ECM by the hypothetical hostile invaders on the SAGE radars. 
As we noted earlier, in the manual air defense system, equipment, 
designated the AN/GPS-T2, was designed and built to generate simu¬ 
lated radar returns on the radarscopes of a Direction Center. In order 
to simulate ECM an attachment to the AN/GPS-T2 called the ACTER 
(anti-countermeasures trainer) which could generate four types of 
simulated electronic jamming was built by a hardware contractor. 
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After some modifications and feasibility tests the AN/GPS-T2 and the ^ 

ACTER were adapted for use in generating ECM for SAGE ECCM 
training. This was necessary since the earliest SAGE training in which 
magnetic tape was used as the source of radar inputs was not designed 
to include ECM phenomena. Unfortunately, when the SAGE simula¬ 
tion effort was initiated, the technological knowledge to simulate ECM 
effects on magnetic tape did not exist. Subsequent production methods 
for the exercise tapes did include a capability for simulating ECM. i 1 

The point we wish to stress about the determination of training I 

equipment requirements is the importance of timely establishment of ' 

these requirements. Equipment for training should be designed to meet 
well-defined needs. Too often it is the practice either to ignore or delay 
the design of training equipment, or to design it before the purpose : 

and the method of using it have been clearly established. In the case 
of the design of the AN/GPS-T2 for simulation of radar returns in the j 

manual air defense system the proper sequence occurred. The equip¬ 
ment was designed in response to a clearly defined training need. In 
the case of SAGE, however, although the need was clear, the techno¬ 
logical knowledge required to reproduce ECM effects on a magnetic 
tape did not exist. The problem was resolved by adapting the existing 
manual system equipment on an interim basis while a development 
effort was initiated to build the capability to put realistic ECM on 
computer-generated tape. 


Support Computer Programs 

At a number of points in the software development process we 
have noted that activities in a specific area, such as personnel and 
organizational design, generate requirements for related areas—testing 
and evaluation, equipment, training, and computer programming. Sim- 
ilarly, as training requirements are established they have implications 
for other development areas. The computer programming require¬ 
ments stemming from nonoperational areas such as training, evaluation, 
and testing are collectively treated by the program designers as support 
computer program requirements. 

Of crucial importance from a training point of view is the require¬ 
ment that computer program designers provide for “tagging” conven¬ 
tions so that any simulated input can be traced as it passes through the 
system in the course of an exercise. “Tagging” simply means that some 
sjunbohc means for identifying an input is provided via the computer. 
The capability to trace the history of an input message from its initial 


t 

1 
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appearance in the system through its processing, transmission, and final 
disposition makes it possible for operations and training personnel to 
recreate, after a given exercise, the history of information flow. Such a 
capability makes it possible to determine the sources of input errors 
in the system and to isolate critical decision-making points in the sys¬ 
tem operations, as well as to design and test more efficient, error-free 
message flows for the same inputs. 

In the SAGE system training program the major stimulus in a 
training mission is the simulated radar picture of air traffic which is 
stored on a magnetic tape. This tape is produced by an IBM computer. 
The symbolic representations of aircraft which appear on the SAGE 
Direction Center consoles are generated by this tape. The data on the 
tape represent aircraft moving within the range of the Direction Cen¬ 
ters radar according to realistic patterns of speed, altitude, and turns. 
To represent such aircraft movements in a realistic manner, the specifi¬ 
cations must be provided to the programmers for the characteristics of 
actual aircraft, both friendly and potential enemy, so that these can be 
stored in the computer's memory. For each aircraft which will be 
simulated, data must be provided with regard to its maximum speed, 
maximum altitude, rate of climb, range, and other operational charac¬ 
teristics. Computer programs can then be written on the basis of these 
parameters. Similarly, with respect to radar coverage, specifications 
must be provided for the capabilities of the SAGE-associated radar 
equipment, that is, radar locations, range, height information, and areas 
of ground clutter (areas which prevent radar returns because of ob¬ 
structions such as mountains or other topographical features). 

In SAGE system training, many other materials must be specified 
in detail, some of them hand produced and others, like the simulated 
input tapes, generated by a computer. For SAGE training the com¬ 
puter-produced materials include the following: 

• Flight Information Map Book. A reference aid providing informa¬ 
tion about events and characteristics for each flight in the training 
exercise. 

• Flight Plan Book. Air Movements Identification Section (AMIS) 
flight plans arranged in order of call-in time. 

• Crosstell Script. Surveillance information in message form. 

• Threat Warning and Tactical Action Script. Early warning infor¬ 
mation on flights that originate outside the area of the exercising 
unit. 

• Height Input Script. Information supplied to a simulator about 
altitudes of all flights in the problem. 
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• Site ECM List. Detailed information about the jamming flights 
which affect a site’s radar during an electronic countermeasure 
mission. 

• ECM Jamming Summary. Debriefing team information specifying 
first appearance and final fade of jamming to all sites affected by 
jamming aircraft. (The function of “debriefing” is discussed below.) 

• Correlation Map. Depicts air traffic within map area at five-minute 
intervals. 

While the purpose of some of these training aids is the same as 
that of the magnetic tape, that is, they are used in simulating the en¬ 
vironment of the personnel undergoing training, other aids are used 
as a means whereby training personnel provide' exercise participants 
with knowledge of results during the debriefing session which is con¬ 
ducted when the exercise is completed. The provision of knowledge of 
results is one of the basic learning principles which was so successfully 
applied during the RAND experiments and the SAGE System Training 
Program. Training aids must be produced for each exercise so that the 
training personnel can pinpoint discrepancies between the actual 
performance of the system and the expected performance. Expected 
performance measures are derived from the system performance re¬ 
quirements. Thus, for example, the Correlation Map in SAGE training 
exercises, which depicts the simulated air traffic within the map area 
at five-minute intervals, is used by the training team as a basis for 
comparing the air traffic picture as conceived by the exercise partici¬ 
pants with the actual air picture as input via the simulation tape. 
Similarly, the other scripts and lists, such as the Flight Information 
Map Book, the Crosstell Script, the Site ECM List, and the ECM 
Jamming Summary, make it possible for the exercise participants, with 
the help of the training team, to reconstruct the pattern of events that 
occurred during the exercise so that errors and inadequate areas of 
performance can be analyzed. During the debriefing sessions ideas for 
new procedures and new patterns of personnel interaction are pro¬ 
posed as solutions to the problems encountered. In subsequent exer¬ 
cises these new ideas are tried out. The training exercise which gave 
rise to the original problem can be run again, only this time the new 
procedures can be used. The knowledge of results fed back to the 
exercise participants after this second run, and then after subsequent 
runs simulating other conditions, will either confirm or deny the value 
of the new procedures. 

Training, evaluation, and testing from the point of view of the 
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computer programmer all require similar capabilities—the capabilities 
to input simulated system data and to record, reduce, and display spec¬ 
ified data in the system. Support programs provide the capability to 
store, sort, analyze, reduce, select, and present data. Rather than de¬ 
signing and producing separate programs for different functions such 
as training, evaluation, and testing, it is more efficient to design 
multiple-purpose programs. In this way the same computer programs 
can generate simulated data for any number of required functions. The 
same simulated inputs can be used to train system personnel, to evalu- 
ate system personnel and system operations, and to test the operational 
computer programs. This procedure makes maximal use of the limited 
computer storage space and is more economical than designing inde¬ 
pendent training, evaluation, and testing programs. 

Training Materials Specifications 

In addition to the simulation materials and data recording gener- 
ated by the computer, the detailed training requirements may call for 
the design and production of a variety of manually produced or non¬ 
computer-generated training aids, scripts, lists, charts, forms, and other 
materials, The need for such materials may vary with the phase of 
training, with exercise configurations, and with the type of training 
needed for given positions in the system. The design, production, and 
quality control of these items, as in the case of the computer-generated 
training materials, may represent a major technical and managerial 
undertaking. 

In system training for SAGE it was necessary to produce non¬ 
computer-generated training materials in order to provide adequate 
and realistic simulation of the operational environment. Although a 
major proportion of the environment could be simulated via magnetic 
tape, as in the case of radar returns already described, it was also 
necessary to simulate inputs from the environment which normally flow 
into the SAGE Direction Center over telephone and teletype networks. 
Inputs of this type included early warning information, intelligence 
information, weather information, and information from adjacent Di¬ 
rection Centers and from higher and lower echelons of command. 
These inputs were prepared in the form of time-phased scripts which 
simulation personnel transmitted over operational communications me¬ 
dia to the personnel participating in the exercise. Of course the infor¬ 
mation transmitted to the exercise participants in this fashion had to 
be synchronized with the computer-generated inputs. The design of 
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a large-scale system training exercise utilizing both computer-generated 
and manually produced materials, as in the case of SAGE training, re¬ 
quires intensive coordination to ensure consistency of content. 

Design of the Training Organization 

A training organization will be required to maintain and operate 
the training program for a large-scale computer-based information sys¬ 
tem. This training organization should be an extension of the users 
current training division or department. However, it should be ap¬ 
parent, as we have proceeded through this description of the design of 
a training program, that some new functions, such as the design of 
computer-based training exercises and the conduct of debriefings, and 
some new technical skills, such as the construction and use of simula¬ 
tion aids, must be acquired. There must, therefore, be (1) a design 
effort to plan the training organization and (2) a training plan for the 
users training personnel. 

The requirements for the training organization emerge in the 
course of the analysis of training needs. As decisions are made with 
respect to the training methods to be utilized, the exercise configura- 
tions, the characteristics of the simulation necessary for exercise stimuli, 
the nature of the feedback information, and the operational posi- 
tions which may constitute foci of training interest, the requirements 
for the training organization are gradually delineated. These require- 
ments must be organized and then analyzed in terms of the following 
types of questions. How many people will be required to simulate ex¬ 
ternal agencies? Are the nature of queries made to external agencies 
such that multiple tasks can be performed by one simulator position? 
Will it be necessary for the simulators to communicate with one 
another during the exercise? Is visual monitoring of operational person- 
nel necessary during exercises? How will the performance of oper¬ 
ational personnel be visually monitored and by whom will this be 
done? Who will determine on-going training requirements for the user 
organization? How and by whom will future training exercises be de¬ 
signed and constructed? Who decides how frequently exercises should 
be run and what type of exercise to run? How will knowledge of 
results be presented to the exercise participants—will each simulator 
and monitor present individual results, or will the results be summa- 
rized and presented by one individual? If one individual is to have this 
responsibility, what shall his rank or status be? 

As these questions indicate, the design of the training organization 
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is an effort which deals with the same problems and follows the same 
steps as the personnel and organizational development activity de¬ 
scribed in Chapter 6. Indeed, the requirements for training personnel, 
as we noted in that chapter, must be fed into the personnel and organi¬ 
zational design effort. We noted, for example, that in the design of the 
BUIC system, since system training was to become a military rather 
than a civilian contractor responsibility, as it had been in the SAGE 
system, it was necessary for this to be studied as part of the determina¬ 
tion of new qualitative and quantitative personnel requirements infor¬ 
mation. 

Figures 8.5 and 8.6 show the organization and composition of the 



Figure 8.5 Simulation team for a SAGE sector. 
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Figure 8.6 TOR (training operations report) team. 


simulation team and the training operations report (TOR) team, re¬ 
spectively, for SAGE system training. As the titles of these teams indi¬ 
cate, the simulation team is responsible for all the simulation, other 
than the preplanned simulation on the exercise magnetic tape, which 
is required to maintain a realistic environment during an exercise, 
while the TOR team is responsible for monitoring the exercise and 
providing the knowledge of results data to be utilized during the post¬ 
exercise debriefings. 


The Training Plan 

In addition to designing the training organization, it is the respon¬ 
sibility of the developer to design a plan for training the user’s training 
personnel. If system training is to play a major role as a training 
method for the new computer-based system, as was the case in SAGE, 
planning the training of the trainers is a major task in itself. The im¬ 
portance of such training cannot be overemphasized. In any type of 
training where simulation via either magnetic tape inputs or manual 
inputs or both, plays a major part, those responsible for its conduct 
must be familiar with simulation technology and must understand the 
relationship between simulation and training objectives. Simulating the 
environment realistically is one of the basic training principles derived 
om the RAND experiments and SAGE training experience. To simu- 
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late a role realistically—for example, the role of the Aircraft Move¬ 
ments Information Section of the FAA (see Figure 8.5)—requires on 
the part of the simulator an understanding of AMIS operations and the 
standard operating procedures linking the aircraft identification person¬ 
nel in a SAGE Direction Center to AMIS. The AMIS simulator must 
undergo some training before he can perform his role adequately in 
the training exercise. 

The development and implementation of the training plan must be 
phased in as a major component of the over-all development phasing. 
Since the training of operations personnel must begin before the opera¬ 
tional date of the new system, training for the trainers must necessarily 
start still earlier. Thus the beginning of such training may require a 
lead time as much as six months before the planned operational date. 
Since training in general is regarded as less important than operations 
(an attitude which is no longer tenable for military systems making 
use of thermonuclear weapons), it is commonplace to find simulation 
personnel not properly trained for their very important tasks and se¬ 
lected from the least qualified of available personnel, least qualified in 
the sense that they may be new personnel unfamiliar with operations. 

The training plan for the trainers should spell out in detail the 
following kinds of information: a description of the training organiza¬ 
tion and its operations; a detailed description with flow charts of the 
tasks of training personnel; a description of the training needs of train¬ 
ing personnel; a design for meeting these training needs, including 
descriptions of the training methods; and a schedule for the accom¬ 
plishment of all training requirements for training personnel. 

The training plan should also provide for the production of 
training manuals. These manuals perform the same function as the 
operational procedures handbooks for the operations personnel, that is, 
they are essentially step-by-step descriptions of the tasks which, in this 
case, would be carried out by training personnel in the conduct of 
training exercises. In the case of SAGE, for example, training manuals 
were produced for the simulators and for the training personnel re¬ 
sponsible for presenting operations crews with knowledge of results. 

Like other aspects of system design, the training plan may go 
through a number of iterations as more detailed information becomes 
available to the designers. As each iteration of the plan is published, it 
should be reviewed and concurred in by the system user, by other sys¬ 
tem contractors, and by other organizations, such as military training 
commands or the users training organization, which will be concerned 
with various aspects of training for the new system. 
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Training Exercise Design and Specifications 

A point is reached in the development of the training program at 
which it becomes possible to design the specific content of training 
exercises. On the basis of previous design activity the training needs 
and objectives have been established; the exercise configurations have 
been defined; the training methods have been selected; and the capa¬ 
bility to produce simulated inputs via computer programs and other 
types of training aids and materials has been designed. If the training 
method chosen has been simulation in the operational environment at 
the system level, design decisions have to be made with respect to such 
questions as the level of difficulty of stress to incorporate in the exer¬ 
cise, the pattern of change in the level of difficulty over a given series 
of exercises, the priority of types of functions or situations to include, 
the degree of realism required for adequate training, the duration of 
each exercise, the frequency of exercises, and the most appropriate 
time to conduct exercises. 

The answers to these questions require many tradeoffs between 
learning theory, cost (of realistic simulation via the computer, for ex¬ 
ample), and practical problems associated with the users daily opera¬ 
tions. For some of the questions, such as the level of difficulty to 
incorporate in exercises, there are no clear-cut answers. Traffic studies 
and information flow analyses will indicate the approximate levels of 
simulated inputs that the system will be required to accommodate for 
different types of operational conditions. These analyses and studies 
can provide a basis for estimating the degree of difficulty which can 
be designed into exercises at various stages of training. Obviously, in 
the pre-operations, system shakedown stage, the level of difficulty 
should deliberately be kept low so that individual operators can master 
basic skills before they are overwhelmed with complex system problems. 

The issues with which the training program designers are faced at 
this stage of design can be illustrated by describing the characteristics 
of the training exercises for the SAGE system when it replaced the 
manual air defense system. We shall confine our remarks to the installa¬ 
tion phase. For the installation of system training at manual radar sites, 
a training package consisting of ten two-hour exercises was generally 
developed. The exercises provided for the simulation of basic air de¬ 
fense functions in three types of environment: peacetime, transition 
from peace to war, and wartime. The level of difficulty was low in the 
first exercise in the package and gradually increased throughout the 
series of ten. The SAGE installation package for the New York Air 
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Defense Sector (NYADS), the first SAGE sector to become operational, 
also contained ten two-hour exercises. The selection of exercise content 
for NYADS, however, was based on criteria which differed somewhat 
from those of the manual system. Since the SAGE system was intro¬ 
ducing air defense personnel to computer-based operations, there were 
new operator positions and new operational patterns, particularly pat¬ 
terns of interaction with the computer, for such basic system functions 
as air surveillance, identification of unknown tracks, and weapons con¬ 
trol. Thus the initial SAGE exercises were designed to provide training 
for all critical operational positions as well as indoctrination for all per¬ 
sonnel. Figure 8.7 shows the relative level of complexity and basic 
content of the NYADS installation package of exercises. Problem 1 was 
a relatively light-load peacetime problem; Problem 2 was a light-load 
war problem. This exercise was used for basic indoctrination. Problems 
3 through 8 increased gradually in complexity, varying with respect to 
peace, war, and peace to war environments. Problems 9 and 10, as the 
figure indicates, were the most difficult exercises and dealt with war¬ 
time massive air attack conditions. 

The detailed content of each exercise should be established through 
a series of conferences involving the developers exercise design per¬ 
sonnel and the users training and operations personnel. The ideal 
training exercise is a product of the specialized knowledge that both 
of these types of personnel can bring to an exercise design conference. 
The developer personnel are familiar with the potential areas of diffi¬ 
culty inherent in the system that they are designing, while the user 
personnel are most familiar with their current areas of operational diffi¬ 
culty and the nature of the external environment to which the system 
must respond. 

The SAGE Sector Training Exercise Cycle: An Example 

The success of a training program whereby maximum system per¬ 
formance is achieved is dependent upon a cycle involving in sequence 
(1) determining training needs, (2) designing exercises to meet these 
training needs, (3) exercising, (4) analyzing the results of the exer¬ 
cises, and (5) reassessing training needs. To accomplish this cycle, a 
typical SAGE exercise is composed of four phases: a prebriefing, exer¬ 
cising, feedback, and a debriefing. A SAGE document describes the 
cycle: 14 

“Prebriefing. The prebriefing gives each crew an opportunity to 































The Training Program Development Process ***> 

review difficulties encountered during previous exercises and to plan 
for the approaching exercise. 

“A review of previous problems and the suggested solutions made 
by the air defense team makes it possible for them to try out new 
problem-solving techniques during the approaching exercise. Further, 
it gives continuity to the many training exercises received by the team. 

"Following this review, training personnel brief the crew on such 
things as the potential threat as evaluated by intelligence personnel, 
the expected weather conditions for the next several hours, simulated 
conditions of alert, early warning of the impending attack, and the air 
defense weapons available to the unit for the defense of its area. These 
facts furnish the crew with planning information prior to the simulated 
attack. The information also ‘warms up’ the crew to a realistic, although 


simulated, battle condition. 

“Exercise. From the information furnished by the prebriefing, the 
commander plans a defense of the sector. He and his team are pre¬ 
sented with a simulated environment consisting of everything from 
scope presentations to a variety of real-time message inputs. The radar 
returns are in actuality coming from a magnetic tape, the other inputs 
from simulation personnel [Figure 8.5] who are specifically trained to 
simulate any aspect of a dynamic real-time environment. The defense 
team "scrambles” aircraft; reacts to telephone, teletype, and radio in¬ 
formation input by the simulator personnel; initiates and identifies new 
tracks coming within radar coverage; commits aircraft or missiles to 
intercept those tracks identified as hostile*; reacts to minimize the e - 
fects of bomb damage and fallout effects from enemy action; takes 
actions to deploy and resupply all defensive weapons; and interacts 
with higher and lower echelons within the system. To a considerable 
extent, each crew member is experiencing a realistic battle. If a suc¬ 
cessful outcome of the battle is to be realized, each crew member must 
contribute a maximum performance to the crew effort. Most simulate 
battle phases last three hours. However, they are frequently prece e 
by a planning phase and followed by a discussion phase. 

“Feedback. Knowledge of results is considered to be one of the 
prime requisites for the system training program. Exercise results serve 
to relate the training goals for each exercise to the team performance 


and thereby facilitate learning. 

"Information for feedback is collected by the training operations 
report (TOR) team [Figure 8.6]. The members of this team observe 
the battle from critical positions throughout the Direction Center. The 
TOR team records such facts as the degree and accuracy of staff plan- 
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ning prior to the attack, the proper use of communications facilities, 
and the time periods and places throughout the system where overload 
conditions develop. Information concerning the initiation, continuity, 
identification and interception of hostile tracks is recorded automat¬ 
ically on magnetic tape. 

At the conclusion of the exercise, this information is consolidated 
by the TOR team and formally presented to the air defense team when 
it assembles for the debriefing. 4 

Debriefing. A debriefing is a discussion session held by the team 
following the exercise. It is led by the senior officer of the crew being , 

trained and is oriented toward identifying and solving problems en¬ 
countered by the team. 

“Even though the debriefing leader is ultimately responsible for 
deciding the course of action taken to solve problems encountered by 
the team, the debriefing is conducted in a nonthreatening atmosphere 
where full participation by all members of the team is encouraged. 

The debriefing leader first attempts to uncover the problems en¬ 
countered during the exercise, then encourages suggestions for their 
solution by the team members. Once a full discussion of each problem * 

is concluded, a course of action is chosen by the team leader for future 
exploration. Each problem encountered, its suggested solution, and the 
decided course of action are logged by a team recorder for use at the 
prebriefing of the next exercise. Thus, a circular pattern of exercise 
continuity is established.” 


8.3 SUMMARY 

This chapter described the process of developing a training pro¬ 
gram for an information system and located this aspect of system 
design m the over-all development cycle. In the introduction to the 
chapter we reviewed the empirical origins of system training and dis¬ 
cussed the philosophy underlying its emergence. 

The bulk of the chapter was devoted to a description of the train¬ 
ing program development process. This began with a review of the 
nputs to t e process from the system user and from preliminary design 
activities. The process of determining the detailed training require¬ 
ments was then described. This entailed discussion of the analyses of 
new system functions and position tasks. The establishment of other 
training requirements was reviewed with respect to the definition of 
exercise configurations, training equipment and facilities, training ma- 
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tends and aids, support computer programs, the training organization, 
and the training plan. Some of the considerations going into the design 
of training exercises were then discussed, and, finally, the SAGE sector 
training exercise cycle was described to illustrate the application of 
system training and its modus operandi. 

In the course of the chapter several generalizations pertaining to 
system training were stated. These generalizations are summarized here: 

System training provides a capability f or overcoming the “degra¬ 
dation factor in the operation of computer-based information systems. 

The basic training principles which evolved from the RAND ex¬ 
periments and the SAGE System Training Program are as follows: 

• Exercise at one time as large a part of the system as possible. 

• Provide a simulated environment which is as realistic as possible. 

• Observe and record selected aspects of system performance. 

• Provide system personnel with knowledge of results. 

• Exercise the system at a frequency which is consistent with high 
learning motivation. 

The inherent complexity and interdependent nature of the man- 
machine-computer program components of information systems make 
some form of system-oriented training essential if maximum system 
efficiency is to be achieved. 

A training program for the development of individual, group, and 
system capabilities in information systems is most efficiently and eco¬ 
nomically designed if all training is conceived and planned from a total 
system perspective. 

The overlapping technical requirements for system evaluation, 
testing, and training in information systems are such that it is neither 
efficient nor economical to develop them as independent entities. 

When a particular system configuration is conceived as a set of 
design hypotheses, training in a simulated environment provides a 
means whereby scientific method can be applied to the study of alter¬ 
native design concepts, the improvement of system performance, and 
system evolution. 
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Chapter Nine 


The Installation Phase 

P. E . Rosove 


9.1 INTRODUCTION 

The purpose of this chapter is to describe the general character¬ 
istics and objectives of the installation phase. To begin with, we must 
explain why the installation phase for an information system develop¬ 
ment effort is of critical importance; second, the transitional and over¬ 
lapping nature of this phase between the antecedent and the subse¬ 
quent phases requires emphasis; and, finally, we need to review the 
major activities which are conducted during the phase and the rationale 
underlying them. 

As the term “installation phase” implies, this is the first period of 
time in which the physical components of the system are placed in 
their operational environment and, in conjunction with the users per¬ 
sonnel, both are readied for the assumption of operational responsi¬ 
bility. The phase is that period of time encompassed by the completion 
of the production of the system components and the beginning of 
operations. The duration of this period is customarily specified in 
advance by administrative fiat, that is, both the delivery of products 
by the developer to the user and the beginning of operations are 
assigned dates which appear in contractual agreements. However, the 
beginning and end points of the installation phase for an information 
system are much less determinable than is generally realized by typical 
users and procuring and administrative agencies. System testing, for 
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example, continues as a sequence of specific tests from the production 
phase into the subsequent installation phase. As a result of testing, 
deliverable items may be modified or replaced. Thus, it is difficult to 
say with any precision, from a technical or developmental point of 
view, where production activity ends and installation activity begins. 
Similarly, as we hope to make clear in this chapter, installation and 
operational activities cannot be sharply demarcated. Like the changing 
of the seasons, these phases and types of activities merge impercep¬ 
tibly into one another. Thus, the installation of an information system 
should not be thought of in terms of the traditional “turn-key” concept 
of system handover from the developer to the user. 

In the simplest terms, the following sequence of activities must 
be conducted during the installation phase: 

• The instruction of the users in the characteristics of the system. 

• The conduct of a period of trial use of the system by the users. 

• The test and verification of the system design. 

• The detection and correction of errors, inadequacies, and gaps in 
system operations. 

• The development of an operational system capability. 

The length of time which should be devoted to system installation 
varies with the nature of the system, such as its size and complexity, 
the number of locations which must be installed, the strategy of devel¬ 
opment employed, and the presence or lack of a precursor system. 
An installation phase may be a periodic activity, or it may be a con¬ 
tinuous activity merely shifting its locale from site to site. 

When computer programs are added in increments to an existing 
information system, as is frequently the situation in commercial enter¬ 
prises, it may be possible to install the new programs and test them 
under operational conditions without conducting a formal period of 
installation. Where systems are built by using an inductive strategy 
upon the foundation of a well-established semiautomatic information 
system, and the users have participated heavily in the development 
effort, the installation phase may be accomplished in a few weeks 
with relatively little effort or long-range planning. However, when a 
large-scale system which differs drastically from its predecessor is 
being installed, as in the replacement of the manual system of air 
defense by the SAGE system, an installation activity comparable in 
scope to the SAGE variety may be essential. It is important to realize 
that the installation phase for a large-scale information system may 
last for many months or actually extend over a period of years. In 
the case of the SAGE system, in which pieces of the system at different 
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geographical locations were installed in sequence, and of systems 
which are built via a strategy of evolution, the installation activities 
may occur periodically at various sites as system models replace one 
another, or they may occur continuously as different versions of the 
same system are installed in sequence at a variety of locations. 

The installation phase is, without question, the most exciting and 
difficult period of information system development. There is tremen¬ 
dous pressure on the developers to demonstrate that they have suc¬ 
cessfully met their contractual commitments on schedule; and there is 
corresponding pressure on the users to have the new system, on which 
they have spent so much money and placed such high hopes, assume 
operational responsibility at the earliest moment. Both users and 
developers feel anxiety over the capability of the new system to meet 
their expectations. At the same time, such systems are so complex that 
a trouble-free installation is unknown. Thus, excitement mounts as 
errors are found, time runs out, and tempers flare. 

Within the scope of a chapter we can only hope to touch on some 
of the more significant aspects of the installation phase. We attempt 
to establish at the outset the unique nature of installation activities 
for information systems as contrasted with hardware systems. In Sec¬ 
tion 9.2 we review the irrelevance of the “turn-key* concept of system 
handover for information systems. The remaining sections of the chap¬ 
ter deal in sequence with the following subjects: the importance of 
the installation phase; phase-over planning, that is, the planning by the 
user and the developer for the physical replacement of the existing 
system or unintegrated information-processing elements by the new 
system; the orientation program; the system shakedown; and feedback 
to system design. In this last section we shall also discuss system 
change. The subject of introducing changes to the system will be treated 
in terms of feedback to design during the installation phase. We shall 
review in this section the problems associated with system change pro¬ 
posals and the need to establish a change review organization and 
associated administrative procedures. It should be understood, how¬ 
ever, that change proposals are not restricted to the installation phase 
but may occur at any stage in the development effort. 


9.2 THE IRRELEVANCE OF THE “TURN-KEY” CONCEPT 

In the established hardware system development process, the 
completed system, after it has met its acceptance tests, is presented by 
the developer to the user who, on some predetermined date, turns the 
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system on—declares it operational. This has been referred to as the 
turn-key” concept. A simple illustration of the turn-key approach to 
the handover of a system by the developer to the user is the presenta¬ 
tion of a new automobile by a dealer to its owner. The new owner 
turns the ignition key, starts the engine, and proceeds on his way. 
Maintenance, as guaranteed by the manufacturer s warranty, is pro¬ 
vided over some specified period of time or mileage traveled. As 
hardware systems have increased in complexity and technological 
sophistication as in the case of jet aircraft, nuclear submarines, missiles, 
and space vehicles, this handover process has become increasingly 
critical for adequate initial system performance and has required an 
increasingly longer period of time to accomplish. For such complex 
systems the tum-key concept of handover is no longer accurate. 
Rather than an abrupt switch in responsibility for the system from the 
developer to die user, there is a vaiying period of time in which the 
system is gradually phased into operational status through the com¬ 
bined activities of the developer and the user working as partners in 
a common endeavor. The tum-key concept is even more irrelevant 
for information systems. The handover process is qualitatively as 
different between information systems and sophisticated weapons 
systems as it is between such weapon systems and an automobile. Two 
mam reasons for the irrelevance of the tum-key concept for information 
systems need to be discussed: (1) the nature of the development 
process for information systems, and (2) the strategy of development 


The Nature of the Development Process 

., f the P rec ® din g chapters of this book we have seen how close 
the relationship between the user and the developer must be through- 
out the development effort if a successful system is to be created. We 
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does the frequency and intensity of their interaction, after the estab¬ 
lishment of the initial system requirements and during the system 
design work. This interaction pattern declines during the production 
phase, since the developer is producing subsystem components to a 
set of temporarily frozen specifications, but then builds up again and 
reaches its peak during the installation phase. After the handover 
period, it gradually declines again. There are, then, two peaks in the 
intensity of interaction between the user and the developer during the 
development process—one during the design phase and the other dur¬ 
ing the installation phase. Maximum interaction and interdependence 
occurs during the handover period. After this period, the interaction 
between the user and the developer gradually declines as the users 
become familiar with the system, learn how to operate and improve it, 
and develop confidence in its capacity to meet their operational needs. 
The extent of the decline, however, varies, depending upon which 
organization assumes responsibility for on-going system maintenance. 

An information system, no less than a weapons system, requires 
on-going maintenance if it is to be kept at maximum performance. 
However, the newness and sophistication of computer technology are 
such that a question remains as to the capability of the user to main¬ 
tain an information system with an in-house staff after the system 
attains an acceptable operational performance level. When machines 
are replaced by other more sophisticated and more complex machines, 
it is still possible, through retraining, for the mechanics of the user 
organization to assume responsibility for on-going system maintenance. 
But the most capable mechanics in the user organization obviously 
cannot maintain an information system. This is not just a question of 
retraining. The skills of computer programmers, system designers, 
system analysts, procedures designers, behavioral scientists—all the 
sundry persons who contribute to the development of an information 
system—cannot be acquired overnight. Thus, the relationship between 
the user and the developer should not be terminated arbitrarily upon 
the handover of the system; in the future this relationship will vary to 
the degree that the user has the in-house resources capable of assuming 
the responsibilities of the developer. If he has no such capability, he 
must continue to rely upon the developer for on-going maintenance. 

The Strategy of Evolutionary Development 

It will be recalled that a strategy of evolution in information 
system development calls for the installation of a low-cost, minimal 
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operational configuration, using off-the-shelf equipment, which is 
scheduled to assume operations at the earliest possible date. This 
initial capability represents an experimental or prototype system. It 
provides a means for the involvement of the users in the development 
of the system, in the generation of additional and changing require¬ 
ments, and in the eventual design of a system that will meet their 
continuing needs. 

A strategy of evolution means that a relatively small group of 
developers with the assistance of the users in-house technical per¬ 
sonnel can initiate the first modest operational system configuration. 
Subsequent system configurations, conceivably more complex and 
sophisticated, may call for an increasing number of developmental 
personnel from external sources, such as an outside contractor, and a 
relationship to the user characterized by growing intensity and fre¬ 
quency of interaction. Design in an evolutionary development strategy 
does not terminate with the initial operation of the system. On the 
contrary, the initial operations of the prototype configuration signal 
the initiation of an intensive feedback process from the user to the 
developer whereby improvements can be incorporated into subsequent 
system configurations. In the evolutionary strategy, therefore, there is 
no point in time when it can be said that the developer has turned 
over to the user a finished product and has bowed gracefully out of 
the picture. Again, the exception to this statement is found when the 
user has the technical in-house capability to assume responsibility for 
the design and production of subsequent system configurations. But 
such a capability has been extremely rare in the past, particularly in 
the military area. 

The SAGE system may serve to illustrate the continuing intimate 
relationship between the user and the developer. The model concept 
in SAGE, described in Chapter 3, has meant that, since the initial 
SAGE system configuration became operational in 1958, the developer 
has continued to design and produce a series of successive system 
configurations as military air defense requirements have changed. 
Since each system model essentially alters the flow and the content of 
information in the system, extensive and costly maintenance activities 
on the part of the developer are required. 

Development personnel must track down all the changes to com¬ 
puter programs, for example, which might be affected by new require¬ 
ments, additional requirements, or the deletion of requirements. These 
modifications to requirements can arise as a result of the introduction 
of a new jet interceptor or of changes in the tactics used by interceptor 
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aircraft. Such modifications were introduced when missiles, as well as 
jet aircraft, became elements of the defense system. Since all computer 
programs are tightly integrated among themselves and with other ele¬ 
ments of the system—equipment, displays, operational procedures, 
and personnel—any change to a computer program can have an exten¬ 
sive ripple effect throughout the system. Changes to the programs may 
require a reassessment of storage allocations in the computer or a 
re-evaluation of the allocation of system functions among computer 
programs, equipment, and personnel. The conduct of such activities 
presumes a detailed knowledge of the system elements and their oper¬ 
ations which only the developer possesses. When the developer and 
the user are one and the same, the problem is minimized. But, as we 
have noted, this is relatively rare. 

Existing budgetary and financial management practices are in¬ 
compatible with the concept of system evolution. These practices are 
based on traditional hardware development concepts, such as un¬ 
changing requirements, predetermined and fixed completion dates, 
and predetermined and fixed budgets. Such financial procedures are 
based on a turn-key concept of system handover. The notion of a 
gradual phase-over or an extended period of transition from system 
production to operations is foreign to contemporary finance admin¬ 
istrators. Thus, the turn-key concept is perpetuated by nontechnical 
administrators despite its irrelevance to both the nature of information 
system development and the strategy of evolutionary development. 


9.3 THE IMPORTANCE OF THE INSTALLATION PHASE 


We have thoroughly reviewed in Chapter 2 the more significant 
differences between hardware systems and information systems. In 
that chapter we described some of the consequences of these differ¬ 
ences for the system users, the developers, and procurement agencies. 
The installation phase constitutes an additional and very important 
area of difference between the two types of systems. There are three 
main areas of importance with respect to the installation of information 
systems: (1) the test and verification of system design concepts in an 
operational environment, (2) the accomplishment of psychological 
acceptance of the system by the user, and (3) the development of an 
operational capability. As these subjects are reviewed in the following 
sections, the differences between the handover process for hardware 
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systems and that for information systems should become increasingly 
evident. These differences are of degree rather than of kind. 

Test and Verification of System Design Concepts 

One of the most traumatic points in the development process 
occurs when the initial computerized system is installed in its first 
operational version. Why is this such a traumatic period? It is anal¬ 
ogous to the situation of the test pilot putting a new jet aircraft through 
its final test phase before handover to the customer. The best design 
work available has gone into the creation of the aircraft; it has been 
carefully built according to the design specifications; but an agonizing 
question must still be answered: will it fly? This question must also 
be asked, figuratively, of the new information system. Testing and 
verification of design decisions have been carried out throughout the 
development of the system. But the key question—will it fly?—cannot 
be finally answered until the information system, like the jet aircraft, 
is tested in the operational environment. Unlike the case of jet aircraft 
(and here the analogy breaks down), the test for an information system 
must be made, not by unusually qualified personnel, but by the actual 
users of the system. 

The importance of the installation phase, then, is that it provides, 
for the first time, the environment for the most critical series of tests 
and experiments which the new system will be required to face—tests 
in which it is put through its operational paces, involving operational 
personnel, operational computer programs, operational facilities, and 
operational equipment. In these tests system performance is measured 
by the highest-level performance standards—the formally specified 
system requirements. Thus, these tests supersede all other prior tests 
which have utilized lower-level standards of performance—the com¬ 
ponent and subsystem standards. The system may have passed all such 
tests with flying colors and still fail when measured against the system 
level requirements. 

The Psychological Acceptance of the System by the User 

The installation phase is critical since in this phase the majority 
o user personnel are exposed to the system as an operational entity 
for the first time. This is a period in which the basic attitudes of per¬ 
sonnel who must operate and depend upon the system are formed and 
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solidified. If negative attitudes are established, if the users do not 
acquire confidence in the system, if they are less than cooperative in 
ensuring that the system accomplishes its goals, if they reject the 
system out of hand and refuse to use it, the result may be a disaster 
from both the users’ management and the developer’s points of view. 
Such disasters can and do happen. They can be prevented if appro¬ 
priate steps are taken as part of the development planning to ensure 
the psychological acceptance of the system by the users. 

A hypercritical attitude on the part of the users toward the system 
is likely under the following conditions: (1) if they are relatively 
unfamiliar with information system technology; (2) if they have not 
participated in the development process; (3) if they have not partici¬ 
pated in the phase-over planning for the replacement of the old system 
by its successor; and (4) if they have not been prepared to accept the 
new system through a comprehensive and thorough orientation process. 

Throughout this book we have insisted at many points on the 
critical importance of the participation of the user in the more sig¬ 
nificant design decisions which must be made by the developer. We 
have specified at key points in the development process the require¬ 
ment for review and concurrence by the user s representatives of the 
developer s design documents. If the user understands why a particular 
alternative design was chosen, he will be more likely to accept the 
product of that design decision as necessary and desirable. This notion 
of the importance of user participation in the work of the developer 
as a basis for psychological acceptance of the final product is not an 
impressionistic hypothesis but is based upon a considerable amount 
of experience in information system development and research in the 
behavioral sciences. 1 

Psychological acceptance of the system by the user, particularly 
the development of confidence in the capability of the system to per¬ 
form the user’s mission, cannot be accomplished overnight. This is 
another reason why the turn-key concept of system handover is in¬ 
appropriate for information systems. 

Contributing to the psychological acceptance of the developer’s 
efforts by the user, which follows logically from the comments above, 
is the participation of the user in the formulation of the phase-over 
planning. This will be reviewed in Section 9.4. 

Another contributing factor to acceptance of the system is an 
appropriate introduction to it. This is taken care of, or should be, in 
an orientation program. This topic is discussed in Section 9.5. 
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The Development of an Operational Capability 

During the installation phase, system personnel are interacting 
with one another in unfamiliar patterns. They are interacting with 
computer programs in a manner which is different from anything in 
their previous experience. The interactions of personnel with the com¬ 
puter and with other equipment, such as displays and consoles, are 
new and strange. The arrangements of work spaces may involve many 
unusual elements, and the physical facilities, as such, may be peculiar 
to the uninitiated, as in the case of the SAGE windowless block houses 
and blue interior lighting. The operators and decision makers must 
carry on their operational responsibilities in a strange environment—an 
unfamiliarity which pervades almost every area of their past experi¬ 
ence. 

The development of an operational capability by the user means 
that he must understand how the system works. This understanding is 
based upon many elements, all of which are interrelated. Operators 
must understand their equipment—the use of switches, light guns, 
display request panels, printers, tape units, keyboards, etc.; they must 
understand the computer programs—the structure of the programs, the 
tables, the data base, and the operational functions performed by the 
programs; they must understand how information gets into and out 
of the data-processing elements of the system and the format of both 
inputs and outputs; they must understand the communications network 
by means of which information flows through the system from remote 
locations as well as the communications which link them to their 
colleagues in the organization. The decision makers must understand 
what kinds of information the system can provide, the frequency with 
which information of different kinds can be obtained, the relationship 
between information in the system and the types of decisions they 
have to make, the format of the displays and printouts so that they 
can interpret the information provided by the system, the kinds of 
requests for information they may make of the system, and so on. 

An operational capability for a complex, large-scale information 
system can only be achieved as a result of an extensive period of 
system shakedown ” This shakedown includes a phase of pre-opera- 
tional exercising of personnel in the operational environment, system 
testing, and the alteration of the designed operational procedures as 
experience indicates that this is necessary. These subjects are discussed 
m Section 9.6. The point to be made here is that the user must recog¬ 
nize the importance of the installation phase for the system shakedown. 
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It is the system's incubation period. Hatching without proper incuba¬ 
tion will produce a monster rather than a good system. 

The requirement for a period of incubation is another reason why 
the turn-key concept of system handover is inappropriate for informa¬ 
tion systems. 


9.4 PHASE-OVER PLANNING 


Why Phase-over Planning Is Important 

One of the responsibilities of the developer, in close cooperation 
with the user, is to develop a phase-over plan whereby the successor 
system can assume operational responsibility without incurring a period 
of performance degradation. This implies some period of time in 
which the precursor unintegrated data-processing elements or the 
manual system is gradually phased out and the replacement system is 
phased in. To prevent operational degradation during the phase-over 
period, a plan to accomplish this must be created as one element of 
the developmental task. Of course, phase-over planning is not as 
critical in cases wherein the new system is being installed as an entity 
in a physical facility unrelated to existing data-processing elements. 
But planning is still necessary for the shift in operational responsibility. 
During the period of phase-over, normal performance levels may be 
jeopardized. In the case of military command and control systems, 
jeopardizing normal performance capabilities is not to be tolerated. 
For most types of "real-time” information systems, nonmilitary as well 
as military, as in the case of airline reservations and material process¬ 
ing and control systems in industry, an indeterminate period of system 
degradation is not tolerable. Hence, the phase-over must be as short 
a period as possible; it must be carefully planned; and it must be 
implemented with precision. 

To illustrate some of the typical problems encountered during the 
phase-over period, as well as other points made throughout this chap¬ 
ter, we shall quote at some length from a study of an electric light and 
power company by F. C. Mann and F. W. Neff 2 : 

“About five months after the 705 computer was installed, the con¬ 
version of daily operations to the new equipment system began. Unlike 
a change in car model in the auto industry, no stock-piling could occur. 
It was necessary to operate three systems simultaneously: the old 
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system for accounts not converted; a transitional system for accounts 
being converted; and the new system for those which had been con¬ 
verted. Forty thousand bills had to go out daily, and an equal number 
of payment postings had to be made. 

“The operation of these three systems meant that additional per¬ 
sonnel had to be borrowed, hired on a temporary basis, and secured 
from commercial agencies. Permanent employees were reluctant to 
stay with the old system, yet skilled and experienced people were 
needed to keep it functioning properly. The company therefore de¬ 
clared that all appointments made during the transition period would 
be temporary, and informed employees that no preferences for the 
new jobs would be given to the people who manned them during this 
period. Final assignments of personnel to jobs in the new system would 
not occur until after the change was completed. 

Many ‘bugs' showed up in the EDP program and related clerical 
procedures, and these were found to be costly to remove. It was found 
that the 705 computer demanded a higher degree of accuracy than 
had been anticipated, and additional checks had to be built into the 
machine system. Responsibility was highlighted and errors could now 
be traced directly to the clerk who made them. 

The pressures accompanying this phase of the change process had 
important effects on personnel at all levels. Hundreds of people had 
to be trained (about 90 per cent of the jobs in the departments at the 
vortex of the change were wholly or partly modified). Some people 
had to put in so much overtime that they had to give up most of their 
outside community and family activities. The continued physical and 
mental strain began to affect employees and supervisors. Evidence of 
this ranged from an occasional unexpected flood of tears from women 
supervisors to illnesses stemming from stress by some of the principal 
persons responsible for the change. The head of Accounting ordered 
more frequent physical examinations for top level Accounting person- 
nel. In addition to the pressure created by the conversion schedule, 
the desire of non-supervisory employees to know what their new 
permanent jobs would be increased the urgency of completing the 
change-over. & 

“Before the conversion began, the impact of the change had been 
felt entirely by employees within the company—mainly within the 
Accounting and Sales Divisions. Now, the customers were affected by 
the new system. Some billing errors got to customers. Since it took 
time to make the necessary changes in programs, the same errors went 
to some customers two and three times. Irritated customers took their 
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complaints to Sales personnel in the field. Since the field staff did not 
adequately understand the system, they blamed the 705 computer and 
sent complaints to Accounting. Conflict between personnel in Sales 
and Accounting—now in more frequent direct contact than ever before 
—began and grew. Sales sent more and more complaints to Accounting 
personnel regarding the new system. 

“The difference between the extent to which the key line officers 
in Accounting and Sales had been involved in the change process now 
began to appear. In the past, the two Divisions had been relatively 
independent of each other, particularly at the higher levels of manage¬ 
ment. There had been limited interaction between their personnel, 
and neither group adequately understood the work of the other. Top 
management from Accounting had been heavily involved in the design 
and execution of the change-over plan; top management from Sales, 
having asked one of their key staff men to keep them fully informed 
about the progress of the change-over, went on with their usual activ¬ 
ities expecting that they would be able to handle whatever coordina¬ 
tion requirements were necessary as they occurred. Lower level 
personnel in the two divisions now had to exchange much information 
more frequently—and their "conversation’ had to be in what was 
essentially a new language. Personnel in Sales, at the top and at most 
other levels, had not been involved enough in planning for the new 
system to understand how it worked and what its problems were. They 
could not explain the difficulties to customers. 

“These customer complaints, and other problems of the new 
system, soon began to reach the president and others in the top man¬ 
agement group in the company. As these appeared to become more 
frequent, it was decided to suspend further conversion to the new 
system for one month primarily to give programmers time to make a 
backlog of corrective changes to the system. At about the same time, 
the president called in some management consultants to evaluate the 
system in regard to its effect on customer relations. The consultant 
studied the situation for several months and finally reported back to 
top management that customer complaints had increased but seemed 
to be about normal for this kind of a change, and that the system was 
fundamentally sound. One error could be traced to the machine. The 
rest were about evenly divided between Sales and Accounting per¬ 
sonnel. The consultants also recommended other changes similar to 
those embodied in the original study report which had not been 
adopted. 

“One of the steps which was taken to reduce tension between the 
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two Divisions was to establish a program for all personnel in Sales and 
Accounting who were involved in the change. This program began 
with joint meetings conducted by the heads of Sales and Accounting 
with their department managers, staff and supervisors. These meetings 
demonstrated unanimity at the top of the two Divisions and did much 
to stimulate cooperation and understanding down the line. Personnel 
from Sales and Accounting were then given tours of each other’s 
Divisions. Heads of district Sales offices were also asked to spend more 
time with Accounting personnel in their offices. These several steps 
were designed to provide the base of understanding which was needed 
to enable personnel in both areas to perform in the coordinated fashion 
required by the new system.” 

A phase-over plan is also essential for an information system since 
many organizations and agencies are normally involved in its develop¬ 
ment and installation. The system has been designed and built by a 
variety of procurement agencies, users, and contractors. During the 
installation phase, the culmination of all the efforts of these diverse 
organizations is reached. For the first time, all the physical components 
of the system are brought together as a functioning entity in the real- 
life environment. The phase-over plan must ensure adequate coordina¬ 
tion and control over the many components; it must ensure that these 
components are appropriately scheduled for delivery, installed, and 
tested. This must be accomplished without a chaotic situation in which 
the representatives of the various organizations attempt to install and 
test different elements of the system at the same time in the same space. 

An invariable problem is the scheduling of computer time for the 
many development contractors who need time during the installation 
phase for testing and checkout purposes. The computer manufacturer 
is concerned with checking out the computer itself and its utility pro¬ 
grams. Other contractors are concerned with testing data transmission 
equipment which is linked to the central computer. If another con¬ 
tractor is responsible for computer-driven display equipment, he will 
want to check it out through tests run in conjunction with the com¬ 
puter. The software system developer wants to test out his operational, 
utility, and support computer programs on the computer. The user 
will also be interested in testing the computer, both for hardware 
operation and for the operation of computer software. To prevent con¬ 
fusion, inadequate testing, and the waste of valuable computer time, 
it is essential that the utilization of the computer be appropriately 
scheduled by some central planning and administrative unit established 
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by the user. All the interested parties should participate in this plan¬ 
ning activity to ensure that their interests in obtaining sufficient com¬ 
puter time are recognized. A guarantee of a minimum amount of 
computer time should be provided and stated in contract form for 
each participant. In the installation of SAGE, unfortunately, no such 
guarantee was provided for the software system developer with the 
result that tests of computer programs had to be conducted in time 
left over by other participants whose contracts provided for priority 
usage of the computer. 

The User's Responsibilities for Phase-over Planning 

An effective phase-over plan cannot be created without the full 
participation of the top-echelon managers of the user organization. 
In some situations, the new system may be planned for a completely 
new facility, separate and distinct from the manual system it is re¬ 
placing. In such cases the phase-over difficulties may be minimized 
since the two systems may be able to operate in parallel. Thus, the 
replacement system can be brought up to an operational capability 
without affecting the quality of the existing system (assuming per¬ 
sonnel are available for both), and the old system can continue to 
function as a backup capability in the event that the new system 
encounters operational difficulties. 

By contrast, we must consider the situation in which the replace¬ 
ment system is planned to fill the same physical facility which con¬ 
tained the old system. In this case existing equipment must be pulled 
out and new equipment put in while operations personnel carry on 
with their daily tasks. Without a plan of phase-over by the user which 
meshes with the developer's installation plans chaos will result. 

A great proportion of the time required by the installation phase 
is devoted to system testing, system evaluation, and training. It will be 
recalled in our review of system training that the user is responsible 
for the provision of personnel for exercise monitoring and simulation 
tasks. The importance of these tasks is such that only the most highly 
qualified people should be selected for them. This means that the user 
must detach some of his most competent personnel from daily opera¬ 
tions and make them available for some period of time before the in¬ 
stallation phase to undergo indoctrination on the new system and 
training in monitoring and simulation. Similarly, in order to conduct 
adequate system testing and evaluation, some of the most competent 
user personnel must be exposed, before the installation phase, to a period 
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of intensive training on system testing methodology and procedures. 

A major responsibility of the user is to inform lower-echelon units, 
especially those at dispersed geographical locations, of the phase-over 
plans. In the case of military systems, it is essential for commanders to 
notify all field units of the phase-over activities sufficiently in advance 
of the installation so that the necessary preparations can be made. 
Nothing can be more disastrous for good user-developer relations and 
a successful phase-over period than having a team of installers descend 
on a military unit without advance warning—this will invariablv 
happen in the midst of a major military operation. 

9.5 THE ORIENTATION PROGRAM 

Why an Orientation Program Is Important 

The orientation program is important in that it establishes for 
user personnel the foundation of knowledge about the system upon 
which all their future learning will be built. The conduct of the 
orientation and the substantive knowledge presented to the users also 
serve to contribute to the establishment of basic attitudes toward 
the system. 

Orientation is differentiated here from training. In Chapter 8 
system training was conceived in terms of exercising or rehearsing 
operations in a partially simulated environment. Other types of training 
were also mentioned. The objectives of these varieties of training were 
the acquisition of basic skills by personnel, the development of satis¬ 
factory personnel, man-machine, and man-computer program interac¬ 
tions, and, in general, over-all improvement in system performance 
under all varieties of potential real-life situations. Orientation, by 
contrast, is a learning situation in which the users of the system are 
introduced to it. The larger and more complex the information system, 
the more essential is the requirement for user personnel to be intro¬ 
duced to it at a general level before the installation phase and then 
again at an intensive, detailed level during this phase. It is the inherent 
complexity of information systems which compels this distinction be¬ 
tween orientation and training. Experience has shown that user per¬ 
sonnel must have an opportunity to attempt to comprehend such 
systems intellectually and as total systems before they undertake more 
mechanical efforts to make the system work in an operational environ¬ 
ment. 

The importance of the orientation activity is associated with the 
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several objectives of this activity. One of the more obvious objectives 
is, of course, the provision of knowledge about the system to the future 
users. Another, equally important objective is to prepare high-ranking 
personnel in the user organization for the managerial and administra¬ 
tive planning which must be accomplished for the installation phase 
and for the proper conduct of the major activities which take place in 
that phase, such as system testing, system training, and system shake- 
down. It is also during the orientation program that the developers can 
bring home to the users the critical nature of phase-over planning for 
successful system installation. 

In addition to transmitting basic knowledge about the system, an 
important objective of the orientation program is to assist the highest 
echelons of user management in understanding the objectives and 
intent of the system, the development strategy which was followed, 
and the nature of information systems with respect to such features as 
changing requirements, maintenance, and replacement. In essence, the 
orientation program must convey to the managers of the enterprise 
their responsibilities for the continued life and satisfactory performance 
of the system. After handover occurs, it will be the user’s responsibility 
to plan for system evolution, design modifications, and the alteration 
of system requirements to meet the changing objectives and goals of 
the organization. 

The developer’s personnel who plan and conduct the orientation 
activities usually will also be the ones who will participate in the 
system installation. The orientation program, therefore, serves to intro¬ 
duce developer and user personnel to one another, assuming that they 
have not already worked together during the course of system design 
and production. It is during the orientation program, then, that rapport 
must be established if a smooth and efficient handover of the system 
is to be accomplished. This program serves to establish feelings of 
mutual trust, understanding, and confidence which facilitate the 
handover process. 

Varieties of Orientation Programs 

In Chapters 2 and 3 we reviewed the kinds of systems, types of 
development situations, and varieties of development strategies which 
complicate the system development process. These factors affect the 
nature, scope, content, and organization of orientation activities. Each 
orientation effort must be custom-tailored to the requirements of the 
particular development. 
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Whether or not a formal orientation program is needed at all is a 
question which is related to the selection of a development strategy. 
If the new system is being designed upon an inductive approach, for 
example, in which the developer is merely automating existing methods 
and procedures, there may be no requirement for orientation. Intro¬ 
duction of user personnel to the new procedures may be conducted as 
the development occurs. Formal orientation requirements will be more 
essential, by contrast, where a deductive approach has been followed, 
since this may result in profound changes in the nature of the users 
operations. In this event, the orientation effort must review for the 
user the deductive process undertaken by the developer as well as the 
consequences of that process for system design and the production of 
system components. 

The number and frequency of orientation efforts, and therefore 
the extent of planning for such efforts, will vary with the number of 
system iterations or configurations. Where the system is built as a single 
configuration, with no anticipation of a successor configuration, the 
orientation effort is also necessarily a single-shot affair. However, where 
an evolutionary strategy is followed, a series of orientation activities 
is called for since each system configuration will have to be introduced 
to the users before installation. In evolutionary development, the scope 
of the orientation will vary with the degree of change reflected in 
successive system models or configurations. The introduction of the 
SAGE system, for example, required a major orientation program when 
the first model was installed. The installation of subsequent models 
called for orientation activities also, but on a much less extensive scale. 

The extent to which a formal orientation program is needed also 
varies with the experience and knowledge of the users. Some users 
have unintegrated information-processing elements; others are already 
operating manual or semiautomatic information systems; and, in the 
future, users will be replacing automated information systems with 
more powerful and more tightly integrated ones—for example, systems 
which combine management planning, managerial control, and on-line 
materiel processing. When users are uninitiated into the mysteries of 
computers, computer programming, and the other aspects of software 
and have had no prior experience with information systems as systems, 
the content and scope of the orientation program must necessarily be 
detailed and cover the complete range of software elements. 

The complexities and variations in orientation program planning 
may be illustrated by the treatment accorded to the war planning and 
control functional areas of the SAC Control System. The differences in 
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the nature of planning and control operations and organization meant 
that different orientation approaches had to be developed for each 
functional area. The differences in the functional areas can be briefly 
described. SAC war planning is largely concentrated at one geo¬ 
graphical location. Control operations, by contrast, are conducted at all 
SAC headquarters and bases. Whereas planning is basically a non- 
real-time activity, control is a real-time function. Planning is conducted 
periodically, whereas control is a continuous, everyday operation. As 
far as the new system was concerned, planners had to learn the input/ 
output procedures for utilization of the planning computer programs. 
They were primarily interested in the data-processing subsystem; the 
controllers, on the other hand, were concerned mainly with the com¬ 
munication network—the data transmission subsystem. As a result of 
these differences, the orientation program for SAC planners included 
instructional periods in classes conducted by developer personnel. Since 
control personnel could not readily be detached from their posts for 
periods of classroom instruction without disrupting normal operations, 
their orientation was limited to an instructional manual which was 
produced by the developer and published by SAC. 


Planning the Orientation Program 

It should be apparent from what has already been said about 
orientation activities that the orientation program requires intensive 
and careful planning comparable to that carried on for the other 
aspects of the installation phase. In creating the orientation program, 
the planners need to consider the following areas: 

• The requirements of various types of users for information about 
the system. 

• Development of the appropriate techniques for the dissemination 
of the necessary types of information to the various classes of 
users. 

• Study of the user's organization and operations so as to select the 
most suitable procedures for conducting the orientation without 
interfering with on-going operations. 

Planning the development of an orientation effort follows the 
phases of development in general; that is, there must first be a study 
of orientation requirements—who needs to know what about the new 
system—then the design of the orientation content and structure, the 
production of orientation materials (manuals, briefings, lecture 
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courses, films, slides, etc.), and, finally, the installation of the program 
in the field. The personnel responsible for the orientation effort should 
establish a work plan which schedules and defines each of these se¬ 
quential activities and provides for the acquisition and training of 
appropriate personnel to conduct the program. 

The brunt of the planning for the orientation program must neces¬ 
sarily fall upon the shoulders of the developer, although knowledgeable 
user personnel should participate to the extent possible. Ideally, user 
personnel should conduct the orientation activity since this would 
facilitate acceptance of the system by their co-workers. However, it is 
usually developer personnel who are most familiar with the nature and 
characteristics of the system and are best qualified to introduce it to 
others. 

The problem for the developer is determining how best to create 
a group within his own organization to assume responsibility for 
orientation planning. The personnel who best understand the system 
are usually too involved in the design and production of the system to 
be used for this purpose. Orientation program planning is itself a 
major undertaking, calling for specialized skills such as f amili arity 
with the design and use of visual aids and areas of knowledge such as 
learning theory. Frequently, therefore, a group will be created specifi- 
cally for the creation and implementation of the orientation program 
on a full-time basis. Such personnel, however, may be plagued by the 
problem of obtaining current information about the system since they 
are not directly involved in the development process. It is the function 
of the developers management to ensure either (1) that information 
on the system is passed promptly to orientation personnel through 
formally established communication channels, or (2) that technical 
development personnel are made available to participate in the orienta- 
tion program as sources of knowledge for the preparation of manuals 
and course curricula or as field instructors. 

It has been an unfortunate practice to delay the establishment of 
orientation program planning until relatively late in the development 
effort. But we have noted that one of the important functions of the 
facilities which are used early in the development process, such as 
laboratories and other experimental setups, is the orientation and 
braining of user personnel. Thus, consideration of orientation needs 
for user personnel should be undertaken from the inception of the 
system development project. The initial feasibility studies for labora¬ 
tory and experimental facilities should take into account their value 
for user orientation as well as for their primary purpose. The initial 
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cost estimated for a simulation facility to be used for experimental 
purposes may seem much more reasonable when it is realized that the 
facility can also serve to introduce the system to its ultimate users 
early in the course of the development effort. SIMFAC, the simulation 
facility used in the experimental studies for the SAC Control System, 
described in Chapter 6, provides an example of the multiple purposes 
which such a facility may serve. 


9.6 THE SYSTEM SHAKEDOWN 


Pre-operations Exercising 

Before the scheduled operational date of the system (there will 
be such a scheduled date regardless of its lack of meaning) it will be 
necessary for user personnel to undergo a period of exercising with the 
system in a nonoperational mode in order to achieve an acceptable 
level of performance when the system assumes responsibility for 
operations. This period is referred to as the system “shakedown/ As 
the term implies, the system at this point is not yet a functioning to¬ 
tality; it is, rather, a conglomeration of elements—people, computer 
programs, and equipment—which do not interact smoothly and effi¬ 
ciently. The computer “hangs up” or halts when it is not supposed to; 
personnel are not sure how to request information from the computer; 
a procedure for displaying data takes more time than the minimum 
required by system performance specifications; an excessive number of 
errors are transmitted via the input keyboards; decision makers are 
unable to interpret alpha-numeric information; and equipment breaks 
down. All of these elements must be shaken down through exercises 
which simulate real operational conditions. 

The capability for conducting pre-operations exercising is pro¬ 
vided by the simulation vehicle which has been developed for training 
purposes. Pre-operations exercising represents, then, the first phase of 
system training in an orientation program environment. Since the 
developers and the users can control the simulated inputs, the activity 
level in the system can be kept at a minimum sufficient to provide a 
learning experience for the novitiates, but not high enough to over¬ 
whelm them. Since the level of activity is simulated, it can be con¬ 
siderably lower than that normally experienced in everyday operations. 

The process of user review of and concurrence with the developer’s 
design documentation periodically throughout the development effort 
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contributes to conceptions of the emergent system. However, there 
will inevitably be some discrepancy between these conceptions of the 
system and actual system operation. It is likely that the user’s expecta¬ 
tions of the system will deviate more from the reality than will the 
developer’s. One of the functions of the shakedown period is to facili¬ 
tate convergence between the expectation and the reality for the users. 
During the pre-operations exercises, the users, at all levels of the enter¬ 
prise from top management down to the lowliest operator, will have 
the opportunity to comprehend the actual capabilities of their new 
system. 

One of the functions of the developer’s installation personnel, 
working closely with the users, is the isolation of the causes of system 
malfunctions. This is a surprisingly difficult task. Information systems 
in which performance is the outcome of complex interactions among 
men, computer programs, and equipment do not lend themselves 
readily to the identification of the causes of less than acceptable per¬ 
formance as defined in design specifications. System performance is the 
outcome of manifold actions, events, and decisions. In the debriefing 
following a typical SAGE system training exercise, for example, the 
operations personnel will, during their initial exposure to the system, 
invariably blame the equipment or the computer programs for human 
failures. Experience has shown that only gradually, as operations per¬ 
sonnel become more familiar with the system and as they find that 
they are allowed to express themselves without fear of sanction during 
postexercise debriefings, do they begin to observe that system mal¬ 
functions may be a result of their own inadequacies, such as a lack of 
understanding of the system or an ignorance of operational procedures. 
Tracking down the causes of system malfunctions requires experienced 
development personnel who understand the characteristics of the 
system in minute detail. They must also understand the nature of the 
user’s operations and organization. Through the close cooperation of 
the developer and the user, each of whom brings his own specialized 
knowledge to bear on the issues, and through intensive system exer¬ 
cising, debriefings, and feedback, the isolation and accurate identifica¬ 
tion of the causes of system malfunctions can be accomplished. 

It should also be noted that the users will report “errors” and 
“malfunctions” which, upon close examination, will turn out to be 
accurate interpretations by the developer of the originally stated 
requirements and design specifications. The difficulty here is that the 
user was not completely able to foresee the total range of consequences 
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of his original requirements statements, nor was the designer able to 
foresee all the consequences of the design. 

System Testing 

In the previous discussion of the importance of the installation 
phase, we pointed out that one of the major objectives of this phase is 
the test and verification of the system design. We have also taken note 
of the fact that the most critical and traumatic series of tests occurs 
during the installation phase for the first configuration of a new, auto¬ 
mated system. These tests can be conducted either by themselves or 
in conjunction with the pre-operations exercises, depending upon the 
test objectives. The testing should include preplanned tests and 
evaluations of system performance based upon the system operational 
requirements. It should also include tests and evaluations which are 
developed as needed following indications of specific trouble spots in 
system operations. Pre-operations exercises will usually reveal opera¬ 
tional areas in which an unusual and unanticipated degree of mal¬ 
function is occurring. 

In multiple-location systems in which operational computer pro¬ 
grams and operating procedures must reflect a variety of local condi¬ 
tions, as in the case of SAGE or of corporations with a number of 
dispersed plants, tests must be devised not only to ensure that the 
system is error free but also to ascertain that it meets local require¬ 
ments. In such instances, the parameter and assembly tests of com¬ 
puter programs conducted by the developer during the production 
phase will have to be supplemented by additional tests in the opera¬ 
tional environment. For adequate control over the inputs and outputs 
of such tests, special test vehicles must be constructed. 


The Development of Procedures 

The handbooks describing the recommended sets of procedures 
which the developer hands over to the user during the installation 
phase represent a collection of hypotheses about how the interactions 
among men, machines, and computer programs ought to take place. 
Furthermore, since the system will undergo changes during the course 
of its development, there will always be discrepancies between the 
content in the handbooks and the actual system operations. An in¬ 
formation system is simply too complex in terms of its components and 
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their interactions for all such interactions to be prescribed by the 
designers of operational procedures and the handbook writers. 

It is during the system shakedown, specifically during pre-opera¬ 
tions exercises, that the most important tests of the procedures occur. 
Earlier tests of operational procedures have been made only in simu¬ 
lated test environments and by highly trained developer personnel. As 
the pre-operations exercises are conducted by operations personnel, 
and as the range of operational conditions and traffic loads on the 
system are simulated, the users will discover, with the help of the 
developers, the errors, inadequacies, and gaps in the existing proce¬ 
dures. The training vehicle makes it possible to experiment with alter¬ 
native procedures. It is used to develop and test new procedures. Out 
of this process, as described in Chapter 8, more efficient and satisfac¬ 
tory procedures are created. 


9.7 FEEDBACK TO SYSTEM DESIGN 

Improvements, both minor and major, to the system design cannot 
be accomplished without the provision of formally defined procedures 
whereby the results of system tests, system evaluations, and pre¬ 
operations exercises are transmitted from the users to the developers. 
Feedback with respect to minor improvements may simply require 
alterations to procedures; feedback calling for major improvements 
may involve, on the other hand, new design concepts of such a 
magnitude that they can be incorporated only in a second system con¬ 
figuration. 

It can be anticipated that the developer will be deluged with 
requests for changes from system users during the installation phase. 
Some of these requests can be accommodated with little difficulty. 
Changes which do not affect the computer programs, the format and 
content of displays, and the equipment, such as proposed changes in 
operational procedures, operator interactions, and personnel and 
organizational responsibilities, may possibly be made with relatively 
insignificant consequences for other elements of the system. By con¬ 
trast, proposed changes which do affect the programs, computer- 
driven displays, and equipment may require long-term studies of the 
system before the feasibility and cost of such alterations can be deter¬ 
mined. 

If the users of the new system are naive where information systems 
are concerned, this may be a period of great disillusionment to them. 
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If they do not understand the process of system development which 
we have described in this book, they may be chagrined to learn that 
major changes to the system cannot be undertaken lightly. If they do 
not understand the precise nature of the instructions in a computer 
program and the interdependence of a series of such programs for the 
conduct of a system task, they will have some unpleasant surprises in 
store. This, in fact, has frequently been the experience of both mili¬ 
tary and nonmilitary users of the first generation of information 
systems. 

System Tests and Feedback to System Design 

A few additional comments about testing will be made here. 
(Chapter 10 is entirely devoted to system testing.) These pertain to 
the organization and administration of tests at the system level and 
the establishment of formal procedures for the feedback of test results 
to system designers. 

The design and conduct of component- and subsystem-level testing 
is relatively simple since at these levels each contractor involved in 
development can carry out his test requirements independently of 
other contractors and of the user. This is not the case with system- 
level testing. Here all elements of the system are to be tested as inter¬ 
related components. The designing of the tests, the planning for their 
conduct, and the actual testing in the operational environment, there¬ 
fore, demand the participation of all agencies and organizations in¬ 
volved in the development effort as well as the users. To carry out a 
system testing program, then, requires a high order of organization and 
administration. The administrators of the system tests must apply 
measures of system performance derived from the operational require¬ 
ments and the design specifications. Thus, as was pointed out in the 
earlier chapters of the book, the system tests should be designed at the 
same time in the development process as the operational system itself is 
designed. The system test plans must include the standard procedures 
for the feedback of the results of the tests to the respective develop¬ 
ment contractors—results in the software area to the software de¬ 
veloper, and results in the hardware area to the hardware developer. 
The flow of this information back to the system designers signals the 
beginning of the second iteration or cycle of system design. 

Perhaps the most important point to be made pertaining to the 
relationship between system testing and system design is the need to 
establish formal procedures for the feedback of test results to designers. 
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A formal feedback procedure is essentially a method for documenting 
all requests for changes to the system. Establishing these procedures 
is an important responsibility of the testing organization and adminis¬ 
tration. The concept of a strategy of evolution is meaningless without 
such a formal feedback procedure. The formally specified feedback 
procedure serves to close the loop in the system development process 
and permits this process to cycle as long as the system remains in 
operational status. 

Pre-operations Exercising and Feedback to Design 

The process of transmitting feedback information from the users 
to the developers for the test and verification of design is also accom¬ 
plished via pre-operations exercises. This process has been described 
in terms of operations in the review of system training in Chapter 8. 
In the presentation of the example of a SAGE sector training exercise 
cycle, it was noted that training teams observe and monitor the per¬ 
formance of operations personnel, while the computer automatically 
records radar track data. After each exercise, a discussion session or 
debriefing is held in which the operations personnel have an oppor¬ 
tunity to review with their group leader the difficulties and problems 
encountered. The solutions to problems which are proposed by opera¬ 
tional personnel in the debriefings are transmitted through formal 
communication channels to higher authorities for consideration. If 
these proposals involve design changes, and if they are approved by 
the higher authorities, they are then transmitted to the developer for 
his study via the formal system change procedures described in the 
following section. 

System Change Proposals and Administrative Procedures 

Problems associated with requests for design changes plague the 
user, the developers, and the procuring agency throughout the history 
of a development effort. Contemporary enterprises, both military and 
nonmilitary, are dynamic entities—their environments and their in¬ 
ternal operations are constantly changing. Hence, the information 
systems which support these enterprises are also subject to frequent 
change requirements. Since an information system is a tightly inte- 
grated system in which operational functions and tasks are interde¬ 
pendent, as are also the various physical components of the system, 
a large number of changes will require additional work, increased 
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system costs, and schedule slippages. Significant design changes may 
require not only the redesign and recoding of computer programs, for 
example, but also the reallocation of functions among the men, ma¬ 
chines, and computer programs that make up the system. 

In regard to their causes, design change requests fall into three 
general classes: (1) those due to changes in the external environment 
of the system, (2) those due to changes in the internal environment of 
the enterprise using the system, and (3) those due to changes growing 
out of the development process itself. 

The design of an information system may be affected in the course 
of development by a number of external factors—technological break¬ 
throughs; changes in the definition of strategy or doctrine (such 
changes would, of course, be significant for military command and 
control systems); alterations in competitive relationships (these would 
affect both military and industrial enterprises); and changes to bud¬ 
gets, schedules, or development planning by procurement or other 
administrative agencies. In the course of the development of the SAC 
Control System, for example, while design activities were proceed¬ 
ing, missiles were introduced into the SAC weapons inventory, and 
the doctrine of controlled response replaced that of massive retalia¬ 
tion. These externally induced events, plus others of an administrative 
nature, such as requests for additional system capabilities in the area 
of SAC war planning and alterations in budgets and schedules for the 
delivery of specific items, required changes to the system design. 

Changes in the enterprise of the user may also cause severe re¬ 
quirements for changes to the system design effort. The user s goals and 
objectives may change during the course of the development effort. 
There may be major changes in the top management of the enterprise, 
with subsequent alterations of expectations and requirements for the 
system. A new commander or a new president of a corporation may 
express his personal desires for the kind of information he wants to 
receive via the system and the way in which he wants to receive it. 
The user’s enterprise may undergo extensive reorganization, such as a 
shift from centralization to decentralization, or carry out mergers with 
other enterprises. New departments or divisions may be created within 
the organization, or there may occur major shifts in departmental 
responsibilities during the course of the development effort. Each of 
these events may have profound implications for the nature of the 
system design. 

The development process itself will normally give rise to requests, 
within the developer’s organization, for significant system changes. If 
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laboratories and experimental facilities are funded in the development 
effort, new design concepts may evolve with respect to equipment, 
computer programs, or the utilization of personnel. Testing at all 
phases of the development process may result in the generation of 
change proposals. Tests may reveal, for example, that storage facilities 
are inadequate to handle the number of data required for essential 
system tasks. Changes may be required to the system design as a result 
of the failure of specific components to meet performance require¬ 
ments. Changes may be desired by the various subsystem contractors 
to the components under their jurisdiction in order to achieve sub- 
optimization of these elements. And, particularly during the installation 
phase, system testing and training in the operational environment will 
reveal many inadequacies in the system design with a subsequent 
flood of change proposals. 

Given all these possibilities, and assuming that we are dealing 
with a system such as SAGE or a large industrial corporation with 
multiple locations, the potential number of change requests may run 
into the hundreds. The total accumulation of such requests, even when 
each one is minor in nature, may have profound implications for the 
system and may overwhelm the design and production capabilities of 
the developers. 

An information system, after it has been produced, reflects the 
design requirements which are defined in the operational specifications 
documents. This documentation must be an accurate description of 
the system at any given point in time. Only in this way can the de¬ 
veloper and the user mutually understand what the system is and 
how it is supposed to operate. This understanding is a necessary condi- 
tion for managerial control. If either the user or the developer is 
allowed to make changes to basic elements of the system at will, the 
system itself and the documentation describing it will degenerate into 
chaos. 

To prevent such disintegration of the system and yet accommo- 
date the inevitable requests for changes, there must be a centralized 
agency for the receipt, coordination, processing, and disposition of all 
change requests. In the SAGE system this agency is called the SAGE 
Program Review Committee. The user (this is Headquarters, Air 
Defense Command, in SAGE) should formally authorize a review 
committee and define the procedures which are to be followed by all 
organizations for the introduction of changes to the system. Figure 9.1 
shows the general steps followed in SAGE for the processing of design 
change proposals originating with the user. 3 The procedures should 
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Figure 9.1 The design change process. 


specify the following: (1) the personnel who may originate change 
requests; (2) the personnel who must authorize further study and 
implementation of the request; (3) the form of documentation letter, 
memorandum, or technical document—for each step in the change 
process; (4) the charter for the organization of a change concurrence 
committee which will represent all interested parties; and (5) the 
definition of the communication channels to be used by each organiza¬ 
tion for the transmission of official change requests. 

The user should also establish a format for change proposals. This 
format should include the following types of information: (1) a state- 
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ment of the problem; (2) the justification for the proposed change; 
(3) the proposed solution, if this is known; and (4) a statement of the 
desired priority for the change. In the case of SAGE, each change 
request is identified by letter designators and a numerical index which 
indicates the priority assigned to the proposal. This procedure facili¬ 
tates communication and coordination among the organizations con¬ 
cerned, it facilitates cross-referencing of system documents and change 
proposals, and it ensures that the identified change proposal will 
receive specified and routine consideration before its final disposition. 

In addition to the formal procedures for the consideration and dis¬ 
position of design changes as described above, it is desirable, where 
many contractors are involved in a development effort, as well as users 
and procurement agencies, to establish regular conferences for the re¬ 
view of change proposals. Another method for ensuring necessary com¬ 
munication and coordination of change proposals is the exchange of 
liaison personnel among the parties involved. Each of these methods 
can, of course, be used alternatively or concurrently, depending on 
the situation. 

Since proposed changes may vary extensively in scope from minor 
ones which affect no other element of the system to major ones which 
may affect the basic design of the system, there is no single adequate 
method for dealing with them. In general, three classes of changes are 
differentiated and reflected in SAGE development schedules. Minor 
changes are handled as they arise on a continuous basis; a large 
number of minor changes may be batched for implementation as a 
change package ; or a large number of minor and major changes may 
be deferred for inclusion together in a replacement system model. 

There are, unfortunately, no across-the-board definitions of 
"minor” and "major” changes which would be applicable to all in¬ 
formation systems and all change proposals. It is the purpose of the 
administrative procedure for the review and concurrence on change 
proposals, of user-developer conferences, and of liaison relationships 
to attempt to secure agreement among all the organizations involved in 
the development effort as to what constitutes an insignificant and a 
significant change. 


9.8 SUMMARY 

This chapter has described the general characteristics and objec- 
tives of the installation phase. It reviewed the reasons why the installa- 
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tion phase is of critical importance in the development of an informa¬ 
tion system. A major purpose of the chapter was to emphasize and 
describe the transitional nature of the phase and its typical overlapping 
with the antecedent production phase and the subsequent operational 
phase. After defining the installation phase, the irrelevance of the 
turn-key concept of system handover by the developer to the user was 
discussed. It was shown that this irrelevance was due both to the 
nature of the information system development process and to the 
strategy of system evolution. 

Three main reasons for the importance of the installation phase 
were described: the need for the test and verification of system design 
concepts in an operational environment, the need for the psychological 
acceptance of the system by the user, and the need for the develop¬ 
ment of an operational capability. 

Other sections of the chapter were devoted to phase-over plan¬ 
ning, the development and planning for an orientation program, and 
the requirement for a period of system shakedown. The final section 
reviewed the sources of feedback to system designers, the problems 
associated with system change proposals, and the requirement for the 
establishment of an organization and administrative procedures for the 
processing and disposition of change proposals. 
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Chapter Ten 


System Testing and Evaluation 

H. Sackman 


10.1 INTRODUCTION 

This chapter is a critical overview of system testing as related to 
computer-based information systems in real-time applications. System 
testing is defined in the context of a taxonomy of testing. The inchoate 
status of current system testing is briefly reviewed. Scientific system de¬ 
sign is subsequently described as a type of longitudinal system testing. 
The emerging methodology for system testing is reviewed with special 
emphasis on recent developments in the collection and reduction of 
digital data. A detailed example of SAGE system testing is given, 
illustrating many aspects of an applied experimental approach. This 
is followed by an exposition of the central role which is and should be 
played by system testing within the total testing process in the evolu¬ 
tion of real-time systems from manual precursors, through initial com¬ 
puterization, to successor systems. The final section introduces the 
concept of ‘experimental realism,” which exploits the on-line capa¬ 
bilities of the central computer as a more generally powerful testing 
approach for man-machine digital systems than the classical laboratory 
techniques embodied in experimental idealism. 

Definition of System Testing 

Before proceeding to historical antecedents and some approaches 
and attitudes toward system testing in the literature, an introductory 
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definition is offered. This definition is elaborated more fully in a later 
section in the broader context of a taxonomy of testing. 

System testing refers to experimental measurement of system 
performance in a credible setting involving an adequately large com¬ 
plex of the men, equipment, and data-processing facilities of the 
object system, so that the results can be used to make generalizations 
regarding current and future system effectiveness. 

Note the close affinity of the definition of system testing with the 
characterization of system training in Chapter 8. The overlap is con¬ 
siderable, with system testing somewhat more general in emphasizing 
the over-all system and its performance effectiveness as the unit of dis¬ 
course rather than focusing primarily on people, as is the case with 
training. More will be said about these relationships throughout this 
chapter. 

The Historical Setting 

System testing is a very recent phenomenon as far as large man- 
machine systems in a computerized setting are concerned. SAGE is 
the first system of this type, initial operations having commenced in 
June 1958 for the New York Air Defense Sector. Therefore it has the 
longest historical perspective in system testing, with seven years of 
operational experience in 1965. Other military command and control 
systems have evolved and are currently at different conceptual, design, 
production, and operational phases. Civilian applications are extremely 
recent in the airline reservation and banking areas with many more 
under active investigation and development in fields as diverse as law, 
medicine, and education. As a result of the predominance of military 
applications, there is a paucity of unclassified and nonsensitive litera¬ 
ture on testing for computer-based information systems. 

There is, however, considerable literature on man-machine test 
and evaluation and on computer program testing. These were the 
historical antecedents for computer-based information system testing. 
This literature, with the exception of that dealing with program testing, 
which started later, has been growing rapidly since World War II. 
Selected publications from engineering, programming, and human 
factors points of view will be reviewed here to illustrate the needs and 
purposes served by system testing, the diversity of approach, the 
technical problems, and the pervasive lack of agreed structure for 
this field. Although these selections are necessarily limited and may be 
subject to some misinterpretation out of their original context, they do 
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provide some indications of historical trends leading to the current 
status of system testing. 

An Engineering Approach 

H. H. Goode and R. E. Machol, in one of the first textbooks on 
system engineering, emphasize the economic and technical difficulties 
in conducting full-scale tests to evaluate large systems. 1 In a section 
entitled “Impracticability of Evaluation by Test” they express the view 
that test design and operation may be excessively costly and often more 
difficult than the design and operation of the object system. In a very 
brief treatment of this area they describe the need for high-load test 
situations, special test equipment, and adequate data recording and 
reduction facilities. Test crews are considered separately from equip¬ 
ment as providing two separate sources of performance measurement in 
independent tests. The concept of over-all system performance is not 
made explicit for an over-all system test. System reliability, viewed as 
a probabilistic function of continuous operation, is considered as an 
integral part of system test and evaluation. 

The purpose of system testing is described as an attempt to check 
theory against actual practice in order to evaluate and improve field 
performance. The position taken by these authors is that the usually 
ambiguous results of system testing are generally not worth the cost 
and effort for complex man-machine systems. 

Human Factors Approaches 

Some selections from Psychological Principles in System Develop¬ 
ment, edited by R. M. Gagnd, are indicative of human factors view- 
points concerning system test and evaluation. 2 In one of the chapters, 
R. Glaser and D. J. Klaus describe the broad spectrum of human per¬ 
formance testing, ranging from on-the-job tests, through simulated 
situations, to correlated behavioral testing (such as paper-and-pencil 
techniques). 8 They stress the necessity for testing in the operational 
situation and the prior need to incorporate performance measurement 
and recording instrumentation into the original design of the object 
system. 

R. H. Davis and R. A. Behan emphasize the heavy cost of testing 
large systems and the great difficulties in collecting and evaluating 
data. 4 They are highly critical of the alleged validity of completely 
simulated tests, such as all-computer simulation for man-machine 
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systems. They emphasize the advantages of operational simulation, 
using personnel and equipment at operational facilities, together with 
specially designed simulated inputs to provide partial experimental 
control over system inputs. 

J. L. Finan distinguishes between applied or empirical system 
testing and theoretical or laboratory testing. 5 Experimental tests in 
applied systems are inductive in character, follow the variability of the 
operational setting, have minimal experimental controls, and yield 
results useful for short-term system forecasts of limited generality. 
Theoretical or conceptual systems, according to Finan, are based on 
formal models, are characterized by a hypothetico-deductive process, 
are conducted in simplified laboratory environments with rigorous 
controls, and give fruit to systematic predictions of broad generality. 

A Programming Approach 

W. A. Hosier s informative article on real-time digital systems is 
indicative of testing from the programmer’s point of view. 6 Hosier 
also considers large-scale system testing prohibitive in cost, particularly 
for tests involving realistic peak input loads to measure computer 
running time in relation to system capacity. Hosier s comments are 
directed primarily at the computer system rather than man-machine 
system testing. He stresses the importance of including long lead-time 
specifications on acceptance testing as part of the original system 
requirements and initial design specifications. 

Practical advice is offered on the mechanics of program testing 
and digital data collection and analysis: adequate high-speed storage 
for anticipated testing needs; the availability of a computer clock for 
"timeout,” or interpolated non-real-time operations; simulated tape 
inputs from minimum to maximum load levels; adequate association 
tags in simulated inputs to control, trace, and identify program pro¬ 
cessing of these inputs; sufficient tape drive and buffer suport facilities 
to handle simulation inputs and data storage requirements; selective 
recording and summarized data reduction to avoid overwhelming 
numbers of digital data; and on-line monitoring, printout, and display 
facilities during the live test run for immediate feedback of selected 
test results. 

A basic change in point of view toward test data is reflected by 
Hosier, in marked contrast to the previously cited comments from 
engineering and human factors approaches, which were primarily 
derived from manual or noncomputerized system experience. The 
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problem is not how to get enough test data, but rather how to fish for 
the best catch from the torrent poured out of the computer. The power 
of the computer to tap voluminous data from on-line operations is a 
key characteristic which sharply distinguishes computerized systems 
from their manual precursors. This leads to many implications for 
experimental testing which are developed throughout this chapter. 


10.2 A TAXONOMY OF TESTING 

The definition of system testing provided earlier served to intro¬ 
duce the topic of this chapter and to provide a focal point for a brief 
look at the literature. There are many types of system testing. Although 
it is beyond the scope of this chapter to cover all types of testing in 
computer-based information systems, it is necessary to sketch their 
broad relationships to system testing. A taxonomy of testing is outlined 
to place the kinds of system testing described in this chapter into 
better perspective. Four classification categories are described: test 
level, developmental phase, test approach, and chronological trends, 
covered in the same order. 

Test Level 

Six general levels of testing, including system testing, may be 
specified: 

Multisystem Functional 

System Component 

Subsystem Omnibus 

Multisystem testing refers to tests of supersystems, such as the 
planned National Military Command System (NMCS), which contain 
disparate systems such as SAGE and Polaris Command and Control as 
integral components. It may also refer to mixed manual and com¬ 
puterized system testing, such as a joint NORAD (425L), SAGE, 
BUIC (Backup Interceptor Control) and manual air defense exercise. 
System testing logically includes the multisystem level, but the term is 
commonly used to describe tests of single systems such as any one of 
the above component systems considered separately. 

Subsystem testing breaks down into the major areas of hardware, 
software, and personnel. Functional testing refers to related groupings 
of equipments, programs, and people to perform particular tasks. For 
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example, console equipment, display programs, and command staffs 
represent functional groupings for man-computer communication in 
command and control systems. Component testing gets down to a par¬ 
ticular piece of equipment, a subprogram, or the individual operator. 
Omnibus testing refers to any combination of two or more types of the 
above tests incorporated into a single effort. Generally speaking, any 
test at a higher level may include numerous tests at the lower levels. 
System testing, for example, is frequently a type of omnibus testing 
which may serve to spin off many types of lower-level tests. 

The listed test levels are not presented as orthodox archetypes. 
They are convenient descriptions indicating the relative focus of test 
emphasis. The classification is not mutually exclusive or exhaustive. 
The overlap between adjacent categories is unavoidable, and con¬ 
ceivable combinations of omnibus tests cut across the entire classifica¬ 
tion scheme and are too numerous to mention. 


Developmental Phase 


The second broad classification category refers to the development 
phase in which the object test is embedded. This category is presented 
as any logical combination of the three sequentially ordered classes 
shown below. 


A 

Evolutionary 

Stage 

1 Manual system 

2 Initial compu¬ 
terized system 

3 Successor digital 
system 

4 Mixed transi¬ 
tional states 


B 

Operational 

Version 

Initial operational version 
Second operational version 

Third operational version, etc. 

Mixed versions 


C 

Production 

Status 

Design 

Installation 

Operations 

Combination 


The three types range from most general to most specific, reading 
from left to right, and are ordered chronologically within columns, 
reading from top to bottom. “Evolutionary stage and production 
status” are probably self-explanatory. “Operational version” refers 
to successive models or mutations of operational configurations within 
a given evolutionary stage. One of the most traumatic points in system 
evolution is characterized by the system test involving A-2, B-l, and 
C-2, which represents the initial installation of the first operational 
version of the first-generation computerized system. 
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The classification scheme for developmental phases is also not 
mutually exclusive or exhaustive, as indicated by the "mixed” and 
"combination” entries. Any rational combination of these develop¬ 
mental phases in system evolution may be matched with any level of 
testing, as previously described, to obtain a phase-differentiated test 
type. The "traumatic” system test mentioned above is one such type. 
These types may become extremely complex, as indicated by matching 
omnibus testing with the "mixed” or "combination” categories. For 
example, NMCS multisystem testing with various reporting systems 
in different stages of evolution might fall into the omnibus test level 
and combination developmental phase categories to take advantage of 
simultaneous testing at different levels. 


Test Approach 

Four different types of test approach are distinguished: 

Formal Ex post facto 

Informal Combination 

Formal tests refer to specially scheduled, officially budgeted, and 
carefully planned efforts, usually requiring formal reports. Informal 
testing includes the borderline case of pilot tests, and the obviously 
informal processes of spontaneous observation, anecdotal reports, and 
intuitive analysis. Even though informal testing is not rigorous, it 
should not be disregarded since it typically represents the greatest 
proportion of total test activity in defining, building up, preparing, and 
developing tools and measures for formal testing. The unwritten or 
subjective impact of informal testing may often influence managers and 
decision makers more than the written results of formal testing. 

Ex post facto testing refers to testing after the fact. This may occur 
when some trouble develops during live operations. The symptoms may 
be equipment failure, computer hangup, or an overloaded crew. The 
troubleshooting, analysis, and remedial action after the breakdown 
occurs may be described as ex post facto testing. Crew debriefings and 
examination of operational printouts to analyze unanticipated critical 
events or emergency situations occurring in live operations are another 
form of ex post facto testing. Exploratory testing in both formal and 
informal tests in which unexpected events take place, requiring follow- 
on study, is a borderline variety of this type. The combination cate- 
gory is included to indicate that these test approaches are correlated 
rather than independent and may well occur together. 
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The test approach classification qualifies and multiplies the types 
of tests defined by the two prior classifications, test level and develop¬ 
mental phase. An example of the manner in which this classification 
scheme may begin to have the flavor of a real test is as follows: a 
system test (test level) may occur in a first-generation computerized 
system in the installation phase of the second operational version 
(developmental phase) and be conducted primarily as a formal test 
(test approach), but perhaps secondarily on an informal and ex post 
facto basis for certain functional areas which lead to unanticipated 
follow-on studies. 

Chronological Type 

Three types of time trends are differentiated: 

Cross-sectional tests. 

Longitudinal tests. 

Combination tests. 

These concepts are borrowed largely from the psychological test 
literature, but with some modifications. In this context, cross-sectional 
refers to single or one-pass tests to accomplish immediate goals, such 
as the acceptance of a program, equipment, or a system package. 
Longitudinal testing refers to iterative efforts in which previous per¬ 
formance is compared against current performance in the context of 
standardized experimental controls. Longitudinal testing may be long¬ 
term or short-term. The short-term varieties may overlap with cross- 
sectional testing in that a short series of related tests may also be con¬ 
sidered as variants of one cross-sectional test. Longitudinal testing may 
refer to comparative testing of the performance of a given operational 
feature in an ascending series from component to functional to sub¬ 
system and system testing. This constitutes a powerful technique of 
multiple and interlocking design verification of hypothesized per¬ 
formance for the referent operational feature. 

The extreme long-term case may be described as evolutionary 
longitudinal testing. It consists of comparisons of system performance 
within successive versions of manual, first-generation, and second- 
generation computerized systems and between these gross system 
mutations with respect to a set of standardized system test situations. 
Combination cases are possible, such as cross-sectional testing of 
transient features versus longitudinal testing of stable features. The 
general value of this classification category lies in the objective evalua- 
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tion of trends in system performance, which can be done only in a 
longitudinal test series. Such testing permits standardized comparison 
of earlier with later system effectiveness. 

The four classification categories are brought together in Table 
10.1, where they are listed in the same order as described in the text. 
This taxonomic exercise has accomplished its purpose if the three 
following conclusions are borne out. 

1. Total testing is a pervasive evolutionary process occurring at 
many levels throughout the life cycle of the object system. 

2. The varieties of system testing are legion. They serve an 
equally great variety of needs and goals pertinent to the given develop¬ 
mental point in system evolution. 

3. Although system testing may be distinguished from other types 
of testing with regard to certain characteristics, it frequently overlaps 
and occurs together with many other types as a kind of omnibus system 
testing. 


10.3 SYSTEM TESTING AND SCIENTIFIC SYSTEM DESIGN 

In this section, system testing is advocated as the vehicle for 
scientific system design. Longitudinal system testing is described for 
different phases in system evolution. The problems of changing per¬ 
formance criteria are considered in following the evolution of external 
environments. Finally, methodological tools are reviewed for imple¬ 
menting system testing as an applied science. 

System Testing as Applied Science 

The notion of scientific system design is one of the recurrent 
themes of this book. It is more fully elaborated here in the context of 
system testing. The main thesis is straightforward: operational speci¬ 
fications should be cast in the language of experimental hypotheses 
concerning system performance which can be verified by system test¬ 
ing. In other words, purely verbal or qualitative operational descrip- 
tions should be supplanted by quantitative statements specifying a 
measurable level of performance for the given design feature which 
may be tested under standardized experimental conditions. If there is 
no empirical verification of purported capability, there is only a system 
technology with unknown effectiveness, not an applied system science. 
It is feasible, economical, and highly desirable for computer-based 
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Table 10.1 

A Fourfold Taxonomic Structure for Testing 

I. TEST LEVEL 

Multisystem F unctional 

System Component 

Subsystem Omnibus 

II. DEVELOPMENTAL PHASE 

Evolutionary Stage Operational Version Production Status 

Manual system Initial operational version Design 

Initial computerized Second operational version Installation 

system 

Successor digital Third operational version, etc. Operations 

system 

Mixed transitional Mixed versions Combinations 

stages 

III. TEST APPROACH 

Formal Ex post facto 

Informal Combinations 

IV. CHRONOLOGICAL TYPE 

Cross-sectional Longitudinal Mixed types 

information systems to be operated as an applied scientific enterprise 
through longitudinal system testing. It is further alleged that system 
operation as an applied science may provide an unprecedented degree 
of objective control for managers and users. 

System testing should serve as the empirical conscience of system 
design throughout the life cycle of the object system. When over-all 
system requirements are first drawn up, system testing should be part 
of the formal requirements and test support should be integrated into 
the operational features. Detailed operational specifications should be 
spelled out as testable hypotheses for empirical verification. This in¬ 
volves specification of quantitative measures of performance, stan¬ 
dardized test controls, and appropriate statistics within a critical 
experimental design. The initial quantitative performance estimates 
may prove to be unrealistic, depending upon the complexity and 
novelty of the system, but these hypothetical estimates will be em¬ 
pirically corrected toward realistic performance by the initial proto¬ 
type tests evolving from component, through functional, through 
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subsystem, and finally to system test levels. System test performance 
provides the best estimate of system operation and, as such, serves as 
the ultimate validation for prior results in the test series. To express 
the same idea in another way, teamwork is required between all types 
and varieties of tests with system testing as the focal point. 

Once test performance results start coming in, the empirical data 
gradually replace the educated guesses, and systematically observed 
performance levels provide the groundwork for new hypotheses in¬ 
volving proposed design changes. At any point in time, the operational 
specifications should include the latest and most valid test performance 
results together with scheduled design changes and the hypothesized 
improvement in performance. The initial crude system tests will 
correspondingly evolve in a longitudinal series toward more sophisti¬ 
cated system testing with increasing credibility of results. 

This applied science approach to system development involves 
some basic changes in technological outlook. System managers, de¬ 
signers, and users would become more familiar with the language of 
standardized tests and controls, the variability within and between 
test situations, and the probabilistic confidence intervals for quantita¬ 
tive performance levels, and they would grow to appreciate the variety 
of system behavior in different stress environments. An elementary 
knowledge of applied experimental design and introductory statistics 
would be required for managers and users, with more advanced train¬ 
ing for designers and analysts. Operational language would tend to 
displace arcane technological language since performance evaluation 
is most meaningful when expressed directly in terms of the achieve- 
ment of system goals in operational environments. Evaluative per¬ 
formance data, properly used, may critically summarize masses of 
detailed operations that would otherwise be a meaningless conglomera¬ 
tion. System testing tends to make the system operation more the 
public province of all participants in the system and less the specialized 
bailiwick of technicians who, without standardized testing, are not 
really answerable to external validation of their work in meeting system 
goals. 

The experimental testing approach to system evolution will meet 
with resistance and antagonism as long as managers, users, and de¬ 
signers are not trained or familiar with experimental methods, and as 
long as those who are so trained remain aloof from realistic, practical 
testing in the hurly-burly world of live operations. The experimental 
approach will also have to prove its versatility and long-range economy 
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by actual example. The assertion of the primacy of experimental test¬ 
ing does not in any way guarantee useful, definitive, and worthwhile 
tests. It is all too easy, as the experimental literature will demonstrate, 
to conduct poor tests or exorbitantly expensive tests. For these reasons, 
the concept of scientific system evolution through experimental testing 
may remain a utopian dream requiring fundamental changes in the pre¬ 
vailing technological culture before it can become a reality. 

System Performance Measures 

Useful and reasonably valid system performance measures are 
frequently hard to establish and may constitute a stumbling block for 
system testing. Large computer-based information systems are noto¬ 
riously complex. As a result, measurement calls for approaches radically 
different from classical laboratory procedures dealing with simplified 
models of dependent and independent variables. Military performance 
measures may illustrate many of these problems. 

Military command and control systems have to deal with the now 
familiar spectrum of coordination, negotiations, cold war, brushfire 
wars, limited wars, national emergencies, and many conceivable types 
of nuclear wars. System response and performance measures are 
different for each case and have many subvarieties, depending upon 
the concrete circumstances of a given situation. This complexity points 
up the requirement for defining the varieties of system environments 
to be used as normative standards for gauging system performance. 
As S. B. Sells points out, although the area has been receiving increas¬ 
ing attention, a taxonomy of environmental situations has not been 
adequately developed by the social and behavioral sciences. 7 The type 
of contingency thinking required to come to grips with multiple stan¬ 
dards of performance runs counter to the natural human tendency to 
simplify and stereotype. It is clear that performance measures should 
be situationally defined and that pluralistic situations mean pluralistic 
system performance. 

The pluralistic performance problem is further complicated by the 
great diversity of performance measures that may evolve for complex 
command and control systems. This may be briefly illustrated by some 
SAGE experience. From a comprehensive review of the SAGE litera¬ 
ture, J. M. Baker reported a total of 2,291 performance measures. 8 Of 
these, 802 were equipment and computer program measures, and the 
remaining 1,489 concerned man-machine performance. These figures 
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are somewhat inflated since redundancy was not eliminated in the 
count, but the totals are still impressive. 

The growth of the computer program system for SAGE operational 
data reduction is equally revealing. From very meager beginnings, the 
programmed data reduction capability has expanded so that it will 
handle over 1,000 variables related to system performance. This pro¬ 
gram serves kaleidoscopic applications covering design testing, train¬ 
ing evaluation, and operational field tests at local and system-wide 
levels. These continually changing needs required new types of per¬ 
formance data. The result was an unmistakable historical trend toward 
increasingly diversified and specialized performance measures. Flexi¬ 
bility in adapting to changing system needs seems more sensible than 
the panacea of ultimate and absolute performance measures, con¬ 
ceived through a priori insight, which will be good at all times for all 
users. 

Methodology for System Testing 

The basic tools for system testing may be subsumed under three 
generic categories: the collection and analysis of digital data, simula¬ 
tion, and experimental design. These are only very briefly sketched 
below from the viewpoint of key problems in current testing since they 
are also described in the more concrete setting of the example on 
system testing presented later in the chapter. 

The Collection and Analysis of Digital Data. There seems to be 
little interest in the computer science literature in the issue of record¬ 
ing digital data, although there is acknowledgment of the need. For 
example, the author was not able to find any studies devoted exclu¬ 
sively to the relationship between experimental design and digital 
recording in the abstracts of the Computer Reviews up to 1965. C. W. 
Churchman comments that most scientific talent seems to be intrigued 
with the problem of modeling, experimental design, and analysis to 
the relative neglect of the anterior process of data collection, which 
seems dull by comparison. 9 

Analysts, programmers, and test and operational personnel are 
frequently hobbled by antiquated recording techniques which severely 
limit their access to digital data. Inefficient use of packed tables in 
high-speed memory is frequent, although a preferable method of direct 
storage on magnetic tape is possible. Some recording systems stop 
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cycling through the operational program to dump data onto tape when 
the input-output facilities would permit overlap of tape transfer with 
central computer operation. Computer running time for recording may 
be excessively high as a result of inefficient program control. Greater 
attention to recording needs would quickly correct the more obvious 
deficiencies. 

Ideal digital recording for on-line operations should fulfill three 
general requirements. 

1. Maximum capacity and flexibility. An ideal system should be 
capable of recording all data in high-speed memory with flexibility to 
select desired data subsets from this total data base. 

2. Reliability and economy. The over-all recording system should 
be accurate, reliable, economical in operating time and storage space, 
and easy and convenient to use and maintain for current and projected 
operational requirements. 

3. Regenerative capability. There should be a facility for un¬ 
limited playback of complete computer system runs. The regenerative 
capability permits replication or controlled variation in a rerun mode 
for digital test events and for spontaneous live events as they occur in 
operations. This effectively amounts to a built-in laboratory for con¬ 
trolled experimentation and ex post facto analysis of operational digital 
events in computerized information systems. Regenerative recording 
for command and control systems has been described by H. Sackman. 10 

These ideal recording requirements are probably within the state 
of the art for many systems and will become easier to meet as com¬ 
puting speeds and storage capabilities increase and the sophistication 
of input-output facilities grows. SAGE comes potentially close to 
meeting these ideals. The development of regenerative recording in 
SAGE began in 1961 and has proved its versatility and economy. Total 
recording of core data is feasible. Selection of data subsets offers no 
outstanding technical problems in SAGE with current recording sys¬ 
tems. Thus, civilian and military personnel working with SAGE have 
the capability of getting at practically any digital data in core memory 
and of rerunning any type of test or live operation as often as desired. 

As mentioned earlier in connection with Hosier s article, the 
exploitation of digital data recording may result in such numbers of 
data as to disillusion the most avid enthusiast of analysis. Some of the 
recommendations listed by Hosier for digital data reduction and 
analysis may be expanded to the broader operational setting. The fol- 
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lowing ideal characteristics may be cited for digital reduction and 
analysis systems: 


Comprehensive data 
Economy in operation and 
maintenance 
Reliability of outputs 
Evaluative measures 
Fast response time 


Selectivity of output 
Adequate user documentation 
Human-engineered output formats 
Statistical outputs 
Graphical capability 
User indoctrination 


There should be more emphasis on human engineering of the 
reduction and analysis support system for the various types of users. 
This would involve appropriate documentation, specialized training, 
understandable outputs in operational language, pictorial and statistical 
summaries, evaluative rather than descriptive measures, and fast re¬ 
sponse times. A common pitfall is the tendency for data reduction 
programs to be designed as programmer utility systems, oriented 
toward the programmer but too abstruse for others. The instruction¬ 
chasing trap and trace needs of a programmer interested in debugging 
his routines calls for a different type of recording and data reduction 
from that required by the user or manager interested in system 
performance. 

The various users should be able to obtain operational performance 
reports in natural language and in hard copy format suitable for open 
dissemination. The analyst and designer should have adequate statis- 
tical routines to perform a variety of quantitative analyses on recorded 
performance. These routines should include, at a minimum, simple 
descriptive measures of frequency distributions, measures of dispersion 
and central tendency, and elementary bivariate correlation and re¬ 
gression techniques. 

Simulation . Simulation as a basis for the test and development of 
man-machine and computer-based systems has had an erratic history 
since World War II. Hundreds of papers have been published on this 
topic. 11 In an unpublished survey of simulation presented by J. W. 
Singleton in 1964 (part of a series of lectures, “Information Sciences in 
Command and Control, sponsored by UCLA), he listed twenty-five 
simulation laboratories and facilities which were initiated after World 
War II. Of these, seventeen perished and eight survived. Singleton 
attributed this mortality record to the high cost of laboratory simula¬ 
tion, the predisciplinary nature of this field, and the fast obsolescence 
of a specific-purpose simulation capability for rapidly changing sys- 
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terns. Three more recent simulation laboratories, established in 1963, 
are general-purpose facilities which hopefully will escape quick obso¬ 
lescence. 

It was of special interest in this survey that the System Training 
Program described in Chapter 8, now operational on a world-wide 
basis in the Pacific, North American, and European military theatres, is 
the only simulation-based program which has survived for over a 
decade, and which seems to have favorable prospects of continuity. 
(The System Training Program will be presented as a system test 
vehicle in the example described in this chapter.) 

The close affinity between system testing and operational simula¬ 
tion follows the common-sense injunction that system testing should 
use the most realistic operational setting possible, within economic and 
time constraints. Veterans who have witnessed the early evolution of 
several systems will object that anything approaching operational 
simulation or live testing is an impossibility in the incubation period 
when the system prototype facility is unavailable. Early decisions must 
often be made, freezing hardware and software commitments, on the 
basis of whatever evidence is available. In this incubation period, 
many types of computerized simulations, scenarios, subsystem simu¬ 
lation, people-only simulations, and a host of other simulation ap¬ 
proaches are very useful for exploring new alternatives, role playing, 
unearthing unforeseen problems, and providing initial leads on system 
performance. 

Simulation without people may be used to perform studies of the 
sensitivity of one set of variables versus another as it sweeps through 
a range of values. Simulation with people may serve in developing 
and evaluating operational procedures and information-processing and 
decision aids for a system before its active development. Both types 
of simulation may provide the means for conducting controlled experi¬ 
ments in which all events are observed easily, data are recorded 
objectively, and many replications are made quickly and inexpensively 
to obtain statistically significant results, within the constraints of the 
necessary assumptions. Conditions can be simulated that could not be 
introduced into live system testing because of safety risks, unavaila¬ 
bility of operating forces, political considerations, and other sensitive 
factors. 

The great value of many nonoperational approaches to simulation 
for very early system planning and design would be difficult if not 
impossible to refute. But any serious acceptance of these types of 
simulation results should nevertheless be tied to a chain of empirical 
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validation, leading to experimental verification with the best type of 
system testing available, and ultimately to the live operation. At any 
stage of simulation, findings should be subjected to the empirical 
corrective of the next evolutionary level of testing. The collective 
results should form part of the evolutionary test series with longi¬ 
tudinal system testing serving as the highest level of validation. 

For example, the programmer's initial estimates from flow dia¬ 
grams concerning the performance of his subprogram in terms of 
capacity, error levels, and running time should be empirically checked 
against parameter testing of the coded product. These performance 
estimates should be revised on the basis of the parameter testing 
experience and extrapolated to assembly test performance. The assem¬ 
bly test results, incorporating interprogram features, should lead to 
computer system test estimates of subprogram and package perfor¬ 
mance. These estimates should be empirically verified at the more 
convincing level of system testing. Finally, system test results should 
be continually adjusted by feedback from the payoff test of live 
operations. 

Experimental Design» Experimental design is too often a neglected 
and misunderstood area in the development and use of computer- 
based information systems. Few managers, users, designers, and pro¬ 
grammers have received formal training or applied experience in 
empirical experimental techniques involving people as well as equip¬ 
ment in computerized applications. Experimental methods in com¬ 
puterized settings and associated statistical techniques are rarely 
recognized as essential tools requiring formal indoctrination for per¬ 
sonnel responsible for data processing and operational procedures in 
object systems. 

One of the current difficulties faced by programmers is the obscure 
nature of their product from the point of view of the user. Program¬ 
mers have yet to learn how to include the needs of the human user 
in their testing procedures. Engineers are frequently trained in applied 
statistics and experimental design, but primarily for the evaluation of 
equipment systems, frequently shunting out the human user. The be¬ 
havioral sciences have an experimental tradition of over a century, 
dating back to Fechner s pioneering work in psychophysics, in testing 
and measuring human performance. But psychologists are prone to 
err m the opposite direction, focusing on the man, and often on the 
man and machine (engineering psychology), but rarely on the com¬ 
puter program or on the entire system. The emergence of operations 
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research since World War II initially provided the integrative basis 
for systems generalists, but, in the opinion of the author, practice has 
tended to veer away from empirical experimentation such as system 
testing and to relapse into the formalism of mathematical modeling. 
Despite timeworn and tiresome appeals for the “system” approach, we 
do not yet have a generation of applied systems generalists. As a 
result, there is a hiatus between principle and practice which may be 
termed the “systems lag.” 

The overriding quest of experimental design in system testing is 
for accelerated exposure to the varieties of system experience to permit 
more rapid evolution toward more powerful and capable systems. This 
open-end approach establishes the need for formal exploratory ele¬ 
ments in experimental design in addition to the traditional needs of 
preconceived hypotheses regarding selected features of system perfor¬ 
mance. The availability of a central computer makes comprehensive 
exploration of system performance much more feasible through selec¬ 
tive collection and analysis of digital data. The recording and reduction 
system should include diagnostic and quality control data for flagging 
potential trouble spots. The unlimited capability for ex post facto 
analysis of digital events in regenerative recording was mentioned 
earlier. Simple paper-and-pencil techniques, including open-end ques¬ 
tionnaires to be answered by participating personnel, provide explora¬ 
tory probes leading to unforeseen problems. 

An omnibus approach should be employed in the design of system 
tests. The same tests should serve many users at component, functional, 
and subsystem levels, all the way up to over-all system performance. 
The common test situation permits standardized and direct compara¬ 
bility of performance from different facets of the system. Omnibus 
system testing has obvious cost advantages in combining what might 
have been many separate tests with separate overheads into a unified 
and usually a more credible test with just one overhead. 

Testing the limits is a critical requirement in the experimental 
design of any study purporting to test system performance and effec¬ 
tive capacity. The type and rate of deterioration in system performance 
under increasing and extreme input loads must be known if the bounds 
and limits of variation in system capacity are to be understood. 
In military systems survivability and continuity of command require 
tests of degraded and remnant systems, including empirical explora¬ 
tions of possible types of decentralized command and control. Testing 
the limits is commonplace for equipment but has not yet been widely 
accepted for combinations of people and software. 
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The above approach to experimental design indicates the close 
kinship between system training and system testing: not only do they 
both benefit from the best operational simulation available for credi¬ 
bility and optimal validity of results, but also they have economic ties 
in that both purposes may often be accomplished at the same time 
with an over-all savings in system costs. The recording, reduction, and 
analysis support systems should be economically consolidated to serve 
simultaneously the needs of system testing, system training, and live 
operations. 

10.4 AN EXAMPLE OF SYSTEM TESTING 

This section is a condensed account of a SAGE system test con¬ 
ducted by H. Sackman and J. B. Munson. 12 It illustrates many aspects 
of the approach toward system testing outlined in this chapter. The 
study is described in some detail to counterbalance the somewhat 
abstract and hortatory nature of the preceding material. 

The broad problem was to measure SAGE computer operating 
time and associated system capacity in a credible combat setting. It 
grew out of a lack of definitive data as to what extent computer cycle 
time would slow down with increasing load, and just how much system 
performance would deteriorate with slower cycle time under combat 
conditions. In real-time systems, as load increases, the computer takes 
longer to cycle through the inputs and performance tends to deteri¬ 
orate. As the computer program cycle slows down with increasing 
load, storage capacity may be exceeded, program and equipment 
synchronization may be disrupted, errors may increase with slower 
extrapolation and correlation of data, and human control may be 
compromised by drawn-out and erroneous computer response. 

A characteristic which designers have as a goal is a "graceful” 
or relatively gradual deterioration in system performance with increas¬ 
ing input loads. It is undesirable to design a system so that performance 
degenerates in a highly erratic, uneven manner because of weak links 
in the chain of system events. Graceful degradation, however, is a 
myth, since experience shows that different system functions will dete¬ 
riorate at different rates. The problem is to design the system in such 
a way that subsystem performance will deteriorate within known and 
tolerable limits as input load increases. This problem can be attacked 
through system testing. Early exposure of problem areas and detection 
of errors through system testing permits corrective program design and 
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compensatory training of operational personnel for improved perfor¬ 
mance at high loads approaching rated system capacity. 

Methodology 

The methodology covers general project goals and techniques for 
the collection and analysis of test data. 

The four major goals were as follows: 

• To develop specialized tools to measure computer operating time 
as a function of input load and associated system performance. 

• To measure frame time and system performance in a SAGE system 
training program setting to provide a simulated wartime environ¬ 
ment at nine Direction Centers and two Combat Centers (higher 
headquarters) participating in a multidivision field exercise. 

• To develop and cross-validate regression equations from the em¬ 
pirical data to predict frame time as a function of a small set of 
input variables which may be applied over a wide range of air 
defense situations. 

• To assess operational air defense performance against a wide range 
of frame times and system input load levels. 

The Chronos or "time” program complex, consisting of three parts, 
was developed. The first program, Chronometer, permitted real-time 
measurement of subprogram operating times for all SAGE Direction 
Center subprograms, as well as over-all program cycle time during test 
runs. Chronometer also recorded system load and performance vari¬ 
ables such as track composition, radar inputs, operator actions, and 
tracking effectiveness. These timing and system load measures involved 
89 quantitative variables automatically collected every frame. The 
standard frame in SAGE involves a program cycle of 15.7 seconds, a 
nominal time interval which rises with increasing system inputs. The 
second Chronos program, called Chronograph, processed the Chro¬ 
nometer data in non-real time to provide data printouts and punched 
card outputs suitable for subsequent statistical processing of the 
recorded test data. The third program, called Chronicles, was designed 
to permit playback of computer test runs. This regenerative capability 
permitted us to "can” computer test runs on tape for ex post facto 
analysis of any part of the computer test operation after the field tests 
were completed. 

The playback notion is ancient history in data processing. How¬ 
ever, successful regeneration of computer runs for complex systems 
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such as SAGE has been a difficult technical problem. It has been solved 
only recently. The Chronicles program records initial core content and 
then records all computer program inputs during the test run. Then, 
by resetting initial core memory conditions and playing all inputs back 
into the operational program in the rerun mode, the computer follows 
the same steps in the same sequence as they occurred in the original 
test. This amounts to total recording of the entire computer operation. 
The investigator may analyze any part of the test run as often as he 
wishes and at any time. 

Because of efficient overlapping of core to tape transfer with 
central computer operation, Chronos recording never consumed more 
than 3% of total frame time, maintaining the real-time integrity of 
the operational program. As a general rule, recording tools should be 
efficiently designed to provide adequate but not excessive statistical 
sampling of data for economical recording with minimum interference 
in the on-line operation. 

Concurrently with the design of the Chronos system, a question¬ 
naire was developed to obtain operational performance and experi- 
mental control data not available from digital recording, as well as 
military evaluations of operational problems at individual positions. 
The questionnaire performance data included simulated hostile kills, 
ratings of individual operator load, and ratings of computer system 
support. The experimental control data covered the number and types 
of participating military personnel, crew experience levels, and sector 
weapons status. The military evaluations consisted primarily of open- 
end responses describing the most serious operational problems which 
occurred at individual stations and recommendations for dealing with 
these problems. ® 


Test Procedure 

The test procedure included a specially designed pilot test, ad¬ 
ministrative and technical preparations for the large field test, selecting 
tlie scope of and conducting the actual multidivision test, and the 
processing of results. 

A system pilot test was conducted at an operational Direction 
Center to accompfish two goals. One was the shakedown and checkout 
°r P ro § ram s y $tem and the questionnaire in the setting 

° f Lj AGE SyStem Trainin g Problem (SSTP) in preparation for the 
mulbdivision test The second goal was to use extremely heavy simu¬ 
lated wartime track loads to test the limits in generating high frame 
tunes and to observe and measure associated air defense performance. 
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The general purpose of the multidivision test was to achieve the 
maximum realism possible within the framework of the SSTP vehicle. 
The test environment was designed to provide heavy hostile attack 
loads for frame time and performance measurement over an extensive 
geographical area. 

There was a four-hour emergency warning buildup, with all battle 
staffs participating, before simulated hostile aircraft penetration of 
division boundaries. This was followed by a three-hour combat period, 
roughly corresponding to the time required for the hostile fly-through 
in the tested geographical area. According to test plan, two sectors 
became inoperative in the last hour of the test, and three adjacent 
sectors took over responsibility for the disabled areas. This was part 
of the experimental strategy to obtain heavier traffic levels for testing 
system limits. It also permitted a wider range of operational and 
emergency test modes for more comprehensive results. 

Over 5,000 frames of automatically recorded Chronos data were 
collected from the nine Direction Centers involved in the test series. 
There were 724 questionnaire forms completed by participating mili¬ 
tary personnel. These data were processed with statistical routines. 

Results 

The results are considered under two general areas: the statistical 
measurement and prediction of computer operating time as a function 
of input load obtained from the Chronos recording programs, and the 
questionnaire. 

Statistical Measurement of Frame Time. The general goal of the 
statistical measurement of SAGE computer operating time was to 
reduce the enormous complexity of factors contributing to computer 
load to a simple, sensible, and easily manageable set of statistical 
predictors which would hopefully show useful validity for a wide range 
of system loads and a variety of credible combat situations. The con¬ 
crete goal was to arrive at multiple regression equations estimating 
over-all frame time and component subprogram time as a function of 
a small set of input load predictors. 

The regression analysis involved formal and informal techniques 
to arrive at the “best” set of input predictor variables. These techniques 
included: 

• Inspecting the 89 X 89 empirical correlation matrix of Chrono¬ 
graph variables. 

• Using a routine to correlate frame time against recorded system 
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load variables and to subset the best predictors in rank order of 

contributed correlated variance. 

• Trying out logical and rational combinations of variables in con¬ 
trast to rank-ordered statistical predictors. 

• Testing linear versus curvilinear equations. 

After some trial and error in interweaving these approaches, a 
six-predictor linear solution was arrived at and cross-validated for the 
nine Direction Centers. It is not surprising that combinations of track 
and radar return variables ended up as the “best* system input pre¬ 
dictors for computer operating time. This set of predictors covers all 
tracks and radar returns which should satisfy rational requirements 
for meaningful and inclusive variables. Combinations of these six 
variables can cover a wide range of air situations. 

The six predictor variables are as follows: 

Interceptor tracks Correlated returns 

Friendly tracks Uncorrelated returns 

Hostile tracks Rejected returns 

Multiple linear regression equations were obtained for over-all 
frame time and subprogram operating times as a function of the six 
input variables for nine Direction Centers. The average multiple corre¬ 
lation of frame time against the six predictor variables was .965 for 
the nine Direction Centers. This high level of correlation indicated a 
smooth, linear, and highly predictable increase in computer operating 
time with rising system input loads. 

Further analysis showed frame time to be relatively insensitive to 
ifferences between sites, including differences in operational crews 
and local defense configurations. The regression coeflfcients were also 
quite similar for Direction Centers with highest and lowest track and 
radar input load levels. These findings indicate that one set of regres¬ 
sion equations may be used as an effective norm for all tested input 
load levels and for all Direction Centers for the given SAGE computer 
program model r 

Questionnaire Remits. The questionnaire data covered three 
ureas, experimental controls, chronological rating scales, and open-end 
responses. r 

Average crew experience levels in SAGE and at operational posi¬ 
tions were essentially equivalent for all sites. Operational manning 
levels were fairly uniform. There were considerable variations in 
simulation team size, and numerous difficulties with simulation were 
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reported in the open-end questionnaire results. We concluded that 
operational experience and manning levels were fairly well controlled, 
but that differences in simulation support at the test sites represented 
a significant uncontrolled influence in the test results. 

The individual operator load scale and the computer system per¬ 
formance scale contain fivefold rating schemes as shown below. The 
military participants in both Direction Centers and Combat Centers 
filled in their ratings every ten minutes over a maximum three-hour 
test period. These are simple, general-purpose scales which may be 
useful for fast and economical exploratory tests for other systems. 


Individual Operator Load Scale 
Description 

Score of Load 

1 Light 

2 Moderate 

3 Heavy 

4 Very heavy 

5 Breakdown 


SAGE Computer System 
Performance Scale 

Description of 

Score System Performance 

1 Very good 

2 Good 

3 Fair 

4 Poor 

5 Breakdown 


The rating scales provided some insight into individual evaluations 
of operator load and computer system performance. The reliability of 
these scales was established by finding significant individual and time 
differences for all Direction Centers and Combat Centers, with only 
one exception, in a total of twenty-four analyses of variance tests (two 
rating scales for each of twelve sites). That is, individuals gave con¬ 
sistently different ratings, and ratings varied systematically with dif¬ 
ferent time periods throughout the field tests. The uniqueness of the 
two scales was demonstrated by very low intercorrelations, indicating 
that they were measuring different attributes. The validity of the scales 
was established by significant correlations against frame time and 
switch action levels. That is, higher frame times were associated with 
ratings of reduced computer system performance; and high rates of 
operator actions were accompanied by ratings of heavy work loads. 

The open-end portion of the questionnaire was the response to the 
following question: “What was the most serious operational problem 
occurring at your particular station at your heavy load periods during 
this test?” With respect to the grand total of 724 military personnel, 
38% did not respond and 62% responded to this particular item. 
Responses were classified into four general problem areas: equipment, 
simulation, man-computer communication (console actions and dis- 
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plays), and human communication. Sectors with heaviest loads had 
fewest null responses. Simulation, human communication, and man- 
computer communication frequencies were almost equivalent, ranging 
from 16% to 18%. Equipment problems were somewhat lower at 10%. 

In particular, “serious problems” in the man-computer communi¬ 
cation area accounted for about 30% of the actual reported difficulties, 
or 18% of the total sample including the null category. This finding 
helps place the man-computer area in proper system perspective as a 
major problem area, but not the dominating consideration. Another 
noteworthy finding is that simulation problems in field tests are ex¬ 
tremely difficult to handle successfully on all fronts and usually result 
in an uneven pattern of support for large-scale tests involving hun¬ 
dreds of people in geographically dispersed areas. 

A key finding in man-computer communication involved a direct 
relationship between operator switch actions and frame time. Com¬ 
puter response to operator switch actions takes longer as frame time 
increases. Individual operator load also rises with increasing frame 
time. As a result, the computer system responds more slowly at a time 
when the operator has more work to do and needs a faster response. 
The recognition of this problem and associated ones led to further 
studies concerned with improved switch processing systems to permit 
more rapid computer response and provide more extensive computer 
feedback for all operator actions. 

The open-end portion of the questionnaire was useful in uncover- 
ing unanticipated problem areas, in presenting a picture of the test 
from the individual operator’s point of view, and in providing inde¬ 
pendent guidelines for a balanced interpretation of test results. These 
responses were instrumental in generating changes leading to improved 
design for many areas of the program system. 

Interpretation 

The interpretation covers classification of the reported test, fol¬ 
lowing the taxonomy described earlier. System test characteristics of 
this study are then reviewed with the final discussion on incurred costs. 

Test Classification. The reported test permits an exercise in apply- 
mg the taxonomic scheme described previously to a concrete case. The 
classification of the test within the four major categories is shown 
below. 

1. test level. Primarily a system test with some omnibus features 
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at subsystem, functional, and component levels; it might be described 
as an omnibus system test. 

2. developmental phase. Initial computerized system; Model 8 
version in the SAGE computer program series; test conducted in the 
operational status of this version. 

3. test approach. Primarily a formal test which was planned, 
budgeted, and authorized well in advance of the actual testing; sec¬ 
ondarily an ex post facto test in that several follow-on studies were 
initiated by the findings. 

4. chronological type. Cross-sectional, since this test stood alone 
without a comparable test preceding or succeeding it. 

System Test Characteristics. The definition of system testing 
given in Section 10.1 cited five distinguishing characteristics, con¬ 
sidered in the order shown below. The reported field test is matched 
against these. 

1. Measures of system performance. 

2. Experimental tests. 

3. Credible setting. 

4. Adequate man-machine and computer system complex. 

5. Useful generalizations for future system effectiveness. 

1. Both digital recording and manual data were required to relate 
computer operating time to man-machine system capacity. The mea¬ 
sures included computer operating times, system performance variables 
such as hostile kill ratios and target defense levels, and experimental 
controls as anticipated in test design. The combination of objective 
(e.g., switch action frequencies) and subjective (e.g., rating scales) 
measures provided a more comprehensive approach to the study of 
system performance than either one taken alone, and permitted 
methodologically independent checks on the internal consistency of the 
results. 

2. A great variety of experimental tests was used, each appro¬ 
priate to a particular hypothesis and its associated empirical data. 
The linear regression equations for frame time proved to be a powerful 
multivariate approach for the observed data. The separate samples 
provided by the nine test sites permitted independent cross-validation 
checks and generalization of the regression results. These independent 
tests ruled out the possibility of artificial inflation of the significance 
of the results because of selection of chance fluctuations in directions 
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favorable to the given hypothesis. The large sample size (over 5,000 
frames) resulted in stable statistical findings. 

Different types of experimental tests were employed for the ques¬ 
tionnaire data. Analysis of variance permitted tests of temporal and 
individual differences. Simple bivariate correlations were employed to 
check reliability and validity measures. The tabulation of open-end 
responses was an exploratory technique involving simple response 
frequencies. 

3 and 4. The third and fourth distinguishing characteristics of 
the definition of system testing, the credibility of the test setting and 
the adequacy of the man-machine and computer system complex, go 
hand in hand. The SSTP simulation involved the actual operational 
defense facilities of the northeastern portion of the United States. The 
crews were the actual operational personnel at these sites. The simu¬ 
lated combat problem was originally designed in conjunction with the 
military staffs of the participating Air Defense Divisions. There was a 
four-hour intelligence and warning buildup before hostile aircraft 
penetration of division boundaries. These features were convincing 
arguments as to the inherent credibility and the adequacy of the oper¬ 
ational complex for the multidivision system test. 

Even with this formidable array of positive factors, the credibility 
of the findings had to be carefully qualified with respect to certain 
limitations. The simulated air attack represented only one of a variety 
of conceivable penetration patterns. As noted in the results, there was 
uneven simulation support at the various sites. For example, equipment 
for simulated electronic jamming was not working effectively at all 
Direction Centers. Nearly all of the tested parameters—for example, 
the SAGE computer program model, crew composition, types of switch 
actions, and the nature of the hostile threat—change in time. All these 
factors tend to make any generalization of the results more approxi- 
mate and conditional than is the case for more static and stable 
entities. In this study the major antidote to counteract these effects 
was the use of nine independent sector samples. This extended sam¬ 
pling permitted greater confidence in cross-validated and generalized 
results but did not eliminate the conditionality of many of the findings. 
From a practical point of view, these are relatively unavoidable limi¬ 
tations which accompany the impressive advantages of live testing at 
operational facilities over a large geographical area. 

5. In regard to the fifth characteristic of system testing, the results 
proved useful for future operations. Standardized norms were available 
for subprogram as well as over-all program running times as a function 
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of the six track and radar input variables. The experimental test tools, 
such as the Chronos program system, were available as checked out 
and standardized capabilities for future testing. Programmers were 
better able to test subprogram operating times for the next computer 
program model, which resulted in significant savings in running time. 
The regenerative test run for the successor computer program model 
permitted accurate estimates of new program operating time under 
controlled conditions. Numerous improvements were made in areas 
such as hostile track telling, switch processing, manual inputs, and 
simulation, in response to the errors and inefficient procedures detected 
in the test results. Finally, the primary goal of the system test was 
accomplished: the relationship between computer operating time, 
input load, and associated system performance was objectively 
matched against operational requirements. 

Cost. The cost factor for system testing was frequently mentioned 
as exorbitant and prohibitive by most authors cited in the early part 
of this chapter. This was not the case for these SAGE field tests, and 
the reasons are instructive in demonstrating how to cut system test 
costs. The SSTP multi division problem and the single-sector pilot test 
problem were "free” since they were selected from off-the-shelf, avail¬ 
able training problems best meeting the test needs. Although the Air 
Defense Command paid for the original production of these problems 
for training purposes, no additional costs for materials were incurred 
for system testing. Since the test was run as a training mission, the 
participating crews obtained the benefits that accrue from training 
exercises. The same problems were used later by other crews. The 
complete operational facility—men, computers, and equipment—also 
came "free” under the rubric of training. This again bears out the close 
relationship between system training and system testing which has 
been a recurrent theme in this chapter: not only do they both benefit 
from the best operational simulation available for credibility and 
optimal validity of results, but they also have economic ties in that 
both purposes may often be accomplished at the same time with an 
over-all savings in system costs. 

The design, development, and checkout of the Chronos program 
complex took only about half a man-year of programming effort, with 
all of the computer testing time absorbed in the normal overhead of 
operational computer facilities. As a result, the SAGE system acquired 
checked-out and standardized tools to measure and output program 
running times and computer load indices, and it also gained an efficient 
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regenerative recording system. Great numbers of recorded data were 
economically processed by available statistical routines for the 7090 
computer. Only one man, the principal investigator, was tied up full 
time, less than a year for the total elapsed period between the project 
proposal and the final report. 

The over-all box score amounted to a total of approximately two 
man-years of professional time and a few hours of 7090 statistical 
running time, with the rest coming out of normal overhead for training 
and field operations. This type of system test did not involve prohibi¬ 
tive costs, nor was it as difficult to design as the operational system 
itself, as Goode and Machol, cited earlier, would lead us to expect. 
Consolidation of testing, training, simulation, recording, reduction, and 
operational facilities can result in highly economical system testing 
simultaneously serving a variety of users. 


10.5 EVOLUTIONARY SYSTEM TESTING 

The positive aim of this section is to elaborate upon the outline 
of the taxonomy of testing in terms of an evolutionary process which 
permeates the development of information systems, and which effec- 
ve y resu ts in a great variety of testing activities occurring in series 
and m parallel through time, at many different levels up to system 
testing, and mcluding five operations. The negative goal is to dispel 
the persistent stereotype of the climactic, grand-slam system test that 
magica y integrates, evaluates, and shakes down the disparate ele- 
ments of a system at the end of the production process to launch it 
successfully into mature operations. This stereotype is an anachronism 
carried over from weapons system development which does not apply 
to computerized information systems. An evolutionary test approach, 
spanning t e period from the antecedent manual system, through the 
initial man-machine digital system, to successor computerized versions, 
is useful in conveying the notion of the diversity and continuity of 

e^ing and the value of cooperation and coordination between the 
different types of testing. 

Testing Manual Precursor Systems 

manlnd m e a C I dent SyS , temS ’ testin § ma y be well developed at 

" nd c ^P°nent levels, and operational testing may be a 

1 institution, the whole comprising a testing subculture. This is 
especially characteristic of military systems with: 
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• Their detailed procedures on equipment design, development, and 
testing. 

• Regulations regarding personnel selection, training, placement, 
evaluation, and promotion. 

• Long-standing operational regulations which involve various types 
of quality control checks and field and readiness tests. 

Civilian man-machine organizations tend to have analogous functions 
on a reduced scale. 

As mentioned earlier, experience with manual systems seems to 
indicate that experimental system tests are difficult to establish, con¬ 
trols are only partial, performance data are hard to obtain, the test 
effort is usually very costly, and the final results are often ambiguous. 
These problems have tended to discourage extensive system testing 
and have encouraged equipment bench testing, simplified laboratory 
tests, and inexpensive paper-and-pencil techniques—that is, testing at 
subsystem, functional, and component levels. Field tests often become 
feasibility demonstrations of gross effectiveness levels of system be¬ 
haviors rather than controlled experimental measurements under 
standardized conditions. 

Nevertheless, people in systems continually evaluate effectiveness 
from their own points of view. Total testing is like an iceberg with 
only a small portion visible above the surface. Most testing is intuitive, 
informal, and essentially invisible, as indicated by the taxonomic dis¬ 
tinction between formal and informal testing. Decisions are made at 
all levels, modifying the system in gross and subtle ways, on the basis 
of performance imputed from the typically uneven mix of stingy 
amounts of objective evidence with generous portions of subjective con¬ 
viction. Compilations of available data with complete listings of per¬ 
formance measures, test situations, and descriptive statistics of system 
operational parameters, including contradictory and ambiguous find¬ 
ings, critically reviewed and updated by independent analysts, would 
provide an invaluable source of information for personnel working in 
and with the object system. Such compilations of manual system per¬ 
formance would be especially valuable as a reference point for the 
design and testing of initial computerized systems. 

Testing Initial Computerized Systems 

A fundamental assumption in the decision to evolve from a manual 
to a computerized system is that the performance tradeoff in the digital 
version will more than offset the over-all additional costs. Ideally, if 
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there were credible performance standards from controlled experi¬ 
mental situations for the base manual system, and equivalent experi¬ 
mental tests for the computerized version, the performance differential 
between the two systems could be objectively measured. Comparative 
or longitudinal system testing in manual systems and their computer¬ 
ized successors comes closest to achieving this ideal. 

System testing has its origins in the manual precursor system and 
should be strongly established as far as economic feasibility and the 
state of the art will permit. Computerization does not change basic 
system goals or bedrock performance measures, unless, of course, the 
new system is redefined and emerges as a different type of system. 
Air defense is geared toward destroying invaders and protecting our 
targets; banking institutions are interested in fast, economical, and 
accurate processing and analysis of financial transactions; hospitals are 
oriented toward expeditious and effective support of doctors and 
patients; law enforcement is concerned with the optimal protection 
of life and property; etc. System technology may change dramatically 
with the introduction of computers, but not system teleology. 

With an established manual system test and evaluation technol¬ 
ogy, particularly longitudinal system testing, the initial computerized 
system can build upon an existing test structure. This would provide 
a starting point for critical tests to measure manual to computerized 
improvement (or degradation, as the case may be in the earliest oper- 
ations of the computerized version), providing a springboard for 
subsequent exploitation of the digital test data well beyond manual 
system capabilities. This evolutionary approach is quite different from 
starting almost from scratch in creating new performance tools and 
tests for the prototype version of first-generation computer-based 
information systems. Much of the sting would be taken out of the 
traumatic experiences of the first system test efforts if the heritage of 
system testing were transmitted from manual systems to their compu¬ 
terized offspring. 

Managers and users should take a close look at manual system 
test procedures and findings before proceeding toward a first-genera- 
tion computer-based system. This information provides the most objec- 
tive empirical base for projecting cost-effectiveness tradeoffs against 
proposed computerized alternatives for the object system. The follow- 
on requirements of the selected computer-based system should include 
corresponding empirical tests of system performance to verify the 
actual cost-effectiveness improvement. This approach was essentially 
recommended by Hosier and implied by the other authors in the 
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historical review presented earlier. The applied scientific approach 
requires that cost-effectiveness criteria as well as design specifications 
should be defined so as to be testable when facilities become available. 

To return to the iceberg theme, the total testing process, at least 
as defined by the taxonomic scheme, occupies a much larger share of 
the total design and operational effort than is commonly supposed. 
Usually, only a small portion of the testing iceberg is made visible, 
separately funded, and formally documented. Perhaps the major share 
of the design effort is spent in informal and semiformal tests of pro¬ 
posed designs. For example, a programmer may spend less of his time 
in writing code than he uses in parameter checking and debugging his 
initial program version until satisfactory performance and usable in¬ 
structions are achieved. Computer time may be almost wholly devoted 
to program testing as distinguished from program production. The 
process is repeated at assembly testing, program control, and computer 
system checkout levels. Great efforts are expended in support facilities 
to provide the required tools for testing, including simulation, record¬ 
ing, reduction, and adaptation programs; and these in turn require 
their share of testing. Program production tools, such as assemblers, 
compilers, and data dictionaries, also require continual testing. L. Farr 
and B. Nanus estimate that in military command and control systems 
up to 50% of software costs are spent in test activities. 13 J. P. Haverty 
also estimates that typically half of the programming effort is expended 
in testing activity for such systems. 14 He indicates that probably no 
one has taken a serious look at the general nature and problems of 
program testing. Equipment and human testing follow similar paths 
with pervasive checking and testing at all levels, separately in the 
early design phases, conjointly in functional subsystems, and finally 
as a whole in system testing. In this sense, system testing serves to 
polarize and organize the anterior types of component, functional, and 
subsystem testing. 

Nor does the process stop here. Well.before the first operational 
system is assembled, many postinitial design changes are released in 
an unending stream for men, equipment, and the computer program 
complex. These changes, either separately or in related clusters, re¬ 
quire some form of acceptance test and evaluation before they are 
incorporated into the system. And ultimately, such changes must dem¬ 
onstrate system compatibility either in system testing or by acceptable 
performance in on-line operations. System operation constitutes the 
final link and is in fact part of the testing chain. Inadequate opera¬ 
tional performance of any element or complex, even if informally 
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detected, will generate another system requirement, demanding an 
additional cycle of modification and retesting. 

• “ T° Uld mterestin g to have objective data on total testing costs 

m the design, development, and operation of different types of com¬ 
puter-based information systems. Comparable cost data obtained under 
contro led conditions are virtually nonexistent for computer program 
development. 15 If all testing costs in system development were to be 
made visible and formalized, fiscal attitudes toward the necessary 
economic support for effective testing at all levels might take a new 
turn. The emphasis might shift toward the creation of more powerful 
an versatile testing facilities, more expensive during initial design but 
more economical over the lifespan of the system, and with higher 
transfer to successor systems. Many types of isolated, redundant, and 
primitive testing, much of it following individualistic and anarchistic 
paths, might be centralized and standardized with more public dis¬ 
semination of results, particularly in the corrective form of longitudinal 
testing to check earlier against later findings. System tests would be 
increasingly employed as economical omnibus vehicles for simul¬ 
taneous testing of men, machine, and program features which may 
have been inadequately tested in isolation at previous times. System 
tests could thus, in principle, reduce total test costs and improve the 
quality and credibility of total test results. It might even turn out that 
testing would be viewed as a continual corrective in system evolution 
and not as a distasteful one-shot job to get over with as soon as 
possible. 


Testing Successor Computerized Systems 

BUIC (Backup Interceptor Control), in the dual role of a suc¬ 
cessor and backup system to SAGE, is one of the few current examples 
ot second-generation computerized systems with at least an incipient 
history. BUIC is specially notable for the heavy borrowing of many 
operabona! and design concepts from SAGE, in many ways a chip off 
the old block. But unlike SAGE, BUIC had to be designed under an 
austere budget and with short lead times. The existence of a viable 
working predecessor in SAGE simplified the design and production 
job, permitting positive fallout of many notable improvements, includ¬ 
ing performance testing harvested from SAGE experience. This 
example dlustrates another hidden cost factor in total system evolution: 

ized^vt V ' V ^ C ° St ,° f deVel ° pin § man y fi^t-generation computer- 
^ed systems may grossly amortize much of the lead time and dollar 
cost ot developing and operating successor systems. 




Experimental Realism 343 

System testing for successor computerized systems may assume a 
more grandiose scale than that for initial systems. There are more 
likely to be requirements for the second-generation computerized 
system to communicate with other computer-based systems and to be 
compatible with them. System tests and exercises may, in fact, become 
multisystem in scope, as indicated in the taxonomy of testing, requiring 
different and more powerful approaches to test and evaluation. The 
National Military Command System will constitute an extremely com¬ 
plex type of supersystern with a remarkably rich mixture of component 
manual and computerized systems, at different stages of evolution. 
R. L. Kirby and H. L. Wright have anticipated and outlined some of 
the interface problems in the NMCS as more and more military in¬ 
formation systems become computerized. 16 The increasing prolifera¬ 
tion of computer-based systems and the obvious advantages of digital 
intercommunication and compatibility between such entities will 
diversify the need, enhance the value, and accelerate the requirements 
for increased testing at multisystem levels. 


10.6 EXPERIMENTAL REALISM 

The problems and techniques of system testing in computer-based 
information system environments appear to involve a reorientation of 
traditional approaches to the experimental method. This section 
sketches one such reorientation, termed 'experimental realism.” 

Digital Data and Experimental Method 

The existence of a large, central computer in information systems 
has a profound impact on the basic nature of the experimental ap¬ 
proach to such systems. The computer effectively amounts to a built-in, 
semiautomated laboratory for the system, making it possible to experi¬ 
ment with living, operational events in real time as they occur in the 
"real world.” Computers have been operating at 100,000 dynamic in¬ 
structions per second (SAGE), may now execute a million instructions, 
and will, admittedly in the somewhat distant future, be approaching a 
billion machine orders per second (nanosecond speeds). This capability, 
with increasingly sophisticated man-machine, input-output coupling, 
makes it possible to efficiently collect and analyze vast numbers of 
digital data on real-time system behavior both in a controlled setting 
and spontaneously in live operations without recourse to an abstract 
laboratory environment. 
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For example, regenerative recording in SAGE only requires, on the 
average, about 1% of the dynamic instruction flow to be diverted to 
recording to permit complete reproduction of a computer test run. It 
only takes some 3% of the dynamic instruction flow to record com¬ 
pletely the changing elements of core memory in SAGE, permitting 
direct capture of core data without a regenerative rerun. Thus, by 
tapping only a fairly small fraction of its operating capability, the rela¬ 
tively middle-aged SAGE computer can be made to tell all or replicate 
all it contains for the interested investigator. 

Extrapolation from live events to similar live events is generally 
much more direct and credible than extrapolation from an artificial 
laboratory environment to the full man-computer setting. This com¬ 
parison is not meant to deny the usefulness of the classical laboratory 
approach, which will and should remain the method of choice for 
many important types of experimental problems. But the comparison 
does imply that preliminary laboratory experiments for computer- 
based information systems should be successively tested through 
component, functional, and subsystem levels, and finally in the actual 
system setting, for proper validation. Corrective longitudinal testing 
should be employed, culminating in system testing. System testing in 
the operational environment is thus the method of experimental choice 
if it is feasible and economically available for direct study of actual 
system events. 

A major shift in the nature of experimental inquiry from the 
classical laboratory to live system testing lies in the formulation of 
hypotheses. The shift is in the direction of greater formalization and 
increased visibility of exploratory and open-end techniques, in con¬ 
trast with and in addition to, preconceived hypotheses. Unexpected or 
new findings derived from exploratory probes may overshadow or 
reconfigure the original hypotheses that led to the system test. 

Experimental Realism versus Experimental Idealism 

The computer thus permits an unparalleled experimental oppor- 
tunity to record essentially all its own data and, in particular, to re¬ 
generate or replicate its own operation in real time either for direct 
reproduction of digital events or for controlled experimental variations. 
When this experimental control and replicability is considered in 
conjunction with the staggering complexity of diverse human and 
hardware inputs from a large embedding system and its environment, 
the increase in experimental scope and power cannot be considered as 
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trivial or as a transient novelty. Live system testing constitutes an on¬ 
line experimental approach which may be described as experimental 
realism.” It is contrasted with the classic laboratory procedure in 
which dependent and independent behavior variables are relatively 
isolated with other factors controlled or held "constant,” in an idealized 
and simplified model of the object system. This traditional approach 
may be designated as "experimental idealism. Recall the earlier review 
of Finan s article, in which similar approaches were contrasted. 

The relationships and distinctions between experimental realism 
versus experimental idealism reflect basic philosophical values.^ The 
differences between the two points of view are impressionistically 
suggested in the following lists: 


Experimental Realism 

Real world 
Real time 
Heuristic 

Open-end systems 

Pragmatic 

Inductive 

Pluralistic 

Probabilistic 

Eclectic 

Holistic 

Interdisciplinary 
Exploratory experimentation 
Operational simulation 
Psychological 


Experimental Idealism 

Laboratory world 

Non-real time 

Algorithmic 

Closed systems 

Rationalistic 

Deductive 

Monistic 

Deterministic 

Systematic 

Reductionists 

Specialized 

Controlled experimentation 
Mathematical modeling 
Logical 


The lists of contrasting attributes are an updated extension, with 
some modifications, of an analogous list from William James, 1 ' in 
which he distinguishes between “tough-minded” pragmatism and 
“tender-minded” idealism. The main differences are essentially a 
stronger emphasis on experimental method and the more powerful 
types of experimentation offered by the" advent of computerize 
systems. But the pragmatic predilection is the same. 

The listed distinctions between experimental realism and experi¬ 
mental idealism are only indicative of tendencies which probably 
represent nonexistent extremes when considered in their pure form. 
Many pairs of attributes are noncontradictory and may well occur 
together. No experimenter represents all the characteristics of one 
camp, and every investigator probably has some significant admixture 
of both elements of all contrasting traits. Nevertheless,, the distinction 
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between experimental realism and experimental idealism is believed to 
be a fundamental issue which has been brought into new focus with 

the possibilities of system testing in computer-based information 
systems. 


i0.7 SUMMARY AND CONCLUSIONS 

Definition. System testing refers to experimental measurement of 
system performance in a credible test setting involving an adequately 
large complex of the men, equipment, and data-processing facilities of 
e eject system, so that results can be used to make generalizations 
regardmg current and future system effectiveness. 

Taxonomy of Testing. System testing is located within the perspec- 
! a |f neral ^onomy of testing for computer-based information 
systems. The taxonomy includes four major classification categories: 

trends^ 6 5 eve ^°P inen taI phase, test approach, and chronological 

Status. System testing is an applied discipline for computer-based 
information systems, now in its infancy. 

System Testing as Applied Science . Operational specifications 
s ould be cast m the language of experimental hypotheses regarding 
system performance which can be verified by system testing. If there 
is no empirical verification of purported capability, there is only a 

system technology with unknown effectiveness, not an applied system 
science. rr 7 

Pluralistic System Performance Criteria. System performance 
measurement is complicated by the problem of pluralism: numerous 

1 ^ ^ eS SyStem environments > large numbers of qualita- 
tively different performance measures, temporal changes in system 
environments and m relevant measures of effectiveness, and pluralistic 
norms for performance. 

Credible Simulation. System testing and system training require 
credible simulation m an operational environment. More realistic 
simulation should serve as empirical verification for less realistic 
simulation m a longitudinal test series culminating with system testing 
and continually modified by five operations. 6 

Digital Data Collection. Ideal digital recording for system testing 
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should permit access to all data in high-speed memory, selective 
extraction of any subset of digital data, and a regenerative capability 
to play back any computer test. 

Reduction and Analysis of Digital Data. Ideally, reduction and 
analysis of digital data for system testing should be optimally adapted 
to the needs of the human user. This involves comprehensive coverage 
of operational variables, human-engineered formats, graphs, statistical 
summaries, printouts in operational language, on-line or rapid user 
feedback, and flexible selection of content subsets, in addition to the 
usual standards of economy and reliability. 

Applied Systems Generalists. System testing requires contribu- 
tions from engineering, programming, human factors, and operations 
research which should be harmoniously blended to form the interdisci¬ 
plinary background for a new breed of applied systems generalists. 

Example of System Testing. A detailed example of system testing 
is taken from SAGE. The example illustrates parts of the approach 
described in this chapter and emphasizes the value and economy of 
certain applied testing techniques. 

Evolutionary System Testing. Total testing and test support ac¬ 
tivities are massively embedded in all phases of system evolution at 
both overt and implicit levels. System testing serves as the ultimate 
level of validation for other types of tests. It should be well developed 
in manual precursor systems, highly elaborated and increasingly 
sophisticated in the successive stages of growth in first-generation 
computerized systems, and diversified further in succeeding com¬ 
puterized generations for multisystem testing. 

Experimental Realism. A preliminary statement of a neopragmatic 
philosophy of system testing, exploiting the on-line capabilities of 
computer-based information systems, described as “experimental 
realism, is presented as a more powerful approach than the classical 
laboratory techniques embodied in “experimental idealism.” 
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Chapter Eleven 


Retrospect 

P. E. Rosove 


In this final chapter we intend to make some summary remarks 
which, although philosophical in tone, reflect our thinking about the 
information system development process as it has been presented in 
this book. There are essentially four points which must be made. These 
include (1) the fact that computers (and other hardware) are only 
components of information systems; (2) the need to be sure that we 
ask information systems to solve the right problems; (3) the recogni¬ 
tion that technological changes in the information sciences have not 
altered the general nature of the system development process; and (4) 
the fact that information systems, if they are well designed, can provide 
some of the needed responses to the profound challenges of the con¬ 
temporary era. 

11.1 COMPUTERS ARE COMPONENTS OF SYSTEMS 

The literature of contemporary information science deals end¬ 
lessly, it seems, with the capabilities and limitations of computers. 
There are interminable debates on the differences and similarities be¬ 
tween the computer and a human being. These are, of course, im¬ 
portant issues. Rut if it is true that the value of the computer lies in 
the interaction between it and human beings, or what has been called 
man-machine symbiosis, then attention must be directed toward the 

349 
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process whereby information systems based upon such symbiosis are 
created. 

When the IBM/360 computer system was unveiled in April 1964, 
an enthusiastic official of the company was quoted as saying that the 
high speed with which the new system could deliver information to a 
user made it comparable to “drinking information from a high-pressure 
hre hose. 1 The analogy is a useful one insofar as the purpose of this 
book is concerned. The reader may, perhaps, picture a hapless user of 
t is system attempting to keep from drowning in a rising tide of data 
as he is deluged with information at speeds ranging from one-millionth 
to two- undred billionths of a second! Potential users of information 
systems should be cautioned that the fantastic operational speeds of a 
computer cannot solve their informational problems. Furthermore, the 
constantly increasing capabilities of the hardware only add to the prob¬ 
lem of the system designers since they must determine how to make 
maximum use of these capabilities. 

In celebration of the Massachusetts Institute of Technology’s Cen- 
tenmal Year a lecture series was offered on the subject “Management 
and the Computer of the Future.”- During a panel discussion following 
one of the lectures, Norbert Wiener is reported to have said that he 
could build a computer that would be able to duplicate itself. Vannevar 
Bush commented on this remark, “But it is possible to visualize a ma¬ 
chine in the desert, surrounded by its numerous progeny, busily com- 
putmg all sorts of things to which no one is paying any attention 
whatever. This story illustrates the point of view expressed in this 
book. Computers are fabulous machines, as we all know; and they will 
perform even more astonishing feats in the future, as Norbert Wiener 
indicates. But in an information system, as we defined such a system 
in Chapter 1 the computer(s) and associated equipment are merely 
components of a system -and it is the design of the system, rather than 
the physical attributes of its components, which is critical. If there is 
no such design, but merely components endlessly reproducing them- 

at!lSon7 mUSt ^ ^ VameVar Bu$h ’ 4 ™ be 1 'paying 

era P 0t ? ntiaI of the mechanical devices of the cybernetic 

lems and dTffinTi " W ® reCOgniZe m ° re ^ that the basic prob¬ 
lems and difficulties m using such devices are to be found in two 

related areas: (1) the nature of the information system development 

p cess, an (-) the attitudes, customs, and institutionalized inertia 

of the users of the new technology. As we have seen in this book 

particularly in Chapter 2, many of the problems and difficulties en- 
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countered in the typical system development activity are traceable to 
the attitudes, customs, and institutions of the users. John Diebold 4 has 
noted this relationship in the businessman's approach to the creation 
of information systems. He writes: 

“Truly fruitful results from information handling systems require 
a fundamental change in approach, an understanding that the best ap¬ 
plications come not from the mechanization or streamlining of existing 
procedures, but are based on management's willingness to rethink the 
problems of an entire business in terms of ultimate goal and final pro¬ 
duct. These are not technical problems. They are problems of definition 
of objectives and assessments of markets, of method, organization, and 
attitude.” 

It follows that before the potentialities of the revolution in infor¬ 
mation technology can be realized there must also be revolutions in 
the social or institutional realm. The inability to grasp this fundamental 
point, an inability fostered all too often by special interests (computer 
salesmen) and by the typical managers lack of familiarity with infor¬ 
mation science, impedes a more rapid and more successful utilization 
of the new technology. 

In Chapter 2, for example, we found that frequently there is a lack 
of correspondence between the jurisdictional area of an enterprise and 
the information system that it requires to meet its needs and objectives. 
This is a widespread dilemma of our time. Highways cross city, county, 
and state lines; polluted rivers are no respectors of political boundaries; 
crime is notoriously interstate and even international in its operations. 
In the business world the need of top management for information 
critical for long-range planning and decision making cuts across the 
boundaries separating decentralized operating product divisions and 
functional departments. And in the military realm we have seen in 
recent years the general trend toward centralization, first in such areas 
as logistics and supply but more recently in planning and in operations: 
the National Military Command System cuts across and integrates the 
various service and command information systems. As a result of these 
trends, the development of information systems requires coordination 
and planning extending across existing organizational jurisdictions and 
through several levels of government. We are impaled, then, on a 
three-homed dilemma—there are operational needs, jurisdictions de¬ 
termined by organizational boundaries, and the information sciences. 
As yet we have not found the way to ensure the most effective corre¬ 
spondence among these three elements. 
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11.2 LET US ASK THE RIGHT QUESTIONS 

Perhaps we can now see why much of the apprehension over the 
possibly harmful consequences to society of the use of computers is 
misdirected. The electronic digital computer, like any other machine, 
is only a tool. Like any other man-made instrument, a rifle for example, 
it can be used for good or ill. But this is not the issue. The question 
with which we ought to be more concerned is not how shall we use 
the computers so that evil consequences can be avoided, but how shall 
we develop information systems which will be commensurate with 
our values, which will achieve our stated objectives, and which will 
accommodate our institutional structure? 

It may well happen that the widespread use of computers in in¬ 
formation systems will decrease the number of persons who will par¬ 
ticipate m high-level policy decisions, as D. N. Michael fears. 5 It is 
possible that the use of computers will contribute to unemployment in 
certain fields and for certain categories of personnel. But these are not 
inevitable calamities; they are not inherent either in computers as such 
or in information science in general. Whether or not democratic 
processes are jeopardized or social dislocations result from the em¬ 
ployment of computers in a given institutional area will depend upon 
the decisions made during the system development process. To illus¬ 
trate this point, if we design an information system which no longer 
requires a particular skill or task, thereby making someone unemployed, 
the systems computer can also be used, with appropriate program¬ 
ming, to find another task which is required for that same individual 
either in the same institution, in another one of the same general type 
(e.g., a federal hospital, a university library, an automobile factory), 
or m another kind of institution. Perhaps even more important (and 
this requires us to look at the consequences of introducing computer¬ 
ized systems into one enterprise for other areas of society) is the fact 
that we can create new information systems which will automatically 
match job seekers with jobs available. Thus, the problems lie, not in 
the machinery of the cybernetic era, but in the ability of human beings 
and their institutions to adapt to the requirements of this new era. 

not er potential danger in the application of computers is not so 
much m the social dislocations which their use may entail, although 
these are unquestionably painful and costly, but in putting them to the 
urong use. The cntical questions, and these are embedded in the sys¬ 
tem development process, are as follows: What is the system being 
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asked to do? What problems is it being asked to solve? As E. E. 
Morison notes in this respect, it is 4 much harder to ask the right ques¬ 
tion than it is to find the right answer to the wrong question.” 6 In our 
review of the system development process, particularly in Chapter 3, 
we have stressed the importance of obtaining the right questions from 
the potential users of the system. If it is true that a computer will an¬ 
swer a fool according to his folly, then the function of the system 
developer is to try to prevent the user from making a fool of himself. 

We have attempted in this book to describe the major character¬ 
istics of the development process for large-scale, computer-based in¬ 
formation systems. Although each information system is unique (since 
each system is custom-built to satisfy the needs of a particular enter¬ 
prise), it is possible to indicate the typical stages or phases through 
which every system must pass as it is being created. It is possible, as 
we have done in this book, to review the typical types of problems— 
administrative and technical—which occur in the various phases of 
development. It is our conviction that, if managers and administrators 
who are about to acquire a computer-based information system under¬ 
stood this development process, particularly the earliest phases when 
the right questions must be asked, many of the disappointments and 
disillusionments which users of newly designed systems have experi¬ 
enced in the past could be avoided in the future. 


11.3 SYSTEM DEVELOPMENT AND THE PROBLEM OF CHANGE 

The information sciences underwent a major revolution during the 
few years in which this book was written, rewritten, and finally pub¬ 
lished. There is always the possibility of producing an obsolete prod¬ 
uct when one writes a book under such conditions. While this book 
may indeed become obsolete in the future, we believe that the basic 
issues dealt with here are still very much part of the contemporary 
scene. However, in the long run (and we cannot predict how much 
time that term may encompass) this book will, of necessity, be an 
object of historical interest only. Such must be the fate of any work 
dealing with a technological process while it is in a state of revolu¬ 
tionary transformation. 

The book was begun at a time when the first generation of large- 
scale, “real-time,” military computer-based command and control sys¬ 
tems had reached operational status, as in the case of SAGE, or, like 
the SAC Control System (465L) and the North American Air Defense 
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Combat Operations Center (425L), were nearing such status. Since 
the authors of this book participated in the development of these sys¬ 
tems, it was inevitable that their thinking about the system develop¬ 
ment process would be influenced by this experience. The lessons we 
earned as we labored to develop those systems are reflected in this 
book. Since the operations of these military systems were of necessity 
during their development (or even now) shrouded in secrecy, no small 
service is performed for the public, we believe, by the publication of 
the material m this book. We have also tried, wherever possible, to 
make use of information on the system development process from the 
nonmihtary area and to incorporate such information into our over-all 
view of the process. Thus, although we recognize differences between 
military and nonmilitary computer-based information systems, this 
book has focused, rather, on the typical problems and issues derived 
trom their underlying and basic similarities. 

What stands out above the changes in technology is the relatively 
stable character of the system development process. Similarly, despite 
technological progress, the problems associated with system develop¬ 
ment have remained. Thus, in the few years since 1963 we have se<fn 
he development of such techniques as computer “time sharing” by 
multiple users, “general purpose” data management systems, natural 
language data processing, the capability for “on-line” program error 
detection and correction, the application of “real-time,” “on-line” con¬ 
cepts o system design to nonmilitary enterprises, microminiaturization, 
computer operating speeds of a billionth of a second, relatively un- 
lmited data storage capacities, and many other revolutionary develop¬ 
ments too numerous to mention. Yet the striking fact remains that for 
new large-scale systems the system development process, as such, is 
basically unchanged. The user must still cooperate with the developer 
to determine the objectives and goals of the enterprise; the basic in- 
ormation system configuration must be conceived and its operating 
requirements determined; the system must be designed; its component 
elements must be designed and produced; the system must undergo 

U ° n throu « h “‘ its tooVi training must be pro- 
vided for the users; and the system must be installed and brought up 
o operational capability. Finally, through a formally defined feedback 
process the system must change and evolve in response to altering 
internal and external events and conditions. 

cfr' H Sr [ ai v. Iy - °? e ° f the maj0r devel °pments in recent years from a 
strictly technical point of view is the time-shared system in which 
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multiple users, linked to a central computer from remote input/output 
devices, "simultaneously” utilize the computer. But it should be made 
clear that such technical creations do not eliminate the need for sys¬ 
tem design or the system development process as described in this 
book. The design issues in the development process are simply differ¬ 
ent. The potential user and the developer must first determine whether 
or not a time-shared computer would meet the user’s needs; then, if 
it is decided to apply the concept of time sharing, the attention of the 
designers must be directed to associated issues. For example, since 
input/output technology lags behind the capabilities of the central 
computer, the selection of the appropriate input/output devices be¬ 
comes critical. Deciding how these devices will be apportioned among 
the users personnel and how they will be utilized for transmitting 
data also become vital issues. Another example of the shift in design 
problems is meeting the requirement in a time-shared system to pro¬ 
tect the reliability of the data base when multiple users are interacting 
with it For example, in airline reservations systems, many remotely 
located ticket agents modify the record of available seats. Further¬ 
more, as a larger number of users with varying interests and functions 
interact with the computer, the need for data storage shifts from off¬ 
line to on-line auxiliary facilities. SAGE, SABRE, and similar systems 
have demonstrated that batch processing can be performed on-line; 
with the advent of time-shared systems, the design issue is no longer 
deciding whether an on-line operation would be better than a batch 
processing operation but, rather, which functions of a hybrid system 
should be performed on-line. Also, on-line, time-shared operations re¬ 
quire the design of a different data base structure from that for batch 
processing operations. All these problems and many others must be 
resolved by the system designers. 

It is true that in recent years many of the largest business corpo¬ 
rations have created their own in-house capabilities for computer-based 
information system development. In such cases the user and the de¬ 
veloper are one and the same, but only in an abstract sense. For, as 
John Diebold points out, the controller’s conception of the enterprise 
may be parochial. In the military realm, prodigious efforts are being 
made to create in-house capabilities for information system develop¬ 
ment. But the military must compete in this realm, as in so many other 
technical fields, with the higher salary inducements of the commercial 
world. And in the quasi-public and governmental areas, in-house capa¬ 
bilities for information system development are virtually nonexistent. 
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Thus, at least in military, quasi-public, and governmental institutions 
the user-developer relationships described herein will persist for some 
time into the future. 


11.4 CHALLENGE AND RESPONSE 

In the opening pages of this book we referred to the crises which 
beset many contemporary institutions and enterprises. Since those 
pages were written, the Watts riot wracked the city of Los Angeles 
and the far-ranging power failure of November 9, 1965, plunged the 
northeastern part of the United States into primeval darkness. In South 
Vietnam, the expensive B-52’s of the Strategic Air Command are used 
anachronistically to drop conventional bombs on dense tropical jungles, 
a task for which they were not conceived or developed. The so-called 
“biggest construction project in history,” the great Interstate Highway 
System, still in the process of being built, was described in 1965 as 
inadequate although it was designed to carry an amount of traffic pro¬ 
jected through the middle of the 1970’s. Hospitals, already unable to 
accommodate a rising tide of patients, are struggling to find facilities 
and staff to cope with the flood of elderly people taking advantage of 
Medicare. Our schools and universities, still with roots in the Middle 
Ages, seek to meet the problems attendant upon ever-rising enroll¬ 
ments and the soaring costs of new buildings, administration, and 
operations. Scientists in all fields, limited by frail human capabilities, 
attempt valiantly to keep abreast of the most recent discoveries in 
their disciplines. As smog clogs the air, as pollutants of every kind turn 
once beautiful rivers into reeking quagmires, as junked automobiles 
and other discarded debris offend the eye everywhere, reference to 
our nation as the effluent society” does not seem farfetched or even 
facetious. 

Contemporary problems multiply and proliferate in such areas as 
law enforcement, the administration of justice, education, city and re¬ 
gional planning, information storage and retrieval, air and ground 
traffic control, and the administration and control of large-scale enter¬ 
prises of all types in the military, governmental, and business realms. 
Indeed, it does not seem farfetched to view this period in which we 
live as a race against disaster. Norbert Wiener has stated that "there 
is a real possibility that changes in our environment have exceeded our 
capacity to adapt. ' Kenneth Boulding asks, "Where are we going, if 
anywhere? 8 On the one hand, problems of extraordinary magnitude 
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close in around us; while, on the other hand, we struggle to employ 
whatever rational skills we possess to resolve those problems. Science 
and technology are the progenitors of our dilemmas, but science and 
technology also contain the hope for the resolution of these problems. 

Information systems technology and the computer sciences have 
led to the problems of information system development described in 
this book, but this technology and this science contain also the seeds 
of regeneration. We have our “time of troubles”; yet we also have the 
means at hand to transform crisis into triumph. It is possible, as some 
pessimists predict, that western civilization as we know it is doomed. 
It is equally possible (and, we believe, more probable) that western 
civilization, as well as the rest of the world, stands at the edge of a 
new era—a new historical epoch. Central to this new epoch in man’s 
history is the potentiality inherent in the information system built upon 
the foundation of the electronic digital computer. We have only just 
begun to apply what has been learned in the creation of military and 
commercial information systems to the overriding dilemmas of our 
time. It is not surprising that war and the desire for profit have been 
the prime movers in the creation of information system technology. 
It has been ever thus. But the application of this technology to assist 
in the resolution of the critical problems of our time will be a great 
act of creation. 

The contemporary revolution in the information sciences and the 
social revolutions call for imagination and the willingness to explore 
new areas for the application of computerized systems and new ways 
of conceptualizing information systems per se. We need the kind of 
thinking that can conceive a “national research library” built around 
computers and other hardware which would serve the information 
needs of both the federal government and the universities; we need 
new approaches in which the information system as a national public 
utility does not seem farfetched; we need to be able to design entirely 
new kinds of medical information systems of the type illustrated in 
Figure 6.2. This is the kind of thinking which is required if we are to 
survive our time of troubles. 

A word of caution must be added. Technology by itself can solve 
nothing. Implied in this book is a set of values; at the core of these 
values is a belief in man as the creator of his own destiny. Further¬ 
more, we believe that institutions, also, are the creations of man and 
exist for his benefit; they are not sacrosanct. The truly effective use of 
information system technology will require a re-examination of all 
types of accepted institutional forms, from the operations of the Con- 
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gress of the United States to the management of waste disposal. Today 
our armament for survival includes the information sciences. These 
sciences can be one of the instruments in achieving the next evolu¬ 
tionary stage of mankind. 
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